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9.2.3.1.26
Normal tracking area update / Abnormal case / TRACKING AREA UPDATE REJECT
9.2.3.1.26.1
Test Purpose (TP)

(1)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #95"semantically incorrect message" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(2)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #96" invalid mandatory information"  }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(3)

with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #97"message type non-existent or not implemented" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(4)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #99"information element non-existent or not implemented" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}
(5)
with { UE has sent a TRACKING AREA UPDATE REQUEST message}

ensure that {

  when { UE receives a TRACKING AREA UPDATE REJECT message with reject cause #111"protocol error, unspecified" }

    then { the UE sets the tracking area updating attempt counter to 5, starts timer T3402, and performs tracking area updating on the expiry of timers T3402}

9.2.3.1.26.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: 3GPP TS 24.301 clauses 5.5.3.2.6.

[TS24.301 clause5.5.3.2.6]
...
d)
TRACKING AREA UPDATE REJECT, other causes than those treated in subclause 5.5.3.2.5

Upon reception of the EMM causes #95, #96, #97, #99 and #111 the UE should set the tracking area updating attempt counter to 5. The UE shall proceed as described below.

If the tracking area updating attempt counter is equal to 5:

-
the UE shall start timer T3402, shall set the EPS update status to EU2 NOT UPDATED, shall delete the list of equivalent PLMNs and shall change to state EMM-REGISTERED.ATTEMPTING-TO-UPDATE or optionally to EMM-REGISTERED.PLMN-SEARCH in order to perform a PLMN selection according to 3GPP TS 23.122 [6].

9.2.3.1.26.3
Test description

9.2.3.1.26.3.1
Pre-test conditions

System Simulator:

-
cell A
UE:

the UE is configured to initiate EPS attach.
Preamble:

-
the UE is in state Registered, Idle Mode (state 2) on cell A according to TS 36.508 [18] except for those shown in table 9.2.3.1.26.3.3-6;
9.2.3.1.26.3.2
Test procedure sequence

Table 9.2.3.1.26.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	2
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	3
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #95"semantically incorrect message" as specified.(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	4
	The SS releases the RRC connection.
	-
	-
	-
	-

	5
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	1
	P

	6
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	7
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	7A
	The SS releases the RRC connection.
	-
	-
	-
	-

	8
	 The SS waits for T3412 to elapse.
	-
	-
	-
	-

	9
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	10
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause   #96" invalid mandatory information" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	11
	The SS releases the RRC connection.
	-
	-
	-
	-

	12
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	2
	P

	13
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	14
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	14A
	The SS releases the RRC connection
	-
	-
	-
	-

	15
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	16
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	17
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause  #97"message type non-existent or not implemented".(Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	18
	The SS releases the RRC connection.
	-
	-
	-
	-

	19
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	3
	P

	20
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	21
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	21A
	The SS releases the RRC connection
	-
	-
	-
	-

	22
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	23
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	24
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #99"information element non-existent or not implemented" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	25
	The SS releases the RRC connection.
	-
	-
	-
	-

	26
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	4
	P

	27
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	28
	The UE transmits a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	28A
	The SS releases the RRC connection.
	-
	-
	-
	-

	29
	The SS waits for T3412 to elapse.
	-
	-
	-
	-

	30
	The UE transmits a TRACKING AREA UPDATE REQUEST on Cell A.
	-->
	TRACKING AREA UPDATE REQUEST
	-
	-

	31
	The SS transmits a TRACKING AREA UPDATE REJECT message with EMM cause #111"protocol error, unspecified" as specified. (Note)
	<--
	TRACKING AREA UPDATE REJECT
	-
	-

	32
	The SS releases the RRC connection.
	-
	-
	-
	-

	33
	Check: When the timer T3402 expires does the UE re-transmit TRACKING AREA UPDATE REQUEST message on cell A?
	-->
	TRACKING AREA UPDATE REQUEST
	5
	P

	34
	The SS transmits a TRACKING AREA UPDATE ACCEPT message.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	35
	the UE transmit a TRACKING AREA UPDATE COMPLETE message.
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	-
	At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
	-
	-
	-
	-

	Note:
Upon reception of TRACKING AREA UPDATE REJECT message with EMM causes #95, #96, #97, #99 and #111, timer T3402 shall be started.


9.2.3.1.26.3.3
Specific message contents
Table 9.2.3.1.26.3.3-1: Message TRACKING AREA UPDATE REJECT (step 3, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01011111
	#95 "semantically incorrect message "
	


Table 9.2.3.1.26.3.3-2: Message TRACKING AREA UPDATE REJECT (step 10, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100000
	#96 " invalid mandatory information "
	


Table 9.2.3.1.26.3.3-3: Message TRACKING AREA UPDATE REJECT (step 17, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100001
	#97 " message type non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-4: Message TRACKING AREA UPDATE REJECT (step 24, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01100011
	#99 " information element non-existent or not implemented "
	


Table 9.2.3.1.26.3.3-5: Message TRACKING AREA UPDATE REJECT (step 31, Table 9.2.3.1.26.3.2-1)

	Derivation path: 36.508 table 4.7.2-24

	Information Element
	Value/Remark
	Comment
	Condition

	EMM cause
	01101111
	#111 " protocol error, unspecified "
	


Table 9.2.3.1.26.3.3-6: Message ATTACH ACCEPT (For the UE registration procedure in TS 36.508 clause 4.5.2.3)
	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30 seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


Table 9.2.3.1.26.3.3-7: Message TRACKING AREA UPDATE ACCEPT (steps 6,13,20,27,34, Table   9.2.3.1.26.3.2-1)
	Derivation path: 36.508 table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	T3412 value
	
	1 minute
	

	  Timer value
	'00001'B
	
	

	  Unit
	'001'B
	
	

	T3402 value
	
	30 seconds
	

	  Timer value
	‘01111’B
	
	

	  Unit
	‘000’B
	
	


Table 9.2.3.1.26.3.3-8: Message TRACKING AREA UPDATE REQUEST (steps 2,9,16,23,30 Table 9.2.3.1.26.3.2-1)
	Derivation Path: 36.508, Table 4.7.2-27

	Information Element
	Value/remark
	Comment
	Condition

	EPS update type
	
	
	

	  EPS update type Value
	'011'B
	Periodic updating
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