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8.4.2.2
Inter-RAT handover / From UTRA PS to E-UTRA / Data
<< Unchanged sections omitted >>
8.4.2.2.3
Test description

8.4.2.2.3.1
Pre-test conditions

System Simulator:

-
Cell 1 and Cell 5.
-
System information combination 4 as defined in TS 36.508 [18] clause 4.4.3.1 is used in E-UTRA cells.
UE:
None.

Preamble:
-
The UE is in state Registered, Idle mode (state 2) on Cell 1 (serving cell) according to [18].
8.4.2.2.3.2
Test procedure sequence
Table 8.4.2.2.3.2-1 illustrates the downlink power levels and other changing parameters to be applied for the cells at various time instants of the test execution. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 8.4.2.2.3.2-2.

Table 8.4.2.2.3.2-1: Time instances of cell power level and parameter changes
	
	Parameter
	Unit
	Cell 1
	Cell 5
	Remark

	T1
	Cell-specific RS EPRE
	dBm/15kHz
	-90
	-
	The power level values are assigned to satisfy Threshx,high < Srxlevcell 5.

	
	CPICH Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-65
	

	
	PCCPCH Ec (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-65
	

	T2
	Cell-specific RS EPRE
	dBm/15kHz
	-70
	-
	The power level values are such that entering conditions for event 3a are satisfied.

	
	CPICH Ec (UTRA FDD)
	dBm/3.84 MHz
	-
	-100
	

	
	PCCPCH Ec (UTRA LCR TDD)
	dBm/1.28 MHz
	-
	-100
	


<< End of changed sections >>
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