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1. Summary of Content:

E-UTRA FDD Bands 11 and 18 have been under the scope of GCF E-UTRA certification since September 2011.  Initial validations were approved during GCF CAG#29 meeting in January 2012 based on RAN5 test specifications.

At the CAG#30 meeting this week, the relevant Operators notified GCF about their intention to only support 10MHz bandwidth configuration in the real network deployment of LTE Bands 11 and 18. GCF CAG also accepted the request from the Operators to limit the scope of certification testing (RF as well as Signalling) to 10MHz even though other bandwidth configurations are specified in 3GPP RAN4 and RAN5 specifications for these bands.

In the future, if the relevant operators see a market need for additional bandwidth configurations, it will be identified in RAN5 first.

2. Proposed Actions

In order to meet industry needs, GCF requests RAN5:

1. To consider defining default bandwidth configuration of 10MHz for signalling testing in the RAN5 specifications for Bands 11 and 18; 

2. To consider applying maximum bandwidth configuration of 10MHz for signalling testing for Band 18;

3. To consider adding the option in the specification to enable execution of E-UTRA FDD RF tests in 10MHz as one of the default bandwidth configurations for LTE FDD Band 18; 

3. Dates of Next Meeting

GCF CAG#31, 26 – 27 June 2012
Liaison Statement
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