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1
Introduction
Some e1xCSFB test cases are part of Rel-9 work plan. However some very important signaling aspects of e1xCSFB call flows are missing from this work plan. The test cases are identified by various operators. This document proposes to include those test cases as RAN5 Signaling test cases.

2
Proposal
The following e1xCSFB Signaling Scenarios are missing from the current work plan. Therefore, we suggest adding six test cases for e1xCSFB to section 8.4.7 and 13.4.4 in Rel-9 work plan.
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	8  RRC
	
	
	
	
	
	
	

	8.4 Inter-RAT handover
	
	
	
	
	
	
	

	
	36.523-1
	8.4.7.7
	Rel-9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/ECAM-based MO call
	When UE has done power-up Registration on 1xRTT, in Connected state in LTE, UE 

make e1xCSFB MO voice call based on ECAM

Verification of TS 23.272, clause B.2.3a.2
	Qualcomm, KDDI
	RP#56
	0%
	
	

	
	36.523-1
	8.4.7.8
	Rel-9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/ECAM-based MT call
	When UE has done power-up Registration on 1xRTT, in Connected state in LTE, UE 

make e1xCSFB MT voice call based on ECAM

Verification of TS 23.272, clause B.2.3a.4
	Qualcomm, KDDI
	RP#56
	0%
	
	

	
	36.523-1
	8.4.7.9
	Rel-9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA RRC_CONNECTED to 1xRTT/Extended Service Reject/ MO call 

	When UE has done power-up Registration on 1xRTT, in Connected state in LTE, UE 

make e1xCSFB MO voice call based which gets rejected with

Cause code {3,6,7,9,10,11,12,13,15,18, 25} in Sevice Reject message
UE reacquires 1x and estyablished the call over native 1x.
Verification of TS 23.272, clause B.2.3b.2; TS 23.401 section 5.6.1.6
	Qualcomm, KDDI
	RP#56
	0%
	
	

	
	36.523-1
	8.4.7.10
	Rel-9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA Registration reject order
	When UE initiates 1xRTT registration procedure, 1x BS sends GCSNACircuitServicesMsg with Registration Reject order.  

UE detaches from LTE
Verification of TS 23.272, clause B.2.3b
	Qualcomm, KDDI
	RP#57
	0%
	
	

	
	36.523-1
	8.4.7.11
	Rel-9
	Pre-registration at 1xRTT and inter-RAT Handover / Enhanced CS fallback from E-UTRA call failure – GCSNA with Reorder Order
	When UE is attached to E-UTRAN on the desired cell and makes MO e1xCSFB voice, verify that NW sends GCSNA(Release Order) instead of setting up the call and the UE hard fails.
Verification of TS 23.272, clause B.2.3b
	Qualcomm, KDDI
	RP#57
	0%
	
	

	13  Multi layer Procedures
	
	
	
	
	
	
	

	13.4.4 Inter-system session management
	
	
	
	
	
	
	

	
	36.523-1
	13.4.4.5
	Rel-9
	Pre-Registration at 1xRTT / Power Down Registration
	When UE has done Power- up registration on 1xRTT, in Idle state in E-UTRAN, upon power down, the UE performs power-down registration on S102 tunnel

Verification of TS 23.272, clause B.2.1.1 and B.2.1.3
	Qualcomm, KDDI
	RP#57
	0%
	
	


3
Conclusion

We propose to add these six test cases to 36.523-1 Rel-9 work plan.
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