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	Reason for change:
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	1.
Current applicability for 9.2.3.3.5a refers to UE supporting ISR. However, ISR function is not required in current test procedure.

2.
TC 9.2.3.3.5a requires that the UE performs combined TA/LA update procedure. However, condition "combined EPS/IMSI attach" is not required in current applicability.

	
	

	Summary of change:
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	1.
Removed ISR support from applicability.
2.
Added combined EPS/IMSI attach to applicability.
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	The UE not supporting ISR will remain in the inapplicable UE.
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	<many rows skipped here>
	
	
	
	
	
	

	9.2.3.3.5
	Periodic routing area update
	Rel-8
	C27
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and, ISR
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.3.5a
	Periodic Location Update
	Rel-8
	C128
	UEs supporting E-UTRA and UTRAN or/and E-UTRA and GERAN, and combined EPS/IMSI attach (with or without pre-configuration)
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 Execution (Note 2)

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	

	9.2.3.3.6
	E-UTRAN RRC connection failure / Reselection of UTRAN cell / NAS signalling to release old S1 interface connection
	Rel-8
	C01
	UEs supporting E-UTRA and UTRAN
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
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