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10.4.1
EPS bearer context deactivation / Success
10.4.1.1
Test Purpose (TP)

(1)

with { UE is in BEARER CONTEXT ACTIVE STATE state and in EMM-CONNECTED mode }

ensure that {

  when { UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message }

    then { UE deletes the EPS bearer context identified by the EPS bearer identity and transmits a DEACTIVATE EPS BEARER CONTEXT ACCEPT }

            }

(2)

with { UE is in BEARER CONTEXT ACTIVE STATE state and in EMM-CONNECTED mode }

ensure that {

  when { UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message indicating the EPS bearer identity of the default bearer to a PDN }

    then { UE deletes all EPS bearer contexts identified to the PDN and transmits a DEACTIVATE EPS BEARER CONTEXT ACCEPT }

            }

(3)

with { UE is in BEARER CONTEXT ACTIVE STATE state and in EMM-CONNECTED mode }

ensure that {

  when { UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message that does not point to an existing EPS bearer context }

    then { UE transmits a DEACTIVATE EPS BEARER CONTEXT ACCEPT with EPS bearer identity set to the received EPS bearer identity }

            }

(4)

with { UE is in BEARER CONTEXT ACTIVE STATE state and in EMM-IDLE mode }

ensure that {

  when { UE initiates an EMM-IDLE to EMM-CONNECTED transition (i.e. SERVICE REQUEST, TRACKING AREA UPDATE REQUEST) }

    then { UE only synchronises EPS bearer context state(s) which are explicitly activated by SS in signalling messages }

            }

10.4.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.301, clauses 6.4.4.2, 5.5.3.2.4, 5.6.1.4, 6.4.4.3 and 6.4.4.6.

[TS 24.301, clause 6.4.4.2]

…

When the MME wants to deactivate all EPS bearer contexts to a PDN and thus disconnect the UE from the PDN, the MME shall include the EPS bearer identity of the default bearer associated to the PDN in the DEACTIVATE EPS BEARER CONTEXT REQUEST message.

If no NAS signalling connection exists when the MME initiates the EPS bearer context deactivation, the ESM entity in the MME shall locally deactivate the EPS bearer context towards the UE without any peer-to-peer ESM signalling between the MME and the UE.

NOTE:
The EPS bearer context state(s) can be synchronized between the UE and the MME at the next EMM-IDLE to EMM-CONNECTED transition, e.g. during a service request or tracking area updating procedure.

[TS 24.301, clause 5.6.1.4]

...

The UE shall locally deactivate the EPS bearer contexts that do not have a user plane radio bearer established after the successful completion of the service request procedure.

...
[TS 24.301, clause 5.5.3.2.4]

…
If an EPS bearer context status IE is included in the TRACKING AREA UPDATE REQUEST message, the MME shall deactivate all those EPS bearer contexts locally (without peer-to-peer signalling between the MME and the UE) which are active on the network side, but are indicated by the UE as being inactive. If a default EPS bearer context is marked as inactive in the EPS bearer context status IE included in the TRACKING AREA UPDATE REQUEST message, and this default bearer is not associated with the last PDN of the user in the MME, the MME shall locally deactivate all EPS bearer contexts associated to the PDN connection with the default EPS bearer context without peer-to-peer ESM signalling to the UE.
If the EPS bearer context status IE is included in the TRACKING AREA UPDATE REQUEST, the MME shall include an EPS bearer context status IE in the TRACKING AREA UPDATE ACCEPT message, indicating which EPS bearer contexts are active in the MME.
…
If an EPS bearer context status IE is included in the TRACKING AREA UPDATE ACCEPT message, the UE shall deactivate all those EPS bearers contexts locally (without peer-to-peer signalling between the UE and the MME) which are active in the UE, but are indicated by the MME as being inactive.

…
[TS 24.301, clause 6.4.4.3]

Upon receipt of the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE shall delete the EPS bearer context identified by the EPS bearer identity. After deactivating the identified EPS bearer context, the UE shall respond to the MME with the DEACTIVATE EPS BEARER CONTEXT ACCEPT.

If the EPS bearer identity indicated in the DEACTIVATE EPS BEARER CONTEXT REQUEST is that of the default bearer to a PDN, the UE shall delete all EPS bearer contexts associated to the PDN. After deactivating all EPS bearer contexts, the UE shall respond to the MME with the DEACTIVATE EPS BEARER CONTEXT ACCEPT.

Upon sending the DEACTIVATE EPS BEARER CONTEXT ACCEPT message, the UE shall enter the state BEARER CONTEXT INACTIVE
If the PTI is included in the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE uses the PTI to identify the UE requested bearer resource modification procedure or UE requested PDN disconnect procedure to which the EPS bearer context deactivation is related (see subclause 6.5.4).
If the PTI is included in the DEACTIVATE EPS BEARER CONTEXT REQUEST message, the UE shall release the traffic flow aggregate description associated to the PTI value provided.
...
[TS 24.301, clause 7.3.2]
…
The following UE procedures shall apply for handling an unknown, erroneous, or unforeseen EPS bearer identity received in the header of an ESM message:

i)
If the UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message which includes an unassigned or reserved EPS bearer identity value or an assigned EPS bearer identity value that does not match an existing EPS bearer context, the UE shall respond with a DEACTIVATE EPS BEARER CONTEXT ACCEPT message with the EPS bearer identity set to the received EPS bearer identity.
…
[TS 24.301, clause 6.4.4.6]
The UE and the MME deactivate EPS bearer contexts locally without peer-to-peer ESM signalling in the following cases:

1)
during the service request procedure, if the E-UTRAN fails to establish the user plane radio bearers for one or more EPS bearer contexts e.g. due to radio access control;
…For those cases, based on the indication from the lower layers, the UE and the MME shall locally deactivate the EPS bearer contexts for which no user plane radio bearers are set up.
…
When the user plane radio bearer for a default EPS bearer context is not established during the service request procedure or tracking area updating procedure with "active" flag, the UE shall locally deactivate all EPS bearer contexts associated to the PDN connection with the default EPS bearer context. The MME shall locally deactivate all EPS bearer contexts associated to the PDN connection with the default EPS bearer context without peer-to-peer ESM signalling to the UE.
10.4.1.3
Test description

10.4.1.3.1
Pre-test conditions

System Simulator:

-
Cell A and Cell B are configured according to Table 6.3.2.2-1 in [18].

-
Cell A, Cell B (home PLMN, different TAs).

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells;

UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) according to [18] on Cell A.

10.4.1.3.2
Test procedure sequence

Table 10.4.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	-
	Cell A is the serving cell

Cell B is a suitable cell
	-
	-
	-
	-

	1
	Cause the UE to request connectivity to an additional PDN (see Note 1)
	-
	-
	-
	-

	1A
	The UE transmits a SERVICE REQUEST
	-->
	SERVICE REQUEST
	-
	-

	1B
	The SS establishes SRB2 and DRB associated with default EPS bearer context obtained during the attach procedure.
	-
	-
	-
	-

	2
	The UE transmits a PDN CONNECTIVITY REQUEST message as specified to request an additional PDN. 
	-->
	PDN CONNECTIVITY REQUEST
	-
	-

	3
	The SS transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with IE EPS Bearer Identity set to new EPS bearer context.

Note: the SS allocates a PDN address of a PDN type which is compliant with the PDN type requested by the UE.
	<--
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	-
	-

	4
	The UE transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	-
	-

	5
	The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST relative to the additional PDN. 

Note: the same PDN address is applicable because the linked EPS bearer ID refers to the default EBC allocated in step 3.
	<--
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	6
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	7
	The SS releases the RRC connection.
	-
	-
	-
	-

	8
	The SS transmits a Paging message to the UE using S-TMSI with CN domain indicator set to ''PS”.
	<--
	-
	-
	-

	9
	The UE transmits the SERVICE REQUEST message 
	-->
	SERVICE REQUEST
	-
	-

	9A
	The SS establishes SRB2 and DRBs associated with two default EPS bearer context (a first PDN obtained during the attach procedure and an additional PDN).
	-
	-
	-
	-

	10
	The SS transmits a DEACTIVATE EPS BEARER CONTEXT REQUEST including the EPS bearer identity of the dedicated EPS bearer to the additional PDN.
	<--
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	-
	-

	11
	Check: Does the UE transmit a DEACTIVATE EPS BEARER CONTEXT ACCEPT?
	-->
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	1
	P

	12
	The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST relative to the additional PDN. 

Note:
the same PDN address is applicable because the linked EPS bearer ID refers to the default EBC allocated in step 3.
	<--
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	13
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	14
	The SS transmits a DEACTIVATE EPS BEARER CONTEXT REQUEST including the EPS bearer identity of the default EPS bearer to the additional PDN.
	<--
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	-
	-

	15
	Check: Does the UE transmit a DEACTIVATE EPS BEARER CONTEXT ACCEPT?
(see Note 3)
	-->
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	2
	P

	16
	The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message including the EPS bearer identity of the dedicated EPS bearer. This message is included in a DLInformationTransfer message.
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	17
	Check: Does UE transmit a MODIFY EPS BEARER CONTEXT REJECT message with ESM cause #43? (see Note 4)
	-->
	MODIFY EPS BEARER CONTEXT REJECT
	2
	P

	18
	The SS transmits a DEACTIVATE EPS BEARER CONTEXT REQUEST that does not point an existing EPS bearer context.
	<--
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	-
	-

	19
	Check: Does the UE transmit a DEACTIVATE EPS BEARER CONTEXT ACCEPT?
	-->
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	3
	P

	20
	The SS releases the RRC connection.
	-
	-
	-
	-

	21
	Cause the UE to request connectivity to an additional PDN (see note 1)
	-
	-
	-
	-

	21A
	The UE transmits a SERVICE REQUEST
	-->
	SERVICE REQUEST
	-
	-

	21B
	The SS establishes SRB2 and DRBs associated with two default EPS bearer context (a first PDN obtained during the attach procedure and an additional PDN).
	-
	-
	-
	-

	22
	The UE transmits a PDN CONNECTIVITY REQUEST message as specified to request an additional PDN. 
	-->
	PDN CONNECTIVITY REQUEST
	-
	-

	23
	The SS transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with IE EPS Bearer Identity set to new EPS bearer context.
	<--
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	-
	-

	24
	The UE transmit an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	-
	-

	25
	The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST relative to additional PDN. 

Note:
the same PDN address is applicable because the linked EPS bearer ID refers to the default EBC allocated in step 3.
	<--
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	26
	The UE transmit an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	27
	The SS releases the RRC connection.
	-
	-
	-
	-

	28
	The SS transmits a Paging message to the UE using S-TMSI with CN domain indicator set to ''PS”.
	<--
	-
	-
	-

	29
	The UE transmits SERVICE REQUEST message
	-->
	SERVICE REQUEST
	-
	-

	30
	The SS performs a radio bearer establishment procedure. (Note 2)

The RRCConnectionReconfiguration message doesn’t include the EPS bearer ID of the additional PDN.
	-
	-
	-
	-

	31
	Check: Does UE transmit a RRCConnectionReconfigurationComplete message? (Note 2)
	-
	-
	4
	P

	32
	The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message including the EPS bearer identity of the default EPS bearer to the additional PDN. This message is included in a DLInformationTransfer message.
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	32A
	Check: Does UE transmits a MODIFY EPS BEARER CONTEXT REJECT message with ESM cause #43?(see Note 3)


	-->
	MODIFY EPS BEARER CONTEXT REJECT
	4
	P

	32B
	The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message including the EPS bearer identity of the dedicated EPS bearer.
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	32C
	Check: Does UE transmit a MODIFY EPS BEARER CONTEXT REJECT message with ESM cause #43? (see Note 4)


	-->
	MODIFY EPS BEARER CONTEXT REJECT
	4
	P

	33
	The SS releases the RRC connection.
	-
	-
	-
	-

	34
	Cause the UE to request connectivity to an additional PDN (see note 1)
	-
	-
	-
	-

	34A
	The UE transmits a SERVICE REQUEST
	-->
	SERVICE REQUEST
	-
	-

	34B
	The SS establishes SRB2 and DRB associated with default EPS bearer context obtained during the attach procedure
	-
	-
	-
	-

	35
	The UE transmits a PDN CONNECTIVITY REQUEST message as specified to request an additional PDN. 
	-->
	PDN CONNECTIVITY REQUEST
	-
	-

	36
	The SS transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message with IE EPS Bearer Identity set to new EPS bearer context.

Note: SS allocates a PDN address of a PDN type which is compliant with the PDN type requested by the UE.
	<--
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	-
	-

	37
	The UE transmits an ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	-
	-

	38
	The SS transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST relative to additional PDN. 

Note:
the same PDN address is applicable because the linked EPS bearer ID refers to the default EBC allocated in step 3.
	<--
	ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST
	-
	-

	39
	The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message as specified.
	-->
	ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT
	-
	-

	40
	The SS releases the RRC connection.
	-
	-
	-
	-

	41
	Cell A is a suitable cell

Cell B is the serving cell
	-
	- 
	-
	-

	42
	The UE transmit a TRACKING AREA UPDATE REQUEST message as specified on Cell B.
	-->
	TRACKING AREA UPDATE REQUEST
	
	

	43
	The SS transmits a TRACKING AREA UPDATE ACCEPT indicating only one EPS bearer (default EBId-1) active in the EPS bearer context status IE.
Note:
The EPS bearer ID linked to the additional PDN is deactivated by SS.
	<--
	TRACKING AREA UPDATE ACCEPT
	-
	-

	43AA
	The UE transmits TRACKING AREA UPDATE COMPLETE message
	-->
	TRACKING AREA UPDATE COMPLETE
	-
	-

	43AB
	Void
	-
	-
	-
	-

	43A
	The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message including the EPS bearer identity of the default EPS bearer to the additional PDN. This message is included in a DLInformationTransfer message.
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	43B
	Check: Does UE transmits a MODIFY EPS BEARER CONTEXT REJECT message with ESM cause #43?(see Note 3)


	-->
	MODIFY EPS BEARER CONTEXT REJECT
	4
	P

	43C
	The SS transmits a MODIFY EPS BEARER CONTEXT REQUEST message including the EPS bearer identity of the dedicated EPS bearer. This message is included in a DLInformationTransfer message.
	<--
	MODIFY EPS BEARER CONTEXT REQUEST
	-
	-

	43D
	Check: Does UE transmits a MODIFY EPS BEARER CONTEXT REJECT message with ESM cause #43? (see Note 4)


	-->
	MODIFY EPS BEARER CONTEXT REJECT
	4
	P

	44
	The SS releases the RRC connection.
	-
	-
	-
	-

	-
	EXCEPTION: Step 45 & 46 describe behaviour that depends on the UE capability.
	
	
	
	

	45
	If pc_ESM_MO_Bearer_Allocation cause the UE to request bearer resource allocation of dedicated EPS bearer associated with additional PDN connectivity.
	-
	-
	-
	-

	46
	Check: Does the UE transmit SERVICE REQUEST?
	-->
	SERVICE REQUEST
	4
	F

	Note 1:
The request of connectivity to an additional PDN and the sending of data may be performed by MMI or AT command.

Note 2:
After a correct SERVICE REQUEST is received then the SS performs the Radio Bearer Establishment procedure. The UE transmission of the RRCConnectionReconfigurationComplete message indicates the completion of the radio bearer establishment procedure and that the UE has changed EMM mode from EMM-IDLE to EMM-CONNECTED.
Note 3:
It can be confirmed that the additional default EPS bearer has been deactivated by UE.

Note 4:
It can be confirmed that the dedicated EPS bearer has been deactivated by UE.


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





