Page 1



3GPP TSG-RAN WG5 Meeting #55 
(
R5-121916
Prague, Czech Republic, 21 – 25 May, 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.121-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.2.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update to 34.121-1 for TCs 9.3.1BA & 9.3.2AA for DB-DC-HSDPA CQI reporting

	
	

	Source to WG:
(

	Orange, Renesas Mobile Europe Ltd, ST Ericsson

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	TEI9_Test
	
	Date: (

	2012-05-23

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	At last RAN5 meeting, the Action Point with reference AP#54.22 about the applicability for the test cases 9.3.1BA and 9.3.2AA has been decided. After investigation, the conclusion is that the current applicability -25-28- is not fully correct, 21-24 HSDPA categories are missing.

	
	

	Summary of change:
(
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  9.3.2AA Single Link Performance - Fading Propagation Conditions, DB-DC-HSDPA requirements
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<BEGINNING OF CHANGE>
9.3.1BA
Single Link Performance - AWGN Propagation Conditions, DB-DC-HSDPA requirements

9.3.1BA.1
Definition and applicability

The reporting accuracy of channel quality indicator (CQI) under AWGN environments is determined by the reporting variance and the BLER performance using the transport format indicated by the reported CQI median. 

The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support DB-DC-HSDPA UE capability categories 21-28.

DB-DC-HSDPA is designed to operate in configurations specified in clause 4.2.
<TEXT SKIPPED HERE>
9.3.2AA
Single Link Performance - Fading Propagation Conditions, DB-DC-HSDPA requirements

9.3.2AA.1
Definition and applicability

The reporting accuracy of the channel quality indicator (CQI) under fading environments is determined by the BLER performance using the transport format indicated by the reported CQI median.

The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support DB-DC-HSDPA UE capability categories 21-28.

DB-DC-HSDPA is designed to operate in configurations specified in clause 4.2.
<END OF CHANGE
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