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1. Context:

RAN WG5 is writing the OTA Tests Cases for LME and LEE devices -in the TS 34.114-. The test method is based on TS 25.144 but this specification does not indicate the applicability to devices, notably those which support an activated Rx Diversity with the 12.2kbps Reference Measurement Channel -RMC-.

The intention of RAN WG5 is to add the Rx Diversity devices into the scope of the method, even if in most cases the Rx Diversity is not activated or used with the 12.2kbps RMC.

RAN WG5 would like to clarify the applicability of the method and requirements for devices which support the Rx Diversity feature.
2. Questions adressed to RAN WG4:

From RAN WG5 view, it is important to clarify the following points even if today there are few UEs using Rx Diversity with a 12.2kbps RMC:


Q1: Is the method defined in the TS 25.144 applicable to devices which support an activated Rx Diversity feature?


Q2: Will the requirements defined in the TS 25.144 in the future be the same for single antenna devices and devices with an activated Rx Diversity?
Q3: In case, the answers to the above questions is no: Will RAN WG4 define a method and/or requirements for devices using the RX Diversity with the 12.2 kbps RMC?
3. Actions:

To:

3GPP TSG RAN WG4
ACTION:
RAN5 kindly asks RAN4 group to provide answers to the 3 above questions 
4. Date of Next TSG-RAN WG5 Meetings:

TSG-RAN WG5 Meeting #56
13 – 17 Aug 12

Qing Dao
TSG-RAN WG5 Meeting #57
05 – 09 Nov 12

Baltimore
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