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4
Frequency bands and channel arrangement

4.1
General

The information presented in this clause is based on a chip rate of 3,84 Mcps. The normative reference for the frequency bands and channel arrangement are defined is TS 25.101 [1] clause 5 and TS 25.307 [26].

NOTE:
Other chip rates may be considered in future releases.

4.2
Frequency bands

a)
UTRA/FDD is designed to operate in either of the following paired bands:

	Operating Band
	UL Frequencies

UE transmit, Node B receive
	DL frequencies

UE receive, Node B transmit

	I
	1920 – 1980 MHz
	2110 – 2170 MHz

	II
	1850 –1910 MHz
	1930 – 1990 MHz

	III
	1710 -1785 MHz
	1805 - 1880 MHz

	IV
	1710 -1755MHz
	2110 - 2155MHz

	V
	824 - 849MHz
	869 - 894MHz

	VI
	830 - 840 MHz

	875 - 885 MHz

	VII
	2500 - 2570 MHz
	2620 - 2690 MHz

	VIII
	880 – 915 MHz
	925 – 960 MHz

	IX
	1749.9 - 1784.9 MHz
	1844.9 - 1879.9 MHz

	X
	1710 – 1770 MHz
	2110 – 2170 MHz

	XI
	1427.9 - 1447.9 MHz
	1475.9 - 1495.9 MHz

	XII
	699 – 716 MHz
	729 – 746 MHz

	XIII
	777 – 787 MHz
	746 – 756 MHz

	XIV
	788 – 798 MHz
	758 – 768 MHz

	XV
	Reserved
	Reserved

	XVI
	Reserved
	Reserved

	XVII
	Reserved
	Reserved

	XVIII
	Reserved
	Reserved

	XIX
	830 – 845 MHz
	875 – 890 MHz

	XX
	832 – 862 MHz
	791 – 821 MHz

	XXI
	1447.9 – 1462.9 MHz
	1495.9 – 1510.9 MHz

	XXII
	3410 – 3490 MHz
	3510 – 3590 MHz

	XXV
	1850 – 1915 MHz  
	1930  – 1995 MHz


b)
Deployment in other frequency bands is not precluded. 

c)
DB-DC-HSDPA is designed to operate in the following configurations:

	DB-DC-HSDPA Configuration
	UL Band
	DL Bands

	1
	I or VIII
	I and VIII

	2
	II or IV
	II and IV

	3
	I or V
	I and V


4.3
TX–RX frequency separation

a)
UTRA/FDD is designed to operate with the following TX-RX frequency separation.

	Operating Band
	TX-RX frequency separation

	I
	190 MHz

	II
	80 MHz

	III
	95 MHz

	IV
	400 MHz

	V
	45 MHz

	VI
	45 MHz

	VII
	120 MHz

	VIII
	45 MHz

	IX
	95 MHz

	X
	400 MHz

	XI
	48 MHz

	XII
	30 MHz

	XIII
	31 MHz

	XIV
	30 MHz

	XIX
	45 MHz

	XX
	41 MHz

	XXI
	48 MHz

	XXII
	100 MHz

	XXV
	80 MHz


b)
UTRA/FDD can support both fixed and variable transmit to receive frequency separation.

c)
The use of other transmit to receive frequency separations in existing or other frequency bands shall not be precluded.

d)
When configured to operate on dual cells, the TX-RX frequency separation shall be applied to UL and DL with the serving HS-DSCH cell. For band XII, XIII and XIV, the TX-RX frequency separation shall be the minimum spacing between UL and any of DL carriers.
4.4
Channel arrangement

4.4.1
Channel spacing

The nominal channel spacing is 5 MHz, but this can be adjusted to optimise performance in a particular deployment scenario. In DC-HSDPA and DB-DC-HSDPA mode, the UE receives two cells simultaneously. In context of DC-HSDPA and DB-DC-HSDPA, a cell is characterized by a combination of scrambling code and a carrier frequency; see TR 21.905 [5].
4.4.2
Channel raster

The channel raster is 200 kHz, for all bands which means that the centre frequency must be an integer multiple of 200 kHz.   In addition a number of additional centre frequencies are specified according to table 4.1a, which means that the centre frequencies for these channels are shifted 100 kHz relative to the general raster.
4.4.3
Channel number

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). For each operating Band, the values of the UARFCN are defined as follows.

Uplink:

NU = 5 * (FUL – FUL_Offset),
for the carrier frequency range FUL_low FUL    FUL_high
Downlink:
ND = 5 * (FDL – FDL_Offset),
for the carrier frequency range FDL_low FDL    FDL_high
For each operating Band, FUL_Offset, FUL_low FUL_high, FDL_Offset, FDL_lowand FDL_high are defined in Table 4.1 for the general UARFCN. For the additional UARFCN, FUL_Offset, FDL_Offset and the specific FUL and FDL are defined in Table 4.1A.

Table 4.1: UARFCN definition (general)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency (FUL) range [MHz] 
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency (FDL) range [MHz]

	
	
	FUL_low
	FUL_high
	
	FDL_low
	FDL_high

	I
	0
	1922.4
	1977.6
	0
	2112.4
	2167.6

	II
	0
	1852.4
	1907.6
	0
	1932.4
	1987.6

	III
	1525
	1712.4
	1782.6
	1575
	1807.4
	1877.6

	IV
	1450
	1712.4
	1752.6
	1805
	2112.4
	2152.6

	V
	0
	826.4
	846.6
	0
	871.4
	891.6

	VI
	0
	832.4
	837.6
	0
	877.4
	882.6

	VII
	2100
	2502.4
	2567.6
	2175
	2622.4
	2687.6

	VIII
	340
	882.4
	912.6
	340
	927.4
	957.6

	IX
	0
	1752.4
	1782.4
	0
	1847.4
	1877.4

	X
	1135
	1712.4
	1767.6
	1490
	2112.4
	2167.6

	XI
	733
	1430.4
	1445.4
	736
	1478.4
	1493.4

	XII
	-22
	701.4
	713.6
	-37
	731.4
	743.6

	XIII
	21
	779.4
	784.6
	-55
	748.4
	753.6

	XIV
	12
	790.4
	795.6
	-63
	760.4
	765.6

	XIX
	770
	832.4
	842.6
	735
	877.4
	887.6

	XX
	-23
	834.4
	859.6
	-109
	793.4
	818.6

	XXI
	1358
	1450.4
	1460.4
	1326
	1498.4
	1508.4

	XXII
	2525
	3412.4
	3487.6
	2580
	3512.4
	3587.6

	XXV
	875
	1852.4
	1912.6
	910
	1932.4
	1992.6


Table 4.1a: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN formula offset

FUL_Offset [MHz]
	Carrier frequency [MHz]

(FUL))
	UARFCN formula offset

FDL_Offset [MHz]
	Carrier frequency [MHz]

(FDL))

	I
	-
	-
	-
	-

	II
	1850.1
	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	1850.1
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III
	-
	-
	-
	-

	IV
	1380.1
	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5 1742.5, 1747.5, 1752.5
	1735.1
	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5

	V
	670.1
	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	670.1
	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	670.1
	832.5, 837.5
	670.1
	877.5, 882.5

	VII
	2030.1
	2502.5, 2507.5, 2512.5,

2517.5, 2522.5, 2527.5,

2532.5, 2537.5, 2542.5,

2547.5, 2552.5, 2557.5,

2562.5, 2567.5
	2105.1
	2622.5, 2627.5, 2632.5,

2637.5, 2642.5, 2647.5,

2652.5, 2657.5, 2662.5,

2667.5, 2672.5, 2677.5,

2682.5, 2687.5

	VIII
	-
	-
	-
	-

	IX
	-
	-
	-
	-

	X
	1075.1
	1712.5, 1717.5, 1722.5, 

1727.5, 1732.5, 1737.5, 

1742.5, 1747.5, 1752.5, 

1757.5, 1762.5, 1767.5
	1430.1
	2112.5, 2117.5, 2122.5, 

2127.5, 2132.5, 2137.5,

 2142.5, 2147.5, 2152.5, 2157.5, 2162.5, 2167.5

	XI
	-
	-
	-
	-

	XII
	-39.9
	701.5, 706.5,

707.5, 712.5, 713.5
	-54.9
	731.5, 736.5,

737.5, 742.5, 743.5

	XIII
	11.1
	779.5, 784.5
	-64.9
	748.5, 753.5

	XIV
	2.1
	790.5, 795.5
	-72.9
	760.5, 765.5

	XIX
	755.1
	832.5, 837.5, 842.5
	720.1
	877.5, 882.5, 887.5

	XX
	-
	-
	-
	-

	XXI
	-
	-
	-
	-

	XXII
	-
	-
	-
	-

	XXV
	639.1
	1852.5, 1857.5, 1862.5,1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5, 1912.5
	674.1
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5, 1992.5


4.4.4
UARFCN

The following UARFCN range shall be be supported for each paired band.

Table 4.2: UTRA Absolute Radio Frequency Channel Number

	Band
	Uplink (UL)

UE transmit, Node B receive
	Downlink (DL)

UE receive, Node B transmit

	
	General
	Additional
	General
	Additional

	I
	9612 to 9888
	-
	10562 to 10838
	

	II
	9262 to 9538
	12, 37, 62, 

87, 112, 137, 

162, 187, 212, 

237, 262, 287
	9662 to 9938
	412, 437, 462, 

487, 512, 537, 

562, 587, 612, 

637, 662, 687

	III
	937 to 1288 
	-
	1162 to 1513 
	-

	IV
	1312 to 1513 
	1662, 1687, 1712, 1737, 1762, 1787, 1812, 1837, 1862 
	1537 to 1738 
	1887, 1912, 1937, 1962, 1987, 2012, 2037, 2062, 2087 

	V
	4132 to 4233
	782, 787, 807, 

812, 837, 862
	4357 to 4458
	1007, 1012, 1032, 

1037, 1062, 1087

	VI
	4162 to 4188 
	812, 837
	4387 to 4413 
	1037, 1062

	VII
	2012 to 2338 
	2362, 2387, 2412, 2437, 2462, 2487, 2512, 2537, 2562, 2587, 2612, 2637, 2662, 2687 
	2237 to 2563 
	2587, 2612, 2637, 2662, 2687, 2712, 2737, 2762, 2787, 2812, 2837, 2862, 2887, 2912 

	VIII
	2712 to 2863
	-
	2937 to 3088
	-

	IX
	8762 to 8912
	-
	9237 to 9387
	-

	X
	2887 to 3163
	3187, 3212, 3237, 3262, 3287, 3312, 3337, 3362, 3387, 3412, 3437, 3462
	3112 to 3388
	3412, 3437, 3462, 3487, 3512, 3537, 3562, 3587, 3612, 3637, 3662, 3687

	XI
	3487 to 3562
	-
	3712 to 3787
	-

	XII
	3617 to 3678
	3707, 3732, 3737, 3762, 3767
	3842 to 3903
	3932, 3957, 3962, 3987, 3992

	XIII
	3792 to 3818

	3842, 3867

	4017 to 4043

	4067, 4092


	XIV
	3892 to 3918

	3942, 3967

	4117 to 4143

	4167, 4192


	XIX
	312 to 363
	387, 412, 437
	712 to 763
	787, 812, 837

	XX
	4287 to 4413
	-
	4512 to 4638
	-

	XXI
	462 to 512
	-
	862 to 912
	-

	XXII
	4437 to 4813
	-
	4662 to 5038
	-

	XXV
	4887 to 5188
	6067, 6092, 6117, 6142, 6167, 6192, 6217, 6242, 6267, 6292, 6317, 6342, 6367
	5112 to 5413
	6292, 6317, 6342, 6367, 6392, 6417, 6442, 6467, 6492, 6517, 6542, 6567, 6592


NOTE:
If the UE is on a network with Mobile Country Code set to Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band VI. If the UE is on a network with a Mobile Country Code other than Japan then it may assume that any DL UARFCN sent by the network from the overlapping region of Band V and Band VI is from Band V.

< End of changed section >
< Beginning of changed section >
5.2
Maximum Output Power

5.2.1
Definition and applicability

The nominal maximum output power and its tolerance are defined according to the Power Class of the UE.

The maximum output power is a measure of the maximum power the UE can transmit (i.e. the actual power as would be measured assuming no measurement error) in a bandwidth of at least (1+  times the chip rate of the radio access mode. The period of measurement shall be at least one timeslot.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.2.2
Minimum Requirements

The UE maximum output power shall be within the nominal value and tolerance specified in table 5.2.1 even for the multi-code transmission mode.

Table 5.2.1: Nominal Maximum Output Power

	Operating Band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1/-3
	+27
	+1/-3
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band II
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band III
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band IV
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band V
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band VI
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band VII
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band VIII
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band IX
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band X
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XI
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XII
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XIII
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XIV
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XIX
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XX
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XXI
	-
	-
	-
	-
	+24
	+1/-3
	+23
	+2/-2
	+21
	+2/-2

	Band XXII
	-
	-
	-
	-
	+24
	+1/-4.5
	+23
	+2/-3.5
	+21
	+2/-3.5

	Band XXV
	
	
	
	
	+24
	+1/-4
	+23
	+2/-3
	+21
	+2/-3


The normative reference for this requirement is TS 25.101 [1] clause 6.2.1.

5.2.3
Test purpose

To verify that the error of the UE maximum output power does not exceed the range prescribed by the nominal maximum output power and tolerance in table 5.2.1.

An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.

5.2.4
Method of test

5.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.2.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.2.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE.

2)
Measure the mean power of the UE in a bandwidth of at least (1+  times the chip rate of the radio access mode. The mean power shall be averaged over at least one timeslot.

5.2.5
Test requirements

The maximum output power, derived in step 2), shall not exceed the range prescribed by the nominal maximum output power and tolerance in table 5.2.2.

Table 5.2.2: Nominal Maximum Output Power

	Operating Band
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 3bis
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	Band I
	+33
	+1,7/-3,7
	+27
	+1,7/-3,7
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band II
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band III
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band IV
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band V
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band VI
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band VII
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band VIII
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band IX
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band X
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XI
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XII
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XIII
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XIV
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XIX
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XX
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XXI
	-
	-
	-
	-
	+24
	+1,7/-3,7
	+23
	+2,7/-2,7
	+21
	+2,7/-2,7

	Band XXII
	-
	-
	-
	-
	+24
	+1,7/-5.2
	+23
	+2,7/-4.2
	+21
	+2.7/-4.2

	Band XXV
	-
	-
	-
	-
	+24
	+1,7/-4,7
	+23
	+2,7/-3,7
	+21
	+2,7/-3,7


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.2A
Maximum Output Power with HS-DPCCH (Release 5 only)

5.2A.1
Definition and applicability

The maximum output power with HS-DPCCH and its tolerance are defined according to the Power Class of the UE.

The maximum output power with HS-DPCCH is a measure of the maximum power the UE can transmit when HS-DPCCH is fully or partially transmitted during a DPCCH timeslot. The measurement period shall be at least one timeslot.
The requirements and this test apply to all types of UTRA for the FDD UE that support HSDPA for Release 5.

5.2A.2
Minimum Requirements

The UE maximum output power with HS-DPCCH shall be within the value and tolerance specified in table 5.2A.1 when HS-DPCCH is fully or partially transmitted during a DPCCH timeslot. The maximum output power where HS-DPCCH is not transmitted  shall be within the values and tolerance specified in table 5.2.1.

Table 5.2A.1: Maximum Output Powers with HS-DPCCH

	Ratio of [image: image1.wmf]c

b

  to [image: image2.wmf]d

b

for all values of [image: image3.wmf]hs

b


	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1/15 ( (c/(d ( 12/15
	+24
	+1/-3
	+21
	+2/-2

	13/15 ( (c/(d ( 15/8
	+23
	+2/-3
	+20
	+3/-2

	15/7 ( (c/(d ( 15/0
	+22
	+3/-3
	+19
	+4/-2


The normative reference for this requirement is TS 25.101 [1] clause 6.2.2.

5.2A.3
Test purpose

To verify that the error of the UE maximum output power with HS-DPCCH does not exceed the range prescribed by the maximum output power and tolerance in table 5.2A.1. 

An excess maximum output power may interfere with other channels or other systems. A small maximum output power decreases the coverage area.

5.2A.4
Method of test

5.2A.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1, QPSK version) are specified in Annex C.10.1 and C.8.1.1 with the beta values set according to table C.10.1.4.

3)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6. RF parameters are set up according to table E.5.1 and table E.5.10. Settings for the serving cell are defined in table 5.2A.1A.
4)
Enter the UE into loopback test mode in the presence of HSDPA and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

Table 5.2A.1A: Settings for the serving cell during the measurement of Maximum Output Power with HS-DPCCH
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.2A.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.2A.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values according to table C.10.1.4 and the DPCH frame offset according the HS-DPCCH slot offset required for measurements.

2)
Set and send continuously Up power control commands to the UE.

3)
Start transmitting HSDPA Data.
4)
Measure the mean power of the UE. The mean power shall be averaged over at least one timeslot. 

5)
Repeat the measurement for the different combinations of  beta values as given in table C.10.1.4.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I.

5.2A.5
Test requirements

The maximum output power with HS-DPCCH, derived in step 4), shall not exceed the range prescribed by the maximum output power and tolerance in table 5.2A.2. The maximum output power where HS-DPCCH is not transmitted shall not exceed the range prescribed in table 5.2.2.

The UL reference measurement channel for TX test will be set as defined in C.10.1 with the power ratio between HS-DPCH, DPCCH and DPDCH being set to the values defined in table C.10.1.4.

Table 5.2A.2: Maximum Output Powers with HS-DPCCH for test

	Ratio of [image: image4.wmf]c

b

  to [image: image5.wmf]d

b

for all values of [image: image6.wmf]hs

b


	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	(c /(d  = 2/15, 12/15
	+24
	+1.7/-3.7
	+21
	+2.7/-2.7

	(c /(d  =  15/8
	+23
	+2.7/-3.7
	+20
	+3.7/-2.7

	(c /(d  =  15/4
	+22
	+3.7/-3.7
	+19
	+4.7/-2.7

	Note:
For the purpose of the test ∆ACK, ∆NACK and ∆CQI = 30/15 with [image: image7.wmf]hs

b

= 30/15 * [image: image8.wmf]c

b

.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
5.2AA
Maximum Output Power with HS-DPCCH (Release 6 and later)

5.2AA.1
Definition and applicability

The maximum output power with HS-DPCCH and its tolerance are defined according to the UE Maximum Power Reduction (MPR) for the nominal maximum output power.

The maximum output power with HS-DPCCH is a measure of the maximum power the UE can transmit when HS-DPCCH is fully or partially transmitted during a DPCCH timeslot. The measurement period shall be at least one timeslot.
The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA without E-DCH.

5.2AA.2
Minimum Requirements

The UE Maximum Power Reduction (MPR) for the nominal maximum output power shall be within the value and tolerance specified in table 5.2AA.1 for when the values of of (c, (d, (hs, (ec and (ed  is fully or partially transmitted during a DPCCH timeslot.

Table 5.2AA.1: Maximum Output Power with HS-DPCCH and E-DCH

	UE transmit channel configuration
	CM (dB)
	MPR (dB)

	For all combinations of; DPDCH,  DPCCH, HS-DPCCH, E-DPDCH and  E-DPCCH
	0 ( CM ( 3.5
	MAX (CM-1, 0)

	Note 1:
CM = 1 for (c/(d =12/15, hs/c=24/15. For all other combinations of DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH the MPR is based on the relative CM difference. 


Where Cubic Metric (CM) is based on the UE transmit channel configuration and is given by


CM = CEIL { [20 * log10 ((v_norm 3) rms) – 20 * log10 ((v_norm_ref 3) rms)] / k, 0.5 }

Where

-
CEIL{ x, 0.5 } means rounding upwards to closest 0.5dB, i.e. CM ( [0, 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 3.5]

-
k is 1.85 for signals where all channelisations codes meet the following criteria CSF, N where N< SF/2

-
k is 1.56 for signals were any channelisations codes meet the following criteria CSF, N where N ≥ SF/2

-
v_norm is the normalized voltage waveform of the input signal

-
v_norm_ref is the normalized voltage waveform of the reference signal (12.2 kbps AMR Speech) and 20 * log10 ((v_norm_ref3)rms) = 1.52 dB

The normative reference for this requirement is TS 25.101 [1] clause 6.2.2.

5.2AA.3
Test purpose

To verify that the error of the UE maximum output power with HS-DPCCH does not exceed the range prescribed by the maximum output power and tolerance in table 5.2AA.2. 

An excess maximum output power may interfere with other channels or other systems. A small maximum output power decreases the coverage area.

5.2AA.4
Method of test

5.2AA.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1) are specified in Annex C.10.1 and C.8.1.1. 

3)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6. RF parameters are set up according to table E.5.1 and table E.5.10. Settings for the serving cell are defined in table 5.2AA.1A.
4)
Enter the UE into loopback test mode in the presence of HSDPA and start the loopback test. 

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

Table 5.2AA.1A: Settings for the serving cell during the measurement of Maximum Output Power with HS-DPCCH

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.2AA.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.2AA.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values according to table C.10.1.4 and the DPCH frame offset according to the HS-DPCCH slot offset required for measurements.

2)
Set and send continuously Up power control commands to the UE.

3)
Start transmitting HSDPA Data.
4)
Measure the mean power of the UE. The mean power shall be averaged over at least one timeslot. 

5)
Repeat the measurement for the different combinations of  beta values as given in table C.10.1.4.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I.

5.2AA.5
Test requirements

The maximum output power with HS-DPCCH, derived in step 4), shall not exceed the range prescribed by the maximum output power and tolerance in table 5.2AA.2 or 5.2AA.3 depending on tested band. The maximum output power where HS-DPCCH is not transmitted shall not exceed the range prescribed in table 5.2.2.

The UL reference measurement channel for TX test will be set as defined in C.10.1 with the power ratio between HS-DPCH, DPCCH and DPDCH being set to the values defined in table C.10.1.4.

Table 5.2AA.2: Maximum Output Powers with HS-DPCCH for test

	Sub-test in table C.10.1.4
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+24
	+1.7/-3.7
	+21
	+2.7/-2.7

	2
	+24
	+1.7/-3.7
	+21
	+2.7/-2.7

	3
	+23.5
	+2.2/-3.7
	+20.5
	+3.2/-2.7

	4
	+23.5
	+2.2/-3.7
	+20.5
	+3.2/-2.7


Table 5.2AA.3: Maximum Output Powers with HS-DPCCH for test in band XXV
	Sub-test in table C.10.1.4
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+24
	+1.7/-4.7
	+21
	+2.7/-3.7

	2
	+24
	+1.7/-4.7
	+21
	+2.7/-3.7

	3
	+23.5
	+2.2/-4.7
	+20.5
	+3.2/-3.7

	4
	+23.5
	+2.2/-4.7
	+20.5
	+3.2/-3.7


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.2B
Maximum Output Power with HS-DPCCH and E-DCH

5.2B.1
Definition and applicability

The maximum output power with HS-DPCCH and E-DCH and its tolerance are defined according to the UE Maximum Power Reduction (MPR) for the nominal maximum output power.

The maximum output power with HS-DPCCH and E-DCH is a measure of the maximum power the UE can transmit when HS-DPCCH and E-DCH is fully or partially transmitted during a DPCCH timeslot. The measurement period shall be at least one timeslot.
The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA and E-DCH.

5.2B.2
Minimum Requirements

The UE Maximum Power Reduction (MPR) for the nominal maximum output power shall be within the value and tolerance specified in table 5.2B.1 for when the values of of (c, (d, (hs, (ec and (ed  is fully or partially transmitted during a DPCCH timeslot.

Table 5.2B.1: Maximum Output Power with HS-DPCCH and E-DCH

	UE transmit channel configuration
	CM (dB)
	MPR (dB)

	For all combinations of; DPDCH,  DPCCH, HS-DPCCH, E-DPDCH and  E-DPCCH
	0 ( CM ( 3.5
	MAX (CM-1, 0)

	Note 1:
CM = 1 for (c/(d =12/15, hs/c=24/15. For all other combinations of DPDCH, DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH the MPR is based on the relative CM difference.


Where Cubic Metric (CM) is based on the UE transmit channel configuration and is given by


CM = CEIL { [20 * log10 ((v_norm 3) rms) – 20 * log10 ((v_norm_ref 3) rms)] / k, 0.5 }

Where

-
CEIL{ x, 0.5 } means rounding upwards to closest 0.5dB, i.e. CM ( [0, 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 3.5]

-
k is 1.85 for signals where all channelisations codes meet the following criteria CSF, N where N< SF/2

-
k is 1.56 for signals were any channelisations codes meet the following criteria CSF, N where N ≥ SF/2

-
v_norm is the normalized voltage waveform of the input signal

-
v_norm_ref is the normalized voltage waveform of the reference signal (12.2 kbps AMR Speech) and 20 * log10 ((v_norm_ref3)rms) = 1.52 dB

The normative reference for this requirement is TS 25.101 [1] clause 6.2.2.

5.2B.3
Test purpose

To verify that the error of the UE maximum output power with HS-DPCCH and E-DCH does not exceed the range prescribed by the maximum output power and tolerance in table 5.2B.5.

An excess maximum output power may interfere with other channels or other systems. A small maximum output power decreases the coverage area.

5.2B.4
Method of test

5.2B.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1, QPSK) are specified in Annex C.11.1 and C.8.1.1.

3)
An E-DCH call is set up according to TS 34.108 [3] 7.3.9 with the following exceptions in the RADIO BEARER SETUP messages. These exceptions allow the beta values to be set according to table C.11.1.3 and each UL physical channel to be at constant power during the measurement. RF parameters are set up according to table E.5A.1. Settings for the serving cell are defined in table 5.2B.4A.
4)
For sub-test 1 to 4, enter the UE into loopback test mode 1 looping back both the 12.2kbps RMC and HSDPA to E-DCH according to procedure 7.3.9.3.1 in TS 34.108 [3] and start the loopback test. For sub-test 5, enter the UE into loopback test mode 1 looping back HSDPA to E-DCH according to procedure 7.3.9.3.2 in TS 34.108 [3] and start the loopback test.
See TS 34.109 [4] clauses 5.3.2.3 and 5.3.2.6 for details regarding loopback test mode for HSDPA and E-DCH.

Table 5.2B.1A: Contents of RADIO BEARER SETUP message: AM or UM (Test Loop Mode1)

	Information Element
	Value/Remark

	UL Transport channel information for all transport channels
	

	                    - 2bit CTFC
	3

	                    - Power offset Information
	

	                     - CHOICE Gain Factors
	Signalled Gain Factors

	                      - CHOICE mode
	FDD

	                       - Gain factor ßc
	Value used in test: see Table C.11.1.3

	                       - Gain factor ßd
	Value used in test: see Table C.11.1.3

	CHOICE channel requirement
	Uplink DPCH info

	         - Power Control Algorithm
	Algorithm2

	Note: All other 2 bit CTFC values use computed gain factors as in the default message


Table 5.2B.2: Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA) for Sub-tests 1,2,4
	Information Element
	Value/Remark

	E-DCH info
	Uplink DPCH info

	    - E-DPDCH info
	

	      - Reference E-TFCIs
	5 E-TFCIs

	        - Reference E-TFCI
	11

	        - Reference E-TFCI PO
	4

	        - Reference E-TFCI
	67

	        - Reference E-TFCI PO
	18

	        - Reference E-TFCI
	71

	        - Reference E-TFCI PO
	23

	        - Reference E-TFCI
	75

	        - Reference E-TFCI PO
	26

	        - Reference E-TFCI
	81

	        - Reference E-TFCI PO
	27


Table 5.2B.3: Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA) for Sub-test 3
	Information Element
	Value/Remark

	E-DCH info
	Uplink DPCH info

	    - E-DPDCH info
	

	      - Reference E-TFCIs
	2 E-TFCIs

	        - Reference E-TFCI
	11

	        - Reference E-TFCI PO
	4

	        - Reference E-TFCI
	92

	        - Reference E-TFCI PO
	18


Table 5.2B.3A: Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA) –condition A3 for Sub-test 5
	Information Element
	Value/Remark

	E-DCH info
	Uplink DPCH info

	    - E-DPDCH info
	

	      - E-DCH minimum set of E-TFCI
	67

	      - Reference E-TFCIs
	1 E-TFCI

	        - Reference E-TFCI
	67

	        - Reference E-TFCI PO
	18

	        - Maximum channelisation codes
	Sf4


Table 5.2B.4: Contents of RADIO BEARER SETUP message: AM or UM (E-DCH and HSDPA)

	Information Element
	Value/Remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Power Control Algorithm
	For sub-test 1 to 4: Algorithm2
For sub-test 5: Algorithm 1

	         - ACK
	Value used in test: see Table C.11.1.3

	         - NACK
	Value used in test: see Table C.11.1.3

	         - Ack-Nack repetition factor
	3 (required for continuous HS-DPCCH signal)

	E-DCH info
	

	      - E-DPCCH/DPCCH power offset
	Value used in test: see Table C.11.1.3

	Downlink HS-PDSCH Information
	

	    - Measurement Feedback Info
	

	            - CQI Feedback cycle, k
	4 ms

	            - CQI repetition factor
	2 (required for continuous HS-DPCCH signal)

	            - CQI
	Value used in test: see Table C.11.1.3


Table 5.2B.4A: Settings for the serving cell during the measurement of Maximum Output Power with HS-DPCCH and E-DCH

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.2B.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.2B.4.2
Procedure
5.2B.4.2.1
Procedure for sub-test 1 to 4
1)
Set the Absolute Grant according to Table C.11.1.3.

2)
The SS starts transmitting HSDPA and the UE loops the received data back on E-DCH.
3)
Set the UE power to be at least 7.5dB lower than the maximum output power. Wait 150ms.

4)
Send power control bits to give one TPC_cmd = +1 command to the UE. 

5)
The SS checks the received E-TFCI for 150 ms. If UE does not send any  decreased E-TFCI (DTX on E-DPDCH is also considered decreased E-TFCI) within the 150ms  then go back to step (4) otherwise proceed to step 6).

6)
Send power control bits to give one TPC_cmd = -1 command to the UE and wait 150ms.

7)
The SS checks the received E-TFCI for 150 ms. If UE sends  any decreased E-TFCI (DTX on E-DPDCH is also considered decreased E-TFCI) within  the 150ms, then send new power control bits to give another TPC_cmd = -1 command to the UE and wait 150ms.

8)
Confirm that the E-TFCI transmitted by the UE is equal to the target E-TFCI in Table C.11.1.3. If the E-TFCI transmitted by the UE is not equal to the target E-TFCI, then fail the UE.

9)
Measure the mean power of the UE. The mean power shall be averaged over at least one timeslot.

10)
Repeat the measurement for the different combinations of beta values for sub-test 1 to 4 as given in table C.11.1.3.
5.2B.4.2.2
Procedure for sub-test 5

1)
Set the Absolute Grant according to sub-test 5 in Table C.11.1.3.

2)
The SS starts transmitting HSDPA and the UE loops the received data back on E-DCH.
3)
Set the UE power to be at least 7.5dB lower than the maximum output power. Wait 150ms.

4)
Set and send continuously Up power control commands to the UE. Wait 150ms.

5)
Measure the mean power of the UE. The mean power shall be averaged over at least one timeslot.

5.2B.5
Test requirements

The maximum output power with HS-DPCCH and E-DCH, derived in step 9), shall not exceed the range prescribed by the maximum output power and tolerance in table 5.2B.5 or 5.2B.6 depending on tested band. Note:

The UL reference measurement channel for TX test will be set as defined in C.11.1 with the power ratio between HS-DPCH, DPCCH, DPDCH, E-DPCCH and E-DPDCH being set to the values defined in table C.11.1.3.

Table 5.2B.5: Maximum Output Powers with HS-DPCCH and E-DCH for test

	Sub-test in table C.11.1.3
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+24
	+1.7/-6.7
	+21
	+2.7/-5.7

	2
	+22
	+3.7/-5.2
	+19
	+4.7/-4.2

	3
	+23
	+2.7/-5.2
	+20
	+3.7/-4.2

	4
	+22
	+3.7/-5.2
	+19
	+4.7/-4.2

	5
	+24
	+1.7/-3.7
	+21
	+2.7/-2.7


Table 5.2B.6: Maximum Output Powers with HS-DPCCH and E-DCH for test in band XXV
	Sub-test in table C.11.1.3
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+24
	+1.7/-7.7
	+21
	+2.7/-6.7

	2
	+22
	+3.7/-6.2
	+19
	+4.7/-5.2

	3
	+23
	+2.7/-6.2
	+20
	+3.7/-5.2

	4
	+22
	+3.7/-6.2
	+19
	+4.7/-5.2

	5
	+24
	+1.7/-4.7
	+21
	+2.7/-3.7


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
NOTE 2:
The test procedure for sub-test 1 to 4 will result in a power slightly below the maximum, and therefore the lower limits in Table 5.2B.5 are made lower by 1.5 dB.

NOTE 3:
The test procedure allows UE to decrease its maximum transmit power for E-TFC selection in sub-test 1, and therefore the lower limits of sub-test 1 in Table 5.2B.5 are made lower by 1.5 dB.
NOTE 4:
For subtests 2, 3 and 4, UE may perform E-DPDCH power scaling at max power which could results in slightly smaller MPR values.
5.2BA
UE Maximum Output Power for DC-HSUPA

Editor’s note: This test case is not completed yet. Following aspects are missing:

-
Initial conditions and test procedure have not been finalised

-
There may be more test points defined for this test case in coming meetings

5.2BA.1
Definition and applicability

The maximum output power with DC-HSUPA and its tolerance are defined according to the UE Maximum Power Reduction (MPR) for the nominal maximum output power.

The maximum output power with DC-HSUPA is a measure of the maximum power the UE can transmit when HS-DPCCH and E-DCH is fully or partially transmitted during a DPCCH timeslot. For DC-HSUPA, the nominal transmit power is defined by the sum of the broadband transmit power of each carrier in the UE. The measurement period shall be at least one timeslot.
The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support HSDPA and Dual Cell E-DCH.

5.2BA.2
Minimum Requirements

The Maximum Power Reduction (MPR) for the nominal maximum output power shall be within the value and tolerance specified in Table 5.2BA.1 for the values of (c, (d, (hs, (ec and (ed is fully or partially transmitted during a DPCCH timeslot

Table 5.2BA.1: UE maximum output power for DC-HSUPA

	UE transmit channel configuration 
	CM (dB)
	MPR (dB)

	For all combinations of; DPCCH, HS-DPCCH, E-DPDCH and E-DPCCH
	0.22 ( CM ( 3.72
	MAX (CM-0.72, 0)


Where Cubic Metric (CM) is based on the UE transmit channel configuration and is given by

CM = CEIL { [20 * log10 ((v_norm 3) rms) - 20 * log10 ((v_norm_ref 3) rms)] / k, 0.22 }

Where

-
CEIL { x, 0.22 } means rounding upwards to closest 0.22dB with 0.5 dB granularity, i.e. CM [0.22, 0.72, 1.22, 1.72, 2.22, 2.72, 3.22, 3.72]

-
k is 1.66 for DC-HSUPA signals

-
v_norm is the normalized voltage waveform of the input signal

-
v_norm_ref is the normalized voltage waveform of the reference signal (12.2 kbps AMR Speech) and

-
20 * log10 ((v_norm_ref 3) rms) = 1.52 dB

The normative reference for this requirement is TS 25.101 [1] clause 6.2.2A.

5.2BA.3
Test purpose

To verify that the error of the UE maximum output power with DC-HSUPA does not exceed the range prescribed by the maximum output power and tolerance in table 5.2BA.6.

An excess maximum output power may interfere with other channels or other systems. A small maximum output power decreases the coverage area.

5.2BA.4
Method of test

5.2BA.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.41.

2)
The UL Reference Measurement Channel and parameters are specified in Annex C.2.6 and C.11A. The DL Reference Measurement Channel (FRC H-SET 1, QPSK) is specified in C.8.1.1.

3)
An E-DCH call is set up according to TS 34.108 [3] 7.3.14 with the following exceptions in the RADIO BEARER SETUP message. These exceptions allow the beta values to be set according to table C.11A.1. and each UL physical channel to be at constant power during the measurement. RF parameters are set up according to table TBD. Settings for the serving cell are defined in table 5.2BA.5.
4)
Enter the UE into loopback test mode 1 looping back HSDPA to E-DCH according to procedure 7.3.14.3 in TS 34.108 [3] and start the loopback test
See TS 34.109 [4] clauses 5.3.2.3 and 5.3.2.6 for details regarding loopback test mode for HSDPA and E-DCH.

Table 5.2BA.2: Contents of RADIO BEARER SETUP message: AM or UM (Test Loop Mode1)

	Information Element
	Value/Remark

	UL Transport channel information for all transport channels
	

	                    - 2bit CTFC
	3

	                    - Power offset Information
	

	                     - CHOICE Gain Factors
	Signalled Gain Factors

	                      - CHOICE mode
	FDD

	                       - Gain factor ßc
	Value used in test: see Table C.11A.1.1

	                       - Gain factor ßd
	Value used in test: see Table C.11A.1.1

	CHOICE channel requirement
	Uplink DPCH info

	         - Power Control Algorithm
	Algorithm1

	Note: All other 2 bit CTFC values use computed gain factors as in the default message


Table 5.2BA.3: Contents of RADIO BEARER SETUP message: AM or UM

	Information Element
	Value/Remark

	E-DCH info
	Uplink DPCH info

	    - E-DPDCH info
	

	      - E-DCH minimum set of E-TFCI
	29

	      - Reference E-TFCIs
	1

	        - Reference E-TFCI
	29

	        - Reference E-TFCI PO
	12

	        - Minimum reduced E-DPDCH gain factor
	30/15

	        - Maximum channelisation codes
	Sf16


Table 5.2BA.4: Contents of RADIO BEARER SETUP message: AM or UM

	Information Element
	Value/Remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Power Control Algorithm
	Algorithm1

	         - ACK
	Value used in test: see Table C.11A.1.1

	         - NACK
	Value used in test: see Table C.11A.1.1

	         - Ack-Nack repetition factor
	3 (required for continuous HS-DPCCH signal)

	E-DCH info
	

	      - E-DPCCH/DPCCH power offset
	Value used in test: see Table C.11A.1.1

	Downlink HS-PDSCH Information
	

	    - Measurement Feedback Info
	

	            - CQI Feedback cycle, k
	4 ms

	            - CQI repetition factor
	2 (required for continuous HS-DPCCH signal)

	            - CQI
	Value used in test: see Table C.11A.1.1


Table 5.2BA.5: Settings for the serving cell during the measurement of Maximum Output Power with HS-DPCCH and E-DCH

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.2BA.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.2BA.4.2
Procedure
1)
Set the Absolute Grant according to Table C.11A.1.1.

2)
The SS starts transmitting HSDPA and the UE loops the received data back on E-DCH.
3)
Generate suitable TPC commands to each individual carrier from the SS to set the total power in each of the assigned carriers to be equal to each other within 1dB and the total output power of the UE to be at least 7.5dB lower than the maximum output power. Wait 150ms.

4)
Set and send continuously Up power control commands to both carriers to the UE and wait 150ms.
5)
Measure the mean power of the UE. The mean power shall be averaged over at least one timeslot.

6)
The SS shall verify that UE is still in a DC-HSUPA call by verifying that UE transmits signal on each carrier. If UE is not transmitting  signal on each carrier the SS shall fail the UE in this test.

5.2BA.5
Test requirements

The maximum output power with DC-HSUPA, derived in step 6), shall not exceed the range prescribed by the maximum output power and tolerance in table 5.2BA.6 or 5.2BA.7 depending on tested band. 

The UL reference measurement channel for TX test will be set as defined in C.11A.1 with the power ratio between HS-DPCH, DPCCH, DPDCH, E-DPCCH and E-DPDCH being set to the values defined in table C.11A.1.1.

Table 5.2BA.6: Maximum Output Power for DC-HSUPA test

	Sub-test in table C.11A.1.1
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+22.5
	+3.2/-3.7
	+19.5
	+4.2/-2.7


Table 5.2BA.7: Maximum Output Power for DC-HSUPA test in and XXV

	Sub-test in table C.11A.1.1
	Power Class 3
	Power Class 4

	
	Power

(dBm)
	Tol

(dB)
	Power

(dBm)
	Tol

(dB)

	1
	+22.5
	+3.2/-3.7
	+19.5
	+4.2/-2.7


NOTE1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
< End of changed section >
< Beginning of changed section >
5.4.1
Open Loop Power Control in the Uplink

5.4.1.1
Definition and applicability

Open loop power control in the uplink is the ability of the UE transmitter to set its output power to a specific value. This function is used for PRACH transmission and based on the information from Node B using BCCH and the downlink received signal power level of the CPICH. The information from Node B includes transmission power of CPICH and uplink interference power level.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.4.1.2
Minimum requirements

The UE open loop power is defined as the mean power in a timeslot or ON power duration, whichever is available.

The UE open loop power control tolerance is given in table 5.4.1.1.

Table 5.4.1.1: Open loop power control tolerance

	Normal conditions
	±9 dB

	Extreme conditions
	±12 dB


The reference for this requirement is TS 25.101 [1] clause 6.4.1.

5.4.1.3
Test purpose

The power measured by the UE of the received signal and the signalled BCCH information are used by the UE to control the power of the UE transmitted signal with the target to transmit at the lowest power acceptable for proper communication.

The test stresses the ability of the receiver to measure the received power correctly over the receiver dynamic range.

The test purpose is to verify that the UE open loop power control tolerance does not exceed the described value shown in table 5.4.1.1.

An excess error of the open loop power control decreases the system capacity.

5.4.1.4
Method of test

5.4.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to Table 5.4.1.1a.

3)
Switch on the phone.

4)
After the UE has performed registration and entered idle mode, Îor is set up according to table 5.4.1.2. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1

5)
A call is set up according to the Generic call setup procedure in [3] clause 7.3.1  with channel conditions according the test parameters in table 5.4.1.3, The RACH procedure within the call setup is used for the test.

Table 5.4.1.1a: Settings for the serving cell

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	21

	Preamble Retrans Max
	
	1


Table 5.4.1.2: Test parameters for Open Loop Power Control (UE)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.4.1.3
	dBm / 3,84 MHz


Table 5.4.1.3: Test parameters for Open Loop Power Control (SS)

	Parameter
	RX Upper dynamic end
	RX-middle
	RX-Sensitivity level

	Îor (note 3)
	25,0 dBm / 3,84 MHz
	65,7 dBm / 3,84 MHz
	<REFÎor> dBm / 3,84 MHz

	CPICH_RSCP (notes 3 and 4)
	-28,9 dBm
	-69,6 dBm
	<REFÎor> +CPICH_Ec / Ior 

	Primary CPICH DL TX power
	+19 dBm
	+28 dBm
	+19 dBm

	Simulated path loss = Primary CPICH DL TX power – CPICH_RSCP
	+47.9 dB
	+97.6 dB
	Band I, IV, VI, X, XIX, XI, XXI: +128.9 dB

Band II, V, VII, XI: +126.9 dB

Band III, VIII, XII, XIII, XIV, XX, XXII: +125.9 dB

Band IX: +127.9 dB
Band XXV: +125.4 dB

	UL interference
	Band I, IV, VI, X, XIX, XI, XXI
	75 dBm
	101 dBm
	110 dBm

	
	Band II, V, VII
	
	
	108 dBm

	
	Band III, VIII, XII, XIII, XIV, XX, XXII
	
	
	107 dBm

	
	Band IX
	
	
	-109 dBm

	
	Band XXV
	
	
	-106.5 dBm

	Constant Value
	10 dB
	10 dB
	10 dB

	Expected nominal UE TX power (note 5)
	-37.1 dBm
	-13.4 dBm
	+8.9 dBm (note 2)

	NOTE 1:
While the SS transmit power shall cover the receiver input dynamic range, the logical parameters: Primary CPICH DL TX power, UL interference, Constant Value are chosen to achieve a UE TX power, located within the TX output power dynamic range of a class 4 UE.

NOTE 2:
Nominal TX output power <9 dBm allows to check the open loop power algorithm within the entire tolerance range (9 dBm ± 12 dB; 9 dBm + 12 dB = 21 dBm = max power class 4).

NOTE 3:
<REFÎor> is specified in Table 6.2.2, and CPICH_Ec / Ior is specified in Table E.2.2. The power level of S-CCPCH should be defined because S-CCPCH is transmitted during Preamble RACH transmission period. The power level of S-CCPCH is set to 5.3 dB relative to Ior.

NOTE 4:
The purpose of this parameter is to calculate the Expected nominal UE TX power.

NOTE 5:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of TS 25.331 [8].


5.4.1.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 5.4.1.3 (25 dBm / 3,84 MHz).

2)
Measure the first RACH preamble mean power of the UE.

3)
Repeat the above measurement for all SS levels in table 5.4.1.3.

5.4.1.5
Test requirements

The deviation with respect to the Expected nominal UE TX power (table 5.4.1.3), derived in step 2), shall not exceed the prescribed tolerance in table 5.4.1.4.

Table 5.4.1.4: Open loop power control tolerance

	Normal conditions
	±10 dB

	Extreme conditions
	±13 dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

< End of changed section >
< Beginning of changed section >
5.5.2
Transmit ON/OFF Time mask

5.5.2.1
Definition and applicability

The time mask for transmit ON/OFF defines the ramping time allowed for the UE between transmit OFF power and transmit ON power. Possible ON/OFF scenarios for release 99 and release 4 only are PRACH, CPCH or uplink compressed mode. For release 5 and later the possible ON/OFF scenarios are PRACH, discontinuous uplink DPCCH transmission or uplink compressed mode.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.5.2.2
Minimum requirements

The mean power of successive slots shall be calculated according to figure 5.5.1 for PRACH preambles, figure 5.5.1A for discontinuous uplink DPCCH transmission and figure 5.5.2 for all other cases. The off signal is defined as the RRC filtered mean power.
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Figure 5.5.1: Transmit ON/OFF template for PRACH preambles
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Figure 5.5.1A: Transmit ON/OFF template for discontinuous uplink DPCCH transmission
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Figure 5.5.2: Transmit ON/OFF template for all other On/Off cases

OFF Power is defined in clause 5.5.1.2.

ON power is defined as the mean power. The specification depends on each possible case.

-
First preamble of PRACH: Open loop accuracy (table 5.4.1.1).

-
During preamble ramping of the RACH and between final RACH preamble and RACH message part: Accuracy depending on size of the required power difference (table 5.5.2.1).

-
After transmission gap due to discontinuous uplink DPCCH transmission: Accuracy as in table 5.5.2.1A.

-
After transmission gaps in compressed mode: Accuracy as in table 5.7.1.

-
Power step to Maximum Power: Maximum power accuracy (table 5.2.1).

Table 5.5.2.1: Transmitter power difference tolerance for RACH preamble ramping,
and between final RACH preamble and RACH message part 

	Power difference size

P [dB]
	Transmitter power difference tolerance [dB]

	0
	(1

	1
	(1

	2
	(1,5

	3
	(2

	4  10 P 
	(2,5

	11  15 P 
	(3,5

	16  20 P 
	(4,5

	21  P
	(6,5


Table 5.5.2.1A: Transmitter power difference tolerance after a gap of up to 10 sub-frames due to discontinuous uplink DPCCH transmission 

	Last TPC_cmd
	Transmitter power step tolerance after discontinuous UL DPCCH transmission gap

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	+ 1
	-2 dB  
	+4 dB
	-1 dB
	+5 dB
	0 dB
	+6 dB

	0
	-3 dB 
	+3 dB
	-3 dB 
	+3 dB
	-3 dB
	+3 dB

	-1
	-4 dB
	+2 dB 
	-5 dB
	+1 dB
	-6 dB
	0 dB


The reference for this requirement is TS 25.101 [1] clause 6.5.2.1.

This is tested using PRACH operation.

5.5.2.3
Test purpose

To verify that the power ON/OFF ratio of the PRACH shown in figure 5.5.1 meets the requirements given in 5.5.2.2.

Transmission of the wrong power increases interference to other channels, or increases transmission errors in the uplink's own channel. 

NOTE: 
The test case covers only the PRACH scenario.

5.5.2.4
Method of test

5.5.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to table 5.5.2.1A.

3)
Switch on the phone.

4)
After the UE has performed registration and entered idle mode, Îor is set up according to table 5.5.2.2. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1

5)
A call is set up according to the Generic call setup procedure,  in [3] clause 7.3.1 with channel conditions according the test parameters in table 5.5.2.3.

The RACH procedure within the call setup is used for the test. The number of the available subchannels should be limited to one. This ensures that the preamble sequence is known to the SS. The preamble retransmission shall be at least 3. The power ramping step size shall be 1 dB. Note that the maximum number of preamble retransmissions is limited to 5 due to the fact that the commanded uplink power exceeds the allowed uplink power of more than 6 dB. The SS shall not send either an ACK or a NACK.

Table 5.5.2.1A: Settings for the serving cell

	Parameter
	Unit
	Cell 1

	
	
	Power class 1
	Power class 2
	Power class 3
	Power class 4

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	Channel 1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	33
	27
	24
	21


Table 5.5.2.2: Test parameters for Transmit ON/OFF Time mask (UE)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.5.2.3
	dBm / 3,84 MHz


Table 5.5.2.3: Test parameters for Transmit ON/OFF Time mask (SS)

	Parameter
	Power Class 1
	Power Class 2
	Power Class 3
	Power Class 4
	Unit

	Îor (note 1)
	<REFÎor>
	<REFÎor>
	<REFÎor>
	<REFÎor>
	dBm / 3,84 MHz

	CPICH_RSCP
(notes 1 and 2)
	<REFÎor> + CPICH_Ec / Ior
	<REFÎor> + CPICH_Ec / Ior
	<REFÎor> +  CPICH_Ec / Ior
	<REFÎor> + CPICH_Ec / Ior
	dBm

	Primary CPICH DL TX power
	+19
	+19
	+19
	+19
	dBm

	Simulated path loss = Primary CPICH DL TX power – CPICH_RSCP
	Band I, IV, VI, X, XIX, XI, XXI
	128.9
	128.9
	128.9
	128.9
	dB

	
	Band II, V, VII
	126.9
	126.9
	126.9
	126.9
	

	
	Band III, VIII, XII, XIII, XIV, XX, XXII
	125.9
	125.9
	125.9
	125.9
	

	
	Band IX
	127.9
	127.9
	127.9
	127.9
	

	
	Band XXV
	125.4
	125.4
	125.4
	125.4 
	

	UL interference
	Band I, IV, VI, X, XIX, XI, XXI
	86
	92
	95
	98
	dBm

	
	Band II, V, VII
	84
	90
	93
	96
	

	
	Band III, VIII, XII, XIII, XIV, XX, XXII
	83
	89
	92
	95
	

	
	Band IX
	-85
	-91
	-94
	-97
	

	
	Band XXV
	-83
	-89
	-92
	-95
	

	Constant Value
	10
	10
	10
	10
	dB

	Expected nominal UE TX power for all bands except band XXV (note 3)
	+32.9
	+26.9
	+23.9
	+20.9
	dBm

	Expected nominal UE TX power for band XXV (note 3)
	+32.4
	+26.4
	+23.4
	+20.4
	

	NOTE 1:
<REFÎor> is specified in Table 6.2.2, and CPICH_Ec / Ior is specified in Table E.2.2. The power level of S-CCPCH should be defined because S-CCPCH is transmitted during Preamble RACH transmission period. The power level of S-CCPCH is set to 5.3 dB relative to Ior.

NOTE 2:
The purpose of this parameter is to calculate the Expected nominal UE TX power.

NOTE 3:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of TS 25.331 [8].


5.5.2.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector and select the test parameters of table 5.5.2.3 according to the power class. Îor shall be according to table 5.5.2.3.

2)
Measure the mean power (ON power) of the UE on the first PRACH preamble according to the timing in figure 5.5.1.

3)
Measure the RRC filtered mean power (OFF power) in a 2368 chip time interval before a transient period of 25 µs (96 chips) prior to a RACH preamble (ON power). Measure the RRC filtered mean power (OFF power) in a 2368 chip time interval after a transient period of 25 µs (96 chips) after a RACH preamble (ON power). Due to the dynamic range between the ON and OFF power meausrements, the OFF power measuremnts can be made on subsequent PRACH preambles rather than adjacent to the first PRACH preamble.

5.5.2.5
Test requirements

The deviation with respect to the Expected nominal UE TX power (table 5.5.2.3), derived in step 2), shall not exceed the prescribed upper tolerance in table 5.2.2 (clause 5.2.5) and lower tolerance in table 5.4.1.4. (clause 5.4.1.5) for the first PRACH preamble.

The measured RRC filtered mean power, derived in step 3), shall be less than 55 dBm. (clause 5.5.1.5).

< End of changed section >
< Beginning of changed section >
5.9
Spectrum emission mask

5.9.1
Definition and applicability

The spectrum emission mask of the UE applies to frequencies, which are between 2,5 MHz and 12,5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.9.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in Table 5.9.1. The absolute requirement is based on a -50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as -55.8 dBm/1 MHz and -71.1 dBm/30 kHz. The requirements are applicable for all values of (c, (d as specified in [5].

Table 5.9.1: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-71.1 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-55.8 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-55.8 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-49 dBc
	-55.8 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


For operation in band II, IV, V, X, XII, XIII,XIV and XXV the minimum requirement is calculated from the minimum requirement in table 5.9.1 or the applicable additional requirement in Tables  5.9.1A, 5.9.1B or 5.9.1C, whichever is the tighter requirement.

	Table 5.9.1A: Additional spectrum emission limits for Bands II, IV, X and XXV
Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


Table 5.9.1B: Additional spectrum emission limits for Band V

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9.1C: Additional spectrum emission limits for Bands XII, XIII,  XIV

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth specified in tables 5.9.1, 5.9.1A, 5.9.1B and 5.9.1C. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9.3
Test purpose

To verify that the power of UE emission does not exceed the prescribed limits shown in table 5.9.1.

Excess emission increases the interference to other channels or to other systems.

5.9.4
Method of test

5.9.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.2.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.9.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.9.2 and 5.9.2A, 5.9.2B, 5.9.2C if applicable. For measurements using 1 MHz or 100KHz measurement bandwidths the result may be calculated by integrating multiple 50 kHz or narrower filter measurements. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The centre frequency of the filter shall be stepped in contiguous steps according to table 5.9.2. The measured power shall be recorded for each step.

3)
Measure the RRC filtered mean power centered on the assigned channel frequency.

4)
Calculate the ratio of the power 2) with respect to 3) in dBc.

5.9.5
Test requirements

The result of clause 5.9.4.2 step 4) shall fulfil the requirements of table 5.9.2.

For operation in band II, IV, V, X, XII, XIII, XIV and XXV both minimum requirement in table 5.9.2 and the applicable additional requirement in Tables  5.9.2A, 5.9.2B, or 5.9.2C need to be satisfied.

Table 5.9.2: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-69.6 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-54.3 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-54.3 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


Table 5.9.2A: Additional spectrum emission limits for Bands II, IV, X, XXV
	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9.2B: Additional spectrum emission limits for Band V

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


Table 5.9.2C: Additional spectrum emission limits for Bands XII, XIII,  XIV

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.9A
Spectrum Emission Mask with HS-DPCCH

5.9A.1
Definition and applicability

The spectrum emission mask of the UE applies to frequencies, which are between 2,5 MHz and 12,5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The requirements and this test apply for Release 5 and later releases to all types of UTRA for the FDD UE that support HSDPA.

5.9A.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in Table 5.9A.1. The absolute requirement is based on a -50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as -55.8 dBm/1 MHz and -71.1 dBm/30 kHz. The requirements are applicable for all values of (c, (d, (hs as specified in [5].

Table 5.9A.1: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-71.1 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-55.8 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-55.8 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-49 dBc
	-55.8 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


For operation in band II, IV, V, X, XII, XIII, XIV and XXV the minimum requirement is calculated from the minimum requirement in table 5.9A.1 or the applicable additional requirement in Tables  5.9A.1A, 5.9A.1B or 5.9A.1C, whichever is the tighter requirement.

	Table 5.9A.1A: Additional spectrum emission limits for Bands II, IV, X and XXV
Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


Table 5.9A.1B: Additional spectrum emission limits for Band V

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9A.1C: Additional spectrum emission limits for Bands XII, XIII,  XIV

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth specified in tables 5.9A.1, 5.9A.1A, 5.9A.1B and 5.9A.1C. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9A.3
Test purpose

To verify that the power of UE emission does not exceed the prescribed limits shown in table 5.9A.1. even in the presence of the HS-DPCCH. (see note). This is applicable for all values of[image: image21.wmf]c

b

,[image: image22.wmf]d

b

and[image: image23.wmf]hs

b

 as specified in [5]. The maximum output power with HS-DPCCH is specified in table 5.2A.1.
Excess emission increases the interference to other channels or to other systems.

NOTE:
For a static signal, the measurement with a  1MHz filter can be replaced by a narrower filter and integration over the  bandwidth. (Note 6 in table 5.9A.1) For a non static signal the above described replacement gives different results, depending on the type of  dynamic in the signal and depending on the bandwidth of the filter. Hence the signal is tested only when static.

5.9A.4
Method of test

5.9A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1.

2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1, QPSK version) are specified in Annex C.10.1 and C.8.1.1.

3)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6. RF parameters are set up according to table E.5.1 and table E.5.10. Settings for the serving cell are defined in table 5.9A.2.

4)
Enter the UE into loopback test mode in the presence of HSDPA and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

Table 5.9A.2: Settings for the serving cell during the measurement of Spectrum Emission Mask with HS-DPCCH
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.9A.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.9A.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values according to table C.10.1.4 and the DPCH frame offset according the HS-DPCCH slot offset required for measurements.

2)
Set and send continuously Up power control commands to the UE.

3)
Start transmitting HSDPA Data.

4)
When UE has reached the maximum power, measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.9A.3 and 5.9A.3A, 5.9A.3B, 5.9A.3C if applicable. For measurements using 1 MHz or 100KHz measurement bandwidths the result may be calculated by integrating multiple 50 kHz or narrower filter(≥3kHz)  measurements. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The centre frequency of the filter shall be stepped in contiguous steps according to table 5.9A.3 and 5.9A.3A, 5.9A.3B, 5.9A.3C if applicable. The measured power shall be recorded for each step. The measurement duration with the filter on one frequency shall last at least the filter settling time and the measurement period shall be inside the HS-DPCCH on-period.

5)
Measure the RRC filtered mean power centered on the assigned channel frequency.

6)
Calculate the ratio of the power 4) with respect to 5) in dBc.

7)
Repeat steps 1-6 for all the different combinations of beta values as given in table C.10.1.4.

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I.
5.9A.5
Test requirements

The result of clause 5.9A.4.2 step 6) shall fulfil the requirements of table 5.9A.3.

For operation in band II, IV, V, X, XII, XIII, XIV and XXV both minimum requirement in table 5.9A.3 and the applicable additional requirement in Tables  5.9A.3A, 5.9A.3B, or 5.9A.3C need to be satisfied.

Table 5.9A.3: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-69.6 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-54.3 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-54.3 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


Table 5.9A.3A: Additional spectrum emission limits for Bands II, IV, X and XXV
	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9A.3B: Additional spectrum emission limits for Band V

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


Table 5.9A.3C: Additional spectrum emission limits for Bands XII, XIII,  XIV

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.9B
Spectrum Emission Mask with E-DCH

5.9B.1
Definition and applicability

The spectrum emission mask of the UE applies to frequencies, which are between 2,5 MHz and 12,5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support  HSDPA and E-DCH.

5.9B.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in table 5.9B.1. The absolute requirement is based on a –50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as –55.8 dBm/1 MHz and –71.1 dBm/30 kHz. This is applicable for all values of c , d  ,hs, ec and ed  as specified in [5].

Table 5.9B.1: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-71.1 dBm
	30 kHz 
(Note 3)


	3.5 - 7.5
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	-55.8 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-55.8 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-49 dBc
	-55.8 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


For operation in band II, IV, V, X, XII, XIII, XIV and XXV the minimum requirement is calculated from the minimum requirement in table 5.9B.1 or the applicable additional requirement in Tables  5.9B.1A, 5.9B.1B or 5.9B.1C, whichever is the tighter requirement.

	Table 5.9B.1A: Additional spectrum emission limits for Bands II, IV, X and XXV
Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




Table 5.9B.1B: Additional spectrum emission limits for Band V

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




	Table 5.9B.1C: Additional spectrum emission limits for Bands XII, XIII,  XIV

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.




NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth specified in tables 5.9B.1, 5.9B.1A, 5.9B.1B and 5.9B.1C. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9B.3
Test purpose

To verify that the power of UE emission does not exceed the prescribed limits shown in table 5.9B.1. even in the presence of the E-DCH. (see note). This is applicable for all values of c , d  ,hs, ec and ed  as specified in [5]. The maximum output power with HS-DPCCH and/or E-DCH is specified in table 5.2B.1.
Excess emission increases the interference to other channels or to other systems.

NOTE:
For a static signal, the measurement with a  1MHz filter can be replaced by a narrower filter and integration over the  bandwidth. (Note 6 in table 5.9B.1) For a non static signal the above described replacement gives different results, depending on the type of  dynamic in the signal and depending on the bandwidth of the filter. Hence the signal is tested only when static.

5.9B.4
Method of test

5.9B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.1. 

2)
The UL Reference Measurement Channel and the Fixed Reference Channels (FRC H-Set 1, QPSK) are specified in Annex C.11.1 and C.8.1.1.

3)
An E-DCH call is set up according to TS 34.108 [3] 7.3.9 with the exceptions in the RADIO BEARER SETUP messages as given in Tables 5.2B.1A, 5.2B.2, 5.2B3, 5.2B.3A and 5.2B.4. These exceptions allow the beta values to be set according to table C.11.1.3 and each UL physical channel to be at constant power during the measurement. RF parameters are set up according to table E.5A.1. Settings for the serving cell are defined in table 5.9B.2.
4)
For sub-test 1 to 4, enter the UE into loopback test mode 1 looping back both the 12.2kbps RMC and HSDPA to E-DCH according to procedure 7.3.9.3.1 in TS 34.108 [3] and start the loopback test. For sub-test 5, enter the UE into loopback test mode 1 looping back HSDPA to E-DCH according to procedure 7.3.9.3.2 in TS 34.108 [3] and start the loopback test.
See TS 34.109 [4] clauses 5.3.2.3 and 5.3.2.6 for details regarding loopback test mode for HSDPA and E-DCH.

Table 5.9B.2: Settings for the serving cell during the measurement of Spectrum Emission Mask with E-DCH
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.9B.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.9B.4.2
Procedure

1)
For sub-test 1 to 4, set UE to maximum output power according to 5.2B.4.2.1 steps 1 to 8. For sub-test 5, set UE to maximum output power according to 5.2B.4.2.2 step 1 to 4.
2)
When UE has reached the maximum power, measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.9B.3 and 5.9B.3A, 5.9B.3B, 5.9B.3C if applicable. For measurements using 1 MHz or 100KHz measurement bandwidths the result may be calculated by integrating multiple 50 kHz or narrower filter(≥3kHz)  measurements. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The centre frequency of the filter shall be stepped in contiguous steps according to table 5.9B.3 and 5.9B.3A, 5.9B.3B 5.9B.3C if applicable. The measured power shall be recorded for each step. The measurement duration with the filter on one frequency shall last at least the filter settling time and the measurement period shall be inside the HS-DPCCH on-period.

3)
Measure the RRC filtered mean power centered on the assigned channel frequency.

4)
Calculate the ratio of the power 2) with respect to 3) in dBc.

5)
Repeat steps 1-4 for all the different combinations of beta values as given in table C.11.1.3.

5.9B.5
Test requirements

The result of clause 5.9B.4.2 step 4) shall fulfil the requirements of table 5.9B.3.

For operation in band II, IV, V, X, XII, XIII, XIV and XXV both minimum requirement in table 5.9B.3 and the applicable additional requirement in Tables  5.9B.3A, 5.9B.3B or 5.9B.3C need to be satisfied.

	Table 5.9B.3: Spectrum Emission Mask Requirement

Δf in MHz
(Note 1)
	Minimum requirement (Note 2) 
	Measurement bandwidth 

	
	Relative requirement
	Absolute requirement
	

	2.5 - 3.5
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	-69.6 dBm
	30 kHz 
(Note 3)

	3.5 - 7.5
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	-54.3 dBm
	1 MHz 
(Note 4)

	7.5 - 8.5
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	-54.3 dBm
	1 MHz
(Note 4)

	8.5 - 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	1 MHz
(Note 4)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 4:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.


Table 5.9B.3A: Additional spectrum emission limits for Bands II, IV, X and XXV
	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band II, IV, X
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	4.0MHz ( f_offset < 12.0 MHz
	-13 dBm
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9B.3B: Additional spectrum emission limits for Band V

Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band V
	Measurement bandwidth



	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.485MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( 12.5 MHz
	3.55MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


Table 5.9B.3C: Additional spectrum emission limits for Bands XII, XIII,  XIV

	Δf in MHz
(Note 1)
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirements Band XII, XIII,  XIV
	Measurement bandwidth


	2.5 MHz ( (f < 2.6 MHz
	2.515MHz ( f_offset < 2.585MHz
	-13 dBm
	30 kHz 

	2.6 MHz ( (f ( 12.45 MHz
	2.65MHz ( f_offset < 12.45 MHz
	-13 dBm
	100 kHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.9C
Additional Spectrum Emission Mask for DC-HSUPA

5.9C.1
Definition and applicability

The spectrum emission mask of the UE applies to frequencies, which are between 5 MHz and 20 MHz away from the UE centre frequency of the two assigned channel frequencies. The requirements assume that the UE output power shall be maximum level.
The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support HSDPA and Dual Cell E-DCH.
5.9C.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in Table 5.9C.1 for the specified channel bandwidth.

	Table 5.9C.1: Spectrum emission mask for DC-HSUPA 

Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-10
	-10
	1 MHz

	( 10-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


The UE shall meet an additional requirement specified in Table 5.9C.1A for band II, IV, V and X.
Table 5.9C.1A: Additional spectrum emission mask for DC-HSUPA in band II, IV, V, X and XXV
	Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1A

5.9C.3
Test purpose

To verify that the power of UE emission, during DC-HSUPA transmission, does not exceed the prescribed limits shown in table 5.9C.1 or 5.9C.1A. This is applicable for all values of c , d  ,hs, ec and ed  as specified in [5]. The maximum output power with HS-DPCCH and/or E-DCH is specified in table 5.2BA.1.
Excess emission increases the interference to other channels or to other systems.

NOTE:
For a static signal, the measurement with a  1MHz filter can be replaced by a narrower filter and integration over the  bandwidth. For a non static signal the above described replacement gives different results, depending on the type of  dynamic in the signal and depending on the bandwidth of the filter. Hence the signal is tested only when static.

5.9C.4
Method of test

5.9C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.41. 

2)
A call is set up according to the Generic call setup procedure specified in TS34.108 [3] sub clause 7.3.14, with exceptions for information elements in RADIO BEARER SETUP message as given in Table 5.2BA.2, 5.2BA.3 and 5.2BA.4. These exceptions allow the beta values to be set according to table C.11A.1.1 and each UL physical channel to be at constant power during the measurement. RF parameters are set up according to E.5.4B. Settings for the serving cell are defined in table 5.9C.2

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

Table 5.9C.2: Settings for the serving cell during the measurement of Spectrum Emission Mask for DC-HSUPA
	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 5.9C.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	Îor (see notes 1 and 2)
	dBm/3.84 MHz
	-86

	NOTE 1:
The power level is specified in terms of Îor instead of CPICH_RSCP because RSCP is a receiver measurement, whereas the SS can only set Îor.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


5.9C.4.2
Procedure

1)
Set the UE to maximum output power according to 5.2BA.4.2 steps 1 to 4.
2)
When UE has reached the maximum power, measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.9C.1 and 5.9C.1A. For measurements using 1 MHz or 100KHz measurement bandwidths the result may be calculated by integrating multiple 50 kHz or narrower filter(≥3kHz)  measurements. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The centre frequency of the filter shall be stepped in contiguous steps according to table 5.9C.1 and 5.9C.1A. The measured power shall be recorded for each step. The measurement duration with the filter on one frequency shall last at least the filter settling time and the measurement period shall be inside the HS-DPCCH on-period.

3)
Repeat steps 1-2 for all the different combinations of beta values as given in table C.11A.1.1.

5.9C.5
Test requirements

The result of clause 5.9C.4.2 step 2) shall fulfil the requirements of table 5.9C.3.

For operation in band II, IV, V and X both minimum requirement in table 5.9C.3 and the applicable additional requirement in Tables  5.9C.3A need to be satisfied.

Table 5.9C.3: Spectrum Emission Mask Requirement

	Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-16.5
	30 kHz 

	( 6-10
	-8.5
	1 MHz

	( 10-19
	-11.5
	1 MHz

	( 19-20
	-23.5
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


	Table 5.9C.3A: Additional spectrum emission limits for Bands II, IV, V, X and XXV
Δf

(MHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth

	( 5-6
	-18
	30 kHz 

	( 6-19
	-13
	1 MHz

	( 19-20
	-25
	1 MHz

	Note:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

< End of changed section >
< Beginning of changed section >
5.11
Spurious Emissions

5.11.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329.

The requirements and this test apply to all types of UTRA for the FDD UE.

5.11.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 12.5 MHz away from the UE centre carrier frequency.

Table 5.11.1a: General spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.1b: Additional spurious emissions requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  f  935 MHz
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f <1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f  875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5  MHz  1919.6 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note 1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz  f 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f 2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1919.6 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz (f (935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.1a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions.

NOTE 3:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 4:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases  were frozen.


NOTE:
The applicability of each line in Table 5.11.1b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.1a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
The normative reference for this requirement is TS 25.101 [1] clause 6.6.3.1.

5.11.3
Test purpose

To verify that the UE spurious emissions do not exceed described value shown in table 5.11.1a and table 5.11.1b.

Excess spurious emissions increase the interference to other systems.
5.11.4
Method of test

5.11.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.8.

2)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.2.

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.11.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

5.11.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11.2a and 5.11.2b.

These requirements are only applicable for frequencies, which are greater than 12,5 MHz away from the UE centre carrier frequency.

Table 5.11.2a: General spurious emissions test requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


Table 5.11.2b: Additional spurious emissions test requirements

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz < f < 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm 

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz  935 MHz f 
	100 kHz

3.84 MHz
	-67 dBm (see note 1)

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  1880 MHz f 
	3.84 MHz
	-60 dBm

	
	2110 MHz  2170 MHz f 
	3.84 MHz
	-60 dBm 

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2155 MHz
	3.84 MHz
	-60 dBm

(see note 3)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

(see note 4)

	VI
	860 MHz ( f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1919.6 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)
-60 dBm 

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note1)
-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2585 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60dBm

	
	1884.5 MHzf 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz  f  1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  1510.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  1879.9 MHz f 
	3.84 MHz
	-60 dBm

	
	1884.5 MHz  1919.6 MHz f 
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 6)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz (f (935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz ( f ( 2620 MHz
	3.84 MHz
	-50 dBm

	XXI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm (see note 2)

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted for each UARFCN used in the measurement.

NOTE 2:
The measurements are made on frequencies which are integer multiples of 200 kHz.  As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11.2a are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions. Exception is allowed if bandwidth of the harmonic signal and measurement bandwidth are totally or partially overlapping.

-
Bandwidth for 2nd harmonic = 2 x 5 MHz

-
Bandwidth for 3rd harmonic = 3 x 5 MHz

NOTE 3:
For UEs that conform to Release 6 and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 4:
For UEs that conform to Release 7 and later releases and support Band II, IV or V shall support the defined frequency bandwidth.

NOTE 5:
The applicability of each line in Table 5.11.2b for UEs of different releases is defined in TS 25.101 [1].

NOTE 6:
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency.

NOTE 7:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases  were frozen.


NOTE:
The applicability of each line in Table 5.11.2b for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11.2a are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

5.11A
Spurious Emissions for DC-HSUPA

5.11A.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions.

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329.

The requirements and this test apply for Release 9 and later releases to all types of UTRA for the FDD UE that support HSDPA and Dual Cell E-DCH.
5.11A.2
Minimum Requirements

These requirements are only applicable for frequencies, which are greater than 20 MHz away from the centre of the assigned carrier frequencies when dual adjacent carriers are assigned on the uplink.
Table 5.11A.1: General spurious emissions requirements for DC-HSUPA

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


The requirements in Table 5.11A.2 are only applicable for frequencies, which are greater than 25 MHz away from the centre of the assigned frequencies when dual adjacent carriers are assigned on the uplink.

Table 5.11A.2: Additional spurious emissions requirements for DC-HSUPA

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm (see note 1)
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-55 dBm

	
	1884.5 MHz <f <1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-57 dBm (see notes 1 and 3)

-50 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note 1)

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-55 dBm (see note 3)

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-44 dBm (see note 3)

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-30 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	811 MHz ( f ( 821 MHz
	3.84 MHz
	-50 dBm (see note 3)

	
	791 MHz ( f ( 811 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm

	Note 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 5.11A.1 are permitted for each UARFCN used in the measurement

Note 2:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11A.1 are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions 

Note 3:
This requirement is applicable also for frequencies, which are between 5 MHz and 25 MHz away from the UE centre carrier frequency. 


NOTE:
The applicability of each line in Table 5.11A.2 for UEs of different releases is defined in TS 25.101 [1].
As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11A.1 are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
The normative reference for this requirement is TS 25.101 [1] clause 6.6.3.1A.

5.11A.3
Test purpose

To verify that the UE spurious emissions do not exceed described value shown in table 5.11A.1 and table 5.11A.2.

Excess spurious emissions increase the interference to other systems.
5.11A.4
Method of test

5.11A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.41.

2)
The UL Reference Measurement Channel and parameters are specified in Annex C.2.6 and C.11A. The DL Reference Measurement Channel (FRC H-SET 1, QPSK) is specified in C.8.1.1.

3)
An E-DCH call is set up according to TS 34.108 [3] 7.3.14, with the exceptions in the RADIO BEARER SETUP messages as given in Tables 5.2BA.2, 5.2BA.3, 5.2BA4 and  5.2BA.5. These exceptions allow the beta values to be set according to table C.11A.1 and each UL physical channel to be at constant power during the measurement. RF parameters are set up according to table E.5.4B.

4)
Enter the UE into loopback test mode 1 looping back HSDPA to E-DCH according to procedure 7.3.14.3 in TS 34.108 [3] and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.11A.4.2
Procedure

1)
Set UE to maximum output power according to 5.2BA.4.2 step 1 to 4.
2)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

5.11A.5
Test requirements

The measured average power of spurious emission, derived in step 2), shall not exceed the described value in tables 5.11A.3 and 5.11A.4.

These requirements are only applicable for frequencies, which are greater than 20 MHz away from the centre of the assigned carrier frequencies when dual adjacent carriers are assigned on the uplink.
Table 5.11A.3: General spurious emissions test requirements for DC-HSUPA

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	36 dBm

	30 MHz  f < 1 000 MHz
	100 kHz
	36 dBm

	1 GHz  f < 12,75 GHz
	1 MHz
	30 dBm


The requirements in Table 5.11A.4 are only applicable for frequencies, which are greater than 25 MHz away from the centre of the assigned frequencies when dual adjacent carriers are assigned on the uplink.

Table 5.11A.4: Additional spurious emissions test requirements for DC-HSUPA

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm (see note 1)
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-55 dBm

	
	1884.5 MHz <f<1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	II
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	IV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	V
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	VI
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-57 dBm (see notes 1 and 3)

-50 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm (see note 1)

-60 dBm

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm (see notes 1 and 2)
-60 dBm (see note 2)

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm (see note 1)

-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm (see note 2)

	IX
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	X
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XI
	860 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-55 dBm (see note 3)

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-44 dBm (see note 3)

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm (see note 3)

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	XIX
	860 MHz  f < 875 MHz
	1 MHz
	-30 dBm

	
	875 MHz  f  895 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1500.9 MHz
	3.84 MHz
	-60 dBm

	
	1844.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f 1919.6 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	XX
	811 MHz ( f ( 821 MHz
	3.84 MHz
	-50 dBm (see note 3)

	
	791 MHz ( f ( 811 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	1 MHz
	-37 dBm

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm

	Note 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 5.11A.3 are permitted for each UARFCN used in the measurement.

Note 2:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 5.11A.3 are permitted for each UARFCN used in the measurement due to 2nd or 3rd harmonic spurious emissions

Note 3:
This requirement is applicable also for frequencies, which are between 5 MHz and 25 MHz away from the UE centre carrier frequency.

Note 4:
The applicability of each line in Table 5.11A.4 for UEs of different releases is defined in TS 25.101 [1].


As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.11A.3 are permitted in each of the bands, 925 MHz to 960 MHz and 1805 MHz to 1880 MHz for each UARFCN used in the measurement. The reference is 3GPP TS 45.005 [29].
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

< End of changed section >
< Beginning of changed section >
6.2
Reference Sensitivity Level

6.2.1
Definition and applicability

The reference sensitivity level <REFSENS> is the minimum mean power received at the UE antenna port at which the Bit Error Ratio (BER) shall not exceed a specific value

The requirements and this test apply to all types of UTRA for the FDD UE.

6.2.2
Minimum Requirements

The BER shall not exceed 0,001 for the parameters specified in table 6.2.1.

Table 6.2.1: Test parameters for Reference Sensitivity Level

	Operating Band
	Unit
	DPCH_Ec

<REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-117
	-106.7

	
	
	
	

	II
	dBm/3.84 MHz
	-115
	-104.7

	
	
	
	

	III
	dBm/3.84 MHz
	-114
	-103.7

	
	
	
	

	IV
	dBm/3.84 MHz
	-117
	-106.7

	V
	dBm/3.84 MHz
	-115
	-104.7

	VI
	dBm/3.84 MHz
	-117
	-106.7

	VII
	dBm/3.84 MHz
	-115
	-104.7

	VIII
	dBm/3.84 MHz
	-114
	-103.7

	IX
	dBm/3.84 MHz
	-116
	-105.7

	X
	dBm/3.84 MHz
	-117
	-106.7

	XI
	dBm/3.84 MHz
	-117
	-106.7

	XII
	dBm/3.84 MHz
	-114
	-103.7

	XIII
	dBm/3.84 MHz
	-114
	-103.7

	XIV
	dBm/3.84 MHz
	-114
	-103.7

	XIX
	dBm/3.84 MHz
	-117
	-106.7

	XX
	dBm/3.84 MHz
	-114
	-103.7

	XXI
	dBm/3.84 MHz
	-117
	-106.7

	XXII
	dBm/3.84 MHz
	-114
	-103.7

	XXV
	dBm/3.84 MHz
	-113.5
	-103.2

	1. For Power class 3 and 3bis this shall be at the maximum output power

2. For Power class 4 this shall be at the maximum output power
3. For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -114.5 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -104.2 dBm
4. For the UE which supports both Band XI and Band XXI operating frequencies, the reference sensitivity level is FFS.


For the UE which supports DB-DC-HSDPA configuration in Table 6.2.1A, the reference sensitivity level DPCH_Ec <REFSENS> and corresponding <REFÎor> in Table 6.2.1 are allowed to be increased by the amount given in Table 6.2.1A for the applicable bands.

Table 6.2.1A: Allowed de-sensitization relative to reference sensitivity for UE which supports DB-DC-HSDPA.

	DB-DC-HSDPA Configuration
	Allowed de-sensitization (dB)
	Applicable bands

	2
	1
	II, IV


The normative reference for this requirement is TS 25.101 [1] clause 7.3.1.

6.2.3
Test purpose

To verify that the UE BER shall not exceed 0,001 for the parameters specified in table 6.2.2.

The lack of the reception sensitivity decreases the coverage area at the far side from Node B.

6.2.4
Method of test

6.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of downlink physical channels to Ior are set up according to clause E.2.1. The parameter settings of the cell are set up according to TS 34.108 [3], clause 6.1.5 for “Default settings for a serving cell in a single cell environment”.

3)
Switch on the phone.

4)
A call is set up according to the Generic call setup procedure in TS34.108 [3] sub clause 7.3.2.

5)
The RF parameters are set up according to table 6.2.2.

6)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.109 [4] for details regarding loopback test.

6.2.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Measure the BER of DCH received from the UE at the SS.

6.2.5
Test requirements

The measured BER, derived in step 2), shall not exceed 0,001.

Table 6.2.2: Test parameters for Reference Sensitivity Level

	Operating Band
	Unit
	DPCH_Ec

<REFSENS>
	<REFÎor>

	I
	dBm/3.84 MHz
	-116.3
	-106

	II
	dBm/3.84 MHz
	-114.3
	-104

	III
	dBm/3.84 MHz
	-113.3
	-103

	IV
	dBm/3.84 MHz
	-116.3
	-106

	V
	dBm/3.84 MHz
	-114.3
	-104

	VI
	dBm/3.84 MHz
	-116.3
	-106

	VII
	dBm/3.84 MHz
	-114.3
	-104

	VIII
	dBm/3.84 MHz
	-113.3
	-103

	IX
	dBm/3.84 MHz
	-115.3
	-105

	X
	dBm/3.84 MHz
	-116.3
	-106

	XI
	dBm/3.84 MHz
	-116.3
	-106

	XII
	dBm/3.84 MHz
	-113.3
	-103

	XIII
	dBm/3.84 MHz
	-113.3
	-103

	XIV
	dBm/3.84 MHz
	-113.3
	-103

	XIX
	dBm/3.84 MHz
	-116.3
	-106

	XX
	dBm/3.84 MHz
	-113.3
	-103

	XXI
	dBm/3.84 MHz
	-116.3
	-106

	XXII
	dBm/3.84 MHz
	-113.3
	-103

	XXV
	dBm/3.84 MHz
	-112.8
	-102.5

	1.
For Power class 3 and 3bis this shall be at the maximum output power

2.
For Power class 4 this shall be at the maximum output power

3.
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -113.8 dBm DPCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -103.5 dBm

4. 
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -113.3 dBm/3.84 MHz DPCH_Ec <REFSENS> shall apply for Band II. The corresponding <REFÎor> is -103 dBm/3.84 MHz

5. 
For the UE which supports DB-DC-HSDPA configuration 2, the reference sensitivity level of -115.3 dBm/3.84 MHz DPCH_Ec <REFSENS> shall apply for Band IV. The corresponding <REFÎor> is -105 dBm/3.84 MHz


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

6.2A
Reference Sensitivity Level for DC-HSDPA

6.2A.1
Definition and applicability

The reference sensitivity level <REFSENS> is the minimum mean power received at the UE antenna port at which the Block Error Ratio (BLER) on each individual cell shall not exceed a specific value.

The requirements and this test apply for Release 8 and later releases to all types of UTRA for the FDD UE that support DC-HSDPA.

6.2A.2
Minimum Requirements

The BLER measured on each individual cell shall not exceed 0.1 for the parameters specified in Table 6.2A.1.

Table 6.2A.1: Test parameters for reference sensitivity, additional requirement for DC-HSDPA
	Operating Band
	Unit
	HS-PDSCH_Ec <REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-113
	-102.7

	II
	dBm/3.84 MHz
	-111
	-100.7

	III
	dBm/3.84 MHz
	-110
	-99.7

	IV
	dBm/3.84 MHz
	-113
	-102.7

	V
	dBm/3.84 MHz
	-111
	-100.7

	VI
	dBm/3.84 MHz
	-113
	-102.7

	VII
	dBm/3.84 MHz
	-111
	-100.7

	VIII
	dBm/3.84 MHz
	-110
	-99.7

	IX
	dBm/3.84 MHz
	-112
	-101.7

	X
	dBm/3.84 MHz
	-113
	-102.7

	XI
	dBm/3.84 MHz
	-113
	-102.7

	XII
	dBm/3.84 MHz
	-110
	-99.7

	XIII
	dBm/3.84 MHz
	-110
	-99.7

	XIV
	dBm/3.84 MHz
	-110
	-99.7

	XIX
	dBm/3.84 MHz
	-113
	-102.7

	XX
	dBm/3.84 MHz
	-110
	-99.7

	XXI
	dBm/3.84 MHz
	-113
	-102.7

	XXII
	dBm/3.84 MHz
	-110
	-99.7

	XXV
	dBm/3.84 MHz
	-109.5
	-99.2

	NOTE 1:
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2:
For Power class 4 this shall be at the maximum output power

NOTE 3:
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -110.5 dBm HS-PDSCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -100.2 dBm 

NOTE 4:
For the UE which supports both Band XI and Band XXI operating frequencies, the reference sensitivity level is FFS.


The normative reference for this requirement is TS 25.101 [1] clause 7.3.2.

6.2A.3
Test purpose

To verify that the UE BLER of HS-PDSCH on each individual cell shall not exceed 0,1 for the parameters specified in table 6.2A.3 for the DL reference channel H-Set 12 specified in Annex C.8.1.12.
The lack of the reception sensitivity decreases the HSDPA coverage area at the far side from Node B.

6.2A.4
Method of test

6.2A.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.30.

2)
Channel conditions are initially set up with received CPICH_RSCP >-85 dBm. The relative power level of primary downlink physical channels to Ior are set up according to clause E.5.0. 

3)
Switch on the phone.

4)
A call is set up according to the Generic DC-HSDPA setup procedure in TS34.108 [3] sub clause 7.3.13 with exceptions for information elements listed in table 6.2A.2.

5)
The RF parameters are set up according to table 6.2A.3 for both primary and secondary serving cells.

Table 6.2A.2: Specific Message Contents for reference sensitivity, additional requirement for DC-HSDPA
Contents of RADIO BEARER SETUP message: AM or UM (DC-HSDPA)

	Information Element
	Value/remark
	Version

	Downlink HS-PDSCH Information
	
	

	    - CHOICE mode
	FDD
	

	        - Downlink 64QAM configured
	Not Present
	Rel-7

	        - HS-DSCH TB size table
	octet aligned  (for H-Set 12)
	Rel-7

	Downlink secondary cell info FDD
	
	Rel-8

	   - CHOICE Configuration info
	New configuration
	

	        - Downlink 64QAM configured
	Not Present
	

	        - HS-DSCH TB size table
	octet aligned  (for H-Set 12)
	


See TS 34.109 [4] for details regarding loopback test.

6.2A.4.2
Procedure

1)
Set and send continuously Up power control commands to the UE until the UE output power shall be maximum level.

2)
Measure the BLER of HS-PDSCH on each individual cell received from the UE at the SS by counting the number of NACK, ACK and statDTX on the UL HS-DPCCH (BLER = (NACK + statDTX)/(NACK + statDTX + ACK)).

6.2A.5
Test requirements

The measured BLER, derived in step 2), shall not exceed 0,1 on each individual cell. The minimum number of measurements required for a statistically significant result to this test is clarified in annex F.6.3, Table F.6.3.5.0.
Table 6.2A.3: Test parameters for reference sensitivity, additional requirement for DC-HSDPA
	Operating Band
	Unit
	HS-PDSCH_Ec <REFSENS> 
	<REFÎor>

	I
	dBm/3.84 MHz
	-112.3
	-102

	II
	dBm/3.84 MHz
	-110.3
	-100

	III
	dBm/3.84 MHz
	-109.3
	-99

	IV
	dBm/3.84 MHz
	-112.3
	-102

	V
	dBm/3.84 MHz
	-110.3
	-100

	VI
	dBm/3.84 MHz
	-112.3
	-102

	VII
	dBm/3.84 MHz
	-110.3
	-100

	VIII
	dBm/3.84 MHz
	-109.3
	-99

	IX
	dBm/3.84 MHz
	-111.3
	-101

	X
	dBm/3.84 MHz
	-112.3
	-102

	XI
	dBm/3.84 MHz
	-112.3
	-102

	XII
	dBm/3.84 MHz
	-109.3
	-99

	XIII
	dBm/3.84 MHz
	-109.3
	-99

	XIV
	dBm/3.84 MHz
	-109.3
	-99

	XIX
	dBm/3.84 MHz
	-112.3
	-102

	XX
	dBm/3.84 MHz
	-109.3
	-99

	XXI
	dBm/3.84 MHz
	-112.3
	-102

	XXII
	dBm/3.84 MHz
	-119.3
	-99

	XXV
	dBm/3.84 MHz
	-108.8
	-98.5

	NOTE 1
For Power class 3 and 3bis this shall be at the maximum output power

NOTE 2
For Power class 4 this shall be at the maximum output power

NOTE 3
For the UE which supports both Band III and Band IX operating frequencies, the reference sensitivity level of -109.8 dBm HS-PDSCH_Ec <REFSENS> shall apply for Band IX. The corresponding <REFÎor> is -99.5 dBm 

NOTE 4:
For the UE which supports both Band XI and Band XXI operating frequencies, the reference sensitivity level is FFS.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

< End of changed section >
< Beginning of changed section >
6.8
Spurious Emissions

6.8.1
Definition and applicability

The spurious emissions power is the power of emissions generated or amplified in a receiver that appear at the UE antenna connector. The spurious emisssion is verified per antenna connector with the other(s) terminated.

The requirements and this test apply to all types of UTRA for the FDD UE.

6.8.2
Minimum Requirements

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in table 6.8.1 and table 6.8.2.

Table 6.8.1: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.2: Additional receiver spurious emission requirements

	Operating band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	
	2585 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in

URA_PCH, Cell_PCH and idle state

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2585 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	IV
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz  f < 1755 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	V
	824 MHz  f ( 849 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f 935 MHz
	100 kHz
-3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2500 MHz ( f ( 2570 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	880 MHz f 915 MHz
	3.84 MHz
	-60 dBm 
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f  MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	UE receive band

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	UE receive band

	
	1805 MHz < f  1880 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm
	

	IX
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1749.9 MHz ( f ( 1784.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	X
	869 MHz ≤ f < 894 MHz
	3.84 MHz
	- 60 dBm
	

	
	1710 MHz ≤ f < 1770 MHz
	3.84 MHz
	- 60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ≤ f ≤ 1990 MHz
	3.84 MHz
	- 60 dBm
	

	
	2110 MHz ≤ f ≤ 2170 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XII
	699 MHz ( f ( 716 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	776 MHz ( f ( 788 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	788 MHz ( f ( 798 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIX
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	832 MHz ( f ( 862 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *
	

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *
	

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	XXI
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XXII
	791 MHz  f < 821 MHz
	3.84 MHz
	-60 dBm
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm
	

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm
	

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm
	

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	
	3410 MHz  f  3490 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm
	

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	[-60] dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	[-60] dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	[-60] dBm
	

	
	869 MHz  f ( 894 MHz
	3.84 MHz
	[-60] dBm
	

	
	1850 MHz ( f ( 1915 MHz
	3.84 MHz
	[-60] dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	[-60] dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	[-60] dBm
	

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	[-50] dBm
	

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	[-50] dBm
	

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	[-50] dBm
	

	Note 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.8.1 are permitted for each UARFCN used in the measurement.

Note 2:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases  were frozen.


The reference for this requirement is TS 25.101 [1] clause 7.9.1.

6.8.3
Test purpose

To verify that the UE spurious emission meets the specifications described in clause 6.8.5.

Excess spurious emissions increase the interference to other systems.

6.8.4
Method of test

6.8.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect a spectrum analyzer (or other suitable test equipment) to the UE antenna connector as shown in figure A.8.

2)
RF parameters are setup according to table E.3.2.2. Settings for the serving cell are defined in table 6.8.2A.
3)
A call is set up according to the setup procedure specified in TS34.108 [3] sub clause 7.3.5, with the following exceptions for information elements in System Information Block type3.

	SIB 3 Information Element
	Value/Remark

	- Cell selection and re-selection info
	

	  - CHOICE mode
	FDD

	   - Sintrasearch
	0 dB

	   - Sintersearch
	0 dB

	   - RAT List
	This parameter is not present

	   - Maximum allowed UL TX power
	Power level where Pcompensation=0


The exceptions for SIB1 are defined in TS 34.108 [3] clause 7.3.5.2.

NOTE:
The setup procedure (3) sets the UE into the CELL_FACH state. With this state and the SS level (2) it is ensured that UE continuously monitors the S-CCPCH and no cell reselections are performed [see 3GPP TS 25.304, clauses 5.2.3.and 5.2.6]. The UE will not be transmitting, and therefore will not interfere with the measurement.

Table 6.8.2A: Settings for the serving cell during the measurement of Rx Spurious Emissions

	Parameter
	Unit
	Cell 1

	Cell type
	
	Serving cell

	UTRA RF Channel Number
	
	As defined in clause 6.8.4.1

	Qqualmin
	dB
	-24

	Qrxlevmin
	dBm
	-115

	UE_TXPWR_MAX_RACH
	dBm
	+21

	CPICH Ec (see notes 1 and 2)
	dBm/3.84 MHz
	As defined in table E.3.2.2

	NOTE 1:
The power level is specified in terms of CPICH_Ec instead of CPICH_RSCP as RSCP is a receiver measurement and only CPICH_Ec can be directly controlled by the SS.

NOTE 2:
The cell fulfils TS 25.304, 5.2.3.1.2.


6.8.4.2
Procedure

1)
Sweep the spectrum analyzer (or equivalent equipment) over a frequency range and measure the average power of spurious emission.

6.8.5
Test requirements

It shall be verified that the RRC connection release at the end of the procedure described in 34.108 [3] clause 7.3.5.3 shall be completed successfully indicating that the UE has stayed in CELL_FACH state during the measurement of the spurious emissions.

The measured spurious emissions, derived in step 1), shall not exceed the maximum level specified in table 6.8.3 and table 6.8.4.

Table 6.8.3: General receiver spurious emission requirements

	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	30 MHz ( f < 1 GHz
	100 kHz
	-57 dBm
	

	1 GHz ( f ( 12,75 GHz
	1 MHz
	-47 dBm
	


Table 6.8.4: Additional receiver spurious emission requirements

	Operating Band
	Frequency Band
	Measurement

Bandwidth
	Maximum level
	Note

	I
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1 920 MHz ( f ( 1 980 MHz
	3,84 MHz
	-60 dBm
	UE transmit band

	
	2 110 MHz ( f ( 2 170 MHz
	3,84 MHz
	-60 dBm
	UE receive band

	
	2585 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	II
	1850 MHz ( f ( 1910 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	III
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz ( f ( 1785 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2585 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	IV
	869 MHz  f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz  f < 1755 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz( f ( 2155 MHz
	3.84 MHz
	-60 dBm
	UE receive band

(see note 2)

	
	2110 MHz ≤ f ≤ 2170 MHz
	3.8.4 MHz
	-60 dBm
	UE receive band

(see note 3)

	V
	824 MHz ( f ( 849 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	869 MHz ( f < 894 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VI
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	

	
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	VII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f 935 MHz
	100 kHz
-3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm (see note 1)
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2500 MHz ( f ( 2570 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	VIII
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	

	
	880 MHz f 915 MHz
	3.84 MHz
	-60 dBm 
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f  MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	UE receive band

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	UE receive band

	
	1805 MHz < f  1880 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2585 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm
	

	IX
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1749.9 MHz ( f ( 1784.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band 

	
	1844.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	X
	869 MHz ≤ f < 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1710 MHz ≤ f < 1770 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1930 MHz ≤ f ≤ 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ≤ f ≤ 2170 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	XI
	860 MHz ( f ( 895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XII
	699 MHz ( f ( 716 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	728 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	

	
	776 MHz ( f ( 788 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	788 MHz ( f ( 798 MHz
	3.84 MHz
	-60 dBm
	UE transmit band

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm
	

	
	1930 MHz ( f ( 1990 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XIX
	815 MHz ( f ( 850 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	UE in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	832 MHz ( f ( 862 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *
	

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *
	

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	XXIs
	860 MHz ( f  895 MHz
	3.84 MHz
	-60 dBm
	

	
	1427.9 MHz ( f ( 1462.9 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1475.9 MHz ( f  1510.9 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	1844.9 MHz ( f  1879.9 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm
	

	XXII
	791 MHz  f < 821 MHz
	3.84 MHz
	-60 dBm
	

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm (see note 1)
	

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm (see note 1)
-60 dBm
	

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm (see note 1)
	

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm
	

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm
	

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm
	

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm
	

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm
	

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm
	

	
	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-60 dBm
	

	
	3410 MHz  f  3490 MHz
	3.84 MHz
	-60 dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm
	UE receive band

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm
	

	XXV
	729 MHz ( f ( 746 MHz
	3.84 MHz
	[-60] dBm
	

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	[-60] dBm
	

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	[-60] dBm
	

	
	869 MHz  f ( 894 MHz
	3.84 MHz
	[-60] dBm
	

	
	1850 MHz ( f ( 1915 MHz
	3.84 MHz
	[-60] dBm
	UE transmit band in URA_PCH, Cell_PCH and idle state

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	[-60] dBm
	UE receive band

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	[-60] dBm
	

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	[-50] dBm
	

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	[-50] dBm
	

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	[-50] dBm
	

	Note 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.8.3 are permitted for each UARFCN used in the measurement.

Note 2:
For UEs that conform to Release 6 and support Band IV shall support the defined frequency bandwidth.
Note 3:
For UEs that conform to Release 7 and later releases and support Band IV shall support the defined frequency bandwidth.

Note 4:
The frequency bandwidth protection 2585-2690 MHz test requirement for Bands I, III, and VIII deviates from the requirement in TS 25.101 [1] Rel-8 and earlier releases. The present document reflects the frequency bandwidth specified in the European Harmonized Standard EN 301 908-2 [Ref.] which became a mandatory requirement after these earlier TS 25.101 releases were frozen.


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

NOTE 2:
The Test Requirements are measured in the CELL_FACH state instead of in the UE states defined in the Minimum Requirement because the CELL_FACH state ensures that the UE receiver is continuously on and the UE transmitter is off whilst the spectrum analyser searches for spurious emissions. The UE states defined in the Minimum Requirement allow the UE receiver to be in discontinuous reception, and using those UE states during the measurement would have resulted in a complicated and significantly lengthened test procedure since the UE receiver would be allowed to be switched off part of the time.
< End of changed section >
< Beginning of changed section >
8.6.6
E-UTRAN Measurement
8.6.6.1
Correct reporting of E-UTRAN FDD neighbour in fading propagation condition
8.6.6.1.1
Definition and applicability

In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. 
The requirements and this test apply to the combined FDD and E-UTRA UE.
8.6.6.1.2
Minimum requirement

When compressed mode gaps are used for E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within
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If the UE does not need compressed mode to perform E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within 
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Where:

TE-UTRAN: This is the minimum time that is available for E-UTRAN measurements during a 480ms period with an arbitrarily chosen timing. The minimum time per compressed mode gap is calculated by subtracting 2*0.5 ms from the length of the gap.

Nfreq,E-UTRAN :This is the number of E-UTRAN carriers being monitored


TBasic_Identify_E-UTRAN = 480ms
When L3 filtering is used an additional delay can be expected.
An E-UTRANcell shall be considered detectable when 


-
RSRP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -124 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -123 dBm for Bands 2, 5, 7, 17 and RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 3, 8, 12, 13, 14,20 and RSRP Ês/Iot  ( -4 dB,
-
RSRP|dBm( -121.5 dBm for Band 25 and RSRP Ês/Iot  ( -4 dB, 

-
other RSRP related side condition given in Section 9.1 of [24] are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 33, 34, 35, 36, 37, 38, 39, 40 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP|dBm( -124 dBm for Band 9 and SCH_RP/Iot ≥ -4 dB, 
-
SCH_RP |dBm( -123 dBm for Bands 2, 5, 7, 17 and SCH_RP/Iot ≥ -4 dB,
-
SCH_RP |dBm( -122 dBm for Bands 3, 8, 12, 13, 14,20 and SCH_RP/Iot ≥ -4 dB,
-
SCH_RP |dBm( -121.5 dBm for Band 25 and SCH_RP/Iot ≥ -4 dB
When compressed mode gaps are scheduled for E-UTRAN measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 [4] sub-clause 9.1.4a and 9.1.4b with measurement period of TMeasurement_Period_E-UTRAN =480 x NFreq ms where NFreq is the number of E-UTRAN frequencies indicated in the inter-RAT measurement control information.

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 E-UTRAN cells per E-UTRAN frequency for up to 4 E-UTRAN FDD and 4 E-UTRAN TDD frequencies, according to its supported UE capabilities. Additionally, for a UE supporting E-UTRA measurements in Cell-DCH state, the UE shall be capable of monitoring a minimum total of at least 8 carrier frequency layers, including the intra-frequency serving layer and comprising of any allowed combination of E-UTRA FDD, E-UTRA TDD, UTRA FDD, UTRA TDD and GSM layers (one GSM layer corresponds to 32 cells).
Reported measurements in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify ,E-UTRAN defined in TS 36.133 [4] section 8.1.2.6.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period than T identify ,E-UTRAN and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_E-UTRAN provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.
The normative reference for this requirement is TS 25.133 [2] clauses 8.1.2.6 and A.8.6.1.

8.6.6.1.3
Test purpose

To verify that the UE meets the minimum requirement. The test is performed in fading propagation conditions.
8.6.6.1.4
Method of test

8.6.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

The test consists of three successive time periods, with time duration T1, T2 and T3. The test parameters are given in tables 8.6.6.1.4.1, 8.6.6.1.4.2 and 8.6.6.1.4.3. In the measurement control information it is indicated to the UE that event-triggered reporting with Events 3B and 3C shall be used.
Table 8.6.6.1.4.1: General test parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters 
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1. This is for UTRAN FDD

	Power Control
	
	On
	This is relevant for UTRAN FDD

	Compressed mode pattern
	
	Pattern 2; Set 4
	As specified in table A.22 in section A.5 in TS 25.101.

	Inter-RAT (E-UTRAN FDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	Threshold other system

(E-UTRAN FDD)
	dBm
	-95
	Absolute threshold for triggering events 3b and 3c

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA FDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Monitored UTRA FDD cell list size
	
	24
	UTRA cells on UTRA RF channel 1 provided in the cell list. Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	5
	

	T2
	s
	4
	

	T3
	s
	4
	


Table 8.6.6.1.4.2: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop.

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior.
Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101.


Table 8.6.6.1.4.3: Cell Specific parameters for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD) 
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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 Note 2
	dBm/15 kHz
	-100
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	dB
	-Infinity
	16
	-4
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	dB
	-Infinity
	16
	-4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11
	-70.76

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


8.6.6.1.4.2
Procedure

1)
The RF parameters for cell 1 and 2 are set up according to T1 in Table 8.6.6.1.5.1 and 8.6.6.1.5. 2.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.

4)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise go to step 6.

5)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

6)
SS shall transmit a MEASUREMENT CONTROL message.

7)
After 5 seconds from the beginning of T1, the SS shall switch the power settings from T1 to T2 in Table 8.6.6.1.5.1 and 8.6.6.1.5.2.
8)
UE shall transmit a MEASUREMENT REPORT message triggered by event 3C. If the UE needs compressed mode to perform E-UTRAN measurements, the measurement reporting delay from the beginning of T2 shall be less than 2.65 s, otherwise the measurement reporting delay from the beginning of T2 shall be less than 480 ms. If the UE fails to report the event within the required delay, then the counter event3C failure is increased by one. If the reporting delay for this event is within the required limit, the counter event3C success is increased by one.

9)
After 4 seconds from the beginning of T2, the SS shall switch the power settings from T2 to T3 in Table 8.6.6.1.5.1 and 8.6.6.1.5.2.
10)
UE shall transmit a MEASUREMENT REPORT message triggered by event 3B. The measurement reporting delay from the beginning of T3 shall be less than 480 ms. If the UE fails to report the event within the required delay, then the counter event3B failure is increased by one. If the reporting delay for this event is within the required limit, the counter event3B success is increased by one.

11)
After the SS receive the MEASUREMENT REPORT message in step 10) or 4 seconds after the beginning of T3, the UE is switched off.

12)
Repeat steps 1-11 according to Tables G.2.3-1 in TS36.521-3[38]. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 3C events and for 3B events shall independently indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.
Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 4.7B.1 of 36.508 [33], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message:
	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Downlink information common for all radio links
	
	
	

	        - Downlink DPCH info common for all RL
	Not Present
	
	

	        - DPCH compressed mode info
	
	
	

	           - TGPSI
	1
	
	

	           - TGPS Status Flag
	Deactivate
	
	

	           - TGCFN
	Not Present
	
	

	           - Transmission gap pattern sequence configuration parameters
	
	
	

	              - TGMP
	E-UTRA measurement
	
	

	              - TGPRC
	Infinity
	
	

	              - TGSN
	8
	
	

	              - TGL1
	14
	
	

	              - TGL2
	Not Present
	
	

	              - TGD
	0
	
	

	              - TGPL1
	4
	
	

	              - TGPL2
	Not Present
	
	

	              - RPP
	mode 0
	
	

	              - ITP
	mode 0
	
	

	              - CHOICE UL/DL Mode
	UL and DL
	
	

	                 - Downlink compressed mode method
	SF/2
	
	

	                 - Uplink compressed mode method
	SF/2
	
	

	              - Downlink frame type
	B
	
	

	              - DeltaSIR1
	3.0
	
	

	              - DeltaSIRAfter1
	3.0
	
	

	              - DeltaSIR2
	Not Present
	
	

	              - DeltaSIRAfter2
	Not Present
	
	

	              - N identify abort
	Not Present
	
	

	              - T Reconfirm abort
	Not Present
	
	

	        - TX Diversity mode
	Not Present
	
	

	        - SSDT information
	Not Present
	
	

	         - Default DPCH Offset Value
	Not Present
	
	

	Downlink information for each radio link
	Not Present
	
	

	MBMS PL Service Restriction Information
	Not Present
	
	


MEASUREMENT CONTROL message:

	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-3: MEASUREMENT CONTROL

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Measurement Identity
	2
	
	

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	    - CHOICE report criteria
	Inter-RAT measurement reporting criteria
	
	

	        - Parameters required for each event
	2 entry
	
	

	            - Inter-RAT event identity
	3b
	
	

	            - Threshold own system
	Not Present
	
	

	            - W
	Not Present
	
	

	            - Threshold other system
	-70 (-95 dBm)
	When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]
	

	            - Hysteresis
	0 dB
	
	

	            - Time to trigger
	0 ms
	
	

	            - Reporting cell status
	
	
	

	                - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	                  - Maximum number of reported cells
	2
	
	

	            - Inter-RAT event identity
	3c
	
	

	            - Threshold own system
	Not Present
	
	

	            - W
	Not Present
	
	

	            - Threshold other system
	-70 (-95 dBm)
	When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]
	

	            - Hysteresis
	0 dB
	
	

	            - Time to trigger
	0 ms
	
	

	            - Reporting cell status
	
	
	

	                - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	                  - Maximum number of reported cells
	2
	
	

	Physical channel information elements
	
	
	

	   - DPCH compressed mode status info (10.3.6.34)
	If compressed mode is required, Active (for the pattern specified in table 8.6.6.1.4.1). Otherwise, this should be Not Present.
	
	


MEASUREMENT REPORT message

	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-4: MEASUREMENT REPORT

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	Measurement identity
	2
	
	

	E-UTRA Measured Results
	
	
	

	    - E-UTRA measured results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	
	

	        - Measured E-UTRA cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	PhysicalCellIdentity of Cell 2
	

	            - RSRP
	Checked that this IE is present
	
	

	            - RSRQ
	This IE does not need to be checked
	
	

	E-UTRA Event Results
	
	
	

	    - Inter-RAT event identity
	3b or 3c
	
	

	    - E-UTRA events results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	Downlink EARFCN of Cell 2
	

	        - Reported cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	PhysicalCellIdentity of Cell 2
	


MobilityControlInfo-HO
	Derivation Path: 36.508[33] clause 4.6.5, Table 4.6.5-1: MobilityControlInfo-HO

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  carrierFreq
	Set according to the frequency used for E- UTRA cell under test
	
	

	  carrierBandwidth::= SEQUENCE {
	
	
	

	    dl-Bandwidth
	Set according to the bandwidth used for E-UTRA cell under test
	
	

	    ul-Bandwidth
	Not present
	
	

	  }
	
	
	

	  additionalSpectrumEmission
	1
	
	

	}
	
	
	


8.6.6.1.5
Test requirements
If the UE needs compressed mode to perform E-UTRAN measurements:
-
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 2.65 seconds from the beginning of time period T2.

-
The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
If the UE does not need compressed mode to perform E-UTRAN measurements:
-
The UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T2.
-
The UE shall send one Event 3B triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T3.
The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.
Table 8.6.6.1.5.1: Test requirement for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell #1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop. 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


Table 8.6.6.1.5.2: Test requirement for correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell #2)

	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD) 
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-100.6
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	dB
	-Infinity
	16.6
	-3.4
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	dB
	-Infinity
	16.6
	-3.4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.82
	-56.12
	-71.18

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


For the test to pass, the total number of successful tests shall be at least 90% of the cases with a confidence level of 95 %.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
8.6.6.2
Correct reporting of E-UTRAN TDD neighbour in fading propagation condition
8.6.6.2.1
Definition and applicability
In the event triggered reporting period the measurement reporting delay is defined as the time between any events that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delay by other RRC signalling on the DCCH. This measurement reporting delay exclude a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of uplink DCCH,

The requirement in this section will apply only to UE supporting UTRAN FDD and E-UTRAN TDD.

8.6.6.2.2
Minimum requirement

1)
In CELL_DCH state when a transmission gap pattern sequence is provided by the UTRAN the UE shall continuously measure previously detected E-UTRAN cells and search for new E-UTRAN cells.

-
In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern sequence with measurement purpose "E-UTRAN measurement" using the following combinations for TGL1, TGL2, TGD and Max TGPL:

Table 8.6.6.2.1

	TGL1 [slots]
	TGL2 [slots]
	TGD [slots]
	Max TGPL [frames]

	≥10
	-
	undefined
	12


2)
If the UE does not need compressed mode to perform E-UTRAN measurements:

-
the UE shall measure either all E-UTRAN cells present in the monitored set or, if only frequencies are provided in the neighbour cell list, the strongest cells present in the detected set, up to the monitoring capabilities of the UE.

-
the relevant requirements for E-UTRAN dedicated mode when a [TBD] channel is assigned in 3GPP TS 36.133 shall apply. 
The normative reference for these requirements is TS 25.133 [2] clauses 8.1.2.6 and A.8.6.1.

8.6.6.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.6.6.2.4
Method of test

8.6.6.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

The test parameters are given in table 8.6.6.2.2, 8.6.6.2.3 and 8.6.6.2.4 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 3B and 3C shall be used. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively.
Table 8.6.6.2.4.1: General test parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1. This is for UTRAN FDD

	Power Control
	
	On
	This is relevant for UTRAN FDD

	Compressed mode pattern
	
	Pattern 2; Set 4
	As specified in table A.22 in section A.5 in TS 25.101.

	Inter-RAT (E-UTRAN TDD) measurement quantity
	
	RSRP
	

	Active cell
	
	Cell 1
	Cell 1 is on UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on E-UTRA RF channel number 1

	Threshold other system

(E-UTRAN TDD)
	dBm
	-95
	Absolute threshold for triggering events 3b and 3c

	Hysteresis
	dB
	0
	

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	UTRA RF Channel Number 
	
	1 
	One UTRA FDD carrier frequency is used

	E-UTRA RF Channel Number 
	
	1 
	One E-UTRA TDD carrier frequency is used

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	10
	

	Special subframe configuration 
	
	6
	As specified in table 4.2-1 in 3GPP TS 36.211. This is for E-UTRAN TDD

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in 3GPP TS 36.211. This is for E-UTRAN TDD

	Monitored UTRA FDD cell list size
	
	24
	UTRA cells on UTRA RF channel 1 provided in the cell list. Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	5
	At the end of T3, cell 2 shall be powered off, and during the off time the physical cell identity shall be changed, The intention is to ensure that cell 2 has not been detected by the UE prior to the start of period T2.

	T2
	s
	4
	

	T3
	s
	4
	


Table 8.6.6.2.4.2: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop. 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior. 

Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


Table 8.6.6.2.4.3: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG  RBNote 1 
	dB
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	-100
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	dB
	-Infinity
	16
	-4
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	dB
	-Infinity
	16
	-4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.22
	-56.11
	-70.76

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


8.6.6.2.4.2 Procedure

1)
The UE is switched on.

2)
The RF parameters for cell 1 are set up according to T1 in Table 8.6.6.2.5.1 and 8.6.6.2.5.2.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2.

4)
If Compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise , Go to Step6.

5)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.
6)
The SS shall transmit a MEASUREMENT CONTROL message on cell 1.

7)
Afrer 5 seconds from the beginning of T1 , the SS shall switch the power from T1 to T2 as in Table 8.6.6.2.5.1 and 8.6.6.2.5.2.(Make sure that the step 2-6 are finished before the end of T1.)

8)
The UE shall transmit a MEASUREMENT REPORT message triggered by event 3C. The measurement reporting delay from the beginning of T2 shall be less than 2.65 seconds for UE which needs compressed mode to perform E-UTRAN measurement .If the UE does not need compressed mode to perform E-UTRAN measurement the UE shall send one Event 3C triggered measurement report for cell 2, with a measurement reporting delay less than 480 ms from the beginning of time period T2. If the UE fails to report the event within the required delay, then the counter event3C_failure is increased by one. If the reporting delay for this event is within the requied time, the counter event3C_success is increased by one.

9)
After 4 seconds from the beginning of T2, the SS shall switch the power setting from T2 to T3 as in table 8.6.6.2.5.1and 8.6.6.2.5.2.
10) The UE shall transmit a MEASUREMENT REPORT message triggered by event 3B. The measurement reporting delay from the beginning of T3 shall be less than 480 ms. If the UE fails to report the event within the required delay, then the counter event3B_failure is increased by one. If the reporting delay for this event is within the requied time, the counter event3B_success is increased by one.

11) After the SS receive the MEASUREMENT REPORT message in step 10) or 4 seconds after the beginning of T3, Cell2 is powered off, and during the off time the physical cell identity shall be changed. The RF parameters for cell 1 are set up according to T1 in Table 8.6.6.2.5.1 and 8.6.6.2.5.2.
12)
Repeat step 7)~11) until the confidence level according to Tables G.2.3-1 in TS36.521-3[38]is achieved. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 3C events and for 3B events shall independently indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.
Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter Rat measurement (step 6):
FFS

MEASUREMENT CONTROL message:

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17 in TS25.331)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	

	  -message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	  -RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	2

	-Measurement Command (10.3.7.46)
	Setup

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Inter-RAT measurement

	 -Inter-RAT measurement (10.3.7.27)
	

	  -Inter-RAT measurement objects list (10.3.7.23)
	

	  -Inter-RAT measurement quantity (10.3.7.29)
	Not Present

	   -Measurement quantity for UTRAN quality estimate (10.3.7.38)
	

	    -Filter coefficient
	0

	    -CHOICE mode
	FDD

	    -Measurement quantity
	CPICH Ec/N0

	   -CHOICE system
	E-UTRA

	    -Measurement quantity
	RSRP

	    -Filter coefficient
	0

	  -Inter-RAT reporting quantity (10.3.7.32)
	

	    - UTRAN estimated quality 
	FALSE

	    -  CHOICE system
	E-UTRA

	-E-UTRA
	

	       -  Reporting indicator
	Measurement quantity

	  -Reporting cell status (10.3.7.61)
	Not Present

	  -CHOICE report criteria
	Inter-RAT measurement reporting criteria

	   -Inter-RAT measurement reporting criteria (10.3.7.30)
	

	    -Parameters required for each event
	 2

	    -Inter-RAT event identity (10.3.7.24
	Event 3B

	    -Threshold own system
	Not Present

	    -W
	Not Present

	    -Threshold other system
	-70 (-95 dBm)

When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]

	    -Hysteresis
	0 dB

	    -Time to trigger
	0 ms

	    -Reporting cell status (10.3.7.61)
	

	     -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	     -Maximum number of reported cells
	2

	    -Inter-RAT event identity (10.3.7.24)
	Event 3C

	    -Threshold own system
	Not Present

	    -W
	Not Present

	    -Threshold other system
	-70 (-95 dBm)

When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]

	    -Hysteresis
	0 dB

	    -Time to trigger
	0 ms

	    -Reporting cell status (10.3.7.61)
	

	     -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	     -Maximum number of reported cells
	2

	  -Idle Interval Information
	Not Present

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	If compressed mode is required, Active (for  two patterns specified in table 8.6.6.6). Otherwise, this should be Not Present.


MEASUREMENT REPORT message for Inter-RAT test cases

	Information Element
	Value/remark

	Message Type(10.2.19 in TS25.331)
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Activation time
	Integer (0..255)

	Measurement identity
	2

	E-UTRA Measured Results
	

	         - E-UTRA measured results list
	

	          - E-UTRA Carrier Frequency
	Checked that this IE is present

	          - Measured E-UTRA cells
	Checked that this IE is present

	             - Physical Cell Identity
	Checked that this IE is present

	             - RSRP
	Checked that this IE is present

	             - RSRQ
	Checked that this IE is absent

	E-UTRA event results
	

	        - Inter-RAT event identity
	3b or 3c

	        - E-UTRA events results list
	

	          - E-UTRA Carrier Frequency
	Checked that this IE is present

	          - Reported cells
	Checked that this IE is present

	             - Physical Cell Identity
	Checked that this IE is present

	Measured results on RACH
	This IE does not need to be checked.

	Event results
	This IE does not need to be checked.

	Additional measured results
	This IE does not need to be checked.

	Additional measured results
	This IE does not need to be checked.


8.6.6.2.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95 %.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

Table 8.6.6.2.5.1: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 1)

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1

	CPICH_Ec/Ior
	dB
	-10

	PCCPCH_Ec/Ior
	dB
	-12

	SCH_Ec/Ior
	dB
	-12

	PICH_Ec/Ior
	dB
	-15

	DPCH_Ec/Ior
	dB
	Note 1

	OCNS
	
	Note 2
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-13
	-13

	Propagation Condition 
	
	Case 5 (Note 3)

	Note 1:
The DPCH level is controlled by the power control loop.

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior 

Note 3:
Case 5 propagation conditions are defined in Annex A of 3GPP TS 25.101. 


Table 8.6.6.2.5.2: Cell Specific parameters for correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell # 2)
	Parameter
	Unit
	Cell 2

	
	
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG  RBNote 1 
	dB
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	dBm/15 kHz
	-100.6
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	dB
	-Infinity
	16.6
	-3.4
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	dB
	-Infinity
	16.6
	-3.4

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-84
	-104

	Io Note 3
	dBm/9 MHz
	-72.82
	-56.12
	-71.18

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


8.6.7
Combined Inter-frequency and E-UTRAN measurements

8.6.7.1
Correct reporting of E-UTRA FDD neighbours in fading propagation condition
8.6.7.1.1
Definition and applicability

In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

The requirements in this section apply only to UEs supporting UTRAN FDD and E-UTRAN FDD.

The requirements are also applicable for a UE not requiring compressed mode for inter-frequency or inter-RAT E-UTRAN FDD measurements. In case a UE is not requiring compressed mode for inter-frequency measurements no compressed mode pattern with measurement purpose "FDD measurement" should be sent and in case a UE is not requiring compressed mode for inter-RAT E-UTRAN measurements no compressed mode pattern with measurement purpose "E-UTRAN measurements" should be sent for the parameters specified in table A8.30 of 25.133 [2].
8.6.7.1.2
Minimum requirement

The UE shall be able to identify a new detectable cell belonging to the monitored set within
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A cell shall be considered detectable when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.1 and 9.1.2 of 25.133 [2] with measurement period given by
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If the UE does not need compressed mode to perform inter-frequency measurements, the measurement period for inter frequency measurements is 480 ms.

The UE shall be capable of performing CPICH measurements for Xbasic measurement FDD inter  inter-frequency cells per FDD frequency of the monitored set or the virtual active set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ Inter.


Xbasic measurement FDDinter = 6


Tidentify, inter = 3.3 s

TMeasurement_Period Inter = 480 ms. The period used for calculating the measurement period Tmeasurement_inter for inter frequency CPICH measurements.


TInter = 44 ms. This is the minimum time that is available for inter frequency measurements, during the period TMeasurement_Period inter with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using 6 gaps of length 11 slots each.


Tbasic_identify_FDD,inter = 300 ms. This is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.


Tbasic_measurement_FDD inter = 50 ms. This is the time period used in the equation for defining the measurement period for inter frequency CPICH measurements.


NFreq: Number of FDD frequencies indicated in the inter frequency measurement control information.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify inter defined in Clause 8.1.2.3.1 of 25.133 [2] When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period Tidentify_inter and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Inter provided the timing to that cell has not changed more than +/-32 chips while transmission gap has not been available and the L3 filter has not been used.

When compressed mode gaps are used for E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within
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If the UE does not need compressed mode to perform E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within 
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Where:

TE-UTRAN: This is the minimum time that is available for E-UTRAN measurements during a 480ms period with an arbitrarily chosen timing. The minimum time per compressed mode gap is calculated by subtracting 2*0.5 ms from the length of the gap.

Nfreq,E-UTRAN :This is the number of E-UTRAN carriers being monitored


TBasic_Identify_E-UTRAN = 480ms
When L3 filtering is used an additional delay can be expected.
An E-UTRANcell shall be considered detectable when:
-
RSRP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 33, 34, 35, 36, 37, 38, 39, 40 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -124 dBm for Bands 9 and RSRP Ês/Iot ( -4 dB,

-
RSRP|dBm( -123 dBm for Bands 2, 5, 7, 17 and SCH RSRP Ês/Iot ( -4 dB,
-
RSRP|dBm( -122 dBm for Bands 3, 8, 12, 13, 14,20 and RSRP Ês/Iot  ( -4 dB,
-
RSRP|dBm( -121.5 dBm for Band 25 and RSRP Ês/Iot  ( -4 dB, 
-
other RSRP related side condition given in Section 9.1 of [24] are fulfilled,
-
SCH_RP|dBm( -125 dBm for Bands 1, 4, 6, 10, 11, 18, 19, 21 33, 34, 35, 36, 37, 38, 39, 40 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP|dBm( -124 dBm for Band 9 and SCH_RP/Iot ≥ -4 dB,
-
SCH_RP |dBm( -123 dBm for Bands 2, 5, 7, 17 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP |dBm( -122 dBm for Bands 3, 8, 12, 13, 14,20 and SCH_RP/Iot ≥ -4 dB,

-
SCH_RP |dBm( -121.5 dBm for Band 25 and SCH_RP/Iot ≥ -4 dB.
When compressed mode gaps are scheduled for E-UTRAN measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in TS 36.133 sub-clause 9.1.4a and 9.1.4b with measurement period of TMeasurement_Period_E-UTRAN =480 x NFreq ms where NFreq is the number of E-UTRAN frequencies indicated in the inter-RAT measurement control information.

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 E-UTRAN cells per E-UTRAN frequency for up to 4 E-UTRAN FDD and 4 E-UTRAN TDD frequencies, according to its supported UE capabilities. Additionally, for a UE supporting E-UTRA measurements in Cell-DCH state, the UE shall be capable of monitoring a minimum total of at least 8 carrier frequency layers, including the intra-frequency serving layer and comprising of any allowed combination of E-UTRA FDD, E-UTRA TDD, UTRA FDD, UTRA TDD and GSM layers (one GSM layer corresponds to 32 cells).
Reported measurements in event triggered measurement reports shall meet the requirements in TS 36.133 section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify ,E-UTRAN defined in TS 36.133 [4] section 8.1.2.6.1. When L3 filtering is used an additional delay can be expected.

If a cell has been detectable at least for the time period than T identify ,E-UTRAN and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period_E-UTRAN provided the timing to that cell has not changed more than [FFS] while transmission gap has not been available and the L3 filter has not been used.

The normative reference for these requirements is TS 25.133 [2] clauses 8.1.2.3, 8.1.2.6 and A.8.7.1.

8.6.7.1.3
Test purpose

To verify that the UE makes correct reporting of an event when doing inter frequency and E-UTRAN FDD measurements. The test will partly verify the requirements in TS 25.133 [2] clauses 8.1.2.3 and 8.1.2.6.

8.6.7.1.4
Method of test

8.6.7.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

The test consists of two successive time periods, with time durations T1 and T2. The test parameters are given in tables 8.6.7.1.4.1, 8.6.7.1.4.2 and 8.6.7.1.4.3 below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 2B and 3A shall be used.

Table 8.6.7.1.4.1: General test parameters for Correct reporting of neighbours in Fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Compressed mode

Interfrequency measurements

E-UTRAN measurement
	
	 DL compressed mode reference pattern 2, set 5

DL compressed mode reference pattern 2, set 5


	Only applicable for UE requiring compressed mode patterns.
As specified in table A.22 TS 25.101 section A.5

As specified in table A.22 TS 25.101 section A.5

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	E-UTRAN RSRP
	

	Absolute Threshold (Ec/N0) used frequency 
	dB
	-9
	Ec/N0 threshold for Event 2b and 3a

	Absolute Threshold (Ec/N0) used for a not used frequency 
	dB
	-18
	Ec/IN0 threshold for Event 2b

	Threshold other system
	dBm
	-96
	Absolute E-UTRA RSRP threshold for event 3a.

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	Total 24 FDD neighbours

8 on frequency Channel 2
	Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	1
	

	T2
	s
	10
	


Table 8.6.7.1.4.2: Cell Specific parameters for Correct reporting of neighbours in Fading propagation condition
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note 1
	N/A

	OCNS
	
	Note 2
	-0.941
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	dB
	0
	-Infinity
	-1.8
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	dBm/3,84 MHz
	-70
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-14

	Propagation Condition
	
	AWGN
	Case 5 as specified in Annex B of TS25.101

	Note 1:
The DPCH level is controlled by the power control loop 

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior


Table 8.6.7.1.4.3: Cell specific test parameters for Correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell 3)
	Parameter
	Unit
	Cell 3

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD) 
	
	OP.2 FDD

	PBCH_RA
	dB
	0



	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	13
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	dB
	-Infinity
	13

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-85

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-85

	Io Note 3
	dBm/9 MHz
	-70.22
	-57.01

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP , SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


8.6.7.1.4.2
Procedure

1)
The RF parameters are set up according to T1 in Table 8.6.7.1.4.4 and 8.6.7.1.4.5.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.

4)
If Compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message (compressed gaps). Otherwise, Go to Step6.
5)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (compressed gaps).

6)
SS shall transmit a MEASUREMENT CONTROL message (inter frequency and inter RAT).

7)
1 seconds after step7 has completed, the SS shall switch the power settings from T1 to T2 according to the parameters defined in tables 8.6.7.1.4.4 and 8.6.7.1.4.5.

8)
UE shall transmit a MEASUREMENT REPORT message (inter frequency) triggered by event 2B for cell 2. The measurement reporting delay for cell 2 from the beginning of T2 shall be less than 5.14 seconds. If the UE fails to report the events within the required delay, then the counter event2B failure is increased by one. If the reporting delays for this event is within the required limit, the counter event2B success is increased by one.
10)
UE shall transmit a MEASUREMENT REPORT message (inter RAT) triggered by event 3A for cell 3. The measurement reporting delay for cell 3 from the beginning of T2 shall be less than 8.23 s. If the UE fails to report the event within the required delay, then the counter event3A failure is increased by one. If the reporting delay for this event is within the required limit, the counter event3A success is increased by one.
11)
After the SS receive the MEASUREMENT REPORT messages in step 10) or 10 seconds after the beginning of T2, the UE is switched off. 

12)
Repeat steps 1-11 according to Tables G.2.3-1 in TS36.521-3[38]. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 2B events and for 3A events shall independently indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.

Specific Message Contents
All messages indicated above shall use the same content as described in the default message content in clause 4.7B.1 of 36.508 [33], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message:
	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Downlink information common for all radio links
	
	
	

	        - Downlink DPCH info common for all RL
	Not Present
	
	

	        - DPCH compressed mode info
	
	
	

	           - TGPSI
	1
	
	

	           - TGPS Status Flag
	Deactivate
	
	

	           - TGCFN
	Not Present
	
	

	           - Transmission gap pattern sequence configuration parameters
	1
	
	

	              - TGMP
	FDD Measurement
	
	

	              - TGPRC
	Infinity
	
	

	              - TGSN
	10
	
	

	              - TGL1
	10
	
	

	              - TGL2
	Not Present
	
	

	              - TGD
	0
	
	

	              - TGPL1
	8
	
	

	              - TGPL2
	Not Present
	
	

	              - RPP
	mode 0
	
	

	              - ITP
	mode 0
	
	

	              - CHOICE UL/DL Mode
	UL and DL
	
	

	                 - Downlink compressed mode method
	SF/2
	
	

	                 - Uplink compressed mode method
	SF/2
	
	

	              - Downlink frame type
	B
	
	

	              - DeltaSIR1
	3.0
	
	

	              - DeltaSIRAfter1
	3.0
	
	

	              - DeltaSIR2
	Not Present
	
	

	              - DeltaSIRAfter2
	Not Present
	
	

	              - N identify abort
	Not Present
	
	

	              - T Reconfirm abort
	Not Present
	
	

	           - Transmission gap pattern sequence configuration parameters
	2
	
	

	              - TGMP
	E-UTRA measurement
	
	

	              - TGPRC
	Infinity
	
	

	              - TGSN
	10
	
	

	              - TGL1
	10
	
	

	              - TGL2
	Not Present
	
	

	              - TGD
	0
	
	

	              - TGPL1
	8
	
	

	              - TGPL2
	Not Present
	
	

	              - RPP
	mode 0
	
	

	              - ITP
	mode 0
	
	

	              - CHOICE UL/DL Mode
	UL and DL
	
	

	                 - Downlink compressed mode method
	SF/2
	
	

	                 - Uplink compressed mode method
	SF/2
	
	

	              - Downlink frame type
	B
	
	

	              - DeltaSIR1
	3.0
	
	

	              - DeltaSIRAfter1
	3.0
	
	

	              - DeltaSIR2
	Not Present
	
	

	              - DeltaSIRAfter2
	Not Present
	
	

	              - N identify abort
	Not Present
	
	

	              - T Reconfirm abort
	Not Present
	
	

	        - TX Diversity mode
	Not Present
	
	

	        - SSDT information
	Not Present
	
	

	         - Default DPCH Offset Value
	Not Present
	
	

	Downlink information for each radio link
	Not Present
	
	

	MBMS PL Service Restriction Information
	Not Present
	
	


MEASUREMENT CONTROL message:

	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-3: MEASUREMENT CONTROL

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	RRC transaction identifier
	0
	
	

	Measurement Identity
	2
	
	

	CHOICE Measurement type
	Inter-frequency measurement
	
	

	-Inter-frequency measurement
	
	
	

	    - Inter-frequency measurement quantity
	
	
	

	        - CHOICE reporting criteria
	Inter-frequency reporting criteria
	
	

	            - Filter coefficient
	0
	
	

	            - CHOICE mode
	FDD
	
	

	                - Measurement quantity for frequency quality estimate
	CPICH Ec/N0
	
	

	    - I Inter-frequency reporting quantity
	
	
	

	        - UTRA Carrier RSSI
	FALSE
	
	

	        - Frequency quality estimate
	FALSE
	
	

	        - Non frequency related cell reporting quantities
	
	
	

	          -Cell synchronisation information reporting indicator
	TRUE (Note 1)
	
	

	          -Cell Identity reporting indicator
	TRUE
	
	

	          -CHOICE mode
	FDD
	
	

	            -CPICH Ec/N0 reporting indicator
	TRUE
	
	

	            -CPICH RSCP reporting indicator
	TRUE
	
	

	     -Pathloss reporting indicator
	FALSE
	
	

	    - Reporting cell status
	Not present
	
	

	    - CHOICE report criteria
	Inter-frequency measurement reporting criteria
	
	

	        - Parameters required for each event
	1 entry
	
	

	            - Inter-frequency event identity
	2b
	
	

	            - Threshold own system
	-9 dB
	
	

	            - W used frequency
	0
	
	

	            - Threshold other system
	-96 dBm
	
	

	            - Hysteresis
	0
	
	

	            - Time to trigger
	0 ms
	
	

	            - Reporting cell status
	Not present
	
	

	               - CHOICE reported cell
	Report cells within monitored and/or virtual active set on non-used frequency
	
	

	               - Maximum number of reported cells
	3
	
	

	         - Parameters required for each non-used frequency
	
	
	

	             -Threshold non used frequency
	-18 dB
	
	

	             -W non-used frequency
	1
	
	

	CHOICE Measurement type
	Inter-RAT measurement
	
	

	-Inter-RAT measurement
	
	
	

	    - Inter-RAT measurement quantity
	
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Measurement quantity
	RSRP
	
	

	            - Filter coefficient
	0
	
	

	    - Inter-RAT reporting quantity
	
	
	

	        - UTRAN estimated quality
	FALSE
	
	

	        - CHOICE system
	E-UTRA
	
	

	            - Reporting quantity
	both
	
	

	    - Reporting cell status
	Not present
	
	

	    - CHOICE report criteria
	Inter-RAT measurement reporting criteria
	
	

	        - Parameters required for each event
	1 entry
	
	

	            - Inter-RAT event identity
	3a
	
	

	            - Threshold own system
	-9 dB
	
	

	            - W
	0
	
	

	            - Threshold other system
	-71 (-96 dBm)
	When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]
	

	            - Hysteresis
	0
	
	

	            - Time to trigger
	10 ms
	
	

	            - Reporting cell status
	
	
	

	                - CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	
	

	                  - Maximum number of reported cells
	3
	
	


MEASUREMENT REPORT message

	Derivation Path: 36.508 [33], clause 4.7B.1 Table 4.7B.1-4: MEASUREMENT REPORT

	Information Element
	Value/remark
	Comment
	Condition

	Message Type
	
	
	

	Measurement identity
	2
	
	

	Measured Results
	
	
	

	   - Inter-frequency measured results list
	1 entry
	
	

	    - UTRA Carrier RSSI
	This IE does not need to be checked
	
	

	      - Inter-frequency cell measurement results
	
	
	

	        - Cell measured results
	
	
	

	         - Cell Identity
	Not present
	
	

	         - Cell synchronisation information
	
	
	

	           -Tm
	This IE does not need to be checked
	
	

	           - OFF
	This IE does not need to be checked
	
	

	        - CHOICE mode
	FDD
	
	

	           - Primary CPICH info
	Checked that this IE is present
	
	

	           - Primary scrambling code
	See Annex K and TS 34.108 [3] section 6.1.4
	
	

	           - CPICH Ec/N0
	Checked that this IE is present
	
	

	           - CPICH RSCP
	Checked that this IE is present
	
	

	           - Pathloss
	Not present
	
	

	E-UTRA Measured Results
	
	
	

	    - E-UTRA measured results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	
	

	        - Measured E-UTRA cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	Physical Cell Identity of Cell 3
	

	            - RSRP
	Checked that this IE is present
	
	

	            - RSRQ
	This IE does not need to be checked
	
	

	E-UTRA Event Results
	
	
	

	    - Inter-RAT event identity
	3a
	
	

	    - E-UTRA events results list
	1 entry
	
	

	        - E-UTRA Carrier Frequency
	Checked that this IE is present
	Downlink EARFCN of Cell 3
	

	        - Reported cells
	1 entry
	
	

	            - Physical Cell Identity
	Checked that this IE is present
	Physical Cell Identity of Cell 3
	


8.6.7.1.5
Test requirements

The UE shall send one Event 2B triggered measurement report for Cell2, with a measurement reporting delay less than 5.14 s from the beginning of time period T2.

The UE shall send one Event 3A triggered measurement report for Cell3, with a measurement reporting delay less than 8.23 s from the beginning of time period T2.
NOTE:
The delay for inter frequency cell detection is equal to:
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NOTE:
The delay for interRAT cell detection is equal to:
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where:

TBasic_Identify_E-UTRAN is specified in 8.1.2.6 as 480 ms
and

TE-UTRAN is specified in 8.1.2.6 as 6 gaps of length 7 slots each, 28 ms
Table 8.6.7.1.4.4: Cell Specific parameters for Correct reporting of neighbours in Fading propagation condition
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note 1
	N/A

	OCNS
	
	Note 2
	-0.941
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	dBm/3,84 MHz
	-70
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-13.6

	Propagation Condition
	
	AWGN
	Case 5 as specified in Annex B of TS25.101

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior


Table 8.6.7.1.4.5: Cell specific test parameters for Correct reporting of E-UTRAN FDD neighbours in fading propagation condition (cell 3)
	Parameter
	Unit
	Cell 3

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.1.2 in 3GPP TS 36.133 (OP.2 FDD)
	
	OP.2 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	13
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	dB
	-Infinity
	13

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-85

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-85

	Io Note 3
	dBm/9 MHz
	-70.22
	-57.01

	Propagation Condition
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


For the test to pass, the total number of successful tests shall be at least 90% of the cases, with a confidence level of 95%. For the overall outcome of the test to be considered a pass, the counters for 2B events, 3A events and for BSIC events shall independently indicate a pass result.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.6.7.2
Correct reporting of E-UTRA TDD neighbours in Fading propagation condition

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The cell mapping is undefined
8.6.7.2.1
Definition and applicability

In the event triggered reporting period the measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

The requirements in this section apply only to UE supporting UTRA FDD and E-UTRA TDD for Release 8 and later releases.

8.6.7.2.2
Minimum requirement

When transmission gaps are scheduled for FDD inter frequency measurements the UE shall be able to identify a new detectable cell belonging to the monitored set within 
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The UE physical layer shall when transmission gaps are scheduled for FDD inter frequency measurements also be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.1 and 9.1.2 of 25.133 [2] with measurement period given by
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If the UE does not need compressed mode to perform inter-frequency measurements, the measurement period for inter frequency measurements is 480 ms.


TMeasurement_Period Inter = 480 ms. The period used for calculating the measurement period Tmeasurement_inter for inter frequency CPICH measurements.


Tbasic_identify_FDD,inter = 300 ms. This is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.


TInter = 28 ms. This is the minimum time that is available for inter frequency measurements, during the period TMeasurement_Period inter with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using 6 gaps of length 7 slots each.


NFreq: Number of FDD frequencies indicated in the inter frequency measurement control information.


Thus the delay for inter frequency cell detection is equal to 5143 ms.

In CELL_DCH state when a transmission gap pattern sequence is provided by the UTRAN the UE shall continuously measure previously detected E-UTRAN cells and search for new E-UTRAN cells.

When compressed mode gaps are used for E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within
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If the UE does not need compressed mode to perform E-UTRAN measurements, the UE shall be able to identify a new detectable E-UTRAN cell within 
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Where:

TE-UTRAN: 28 ms. This is the minimum time that is available for E-UTRAN measurements during a 480ms period with an arbitrarily chosen timing. . The minimum time per transmission gap is calculated by using 6 gaps of length 7 slots each.

Nfreq,E-UTRAN :This is the number of E-UTRAN carriers being monitored

TBasic_Identify_E-UTRAN = 480ms

Thus the delay for interRAT cell detection is equal to 8229 ms.
The normative reference for these requirements is TS 25.133 [2] clauses 8.1.2.3, 8.1.2.6 and A.8.7.2.

8.6.7.2.3
Test purpose

To verify that the UE makes correct reporting of an event when doing combined inter frequency and EUTRAN TDD measurements.

8.6.7.2.4
Method of test

8.6.7.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

The test parameters are given in tables 8.6.7.2.4.1, 8.6.7.2.4.2 and 8.6.7.2.4.3. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 2B and 3A shall be used. The test consists of two successive time periods, with time duration T1 and T2.

Table 8.6.7.2.4.1: General test parameters for Correct reporting of neighbours in Fading propagation condition

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Compressed mode

Interfrequency measurements

E-UTRAN measurement
	
	 DL compressed mode reference pattern 2, set 5
DL compressed mode reference pattern 2, set 5
	Only applicable for UE requiring compressed mode patterns.
As specified in table A.22 TS 25.101 section A.5

As specified in table A.22 TS 25.101 section A.5

	Active cell
	
	Cell 1
	

	Inter-RAT measurement quantity
	
	E-UTRAN RSRP
	

	Absolute Threshold (Ec/N0) used frequency 
	dB
	-9
	Ec/N0 threshold for Event 2b and 3a

	Absolute Threshold (Ec/N0) used for a not used frequency 
	dB
	-18
	Ec/IN0 threshold for Event 2b

	Threshold other system
	dBm
	-96
	Absolute E-UTRA RSRP threshold for event 3a.

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	Monitored cell list size
	
	Total 24 FDD neighbours

8 on frequency Channel 2
	Measurement control information is sent before the compressed mode pattern starts.

	T1
	s
	1
	

	T2
	s
	10
	


Table 8.6.7.2.4.2: Cell Specific parameters for Correct reporting of neighbours in Fading propagation condition

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note 1
	N/A

	OCNS
	
	Note 2
	-0.941
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	dB
	0
	-Infinity
	-1.8
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	dBm/3,84 MHz
	-70
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-14

	Propagation Condition
	
	AWGN
	Case 5 as specified in Annex B of TS25.101

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior


Table 8.6.7.2.4.3: Cell specific test parameters for Correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell 3)

	Parameter
	Unit
	Cell 3

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	-Infinity
	13
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	dB
	-Infinity
	13

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-85

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-85

	Io Note 3
	dBm/9 MHz
	-70.22
	-57.01

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


8.6.7.2.4.2
Procedure

1) The RF parameters are set up according to T1 in Table 8.6.7.2.4.4 and 8.6.7.2.4.5.

2) The UE is switched on.

3) A call is set up according to the test procedure specified in TS 34.108 [3] sub clause 7.3.2.

4) If Compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message (compressed gaps). Otherwise, Go to Step6.

5) UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message (compressed gaps).

6) SS shall transmit a MEASUREMENT CONTROL message (inter frequency)

7) SS shall transmit a MEASUREMENT CONTROL message (event triggered inter RAT, activation of TGPSI 1-2)  

8) 1 second after step 7 has completed, the SS shall switch the power settings from T1 to T2 according to the parameters defined in tables 8.6.7.2.4.4 and 8.6.7.2.4.5.

9) UE shall transmit a MEASUREMENT REPORT message (inter frequency) triggered by event 2B for cell 2. The measurement reporting delay from the beginning of T2 shall be less than 5.14 seconds. If the UE fails to report the event within the required delay, then the counter event2B_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event2B_success is increased by one.

10) UE shall transmit a MEASUREMENT REPORT message (inter RAT) triggered by event 3A for cell 3. The measurement reporting delay from the beginning of T2 shall be less than 8.229 s. If the UE fails to report the event within the required delay, then the counter event3A_failure is increased by one. If the reporting delay for this event is within the required limit, the counter event3A _success is increased by one.

11)  After 10 seconds after the beginning of T2, the UE is switched off. 

12) Repeat steps 1-11 according to Tables G.2.3-1 in TS36.521-3[38]. If one counter reaches the pass criterion, this counter is stopped and the remaining counters are continued. For the overall outcome of the test to be considered a pass, the counters for 2B events, 3A events shall independently indicate a pass result. The test is stopped immeadiately and the test is considered to be a fail, if any counter reaches an early fail criterion.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message (inter frequency)
	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	1

	-Measurement Command (10.3.7.46)
	Setup

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Inter-frequency measurement

	 -Inter-frequency measurement (10.3.7.16)
	

	  -Inter-frequency measurement objects list (10.3.7.13)
	

	   - CHOICE Inter-frequency cell removal
	Not Present

	   - New Inter frequency cells
	

	    - Inter frequency cell id
	Refer to table K.1

	    - Frequency info
	

	     - CHOICE mode
	FDD

	      - UARFCN uplink(Nu)
	Not Present

	      - UARFCN downlink(Nd)
	Same frequency as "Channel2" in Table 8.6.5.1.4.2

	    - Cell info
	

	     - Cell individual offset
	Not Present

	     - Reference time difference to cell
	Not Present

	     - Read SFN indicator
	FALSE

	     - CHOICE mode
	FDD

	      - Primary CPICH info
	

	       - Primary scrambling code
	Set to Primary scrambling code of Cell2

	      - Primary CPICH Tx Power
	Not present

	      - Tx Diversity Indicator
	FALSE

	   - Cell for measurement
	Not Present

	  -Inter-frequency measurement quantity (10.3.7.18)
	

	   -CHOICE reporting criteria
	Inter-frequency reporting criteria

	   -Inter-frequency reporting criteria
	

	    -Filter coefficient
	0

	    -CHOICE mode
	FDD

	     -Measurement quantity for frequency quality estimate
	CPICH Ec/N0

	  -Inter-frequency reporting quantity (10.3.7.21)
	

	   -UTRA Carrier RSSI
	FALSE

	   -Frequency quality estimate
	FALSE

	   -Non frequency related cell reporting quantities (10.3.7.5)
	

	    -Cell synchronisation information reporting indicator
	FALSE

	    -Cell Identity reporting indicator
	FALSE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	FALSE

	     -Pathloss reporting indicator
	FALSE

	  -Reporting cell status (10.3.7.61)
	Not Present

	  -Measurement validity (10.3.7.51)
	Not Present

	  -Inter-frequency set update (10.3.7.22)
	

	    -UE autonomous update mode
	On with no reporting

	  -CHOICE report criteria
	Inter-frequency measurement reporting criteria

	   -Inter-frequency measurement reporting criteria (10.3.7.19)
	

	        - Parameters required for each events
	 

	         - Inter-frequency event identity
	2b

	            - Threshold used frequency
	-15 dB

	            - W used frequency
	0

	            - Hysteresis
	0 dB

	           - Time to trigger
	0 ms

	           - Reporting cell status
	Within active set or within virtual active set or of the other RAT

	                 - Maximum number of reporting cells
	1

	           - Non used frequency parameter list
	 

	               - Threshold non used frequency
	-15 dB

	               - W non-used frequency
	0

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	Not present


MEASUREMENT CONTROL message (event triggered inter RAT, activation of TGPSI 1-2)

	Information Element/Group name
	Value/Remark

	Message Type (10.2.17)
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	

	  -message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	  -RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	2

	-Measurement Command (10.3.7.46)
	Setup

	-Measurement Reporting Mode (10.3.7.49)
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Event trigger

	-Additional measurements list (10.3.7.1)
	Not Present

	-CHOICE Measurement type
	Inter-RAT measurement

	 -Inter-RAT measurement (10.3.7.27)
	

	  -Inter-RAT measurement objects list (10.3.7.23)
	Not Present

	  -Inter-RAT measurement quantity (10.3.7.29)
	

	   -Measurement quantity for UTRAN quality estimate (10.3.7.38)
	

	    -Filter coefficient
	0

	    -CHOICE mode
	FDD

	    -Measurement quantity
	CPICH EcNo

	   -CHOICE system
	E-UTRA

	    -Measurement quantity
	RSRP

	    -Filter coefficient
	0

	  -Inter-RAT reporting quantity (10.3.7.32)
	

	    - UTRAN estimated quality 
	FALSE

	    -  CHOICE system
	E-UTRA

	      - Reporting quantity
	Measurement quantity

	  -Reporting cell status (10.3.7.61)
	

	  -CHOICE report criteria
	Inter-RAT measurement reporting criteria

	   -Inter-RAT measurement reporting criteria (10.3.7.30)
	

	     -Parameters required for each event
	1

	     -Inter-RAT event identity (10.3.7.24
	Event 3A

	     -Threshold own system
	-9 dB

	     -W
	0

	    -Threshold other system
	-71 (-96 dBm)

When measurement quantity is RSRP, range should be (-115..-19), the actual value = Threshold other system - 25 [dBm]

	    -Hysteresis
	0 dB 

	    -Time to trigger
	0 ms

	    -Reporting cell status (10.3.7.61)
	

	     -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT

	     -Maximum number of reported cells
	2

	Physical channel information elements
	

	-DPCH compressed mode status info (10.3.6.34)
	If Compressed mode is required, Active . Otherwise , Not present.

	 - TGPS reconfiguration CFN
	(Current CFN + (230 – TTI/10msec))mod 256

	 -Transmission gap pattern sequence (1 to <MaxTGPS>)
	

	  - TGPSI
	1

	  - TGPS Status Flag
	activate

	  - TGCFN
	(TGPS reconfiguration CFN +6)mod 256

	  - TGPSI
	2

	  - TGPS Status Flag
	activate

	  - TGCFN
	(TGPS reconfiguration CFN +10)mod 256


PHYSICAL CHANNEL RECONFIGURATION (compressed gaps):

	Information Element
	Value/Remark
	Version

	Message Type (10.2.22)
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info (10.3.6.36)
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	33 dBm
	

	-CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	-Downlink information common for all radio links (10.3.6.24)
	
	

	 -Downlink DPCH info common for all RL (10.3.6.18)
	Not Present
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info (10.3.6.33)
	
	

	    - Transmission gap pattern sequence
	(1/2 TGPS)
	

	      - TGPSI
	1
	

	      - TGPS Status Flag
	Deactivate
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	FDD measurement
	

	        -TGPRC
	Infinity
	

	        -TGSN
	10
	

	        -TGL1
	10
	

	        -TGL2
	Not Present
	

	        -TGD
	UNDEFINED
	

	        -TGPL1
	8
	

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	    - Transmission gap pattern sequence
	(2/2 TGPS)
	

	      - TGPSI
	2
	

	      - TGPS Status Flag
	Deactivate
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	E-UTRA Measurement
	

	        -TGPRC
	Infinity
	

	        -TGSN
	10
	

	        -TGL1
	10
	

	        -TGL2
	Not Present
	

	        -TGD
	UNDEFINED
	

	        -TGPL1
	8
	

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	  -TX Diversity mode (10.3.6.86)
	None
	

	 -Default DPCH Offset Value (10.3.6.16)
	Not Present
	

	-Downlink information per radio link list
	1
	

	 -Downlink information for each radio link (10.3.6.27)
	
	

	  -CHOICE mode
	FDD
	

	   -Primary CPICH info (10.3.6.60)
	
	

	    -Primary scrambling code
	Set to Primary scrambling code of Cell1
	

	   -Downlink DPCH info for each RL (10.3.6.21)
	
	

	    -CHOICE mode
	FDD
	

	     -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	     -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	     -Secondary CPICH info
	Not Present
	

	     -DL channelisation code
	
	

	      -Secondary scrambling code
	Not Present
	

	      -Spreading factor
	128
	

	      -Code number
	96
	

	      -Scrambling code change
	No change
	

	     -TPC combination index
	0
	

	     - Closed loop timing adjustment mode
	Not Present
	

	   - SCCPCH information for FACH (10.3.6.70)
	Not Present
	


MEASUREMENT REPORT message for inter-frequency

This message shall use the same content as described in Annex I “Contents of MEASUREMENT REPORT message for Inter frequency test cases” with the following exceptions:

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	1


MEASUREMENT REPORT message for inter-RAT, Event triggered

This message shall use the same content as described in Annex I “Contents of MEASUREMENT REPORT message for inter – RAT test cases” with the following exceptions:
	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	2


8.6.7.2.5
Test requirements

Table 8.6.7.2.4.4: Cell Specific parameters for correct reporting of neighbours in fading propagation condition

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10 
	-10

	PCCPCH_Ec/Ior
	dB
	-12 
	-12 

	SCH_Ec/Ior
	dB
	-12 
	-12 

	PICH_Ec/Ior
	dB
	-15 
	-15 

	DPCH_Ec/Ior
	dB
	Note 1
	N/A

	OCNS
	
	Note 2
	-0.941
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	dB
	0
	-Infinity
	-1. 1
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	dBm/3,84 MHz
	-70
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-13.6

	Propagation Condition
	
	AWGN
	Case 5 as specified in Annex B of TS25.101

	Note 1:
The DPCH level is controlled by the power control loop

Note 2:
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior


Table 8.6.7.2.4.5: Cell specific test parameters for Correct reporting of E-UTRAN TDD neighbours in fading propagation condition (cell 3)

	Parameter
	Unit
	Cell 3

	
	
	T1
	T2

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	10

	OCNG Pattern defined in A.3.2.2.2 in 3GPP TS 36.133 (OP.2 TDD) 
	
	OP.2 TDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	-Infinity
	13
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	dB
	-Infinity
	13

	RSRP Note 3
	dBm/15 kHz
	-Infinity
	-85

	SCH_RP Note 3
	dBm/15 kHz
	-Infinity
	-85

	Io Note 3
	dBm/9 MHz
	-70.22
	-57.01

	Propagation Condition 
	
	ETU70 (Note 4)

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. OCNG patterns are specified in annex A 3.2 of 3GPP TS 36.133.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant   over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image95.wmf]oc

N

 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
ETU70 propagation conditions are specified in Annex B.2 of 3GPP TS 36.101.


For the test to pass, the total number of successful tests shall be at least 90% of the cases, with a confidence level of 95%. For the overall outcome of the test to be considered a pass, the counters for 2B events, 3A events and shall independently indicate a pass result.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7
Measurements Performance Requirements

Unless explicitly stated:

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is 12.2 kbps as defined in Annex C, sub-clause C.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in Annex E.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

Note:
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
< End of changed section >
< Beginning of changed section >
8.7.1
CPICH RSCP

8.7.1.1
Intra frequency measurements accuracy

8.7.1.1.1
Absolute accuracy requirement

8.7.1.1.1.1
Definition and applicability

The absolute accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the actual CPICH RSCP power from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.1.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI, X, XI, XIX and XXI,


CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX.
CPICH_RSCP1|dBm ( -110.5 dBm for Band XXV.


[image: image96.wmf](

)

dB

I

E

CPICH

I

I

dB

in

or

c

dB

in

or

o

20

_

ˆ

£

÷

÷

ø

ö

ç

ç

è

æ

-


Table 8.7.1.1.1.1: CPICH_RSCP Intra frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io 
[dBm/3,84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 9
	-94...-70
	-93...-70
	-92…-70
	-90.5…-70
	-91…-70

	
	dBm
	( 8 
	( 11
	-70...-50
	-70...-50
	-70…-50
	-70…-50
	-70…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.1 and A.9.1.1.2.

8.7.1.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP absolute measurement accuracy is within the specified limits in clause 8.7.1.1.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.1.4
Method of test

8.7.1.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency absolute accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

Table 8.7.1.1.1.2: CPICH RSCP Intra frequency parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-77.54
	-59.98
	-97.47

	
	Band IX*
	
	
	
	-96.47

	
	Band II, V, VII
	
	
	
	-95.47

	
	Band XXV
	
	
	
	-93.97

	
	Band III, VIII, XII, XIII, XIV.XX
	
	
	
	-94.47

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-83.5
	-87.5
	-60.98
	-69.88
	-107.47
	-114.0

	
	Band IX*
	
	
	
	
	
	-106.47
	-113.0

	
	Band II, V, VII
	
	
	
	
	
	-105.47
	-112.0

	
	Band XXV
	
	
	
	
	
	-103.97
	-110.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-104.47
	-111.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-71
	-50
	-94

	
	Band IX*
	
	
	
	-93

	
	Band II, V, VII
	
	
	
	-92

	
	Band XXV
	
	
	
	-90.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.1.1.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.1.1.1.4.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT messages.

4)
SS shall check CPICH_RSCP value in MEASUREMENT REPORT messages. CPICH RSCP power of Cell 1  and Cell 2 reported by UE is compared to actual CPICH RSCP power for each MEASUREMENT REPORT message.

5)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved.

6)
The RF parameters are set up according to table 8.7.1.1.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

7)
The RF parameters are set up according to table 8.7.1.1.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

8)
The SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 2):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type 

-Intra-frequency measurement

  - Intra-frequency measurement objects list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	1

Modify

Acknowledged mode RLC

Periodical reporting

Not Present

Intra-frequency measurement

Not Present

0

FDD

CPICH RSCP

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

FALSE

TRUE

FDD

TRUE 

TRUE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

Virtual/active set cells + 2

Not Present

Periodical reporting criteria

Infinity

250 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.1.1.5
Test requirements

Table 8.7.1.1.1.3: CPICH_RSCP Intra frequency absolute accuracy, test requirement

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV,  VI, X, XI, XIX and XXI
	Band IX
	Band II, V and VII
	Band III, VIII, XII, XIII, XIV and XX

	CPICH_RSCP
	dBm
	(7.4 
	(10.4
	-94...-70
	-93...-70
	-92...-70
	-91...-70

	
	dBm
	(9.4 
	(12.4
	-70...-50
	-70...-50
	-70...-50
	-70...-50


Table 8.7.1.1.1.4: CPICH RSCP Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-79.16
	-61,6
	-96.47

	
	Band IX*
	
	
	
	-95.47

	
	Band II, V, VII
	
	
	
	-94.47

	
	Band XXV
	
	
	
	-92.97

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-93.47

	Îor/Ioc
	dB
	4.3
	0.3
	9.3
	0.3
	0.3
	-6.23

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-84.86
	-88.86
	-62.3
	-71.3
	-106.17
	-112.7

	
	Band IX*
	
	
	
	
	
	-105.17
	-111.7

	
	Band II, V, VII
	
	
	
	
	
	-104.17
	-110.7

	
	Band XXV
	
	
	
	
	
	-102.67
	-109.2

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-103.17
	-109.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm / 3.84 MHz
	-72.4
	-51,4
	-92,8

	
	Band IX*
	
	
	
	-91.8

	
	Band II, V, VII
	
	
	
	-90.8

	
	Band XXV
	
	
	
	-89.3

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-89.8

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the absolut intra frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.1.1.5.

Table 8.7.1.1.1.5: CPICH_RSCP Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3 (Band I, IV, VI, X, XI XIX, XXI)
	Test 3 (Band IX)
	Test 3 (Band II,V and VII)
	Test 3 (Band III, VIII, XII, XIII, XIV, and XX)

	Normal Conditions

	Lowest reported value (Cell 1)
	CPICH_RSCP_23
	CPICH_RSCP_44
	CPICH_RSCP_2
	CPICH_RSCP_3
	CPICH_RSCP_4
	CPICH_RSCP_5

	Highest reported value (Cell 1)
	CPICH_RSCP_38
	CPICH_RSCP_63
	CPICH_RSCP_17
	CPICH_RSCP_18
	CPICH_RSCP_19
	CPICH_RSCP_20

	Lowest reported value (Cell 2)
	CPICH_RSCP_19
	CPICH_RSCP_35
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-4 (NOTE 2)
	CPICH_RSCP_

-3 (NOTE 2)
	CPICH_RSCP_-2 (NOTE 2)

	Highest reported value (Cell 2)
	CPICH_RSCP_34
	CPICH_RSCP_54
	CPICH_RSCP_10
	CPICH_RSCP_11
	CPICH_RSCP_12
	CPICH_RSCP_13

	Extreme Conditions

	Lowest reported value (Cell 1)
	CPICH_RSCP_20
	CPICH_RSCP_41
	CPICH_RSCP_

-1 (NOTE 2)
	CPICH_RSCP

_0
	CPICH_RSCP_1
	CPICH_RSCP_2

	Highest reported value (Cell 1)
	CPICH_RSCP_41
	CPICH_RSCP_66
	CPICH_RSCP_20
	CPICH_RSCP_21
	CPICH_RSCP_22
	CPICH_RSCP_23

	Lowest reported value (Cell 2)
	CPICH_RSCP_16
	CPICH_RSCP_32
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)
	CPICH_RSCP_

-5 (NOTE 2)

	Highest reported value (Cell 2)
	CPICH_RSCP_37
	CPICH_RSCP_57
	CPICH_RSCP_13
	CPICH_RSCP_14
	CPICH_RSCP_15
	CPICH_RSCP_16


NOTE 1:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

NOTE 2:
This value applies for a UE complying to release 5 or later. The corresponding value for a pre-release 5 UE is CPICH_RSCP_0.

8.7.1.1.2
Relative accuracy requirement

8.7.1.1.2.1
Definition and applicability

The relative accuracy of CPICH RSCP is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.1.1.2.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V, VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII,  XIV, and  XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV
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Table 8.7.1.1.2.1: CPICH_RSCP Intra frequency relative accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II,V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV, and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io 
[dBm/3,84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 3 
	( 3
	-94...-50
	-93...-50
	-92…-50
	-90.5…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.1.2 and A.9.1.1.2.

8.7.1.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.1.2.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.1.2.4
Method of test

8.7.1.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH RSCP intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.1.1.2.

8.7.1.1.2.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.1.1.2.3.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT messages.

4)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

5)
The result of step 4) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

6)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved.

7)
The RF parameters are set up according to table 8.7.1.1.2.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 4),  5) and 6) above are repeated.

8)
The RF parameters are set up according to table 8.7.1.1.2.3 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 4),  5) and 6) above are repeated.

9)
The SS shall transmit RRC CONNECTION RELEASE message.

10)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.1.1.1.4.2 is used. 

MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.1.2.5
Test requirements

Table 8.7.1.1.2.2: CPICH_RSCP Intra frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV, and XX

	CPICH_RSCP
	dBm
	(3.8
	(3.8
	-94...-50
	-93...-50
	-92...-50
	-90.5…-50

	-91...-50


Table 8.7.1.1.2.3: CPICH RSCP Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-74.54
	-61,6
	-96.47

	
	Band IX*
	
	
	
	-95.47

	
	Band II, V, VII
	
	
	
	-94.47

	
	Band XXV
	
	
	
	-92.97

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-93.47

	Îor/Ioc
	dB
	4.3
	0.3
	9.3
	0.3
	0.3
	-6.23

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-80.2
	-84.2
	-62.3
	-71.3
	-106.17
	-112.7

	
	Band IX*
	
	
	
	
	
	-105.17
	-111.7

	
	Band II, V, VII
	
	
	
	
	
	-104.17
	-110.7

	
	Band XXV
	
	
	
	
	
	-102.67
	-109.2

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-103.17
	-109.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-67.8
	-51,4
	-92,8

	
	Band IX*
	
	
	
	-91.8

	
	Band II, V, VII
	
	
	
	-90.8

	
	Band XXV
	
	
	
	-89.3

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-89.8

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative intra frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.1.2.4.

Table 8.7.1.1.2.4: CPICH_RSCP Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_RSCP_(x  - 8) 
	CPICH_RSCP_(x  - 13) 
	CPICH_RSCP_(x  - 11) 

	Highest reported value cell 2
	CPICH_RSCP_x 
	CPICH_RSCP_(x - 5)
	CPICH_RSCP_(x - 3)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_RSCP_(x  - 8) 
	CPICH_RSCP_(x  - 13) 
	CPICH_RSCP_(x  - 11) 

	Highest reported value cell2
	CPICH_RSCP_x 
	CPICH_RSCP_(x - 5)
	CPICH_RSCP_(x - 3)

	CPICH_RSCP_x is the reported value of cell 1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.1.2
Inter frequency measurement accuracy


8.7.1.2.1
Relative accuracy requirement

8.7.1.2.1.1
Definition and applicability

The relative accuracy of CPICH RSCP in inter frequency case is defined as the CPICH RSCP measured from one cell compared to the CPICH RSCP measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.1.2.1.2
Minimum Requirements

The accuracy requirements in table 8.7.1.2.1.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI X, XI XIX and XXI, 

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII,  XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV.
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Table 8.7.1.2.1.1: CPICH_RSCP Inter frequency relative accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io 
[dBm/3,84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_RSCP
	dBm
	( 6 
	( 6
	-94...-50
	-93...-50
	-92…-50
	-90.5…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.1.2.1 and A.9.1.1.2.

8.7.1.2.1.3
Test purpose

The purpose of this test is to verify that the CPICH RSCP relative measurement accuracy is within the specified limits in clause 8.7.1.2.1.2. This measurement is for handover evaluation, DL open loop power control, UL open loop control and for the calculation of pathloss.

8.7.1.2.1.4
Method of test

8.7.1.2.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies.

For UEs that require compressed mode, compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256".

For UEs that do not require compressed mode, compressed mode is not applied and therefore no Physical Channel Reconfiguration message will be sent.

CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.1.2.1.2.

Table 8.7.1.2.1.2: CPICH RSCP Inter frequency parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X, XX, XIX, XXI
	dBm/ 3.84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	
	Band IX*
	
	
	
	-83.00
	-93.46

	
	Band II, V, VII
	
	
	
	-82.00
	-92.46

	
	Band XXV
	
	
	
	-80.5
	-90.96

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-81.00
	-91.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	
	Band IX*
	
	
	
	-93.0
	-113.0

	
	Band II, V, VII
	
	
	
	-92.0
	-112.0

	
	Band XXV
	
	
	
	-90.5
	-110.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-91.0
	-111.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	
	Band IX*
	
	
	
	-80.0
	-93.0

	
	Band II, V, VII
	
	
	
	-79.0
	-92.0

	
	Band XXV
	
	
	
	-77.5
	-90.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-78.0
	-91.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.1.2.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.1.2.1.4.

2)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise, go to step 4.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message for intra frequency measurement and transmit MEASUREMENT CONTROL message for inter frequency measurement.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check CPICH_RSCP value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. CPICH RSCP power value measured from Cell 1 is compared to CPICH RSCP power value measured from Cell 2 for each MEASUREMENT REPORT message.

7)
The result of step 6) is compared to actual power level difference of CPICH RSCP of Cell 1 and Cell 2.

8)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved.

9)
The RF parameters are set up according to table 8.7.1.2.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 6),  7) and 8) above are repeated. 

10)
The SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 1):

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	 
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present 
	

	- CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	Infinity
	

	     -TGSN
	4
	

	     -TGL1
	7
	

	     -TGL2
	Not Present 
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL and DL
	

	      -Downlink compressed mode method
	SF/2
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	B
	

	     -DeltaSIR1
	3.0
	

	     -DeltaSIRafter1
	3.0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 -Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


First MEASUREMENT CONTROL message for Intra frequency measurement (Step 3):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Intra-frequency measurement

  - Intra-frequency measurement objects list

   -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	1

Modify

Acknowledged mode RLC

Periodical reporting

Not Present

Intra-frequency measurement

Not Present

0

FDD

CPICH RSCP

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

FALSE

TRUE

FDD

TRUE

TRUE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

Virtual/active set cells + 2

Not Present

Periodical reporting criteria

Infinity

250 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


Second MEASUREMENT CONTROL message for Inter frequency measurement (step 3): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Inter-frequency measurement object list

   -CHOICE Inter-frequency cell removal

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	2

Setup

Acknowledged mode RLC

Periodical reporting

Not Present

Inter-frequency measurement

Not Present

Cell 2 information is included

Not Present

Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE

TRUE

TRUE 

TRUE 

FDD

TRUE 

TRUE

FALSE

 Report cells within monitored set on non-used frequency

2

Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.1.2.1.5
Test requirements

Table 8.7.1.2.1.3: CPICH_RSCP Inter frequency relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV, VI X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III and VIII, XII, XIII, XIV,XX

	CPICH_RSCP
	dBm
	(7.1
	(7.1
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.1.2.1.4: CPICH RSCP Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	Band I, IV, VI, X,XI, XIX, XXI
	dBm/ 3.84 MHz
	-61.6
	-61.6
	-83.00
	-93.46

	
	Band IX*
	
	
	
	-82.00
	-92.46

	
	Band II, V, VII
	
	
	
	-81.00
	-91.46

	
	Band XXV
	
	
	
	-79.50
	-89.96

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-80.00
	-90.46

	Îor/Ioc
	dB
	9.84
	9.84
	0.3
	-9.24

	CPICH RSCP, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm
	-61.8
	-61.8
	-92.7
	-112.7

	
	Band IX*
	
	
	
	-91.7
	-111.7

	
	Band II, V, VII
	
	
	
	-90.7
	-110.7

	
	Band XXV
	
	
	
	-89.2
	-109.2

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-89.7
	-109.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-51.3
	-51.3
	-79.8
	-93.0

	
	Band IX*
	
	
	
	-78.8
	-92.0

	
	Band II, V, VII
	
	
	
	-77.8
	-91.0

	
	Band XXV
	
	
	
	-76.3
	-89.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-76.8
	-90.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative inter frequency CPICH RSCP measurement shall meet the requirements in table 8.7.1.2.1.5.

Table 8.7.1.2.1.5: CPICH_RSCP Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value cell 2
	CPICH_RSCP_(x - 8) 
	CPICH_RSCP_(x  - 28) 

	Highest reported value cell 2
	CPICH_RSCP_(x + 8)
	CPICH_RSCP_(x  - 12)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_RSCP_(x - 8) 
	CPICH_RSCP_(x - 28) 

	Highest reported value cell2
	CPICH_RSCP_(x + 8)
	CPICH_RSCP_(x  - 12)

	CPICH_RSCP_x is the reported value of cell 1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2
CPICH Ec/Io

8.7.2.1
Intra frequency measurements accuracy

8.7.2.1.1
Absolute accuracy requirement

8.7.2.1.1.1
Definition and applicability

The absolute accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the actual CPICH_Ec/Io power ratio from same cell.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.1.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.1.1 are valid under the following conditions:


CPICH_RSCP1|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,

CPICH_RSCP1|dBm ( -113 dBm for Band IX,

CPICH_RSCP1|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1|dBm ( -111 dBm for Band III, VIII, XII, XIII,  XIV and XX,

CPICH_RSCP1|dBm ( -110.5 dBm for Band XXV
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Table 8.7.2.1.1.1: CPICH_Ec/Io Intra frequency absolute accuracy, minimum requirements

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV,  VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-90.5...-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.2.1.1.

8.7.2.1.1.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io absolute measurement accuracy is within the specified limits in clause 8.7.2.1.1.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.1.4
Method of test

8.7.2.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on the same frequency. CPICH Ec/Io intra frequency absolute accuracy requirements are tested by using the test parameters in table 8.7.2.1.1.2.

Table 8.7.2.1.1.2: CPICH_Ec/Io Intra frequency parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-56.98
	-89.07
	-94.98

	
	Band IX*
	
	
	-88.07
	-93.98

	
	Band II, V, VII
	
	
	-87.07
	-92.98

	
	Band XXV
	
	
	-85.57
	-91.48

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-86.07
	-91.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-86
	-94

	
	Band IX*
	
	
	-85
	-93

	
	Band II, V, VII
	
	
	-84
	-92

	
	Band XXV
	
	
	-82.5
	-90.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-83
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.2.1.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.2.1.1.5.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT messages.

4)
SS shall check CPICH_Ec/No value in MEASUREMENT REPORT messages. According to table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1, which is compared to the actual CPICH Ec/Io power ratio from the same cell for each MEASUREMENT REPORT message.

5)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved.

6)
The RF parameters are set up according to table 8.7.2.1.1.5 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

7)   The RF parameters are set up according to table 8.7.2.1.1.5 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

8)
The SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Table 8.7.2.1.1.3: CPICH Ec/Io measurement report mapping

	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No _00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No _01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No _02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No _47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No _48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No _49
	0 ( CPICH Ec/Io
	dB


Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 1):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	1

	-Measurement Command
	Modify

	-Measurement Reporting Mode
	

	 - Measurement Report Transfer Mode
	Acknowledged mode RLC

	 - Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	-Additional measurement list
	Not Present

	-CHOICE Measurement Type
	Intra-frequency measurement

	 -Intra-frequency measurement
	

	  - Intra-frequency measurement objects list
	Not Present

	  -Intra-frequency measurement quantity
	

	   -Filter coefficient
	0

	   -CHOICE mode
	FDD

	    -Measurement quantity
	CPICH RSCP

	  -Intra-frequency reporting quantity
	

	   -Reporting quantities for active set cells
	

	    -Cell synchronisation information reporting 
	TRUE

	indicator
	

	    -Cell Identity reporting indicator
	TRUE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	FALSE

	   -Reporting quantities for monitored set cells
	

	    -Cell synchronisation information reporting indicator
	FALSE

	    -Cell Identity reporting indicator
	FALSE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	FALSE

	   -Reporting quantities for detected set cells
	Not Present

	  -Reporting cell status
	

	   -CHOICE reported cell
	Report all active set cells + cells within monitored set on used frequency

	    -Maximum number of reported cells
	Virtual/active set cells + 2

	  -Measurement validity
	Not Present

	  -CHOICE report criteria
	Periodical reporting criteria

	   -Amount of reporting
	Infinity

	   -Reporting interval
	250 ms

	Physical channel information elements
	

	-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.1.1.5
Test requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in clause 8.7.2.1.1.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I, IV, VI, X, XI, XIX and XXI, -98dBm for Band IX, -97 dBm for Band II, V and VII, -96 dBm for Band III, VIII, XII, XIII,  XIV and XX) shall be added into the required accuracy defined in subclause 8.7.2.1.1.2 as shown in table 8.7.2.1.1.4.

Table 8.7.2.1.1.4: CPICH_Ec/Io Intra frequency absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV,   VI, X, XI XIX and XXI
	Band IX
	Band II,V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	CPICH_Ec/


	
	-3.1…1.9  for ‑14 ( CPICH Ec/Io
–3.6…2.4 for ‑16 ( CPICH Ec/Io < -14
–4.6…3.4 for ‑20 ( CPICH Ec/Io < -16
	-4.6…3.4
	-94...-87
	-93...-86
	-92...-85
	-90.5...-83.5
	-91...-84

	
	
	( 1.95 for ‑14 ( CPICH Ec/Io
( 2.4 for ‑16 ( CPICH Ec/Io < -14
( 3.4 for ‑20 ( CPICH Ec/Io < -16
	( 3.4
	-87...-50
	-86...-50
	-85...-50
	-83.5...-50
	-84...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

Table 8.7.2.1.1.5: CPICH_Ec/Io Intra frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-9.7
	-9.8
	-9.9

	PCCPCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	SCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	PICH_Ec/Ior
	dB
	-14.7
	-14.8
	-14.9

	DPCH_Ec/Ior
	dB
	-14.7
	-
	-14.8
	-
	-5.9
	-

	OCNS_Ec/Ior
	dB
	-1.2
	-1.02
	-1.17
	-0.99
	-2.64
	-0.97

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-58.5
	-89.07
	-93.98

	
	Band IX*
	
	
	-88.07
	-92.98

	
	Band II, V, VII
	
	
	-87.07
	-91.98

	
	Band XXV
	
	
	-85.57
	-90.48

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-86.07
	-90.98

	Îor/Ioc
	dB
	3.3
	3.3
	-2.6
	-2.6
	-8.7
	-8.7

	CPICH Ec/Io, Note 1
	dBm
	-13.6
	-13.6
	-15.6
	-15.6
	-19.6
	-19.6

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm / 3.84 MHz
	-51.3
	-85.85
	-92.9

	
	Band IX*
	
	
	-84.85
	-91.9

	
	Band II, V, VII
	
	
	-83.85
	-90.9

	
	Band XXV
	
	
	-82.35
	-89.4

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-82.85
	-89.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the absolute intra frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.1.1.6.

Table 8.7.2.1.1.6: CPICH_Ec/Io Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value
	CPICH_Ec/No_17
	CPICH_Ec/No_12
	CPICH_Ec/No_0

	Highest reported value
	CPICH_Ec/No_25
	CPICH_Ec/No_22
	CPICH_Ec/No_16

	Extreme Conditions

	Lowest reported value
	CPICH_Ec/No_14
	CPICH_Ec/No_10
	CPICH_Ec/No_0

	Highest reported value
	CPICH_Ec/No_28
	CPICH_Ec/No_24
	CPICH_Ec/No_16


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2.1.2
Relative accuracy requirement

8.7.2.1.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on the same frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.1.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.1.2.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII,  XIV and XX,
CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV
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Table 8.7.2.1.2.1: CPICH_Ec/Io Intra frequency relative accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV,  VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV and XXVI
	Band III, VIII, XII, XIII, XIV and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3,84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-90.5…-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.1.2 and A.9.1.2.2.

8.7.2.1.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.1.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.1.2.4
Method of test

8.7.2.1.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are in the same frequency. CPICH Ec/Io intra frequency relative accuracy requirements are tested by using test parameters in table 8.7.2.1.1.2.

8.7.2.1.2.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.2.1.2.3.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT messages.

4)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio value measured from Cell 1 is compared to CPICH_Ec/Io power ratio value measured from Cell 2 for each MEASUREMENT REPORT message.

5)
The result of step 4) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

6)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

7)
The RF parameters are set up according to table 8.7.2.1.2.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 4), 5) and 6) above are repeated. 

8)
The RF parameters are set up according to table 8.7.2.1.2.3 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 4), 5) and 6) above are repeated.

9)
 The SS shall transmit RRC CONNECTION RELEASE message.

10)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement in clause 8.7.2.1.1.4.2 is used. 

MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.1.2.5
Test requirements

Table 8.7.2.1.2.2: CPICH_Ec/Io Intra frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	
	Io [dBm / 3.84 MHz]

	
	
	
	
	Band I, IV,  VI,, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	CPICH_Ec/Io
	dB
	(2.3 for ‑14 ( CPICH Ec/Io
(2.8 for ‑16 ( CPICH Ec/Io < -14
(3.8 for ‑20 ( CPICH Ec/Io < -16
	(3.8
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.2.1.2.3: CPICH_Ec/Io Intra frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-9.7
	-9.8
	-9.9

	PCCPCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	SCH_Ec/Ior
	dB
	-11.7
	-11.8
	-11.9

	PICH_Ec/Ior
	dB
	-14.7
	-14.8
	-14.9

	DPCH_Ec/Ior
	dB
	-14.7
	-
	-14.8
	-
	-5.9
	-

	OCNS_Ec/Ior
	dB
	-1.2
	- 1.02
	-1.17
	-0.99
	-2.64
	-0.97

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-58.5
	-89.07
	-93.98

	
	Band IX*
	
	
	-88.07
	-92.98

	
	Band II, V, VII
	
	
	-87.07
	-91.98

	
	Band XXV
	
	
	-85.57
	-90.48

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-86.07
	-90.98

	Îor/Ioc
	dB
	3.3
	3.3
	-2.6
	-2.6
	-8.7
	-8.7

	CPICH Ec/Io, Note 1
	dBm
	-13.6
	-13.6
	-15.6
	-15.6
	-19.6
	-19.6

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm / 3.84 MHz
	-51,3
	-85.85
	-92.9

	
	Band IX*
	
	
	-84.85
	-91.9

	
	Band II, V, VII
	
	
	-83.85
	-90.9

	
	Band XXV
	
	
	-82.35
	-89.4

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	-82.85
	-89.9

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the relative intra frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.1.2.4.

Table 8.7.2.1.2.4: CPICH_Ec/Io Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_Ec/No_(x - 5) 
	CPICH_Ec/No_(x - 6)
	CPICH_Ec/No_(x - 8) 

	Highest reported value cell 2
	CPICH_Ec/No_(x+ 5)
	CPICH_Ec/No_(x + 6)
	CPICH_Ec/No_(x+ 8)

	Extreme Conditions

	Lowest reported value cell2
	CPICH_Ec/No_(x - 8)
	CPICH_Ec/No_(x - 8) 
	CPICH_Ec/No_(x - 8) 

	Highest reported value cell2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x+ 8)
	CPICH_Ec/No_(x+ 8)

	CPICH_Ec/No_x is the reported value of cell 1


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.2.2
Inter frequency measurement accuracy

8.7.2.2.1
Absolute accuracy requirement

Void

8.7.2.2.2
Relative accuracy requirement

8.7.2.2.2.1
Definition and applicability

The relative accuracy of CPICH Ec/Io in the inter frequency case is defined as the CPICH Ec/Io measured from one cell compared to the CPICH Ec/Io measured from another cell on a different frequency.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.2.2.2.2
Minimum Requirements

The accuracy requirements in table 8.7.2.2.2.1 are valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,


CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII,  XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV,
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Table 8.7.2.2.2.1: CPICH_Ec/Io Inter frequency relative accuracy, minimum requirements
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, VIII, XII, XIII, XIV and XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	The lower of the CPICH_Ec/Io from cell1 and cell2
	dB
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-94...-50
	-93...-50
	-92…-50
	-90.5...-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.2.2.2 and A.9.1.2.2.

8.7.2.2.2.3
Test purpose

The purpose of this test is to verify that the CPICH Ec/Io relative measurement accuracy is within the specified limits in clause 8.7.2.2.2.2. This measurement is for Cell selection/re-selection and for handover evaluation.

8.7.2.2.2.4
Method of test

8.7.2.2.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies.

For UEs that require compressed mode, compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256".

For UEs that do not require compressed mode, compressed mode is not applied and therefore no Physical Channel Reconfiguration message will be sent.

CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in table 8.7.2.2.2.2.

Table 8.7.2.2.2.2: CPICH Ec/Io Inter frequency parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	
	Band IX*
	
	
	
	-86.27
	-86.27
	-93.46
	-93.46

	
	Band II, V, VII
	
	
	
	-85.27
	-85.27
	-92.46
	-92.46

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-84.27
	-84.27
	-91.46
	-91.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	
	Band IX*
	
	
	
	-85
	-85
	-93
	-93

	
	Band II, V, VII
	
	
	
	-84
	-84
	-92
	-92

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-83
	-83
	-91
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.2.2.2.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.2.2.2.4.

2)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise, go to step 4.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit a MEASUREMENT CONTROL message for intra frequency measurement and transmit another MEASUREMENT CONTROL message for inter frequency measurement.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check CPICH_Ec/No value of Cell 1 and Cell 2 in MEASUREMENT REPORT messages. According to table 8.7.2.1.1.3 the SS calculates CPICH_Ec/Io power ratio of Cell 1 and Cell 2. CPICH_Ec/Io power ratio measured from Cell 1 is compared to CPICH_Ec/Io power value measured from Cell 2 for each MEASUREMENT REPORT message.

7)
The result of step 6) is compared to actual power level difference of CPICH_Ec/Io of Cell 1 and Cell 2.

8)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

9)
The RF parameters are set up according to table 8.7.2.2.2.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 6), 7) and 8) above are repeated. 

10)
The RF parameters are set up according to table 8.7.2.2.2.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 6), 7) and 8) above are repeated.

11)
The SS shall transmit RRC CONNECTION RELEASE message.

12)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	 
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present 
	

	- CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	Infinity
	

	     -TGSN
	4
	

	     -TGL1
	7
	

	     -TGL2
	Not Present 
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL and DL
	

	      -Downlink compressed mode method
	SF/2
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	B
	

	     -DeltaSIR1
	3.0
	

	     -DeltaSIRafter1
	3.0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 -Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


First MEASUREMENT CONTROL message for Intra frequency measurement (Step 4):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Intra-frequency measurement

  - Intra-freqquency measurement objects list

   -Intra-frequency cell info list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	1

Modify

Acknowledged mode RLC

Periodical reporting

Not Present

Intra-frequency measurement

Not Present

0

FDD

CPICH RSCP

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

FALSE

TRUE

FDD

TRUE

TRUE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

Virtual/active set cells + 2

Not Present

Periodical reporting criteria

Infinity

250 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


Second MEASUREMENT CONTROL message for Inter frequency measurement (step 4):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	2

Setup

Acknowledged mode RLC

Periodical reporting

Not Present

Inter-frequency measurement

Not Present

Cell 2 information is included

Not Present

Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE

TRUE

TRUE 

TRUE 

FDD

TRUE 

TRUE

FALSE

 Report cells within monitored set on non-used frequency

2

Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.2.2.2.5
Test requirements

The effect of assumed thermal noise and noise generated in the receiver -99 dBm for Band I, IV, VI, X, XI, XIX and XXI, -98dBm for Band IX, -97 dBm for Band II, V and VII, -96 dBm for Band IIII, VIII, XII, XIII,  XIV and XX) shall be added into the required accuracy defined in clause 8.7.2.2.2.2 as shown in table 8.7.2.2.2.3.

Table 8.7.2.2.2.3: CPICH_Ec/Io Inter frequency relative accuracy, test requirements
	Parameter
	Unit
	Normal condition
	Extreme condition
	
	Io [dBm/3.84 MHz]

	
	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	CPICH_Ec/Io
	dB
	(3.5 for ‑14 ( CPICH Ec/Io
(4 for ‑16 ( CPICH Ec/Io < -14
(5 for ‑20 ( CPICH Ec/Io < -16
	( 5
	-94...-87
	-93...-86
	-92...-85
	-90.5...-84.5
	-91...-84

	
	
	(2.3 for ‑14 ( CPICH Ec/Io
( 2.8 for ‑16 ( CPICH Ec/Io < -14
( 3.8 for ‑20 ( CPICH Ec/Io < -16
	( 3.8
	-87...-50
	-86...-50
	-85...-50
	-83.5...-50
	-84...-50


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.2.2.

Table 8.7.2.2.2.4: CPICH Ec/Io Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-53.5
	-53.5
	-86.27
	-86.27
	-93.46
	-93.46

	
	Band IX*
	
	
	
	-85.27
	-85.27
	-92.46
	-92.46

	
	Band II, V, VII
	
	
	
	-84.27
	-84.27
	-91.46
	-91.46

	
	Band XXV
	
	
	
	-82.77
	-82.77
	-89.96
	-89.96

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-83.27
	-83.27
	-90.46
	-90.46

	Îor/Ioc
	dB
	-1.45
	-1.45
	-4.4
	-4.4
	-9.24
	-9.24

	CPICH Ec/Io, Note 1
	dBm
	-13.8
	-13.8
	-15.7
	-15.7
	-19.7
	-19.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm /3.84 MHz
	-51.15
	-51.15
	-84.9
	-84.9
	-93
	-93

	
	Band IX*
	
	
	
	-83.9
	-83.9
	-92
	-92

	
	Band II, V, VII
	
	
	
	-82.9
	-82.9
	-91
	-91

	
	Band XXV
	
	
	
	-81.4
	-81.4
	-89.5
	-89.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	-81.9
	-81.9
	-90
	-90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

The reported values for the relative inter frequency CPICH Ec/Io measurement shall meet the requirements in table 8.7.2.2.2.5.

Table 8.7.2.2.2.5: CPICH_Ec/Io Inter frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value cell 2
	CPICH_Ec/No_(x -5) 
	CPICH_Ec/No_(x  - 6) 
	CPICH_Ec/No_(x  - 10) 

	Highest reported value cell 2
	CPICH_Ec/No_(x+5)
	CPICH_Ec/No_(x + 6)
	CPICH_Ec/No_(x +10) 

	Extreme Conditions

	Lowest reported value cell2
	CPICH_Ec/No_(x  - 8) 
	CPICH_Ec/No_(x  - 8) 
	CPICH_Ec/No_(x  - 10) 

	Highest reported value cell2
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x + 8)
	CPICH_Ec/No_(x + 10)



	CPICH_Ec/No_x is the reported value of cell 1


8.7.3
UTRA Carrier RSSI

NOTE:
This measurement is for Inter-frequency handover evaluation.

8.7.3.1
Absolute measurement accuracy requirement

8.7.3.1.1
Definition and applicability

The absolute accuracy of UTRA Carrier RSSI is defined as the UTRA Carrier RSSI measured from one frequency compared to the actual UTRA Carrier RSSI power of that same frequency. 

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.3.1.2
Minimum Requirements

Table 8.7.3.1.1: UTRA Carrier RSSI Inter frequency absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX, and XXI
	Band IX
	Band II, V and VII 
	Band XXV
	Band III, and VIII, XII, XIII, XIV,XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 4
	( 7
	-94...-70
	-93...-70
	-92…-70
	-90.5...-70
	-91…-70

	
	dBm
	( 6 
	( 9
	-70...-50
	-70...-50
	-70…-50
	-70...-50
	-70…-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.1.

8.7.3.1.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.1.4
Method of test

8.7.3.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case both cells are on different frequencies.

For UEs that require compressed mode, compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256".

For UEs that do not require compressed mode, compressed mode is not applied and therefore no Physical Channel Reconfiguration message will be sent.

UTRA Carrier RSSI absolute accuracy requirements are tested by using test parameters in table 8.7.3.1.2.
Table 8.7.3.1.2: UTRA Carrier RSSI Inter frequency absolute accuracy parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	
	Band IX*
	
	
	
	
	
	-93.46
	-93.46

	
	Band II, V, VII
	
	
	
	
	
	-92.46
	-92.46

	
	Band XXV
	
	
	
	
	
	-90.96
	-90.96

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-91.46
	-91.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	
	Band IX*
	
	
	
	
	
	-93
	-93

	
	Band II, V, VII
	
	
	
	
	
	-92
	-92

	
	Band XXV
	
	
	
	
	
	-90.5
	-90.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-91
	-91

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.3.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.3.1.2.

2)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise, go to step 4.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check UTRA carrier RSSI value of Channel 2 in MEASUREMENT REPORT messages. UTRA carrier RSSI power of Channel 2 reported by UE is compared to actual UTRA Carrier RSSI value of Channel 2 for each MEASUREMENT REPORT message.

7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

8)
The RF parameters are set up according to table 8.7.3.1.2 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated. 

9)
The RF parameters are set up according to table 8.7.3.1.2 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated. 

10)
The SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	 
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present 
	

	- CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	Infinity
	

	     -TGSN
	4
	

	     -TGL1
	7
	

	     -TGL2
	Not Present 
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL and DL
	

	      -Downlink compressed mode method
	SF/2
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	B
	

	     -DeltaSIR1
	3.0
	

	     -DeltaSIRafter1
	3.0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 -Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


MEASUREMENT CONTROL message for Inter frequency measurement (step 4): 

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	2

Setup

Acknowledged mode RLC

Periodical reporting

Not Present

Inter-frequency measurement

Not Present

Cell 2 information is included.

Not Present

Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE

TRUE

TRUE 

TRUE

FDD

TRUE 

TRUE 

FALSE

Report cells within monitored set on non-used frequency

 2

Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.3.1.5
Test requirements

The UTRA Carrier RSSI absolute measurement accuracy shall meet the requirements in clause 8.7.3.1.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I, IV, VI, X, XI, XIX and XXI, -98dBm for Band IX, -97 dBm for Band II, V and VII, -96 dBm for Band III, VIII, XII, XIII,  XIV and XX) shall be added into the required accuracy defined in subclause 8.7.3.1.2 as shown in table 8.7.3.1.3.

Table 8.7.3.1.3: UTRA Carrier RSSI absolute accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]

	
	
	Normal condition
	Extreme condition

	
	
	Test 1
	Test 2
	Test 3
	Test 1
	Test 2
	Test 3

	UTRA Carrier RSSI
	dBm
	( 7.15
	( 5.1
	-5…5.8
	( 10.15
	( 8.1
	-8…8.8


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

Table 8.7.3.1.4: UTRA Carrier RSSI Inter frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-53.5
	-53.5
	-69.27
	-69.27
	-93.46
	-93.46

	
	Band IX*
	
	
	
	
	
	-92.46
	-92.46

	
	Band II, V, VII
	
	
	
	
	
	-91.46
	-91.46

	
	Band XXV
	
	
	
	
	
	-89.96
	-89.96

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-90.46
	-90.46

	Îor/Ioc
	dB
	-1.45
	-1.45
	-4.4
	-4.4
	-9.24
	-9.24

	CPICH Ec/Io, Note 1
	dBm
	-13.8
	-13.8
	-15.7
	-15.7
	-19.7
	-19.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-51.15
	-51.15
	-67.9
	-67.9
	-93
	-93

	
	Band IX*
	
	
	
	
	
	-92
	-92

	
	Band II, V, VII
	
	
	
	
	
	-91
	-91

	
	Band XXV
	
	
	
	
	
	-89.5
	-89.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	-90
	-90

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for the UTRA Carrier RSSI absolute measurement shall meet the requirements in table 8.7.3.1.5.

Table 8.7.3.1.5: UTRA Carrier RSSI absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_42
	UTRA_carrier_RSSI_LEV_27
	UTRA_carrier_RSSI_LEV_02

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_57
	UTRA_carrier_RSSI_LEV_38
	UTRA_carrier_RSSI_LEV_13

	Extreme Conditions

	Lowest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_39
	UTRA_carrier_RSSI_LEV_24
	UTRA_carrier_RSSI_LEV_00

	Highest reported value (Cell 2)
	UTRA_carrier_RSSI_LEV_60
	UTRA_carrier_RSSI_LEV_41
	UTRA_carrier_RSSI_LEV_16


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.3.2
Relative measurement accuracy requirement

8.7.3.2.1
Definition and applicability

The relative accuracy requirement is defined as the UTRA Carrier RSSI measured from one frequency compared to the UTRA Carrier RSSI measured from another frequency.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE.

8.7.3.2.2
Minimum Requirements

The accuracy requirements in table 8.7.3.2.1 are valid under the following condition:


|Channel 1_Io|dBm/3.84 MHz ‑ |Channel 2_Io|dBm/3.84 MHz < 20 dB.

Table 8.7.3.2.1: UTRA Carrier RSSI Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions

	
	
	Normal condition
	Extreme condition
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV,XX

	
	
	
	
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	( 7
	( 11
	-94...-50
	-93...-50
	-92…-50
	-90.5...-50
	-91…-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.3.2.

8.7.3.2.3
Test purpose

The purpose of this test is to verify that the UTRA Carrier RSSI measurement is within the specified limits. This measurement is for inter-frequency handover evaluation.

8.7.3.2.4
Method of test

8.7.3.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

In this case all cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, Set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". UTRA Carrier RSSI relative accuracy requirements are tested by using test parameters in table 8.7.3.2.1A. UTRA carrier RSSI measurements of neighbour cell 2 and neighbour cell 3 are reported to serving cell 1.
Table 8.7.3.2.1A: UTRA Carrier RSSI Inter frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	Cell 1
	Cell 2
	Cell 3

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-
	-6
	-
	-
	-6
	-
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-52.23
	-52.23
	-71.23
	-91.27
	-91.27
	-81.27
	-94.45
	-94.45
	-75.45

	
	Band IX*
	
	
	
	
	
	
	
	-93.45
	-93.45
	-74.45

	
	Band II, V, VII
	
	
	
	
	
	
	
	-92.45
	-92.45
	-73.45

	
	Band XXV
	
	
	
	
	
	
	
	-90.95
	-90.95
	-71.95

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	
	
	-91.45
	-91.45
	-72.45

	Îor/Ioc
	dB
	-1.75
	-1.75
	-1.75
	-4.7
	-4.7
	-4.7
	-9.54
	-9.54
	-9.54

	CPICH Ec/Io, 

Note 1
	dBm
	-14.0
	-14.0
	-14.0
	-16.0
	-16.0
	-16.0
	-20.0
	-20.0
	-20.0

	Io, 

Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-50

(Note 2)
	-50
	-69
	-90 (Note 2)
	-90
	-80
	-94

(Note 2)
	-94
	-75

	
	Band IX*
	
	
	
	
	
	
	
	-93

(Note 2)
	-93
	-74

	
	Band II, V, VII
	
	
	
	
	
	
	
	-92

(Note 2)
	-92
	-73

	
	Band XXV
	
	
	
	
	
	
	
	-90.5
	-90.5
	-71.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	
	
	-91

(Note 2)
	-91
	-72

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
Io levels are not reported by the UE on cell 1.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose Cell 2 or Cell 3 in between the tests.


The normative reference for this requirement is TS 25.133 [2] clause A.9.1.3.2.

8.7.3.2.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] clause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.3.2.3.

2)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message. The SS shall wait 6.8 seconds to allow UE to be ready for inter frequency measuresements.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check UTRA carrier RSSI value of Channel 2 and Channel 3 in MEASUREMENT REPORT messages. UTRA carrier RSSI power value measured from Channel 3 is compared to UTRA carrier RSSI power value measured from Channel 2 for each MEASUREMENT REPORT message.

7)
The result of step 6) is compared to actual power level difference of UTRA Carrier RSSI of Channel 3 and Channel 2.

8)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

9)
The RF parameters are set up according to table 8.7.3.2.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 6), 7) and 8) above are repeated. 

10)
The RF parameters are set up according to table 8.7.3.2.3 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 6), 7) and 8) above are repeated.

11)
The SS shall transmit RRC CONNECTION RELEASE message.

12)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents 

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for Inter frequency measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	 
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present 
	

	- CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	Infinity
	

	     -TGSN
	4
	

	     -TGL1
	7
	

	     -TGL2
	Not Present 
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL and DL
	

	      -Downlink compressed mode method
	SF/2
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	B
	

	     -DeltaSIR1
	3.0
	

	     -DeltaSIRafter1
	3.0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 -Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


MEASUREMENT CONTROL message for Inter frequency measurement (step 4):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	

	-message authentication code


	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

	 -RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	2

	-Measurement Command
	Setup

	-Measurement Reporting Mode
	

	 - Measurement Report Transfer Mode
	Acknowledged mode RLC

	 - Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	-Additional measurement list
	Not Present

	 -CHOICE Measurement Type
	Inter-frequency measurement

	 -Inter-frequency measurement
	

	  -Inter-frequency cell info list
	

	   -CHOICE Inter-frequency cell removal
	Not Present

	   -New inter-frequency cells
	Cell 2 and Cell 3 information are included.

	   -Cell for measurement
	Not Present

	  -Inter-frequency measurement quantity
	

	   -CHOICE reporting criteria
	Inter-frequency reporting criteria

	    -Filter coefficient
	0

	    -CHOICE mode
	FDD

	     -Measurement quantity for frequency quality estimate
	CPICH RSCP



	  -Inter-frequency reporting quantity 
	

	   -UTRA Carrier RSSI
	TRUE

	   -Frequency quality estimate
	TRUE

	   -Non frequency related cell reporting quantities
	

	    -Cell synchronisation information reporting indicator
	TRUE

	    -Cell Identity reporting indicator
	TRUE

	    -CHOICE mode
	FDD

	     -CPICH Ec/N0 reporting indicator
	TRUE

	     -CPICH RSCP reporting indicator
	TRUE

	     -Pathloss reporting indicator
	

	  -Reporting cell status
	

	   -CHOICE reported cell
	Report cells within monitored set on non-used frequency

	    -Maximum number of reported cells
	3

	  -Measurement validity
	Not Present

	  -Inter-frequency set update
	Not Present 

	  -CHOICE report criteria
	Periodical reporting criteria

	   -Amount of reporting
	Infinity

	   -Reporting interval
	500 ms

	Physical channel information elements
	

	-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.3.2.5
Test requirements

The UTRA Carrier RSSI relative measurement accuracy shall meet the requirements in clause 8.7.3.2.2. The effect of assumed thermal noise and noise generated in the receiver (-99 dBm for Band I, IV, VI, X, XI, XIX and XXI, -98dBm for Band IX, -97 dBm for Band II, V and VII, -96 dBm for Band III, VIII, XII, XIII,  XIV and XX) shall be added into the required accuracy defined in clause 8.7.3.2.2 as shown in table 8.7.3.2.2.

Table 8.7.3.2.2: UTRA Carrier RSSI relative accuracy, test requirements

	Parameter
	Unit
	Accuracy [dB]

	
	
	Normal condition
	Extreme condition

	
	
	Test 1
	Test 2
	Test 3
	Test 1
	Test 2
	Test 3

	UTRA Carrier RSSI
	dBm
	( 7.9
	( 8.8
	( 8.9
	( 11.9
	( 12.8
	( 12.9


Table 8.7.3.2.3: UTRA Carrier RSSI Inter frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell3
	Cell 1
	Cell 2
	Cell 3

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3
	Channel 1
	Channel 2
	Channel 3

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-
	-6
	-
	-
	-6
	-
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94
	-2.56
	-0.94
	-0.94

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-53.50
	-53.50
	-71.23
	-91.27
	-91.27
	-81.27
	-93.45
	-93.45
	-74.45

	
	Band IX*
	
	
	
	
	
	
	
	-92.45
	-92.45
	-73.45

	
	Band II, V, VII
	
	
	
	
	
	
	
	-91.45
	-91.45
	-72.45

	
	Band XXV
	
	
	
	
	
	
	
	-89.95
	-89.95
	-70.95

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	
	
	-90.45
	-90.45
	-71.45

	Îor/Ioc
	dB
	-1.45
	-1.45
	-1.45
	-4.4
	-4.4
	-4.4
	-9.24
	-9.24
	-9.24

	CPICH Ec/Io, 

Note 1
	dBm
	-13.7
	-13.7
	-13.7
	-15.7
	-15.7
	-15.7
	-19.7
	-19.7
	-19.7

	Io, 

Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-51.15

(Note 2)
	-51.15
	-69
	-90 (Note 2)
	-90
	-80
	-93

(Note 2)
	-93
	-74

	
	Band IX*
	
	
	
	
	
	
	
	-92

(Note 2)
	-92
	-73

	
	Band II, V, VII
	
	
	
	
	
	
	
	-91

(Note 2)
	-91
	-72

	
	Band XXV
	
	
	
	
	
	
	
	-89.5
	-89.5
	-70.5

	
	Band III, VIII, XII, XIII, XIV,XX
	
	
	
	
	
	
	
	-90

(Note 2)
	-90
	-71

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

NOTE 2:
Io levels are not reported by the UE on cell 1.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose Cell 2 or Cell 3 in between the tests.

	The frequency separation among 3 cells shall be at least 10 MHz to avoid overlapping the AWGN interference coming from different Ioc sources.


The reported values for the UTRA Carrier RSSI relative measurement shall meet the requirements in table 8.7.3.2.4.

Table 8.7.3.2.4: UTRA Carrier RSSI relative accuracy requirements for the reported values

	
	Test 1
	Test 3
	Test 3

	Normal Conditions

	Lowest reported value (Cell 3)
	UTRA_carrier_RSSI_LEV_(x – 26)
	UTRA_carrier_RSSI_LEV_(x + 1)
	UTRA_carrier_RSSI_LEV_(x + 10)

	Highest reported value (Cell 3)
	UTRA_carrier_RSSI_LEV_(x -10)
	UTRA_carrier_RSSI_LEV_(x + 19)
	UTRA_carrier_RSSI_LEV_(x + 28)

	Extreme Conditions

	Lowest reported value (Cell 3)
	UTRA_carrier_RSSI_LEV__(x – 30)
	UTRA_carrier_RSSI_LEV__(x – 3)
	UTRA_carrier_RSSI_LEV__(x + 6)

	Highest reported value (Cell 3)
	UTRA_carrier_RSSI_LEV__(x - 6)
	UTRA_carrier_RSSI_LEV__(x + 23)
	UTRA_carrier_RSSI_LEV__(x + 32)

	UTRA_carrier_RSSI_LEV_x is the reported value of cell 2


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

< End of changed section >
< Beginning of changed section >
8.7.4
SFN-CFN observed time difference

8.7.4.1
Intra frequency measurement requirement

8.7.4.1.1
Definition and applicability

The intra frequency SFN-CFN observed time difference is defined as the SFN-CFN observed time difference from the active cell to a neighbour cell that is in the same frequency. This measurement is specified in clause 5.1.8 of TS 25.215 [22].

The reference point for the SFN-CFN observed time difference shall be the antenna connector of the UE.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.4.1.2
Minimum requirements

The accuracy requirement in table 8.7.4.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,

CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II,V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV.
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 is low enough to ensure successful SFN decoding.

Table 8.7.4.1.1 SFN-CFN observed time difference intra frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X , XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-CFN observed time difference
	chip
	( 1 
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.1 and A.9.1.4.2.

8.7.4.1.3
Test Purpose

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the specified limits in the clause 8.7.4.1.2. This measurement is for handover timing purposes to identify active cell and neighbour cell time difference.

8.7.4.1.4
Method of test

8.7.4.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

In this case all cells are in the same frequency. Table 8.7.4.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.4.1.2: SFN-CFN observed time difference Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX*
	
	
	
	-93

	
	Band II, V, VII
	
	
	
	-92

	
	Band XXV
	
	
	
	-90.5

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.4.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.4.1.4.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT message.

4)
SS shall check "OFF" and "Tm" values in MEASUREMENT REPORT message and calculate SFN-CFN observed time difference value according to the definition in clause 5.1.8 of TS 25.215 [22]. This value shall be compared to the actual SFN-CFN observed time difference value for each MEASUREMENT REPORT message.

5)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved

6)
The RF parameters are set up according to table 8.7.4.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated. 

7)
The RF parameters are set up according to table 8.7.4.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

8)
The SS shall transmit RRC CONNECTION RELEASE message.

9)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for intra frequency measurement

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Intra-frequency measurement

  - Intra-frequency measurement objects list

  -Intra-frequency measurement quantity

   -Filter coefficient

   -CHOICE mode

    -Measurement quantity

  -Intra-frequency reporting quantity

   -Reporting quantities for active set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for monitored set cells

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

   -Reporting quantities for detected set cells

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	1

Modify

Acknowledged mode RLC

Periodical reporting

Not Present

Intra-frequency measurement

Not Present

0

FDD

CPICH RSCP

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

TRUE

TRUE

FDD

TRUE

TRUE

FALSE

Not Present

Report all active set cells + cells within monitored set on used frequency

Virtual/active set cells + 2

Not Present

Periodical reporting criteria

Infinity

250 ms

	Physical channel information elements

-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message for Intra frequency test cases

This message is common for all intra frequency test cases in clause 8.7 and is described in Annex I.

8.7.4.1.5
Test requirements

Table 8.7.4.1.3 SFN-CFN observed time difference intra frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-CFN observed time difference
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.4.1.4: SFN-CFN observed time difference Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.8
	10.8
	10.8

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-65.3
	-85.7
	-106.7

	
	Band IX*
	
	
	
	-105.7

	
	Band II, V, VII
	
	
	
	-104.7

	
	Band XXV
	
	
	
	-103.2

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-103.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-51.3
	-71.7
	-92.7

	
	Band IX*
	
	
	
	-91.7

	
	Band II, V, VII
	
	
	
	-90.7

	
	Band XXV
	
	
	
	-89.2

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-89.7

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The accuracy of the SFN-CFN observed time difference measurement value calculated from the reported “OFF” and “Tm” values shall meet the requirements in table 8.7.4.1.5.

Table 8.7.4.1.5: SFN-CFN observed time difference measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)

	Highest reported value
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)

	SFN-CFN_TIME (X) is the reported value for the actual SFN-CFN observed time difference value as defined in table 8.7.4.1.4


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.4.2
Inter frequency measurement requirement

8.7.4.2.1
Definition and applicability

The inter frequency SFN-CFN observed time difference is defined as the SFN-CFN time difference from the active cell to a neighbour cell that is in a different frequency. This measurement is specified in clause 5.1.8 of TS 25.215 [22].

The reference point for the SFN-CFN observed time difference shall be the antenna connector of the UE.

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.4.2.2
Minimum requirements

The accuracy requirement in table 8.7.4.2.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX,


CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV.
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Table 8.7.4.2.1 SFN-CFN observed time difference inter frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-CFN observed time difference
	chip
	( 1
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clauses 9.1.7.2 and A.9.1.4.2.

8.7.4.2.3
Test purpose

The purpose of this test is to verify that the SFN-CFN observed time difference measurement accuracy is within the specified limits in the clause 8.7.4.2.2. This measurement is for handover timing purposes to identify active cell and neighbour cell time difference.

8.7.4.2.4
Method of test

8.7.4.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.
In this test case both cells are on different frequencies.

For UEs that require compressed mode, compressed mode is applied. The gap length is 7, detailed definition is in clause C.5, set 1 of table C.5.2 except for TGRRC and TGCFN. TGPRC and TGCFN shall set to "Infinity" and "(Current CFN + (256 – TTI/10msec))mod 256". When compressed mode is in use, the OFF parameter will always be set to 0 as described in TS 25.215 clause 5.1.8

For UEs that do not require compressed mode, compressed mode is not applied and therefore no Physical Channel Reconfiguration message will be sent. In this case, the OFF parameter will be a measured value.

Table 8.7.4.2.2 defines the limits of signal strengths and code powers, where the requirement is applicable.

Table 8.7.4.2.2: SFN-CFN observed time difference Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.1
	10.1
	10.1

	Ioc
	dBm/ 3.84 MHz
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1
	Io –10.6 dB = Ioc, Note 1

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX*
	
	
	
	-93

	
	Band II, V, VII
	
	
	
	-92

	
	Band XXV
	
	
	
	-90.5

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91

	S FN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted in each carrier frequency according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.4.2.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.4.2.4.

2)
If compressed mode is required, SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. Otherwise go to step 4.

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check "OFF" and "Tm" values in MEASUREMENT REPORT message and calculate SFN-CFN observed time difference value according to the definition in clause 5.1.8 of TS 25.215 [22]. Note that according to TS 25.215 [22] UE will always report the “OFF” parameter as zero in the specific case where compressed mode is in use. In other cases, the “OFF” parameter will be a measured value. This should be taken into account when calculating the SFN-CFN observed time difference value.This calculated value shall be compared to the actual SFN-CFN observed time difference value for each MEASUREMENT REPORT message.

7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

8)
The RF parameters are set up according to table 8.7.4.2.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5), 6) and 7) above are repeated. 

9)
The RF parameters are set up according to table 8.7.4.2.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, steps 5), 6) and 7) above are repeated.

10)
The SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 9 of 34.108 [3], with the following exceptions:

PHYSICAL CHANNEL RECONFIGURATION message for inter frequency measurement

	Information Element
	Value/Remark
	Version

	Message Type
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present 
	

	-New C-RNTI
	Not Present 
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present 
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	Not Present 
	

	- CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links
	
	

	 -Downlink DPCH info common for all RL
	Not Present 
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info
	
	

	   -Transmission gap pattern sequence
	
	

	    -TGPSI
	1
	

	    -TGPS Status Flag
	Activate
	

	    -TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	    -Transmission gap pattern sequence configuration parameters
	
	

	     -TGMP
	FDD measurement
	

	     -TGPRC
	Infinity
	

	     -TGSN
	4
	

	     -TGL1
	7
	

	     -TGL2
	Not Present 
	

	     -TGD
	UNDEFINED
	

	     -TGPL1
	3
	

	     -TGPL2
	Not Present
	R99 and Rel-4 only

	     -RPP
	Mode 0
	

	     -ITP
	Mode 0
	

	     -CHOICE UL/DL mode
	UL and DL
	

	      -Downlink compressed mode method
	SF/2
	

	      -Uplink compressed mode method
	SF/2
	

	     -Downlink frame type
	B
	

	     -DeltaSIR1
	3.0
	

	     -DeltaSIRafter1
	3.0
	

	     -DeltaSIR2
	Not Present 
	

	     -DeltaSIRafter2
	Not Present 
	

	     -N Identify abort
	Not Present 
	

	     -T Reconfirm abort
	Not Present 
	

	  -TX Diversity Mode
	Not Present 
	

	  -SSDT information
	Not Present 
	R99 and Rel-4 only

	 -Default DPCH Offset Value
	Not Present
	

	-Downlink information per radio link list
	
	

	 -Downlink information for each radio link
	
	

	  -Choice mode
	FDD
	

	   -Primary CPICH info
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH Info
	Not Present 
	R99 and Rel-4 only

	   -PDSCH code mapping
	Not Present
	R99 and Rel-4 only

	  -Downlink DPCH info for each RL
	
	

	   -CHOICE mode
	FDD
	

	    -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	    -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	    -Secondary CPICH info
	Not Present
	

	    -DL channelisation code
	
	

	     -Secondary scrambling code
	Not Present
	

	     -Spreading factor
	128
	

	     -Code number
	96
	

	     -Scrambling code change 
	No code change
	

	    -TPC combination index
	0
	

	    -SSDT Cell Identity
	Not Present 
	R99 and Rel-4 only

	    -Closed loop timing adjustment mode
	Not Present
	

	  -SCCPCH Information for FACH
	Not Present
	


MEASUREMENT CONTROL message for Inter frequency measurement

	Information Element
	Value/Remark

	Message Type
	

	UE information elements

-RRC transaction identifier

-Integrity check info

-message authentication code

-RRC message sequence number
	0

SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I. 

SS provides the value of this IE, from its internal counter.

	Measurement Information elements

-Measurement Identity

-Measurement Command

-Measurement Reporting Mode

 - Measurement Report Transfer Mode

 - Periodical Reporting / Event Trigger Reporting Mode

-Additional measurement list

-CHOICE Measurement Type

 -Inter-frequency measurement

  -Inter-frequency cell info list

   -CHOICE Inter-frequency cell removal

   -New inter-frequency cells 

   -Cell for measurement

  -Inter-frequency measurement quantity 

   -CHOICE reporting criteria

    -Filter coefficient

    -CHOICE mode

     -Measurement quantity for frequency quality estimate

  -Inter-frequency reporting quantity 

   -UTRA Carrier RSSI

   -Frequency quality estimate

   -Non frequency related cell reporting quantities

    -Cell synchronisation information reporting indicator

    -Cell Identity reporting indicator

    -CHOICE mode

     -CPICH Ec/N0 reporting indicator

     -CPICH RSCP reporting indicator

     -Pathloss reporting indicator

  -Reporting cell status

   -CHOICE reported cell

    -Maximum number of reported cells

  -Measurement validity

  -Inter-frequency set update

  -CHOICE report criteria

   -Amount of reporting

   -Reporting interval
	2

Setup

Acknowledged mode RLC

Periodical reporting

Not Present

Inter-frequency measurement

Not Present 

Cell 2 information is included

Inter-frequency reporting criteria

0

FDD

CPICH RSCP

TRUE

TRUE

TRUE 

TRUE 

FDD

TRUE 

TRUE

FALSE

 Report cells within monitored set on non-used frequency

2

Not Present 

Not Present 

Periodical reporting criteria

Infinity

500 ms

	Physical channel information elements

-DPCH compressed mode status info 
	Not Present


MEASUREMENT REPORT message for Inter frequency test cases

This message is common for all inter frequency test cases in clause 8.7 and is described in Annex I.

8.7.4.2.5
Test requirements

Table 8.7.4.2.3 SFN-CFN observed time difference inter frequency accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XIx XIX and XXI
	Band IX
	Band II,  V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-CFN observed time difference
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.4.2.4: SFN-CFN observed time difference Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.4
	10.4
	10.4

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-62.1
	-82.6
	-103.5

	
	Band IX*
	
	
	
	-102.5

	
	Band II, V, VII
	
	
	
	-101.5

	
	Band XXV
	
	
	
	-100.0

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-100.5

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-51.3
	-71.8
	-92.7

	
	Band IX*
	
	
	
	-91.7

	
	Band II, V, VII
	
	
	
	-90.7

	
	Band XXV
	
	
	
	-89.2

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-89.7

	SFN-CFN observed time difference as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The accuracy of the SFN-CFN observed time difference measurement value calculated from the reported “OFF” and “Tm” values shall meet the requirements in table 8.7.4.2.5.

Table 8.7.4.2.5: SFN-CFN observed time difference measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)
	SFN_CFN_TIME (X - 2)

	Highest reported value
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)
	SFN_CFN_TIME (X + 2)

	SFN-CFN_TIME (X) is the reported value for the actual SFN-CFN observed time difference value as defined in table 8.7.4.2.4. Note that the “OFF” parameter is always set to zero in the specific case where compressed mode is in use.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.5
SFN-SFN observed time difference

8.7.5.1
SFN-SFN observed time difference type 1

8.7.5.1.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 1 shall be the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA for the FDD UE.

8.7.5.1.2

Minimum requirements

The accuracy requirement in table 8.7.5.1.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,

CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV,
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 is low enough to ensure successful SFN decoding.

Table 8.7.5.1.1 SFN-SFN observed time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-SFN observed time difference type1
	chip
	( 1
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.1.1 and A.9.1.5.1.2.

8.7.5.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of SFN-SFN observed time difference type 1 is within the limit specified in clause 8.7.5.1.2. This measurement is for identifying time difference between two cells.

8.7.5.1.4
Method of test

8.7.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

During the test the timing difference between Cell 1 and 2 can be set to value from 0…9830399 chips.

1)
Connect SS to the UE antenna connector as shown in figure A.14.

In this case all cells are in the same frequency. Table 8.7.5.1.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.1.2: SFN-SFN observed time difference type 1 Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.29
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-50
	-72
	-94

	
	Band IX*
	
	
	
	-93

	
	Band II, V, VII
	
	
	
	-92

	
	Band XXV
	
	
	
	-90.5

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-91

	 SFN-SFN observed time difference type 1 as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using the parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


8.7.5.1.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.5. The RF parameters for Test 1 are set up according to table 8.7.5.1.4.

2)  SS shall transmit MEASUREMENT CONTROL message.

3)
 UE shall transmit periodically MEASUREMENT REPORT messages.

4)
 SS shall check "SFN-SFN observed time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual SFN-SFN observed time difference type 1 value for each MEASUREMENT REPORT message.

5)
 SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Annex F.6.2.8 is achieved. 

6)
The RF parameters are set up according to table 8.7.5.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) aboveare repeated

7)
The RF parameters are set up according to table 8.7.5.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period. Then, step 4) and 5) above are repeated.

8)
 The SS shall transmit RRC CONNECTION RELEASE message.

9)
 UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in the default message content in clause 6.1.0b of 34.108 [3] and clause 9 of 34.108 [3], with the following exceptions:

Contents of System Information Block type 11 (FDD) (Step 1): 

	Information Element
	Value/Remark

	- Intra-frequency measurement system information
	

	  - Intra-frequency reporting quantity for RACH Reporting
	

	   - SFN-SFN observed time difference reporting indicator
	type 1

	   - CHOICE mode
	FDD

	     - Reporting quantity
	CPICH RSCP

	  - Maximum number of reported cells on RACH
	current cell + best neighbour


MEASUREMENT CONTROL message for Traffic Volume measurement (Step 2):

	Information Element/Group name
	Value/Remark
	

	Message Type (10.2.17)
	
	

	UE information elements
	
	

	- RRC transaction identifier
	0
	

	- Integrity check info
	
	

	- message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	- RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Measurement Information elements
	
	

	- Measurement Identity
	4
	

	- Measurement Command (10.3.7.46)
	Setup
	

	- Measurement Reporting Mode (10.3.7.49)
	
	

	 - Measurement Report Transfer Mode
	AM RLC
	

	 - Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting
	

	- Additional measurements list (10.3.7.1)
	Not Present
	

	- CHOICE Measurement type (10.3.7.68)
	Traffic Volume measurement
	

	 - Traffic volume measurement

 Object (10.3.7.70)
	
	

	  - Traffic volume measurement objects
	1
	

	  - Uplink transport channel type
	RACHorCPCH
	R99 and Rel-4 only

	  - Uplink transport channel type
	RACH
	Rel-5

	  - UL Target Transport Channel ID
	Not Present
	

	 - Traffic volume measurement
 quantity (10.3.7.71)
	
	

	  - Measurement quantity
	RLC Buffer Payload
	

	  - Time Interval to take an average or a variance
	Not Present
	

	 - Traffic volume reporting quantity (10.3.7.74)
	
	

	  - RLC Buffer Payload for each RB
	FALSE
	

	  - Average of RLC Buffer Payload for each RB
	FALSE
	

	  - Variance of RLC Buffer Payload for each RB
	FALSE
	

	 - Measurement validity (10.3.7.51)
	Not Present
	

	 - CHOICE report criteria (10.3.7.53)
	Periodical reporting criteria
	

	  - Amount of reporting
	Infinity
	

	  - Reporting interval
	250 ms
	

	Physical channel information elements
	
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present
	


MEASUREMENT REPORT message for  SFN-SFN observed time difference type 1 test case (Step 3)

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	4

	Measured Results
	Checked that this IE is absent

	Measured results on RACH
	Checked that this IE is present

	         - Measurement result for current cell
	Checked that this IE is present

	          - CHOICE mode
	FDD

	           - CHOICE measurement quantity
	Checked that this IE is present

	         - Measurement results for monitored cells
	1

	          - SFN-SFN observed time difference
	Checked that this IE is present

	           - CHOICE Type
	Type 1

	          - CHOICE mode
	FDD

	           - Primary CPICH info
	Checked that this IE is present

	             - Primary scrambling code
	150

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent


8.7.5.1.5
Test requirements

Table 8.7.5.1.3 SFN-SFN observed time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-SFN observed time difference type1
	chip
	( 1.5
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.5.1.4: SFN-SFN observed time difference type 1 Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	S-CCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	OCNS_Ec/Ior
	dB
	-1.29
	-1.29
	-1.29

	Îor/Ioc
	dB
	10.8
	10.8
	10.8

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-65.3 dB
	-85.7
	-106.7

	
	Band IX*
	
	
	
	-105.7

	
	Band II, V, VII
	
	
	
	-104.7

	
	Band XXV
	
	
	
	-103.2

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-103.7

	Io, Note 1
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-51.3
	-71.7
	-92.7

	
	Band IX*
	
	
	
	-91.7

	
	Band II, V, VII
	
	
	
	-90.7

	
	Band XXV
	
	
	
	-89.2

	
	Band III, VIII, XII, XIII, XIV, XX
	
	
	
	-89.7

	SFN-SFN observed time difference type 1 as specified in TS 25.215 [22]
	chip
	x 

Note 2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Io level has been calculated from other parameters for information purposes. It is not a settable parameter itself.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.

	NOTE2:
For example, x= 491520 or 9830399. This is a calculated value using the parameters “OFF” and “Tm” as specified in TS 25.215 [22].

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


The reported values for  SFN-SFN observed time difference type 1  accuracy shall meet the requirements in  table 8.7.5.1.5.

Table 8.7.5.1.5: SFN-SFN observed time difference type 1 measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	T1_SFN-SFN_TIME_(X – 2)
	T1_SFN-SFN_TIME_(X – 2)
	T1_SFN-SFN_TIME_(X – 2)

	Highest reported value
	T1_SFN-SFN_TIME_(X + 2)
	T1_SFN-SFN_TIME_(X + 2)
	T1_SFN-SFN_TIME_(X + 2)

	T1_SFN-SFN_TIME_(X) is the reporting value corresponding to SFN-SFN observed time difference type 1 measured by system simulator


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4. 

8.7.5.2
SFN-SFN observed time difference type 2 without IPDL period active
Note:
This test case is not complete and there are currently no plans to complete it.

8.7.5.2.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 2 shall be the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA for the FDD UE supporting this measurement.

8.7.5.2.2
Minimum requirements

The accuracy requirement in table 8.7.5.2.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV.
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Table 8.7.5.2.1 SFN-SFN observed time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV,  VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-SFN observed time difference type1
	chip
	( 0.5
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.2.1.

8.7.5.2.3
Test purpose and Environment
The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy without IPDL period active is within the limits specified in clause 8.7.5.2.2. 

During the test the time difference between Cell 1 and 2 can be set to value from ‑1279.75 to 1280 chips.

In this case all cells are in the same frequency. Table 8.7.5.2.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.2.2: SFN-SFN observed time difference type 2 Intra frequency test parameters 

	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io ‑13.7 dB = Ioc, Note 1
	Io ‑13.7 dB = Ioc, Note 1

	CPICH_Ec/Io, Note 2
	dB
	-13.2
	-13.2

	Range 1
	Io
	dBm/3.84 MHz
	-94…-70 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-70 (Band IX*)
-92…-70 (Band II, V, VII)
-90.5...-70 (Band XXV)
-91…-70 (Band III, VIII, XII, XIII, XIV, XX)
	94…-70 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-70 (Band IX*)
-92…-70 (Band II, V, VII)
-90.5...-70 (Band XXV)
-91…-70 (Band III, VIII, XII, XIII, XIV, XX)

	Range 2
	
	
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-50 (Band IX*)
-92…-50 (Band II, V, VII,)
-90.5...-50 (Band XXV)
-91…-50 (Band III, VIII, XII, XIII, XIV, XX)
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-50 (Band IX*)
-92…-50 (Band II, V, VII)
-90.5...-50 (Band XXV)
-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
NOTE 2:
Io and CPICH Ec/Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


8.7.5.3
SFN-SFN observed time difference type 2 with IPDL period active

Note:
This test case is not complete and there are currently no plans to complete it.
8.7.5.3.1
Definition and applicability

This measurement is specified in clause 5.1.9 of TS 25.215 [22]. The reference point for the SFN-SFN observed time difference type 2 shall be the antenna connector of the UE. 

The requirements and this test apply to all types of UTRA for the FDD UE supporting IPDL measurements.

8.7.5.3.2
Minimum requirements

The accuracy requirement in table 8.7.5.3.1 is valid under the following conditions:


CPICH_RSCP1,2|dBm ( -114 dBm for Bands I, IV, VI, X, XI XIX and XXI,


CPICH_RSCP1,2|dBm ( -113 dBm for Band IX,

CPICH_RSCP1,2|dBm ( -112 dBm for Bands II, V and VII,


CPICH_RSCP1,2|dBm ( -111 dBm for Band III, VIII, XII, XIII, XIV and XX,

CPICH_RSCP1,2|dBm ( -110.5 dBm for Band XXV.
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Additionally the accuracy requirement in table 8.7.5.3.1 is also valid for neighbour cells for which the following conditions apply to during idle periods provided idle periods have a length of 1 slot:

CPICH_RSCPx,y|dBm ( -114 dBm.
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where x and y represent cells measured using idle periods and Io_idle-period is the total received power during the idle period.

NOTE:
Additional general conditions are needed for the requirements in table 8.7.5.3.1 to be valid.
Table 8.7.5.3.1 SFN-SFN observed time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84 MHz]

	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	SFN-SFN observed time difference type1
	chip
	( 0.5
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.8.2.2.

8.7.5.3.3
Test purpose and Environment
The purpose of this test is to verify that the SFN-SFN observed time difference type 2 measurement accuracy without IPDL period active is within the limits specified in clause 8.7.5.2.2. 

During the test the time difference between Cell 1 and 2 shall be set according to the assistance data defined in table 8.7.5.3.3.

In this case all cells are in the same frequency. Table 8.7.5.3.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.5.3.2: SFN-SFN observed time difference type 2 Intra frequency test parameters 

	Parameter
	Unit
	Cell 1
	Cell 2

	Time
	
	No idle period
	Idle period in Cell 1
	No idle period
	Idle period in Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-
	-

	OCNS
	dB
	-1.11
	-1.11
	-0.94
	-0.94

	Îor/Ioc
	dB
	10.5
	-24.5
	-6
	-6

	Ioc
	dBm/ 3.84 MHz
	-80

	Io, Note 1
	dBm/3.84 MHz
	-69.04
	-79.01
	-69.04
	-79.01

	CPICH_Ec/Io, Note 1
	dB
	-10.46
	-35.49
	-26.96
	-16.99

	Propagation condition
	-
	AWGN

	NOTE 1:
Io and CPICH Ec/Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.


When verifying the SFN-SFN observed time difference type 2 intra frequency measurement accuracy with IPDL period active the idle period parameters in table 8.7.5.3.3 shall be used.

Table 8.7.5.3.3: SFN-SFN observed time difference type 2 Intra frequency test parameters 

	Parameter
	Unit
	Cell 1

	Search Window Size
	Chips
	80

	IP_Status
	-
	Continuous

	IP_Spacing
	Frames
	10

	IP_Lenght
	Symbols
	10

	IP_Offset
	frame
	NA

	Seed
	integer
	13

	Burst_Start
	
	NA

	Burst_Length
	
	NA

	Burst_Freq
	
	NA


8.7.6
UE Rx-Tx time difference

8.7.6.1
UE Rx-Tx time difference type 1 (Release 5 and earlier)

8.7.6.1.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The requirements and this test apply to all types of UTRA for the FDD UE for Release 5 and earlier releases.

8.7.6.1.2
Minimum requirements

Table 8.7.6.1.1 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV, VI , X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.1.1 and A.9.1.6.1.2.

8.7.6.1.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of Rx-Tx time difference is within the limit specified in clause 8.7.6.1.2. This measurement is used for call setup purposes to compensate propagation delay of DL and UL. 

8.7.6.1.4
Method of test

8.7.6.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS to the UE antenna connector as shown in figure A.1

Table 8.7.6.1.2: UE Rx-Tx time difference type 1 intra frequency test parameters

	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1
	Io –10.9 dB = Ioc, Note 1

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-94 
	-72
	 -50

	
	Band IX*
	
	-93
	
	

	
	Band II, V, VII
	
	-92
	
	

	
	Band XXV
	
	-90.5
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-91
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


8.7.6.1.4.2
Procedure

1) A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters are set up according to table 8.7.6.1.4 for Test 1.

2)
SS shall transmit MEASUREMENT CONTROL message.

3)
UE shall transmit periodically MEASUREMENT REPORT message.

4)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved.

5)
The RF parameters are set up according table 8.7.6.1.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.

6)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved .

7)
The RF parameters are set up according table 8.7.6.1.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.

8)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved .

9)
SS shall transmit RRC CONNECTION RELEASE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 2):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	 

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	5

	-Measurement Command
	SETUP

	- Additional measurements list
	Not Present

	-Measurement Reporting Mode
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	-CHOICE Measurement type
	UE Internal measurement

	 -UE Internal measurement quantity 
	 

	  -CHOICE mode
	FDD

	   -Measurement quantity
	UE Rx-Tx time difference

	  -Filter coefficient 
	0  

	 -UE Internal reporting quantity 
	

	  -UE Transmitted power
	FALSE

	  -CHOICE mode
	FDD

	   -UE Rx-Tx time difference
	TRUE

	 -CHOICE report criteria 
	Periodical reporting criteria

	  -Amount of reporting
	Infinity

	  -Reporting interval
	250

	Physical channel information elements
	

	-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	5

	Measured Results
	

	         - CHOICE Measurement
	UE Internal measured results

	          - Choice mode
	FDD

	           - UE Transmitted power
	Checked that this IE is absent

	           - UE Rx-Tx report entries
	

	            - Primary CPICH info
	Checked that this IE is present

	            - Primary scrambling code
	100

	            - UE Rx-Tx time difference type 1
	Checked that this IE is present

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent


8.7.6.1.5
Test requirements 

Table 8.7.6.1.3 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV, VI , X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	UE RX-TX time difference
	chip
	( 2.0
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.6.1.4: UE Rx-Tx time difference type 1 intra frequency test parameters

	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 1
	Cell 1

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-103.6
	-82.9
	-62.2

	
	Band IX*
	
	-102.6
	
	

	
	Band II, V, VII
	
	-101.6
	
	

	
	Band XXV
	
	-100.1
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-100.6
	
	

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-92.7 
	-72
	-51.3

	
	Band IX*
	
	-91.7
	
	

	
	Band II, V, VII
	
	-90.7
	
	

	
	Band XXV
	
	-89.2
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-89.7
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


The reported values for UE Rx-Tx time difference accuracy shall meet the requirements in table 8.7.6.1.5.

Table 8.7.6.1.5: UE Tx-Rx time difference type 1 measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)

	Highest reported value
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)

	RX-TX_TIME_(X) is the reporting value corresponding to UE Rx-Tx time difference measured by system simulator


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.6.1A
UE Rx-Tx time difference type 1 (Release 6 and later)

8.7.6.1A.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The connection is started using Cell 1, and then Cell 2 is added to the active set so that Cell 1 is the timing reference. During the test the downlink DPCH time difference between Cell 1 and Cell 2 can be set to any value from ‑148 to +148 chips.

The requirements and this test apply to all types of UTRA for the FDD UE for Release 6 and later releases.

8.7.6.1A.2
Minimum requirements

Table 8.7.6.1A.1 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	UE RX-TX time difference
	chip
	( 1.5  
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.1.1 and A.9.1.6.1.2.

8.7.6.1A.3
Test purpose

The purpose of this test is to verify that the measurement accuracy measured for Cell 2 of Rx-Tx time difference is within the limit specified in clause 8.7.6.1A.2. This measurement is used for call setup purposes to compensate propagation delay of DL and UL. 

8.7.6.1A.4
Method of test

8.7.6.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect SS to the UE antenna connector as shown in figure A.1

Table 8.7.6.1A.2: UE Rx-Tx time difference type 1 intra frequency test parameters

	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing Reference
	Note 2
	Timing Reference
	Note 2
	Timing Reference
	Note 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.5
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1
	Io –13.7 dB = Ioc, Note 1

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-94 
	-72
	 -50

	
	Band IX*
	
	-93
	
	

	
	Band II, V, VII
	
	-92
	
	

	
	Band XXV
	
	-90.5
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-91
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
NOTE 2:
From reference timing -148 to reference timing +148.


8.7.6.1A.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters are set up according to table 8.7.6.1A.4 for Test 1.

2)
SS shall send an ACTIVE SET UPDATE message with activation time "now ", adding cell 2 to the active set.

3)
SS shall transmit MEASUREMENT CONTROL message.

4)
UE shall transmit periodically MEASUREMENT REPORT message.

5)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The “UE Rx-Tx time difference type 1” measurement is measured for Cell 2. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved.

6)
The RF parameters are set up according table 8.7.6.1A.4 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.

7)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The “UE Rx-Tx time difference type 1” measurement is measured for Cell 2. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved.

8)
The RF parameters are set up according table 8.7.6.1A.4 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional 1s and ignore the MEASUREMENT REPORT messages during this period.

9)
SS shall check "UE Rx-Tx time difference type 1" value in MEASUREMENT REPORT message. The reported value shall be compared to actual UE Rx-Tx time difference value for each MEASUREMENT REPORT message. The “UE Rx-Tx time difference type 1” measurement is measured for Cell 2. The comparison should be repeated until statistical significance according to Annex F.6.2.8 is achieved .

10)
SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

NOTE 1:
Only one value from -148 to +148 chips need to be set during the test for the downlink DPCH time difference between Cell 1 and Cell 2.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:

MEASUREMENT CONTROL message for Intra frequency measurement (Step 2):

	Information Element
	Value/Remark

	Message Type
	

	UE information elements
	

	-RRC transaction identifier
	0

	-Integrity check info
	 

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.

	Measurement Information elements
	

	-Measurement Identity
	5

	-Measurement Command
	SETUP

	- Additional measurements list
	Not Present

	-Measurement Reporting Mode
	

	 -Measurement Report Transfer Mode
	AM RLC

	 -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting

	-CHOICE Measurement type
	UE Internal measurement

	 -UE Internal measurement quantity 
	 

	  -CHOICE mode
	FDD

	   -Measurement quantity
	UE Rx-Tx time difference

	  -Filter coefficient 
	0  

	 -UE Internal reporting quantity 
	

	  -UE Transmitted power
	FALSE

	  -CHOICE mode
	FDD

	   -UE Rx-Tx time difference
	TRUE

	 -CHOICE report criteria 
	Periodical reporting criteria

	  -Amount of reporting
	Infinity

	  -Reporting interval
	250

	Physical channel information elements
	

	-DPCH compressed mode status info
	Not Present


MEASUREMENT REPORT message 

	Information Element
	Value/remark

	Message Type
	

	Integrity check info
	The presence of this IE is dependent on IXIT statements in TS 34.123-2.  If integrity protection is indicated to be active, this IE shall be present with the values of the sub IEs as stated below.  Else, this IE and the sub-IEs shall be absent.

	     - Message authentication code
	This IE is checked to see if it is present.  The value is compared against the XMAC-I value computed by SS.

	     - RRC Message sequence number
	This IE is checked to see if it is present.  The value is used by SS to compute the XMAC-I value.

	Measurement identity
	5

	Measured Results
	

	         - CHOICE Measurement
	UE Internal measured results

	          - Choice mode
	FDD

	           - UE Transmitted power
	Checked that this IE is absent

	           - UE Rx-Tx report entries
	

	            - Primary CPICH info
	Checked that this IE is present

	            - Primary scrambling code
	100

	            - UE Rx-Tx time difference type 1
	Checked that this IE is present

	           - UE Rx-Tx report entries
	

	            - Primary CPICH info
	Checked that this IE is present

	            - Primary scrambling code
	150

	            - UE Rx-Tx time difference type 1
	Checked that this IE is present

	Measured results on RACH
	Checked that this IE is absent

	Additional measured results
	Checked that this IE is absent

	Event results
	Checked that this IE is absent


8.7.6.1A.5
Test requirements

Table 8.7.6.1A.3 UE Rx-Tx time difference type 1 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV, VI, X, XI, XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	UE RX-TX time difference
	chip
	( 2.0
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


Table 8.7.6.1A.4: UE Rx-Tx time difference type 1 intra frequency test parameters

	Parameter 
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing Reference
	Note 2
	Timing Reference
	Note 2
	Timing Reference
	Note 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-1.11
	-1.11
	-1.11

	Îor/Ioc
	dB
	10.8
	10.8
	10.8

	Ioc
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/ 3.84 MHz
	-106.7
	-85.7
	-65.3

	
	Band IX*
	
	-105.7
	
	

	
	Band II, V, VII
	
	-104.7
	
	

	
	Band XXV
	
	-103.2
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-103.7
	
	

	Io
	Band I, IV, VI, X, XI, XIX, XXI
	dBm/3.84 MHz
	-92.7 
	-71.7
	-51.3

	
	Band IX*
	
	-91.7
	
	

	
	Band II, V, VII
	
	-90.7
	
	

	
	Band XXV
	
	-89.2
	
	

	
	Band III, VIII, XII, XIII, XIV, XX
	
	-89.7
	
	

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.
NOTE 2:
From reference timing -148 to reference timing +148.


The reported values for UE Rx-Tx time difference accuracy shall meet the requirements in table 8.7.6.1A.5.

Table 8.7.6.1A.5: UE Tx-Rx time difference type 1 measurement accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Lowest reported value
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)
	RX-TX_TIME_(X – 2)

	Highest reported value
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)
	RX-TX_TIME_(X + 2)

	RX-TX_TIME_(X) is the reporting value corresponding to UE Rx-Tx time difference measured by system simulator


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.6.2
UE Rx-Tx time difference type 2

Note:
This test case is not complete and there are currently no plans to complete it.

8.7.6.2.1
Definition and applicability

The UE Rx-Tx time difference is defined as the time difference between the UE uplink DPCCH/DPDCH frame transmission and the first detected path (in time) of the downlink DPCH frame from the measured radio link. The reference point of the UE Rx-Tx time difference shall be the antenna connector of the UE. This measurement is specified in clause 5.1.10 of TS 25.215.

The requirements and this test apply to all types of UTRA for the FDD UE supporting this measurement.

8.7.6.2.2
Minimum requirements

Table 8.7.6.2.1 UE Rx-Tx time difference type 2 measurement accuracy

	Parameter
	Unit
	Accuracy [chip]
	
	Conditions

	
	
	
	
	Io [dBm/3.84MHz]

	
	
	
	Band I, IV, VI, X, XI XIX and XXI
	Band IX
	Band II, V and VII
	Band XXV
	Band III, and VIII, XII, XIII, XIV and XX

	UE RX-TX time difference
	chip
	( 1.0  
	-94...-50
	-93...-50
	-92...-50
	-90.5...-50
	-91...-50


The normative reference for this requirement is TS 25.133 [2] clause 9.1.9.2.1.

8.7.6.2.3
Test purpose

The purpose of this test is to verify that the measurement accuracy of Rx-Tx time difference type 2 is within the limit specified in clause 8.7.6.2.2. 

The connection is started using cell 1, then cell 2 is added to the active set so that cell 1 is the timing reference. During the test the downlink DPCH time difference between Cell 1 and 2 can be set to any value from ‑148 to 148 chips.
Table 8.7.6.2.2 defines the limits of signal strengths and code powers, where the requirements are applicable.

Table 8.7.6.2.2 UE Rx-Tx time difference type 2 measurement parameters

	Parameter
	Unit
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1

	Downlink DPCH timing
	Chips
	Timing reference
	From reference timing –148 to reference timing+148 

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-15

	OCNS
	dB
	-1.11
	-1.11

	Îor/Ioc
[image: image117.wmf]
	dB
	10.5
	10.5

	Ioc
	dBm/ 3.84 MHz
	Io  –10.9 dB = Ioc, Note 1
	Io-13.7 dB = Ioc, Note 1

	Io
	dBm/ 3.84 MHz
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-50 (Band IX*)
-92…-50 (Band II, V, VII)
-90.5...-50 (Band XXV)
-91…-50 (Band III, VIII, XII, XIII, XIV, XX)
	-94…-50 (Band I, IV, VI, X, XI, XIX, XXI)
-93...-50 (Band IX*)
-92…-50 (Band II, V, VII)
-90.5...-50 (Band XXV)
-91…-50 (Band III, VIII, XII, XIII, XIV, XX)

	Propagation condition
	-
	AWGN

	NOTE 1:
Ioc level shall be adjusted according the total signal power spectral density Io at receiver input and the geometry factor Îor/Ioc.

*)
For the UE which supports both Band III and Band IX operating frequencies, the measurement performance requirements for Band III shall apply to the multi-band UE.


< End of changed section >
< Beginning of changed section >
8.7.10
E-UTRAN FDD RSRP absolute accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

•
The Test tolerances applicable to this test are undefined

8.7.10.1
Definition and applicability

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The E-UTRAN FDD RSRP absolute accuracy measurement is used for handover between UTRAN FDD and E-UTRAN FDD. 

The requirements and this test apply to the combined UTRAN FDD and E-UTRAN FDD UE for Rel.9 and later.

8.7.10.2
Minimum Requirements
The accuracy requirements in Table 8.7.10.2-1 are valid under the following conditions:
Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
RSRP|dBm( -126 dBm for Bands 9, 
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14, 20,

RSRP|dBm( -123.5 dBm for Band 25
Table 8.7.10.2-1: E-UTRAN FDD RSRP absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	-117.5dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	
	Note 1: Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 25.133  clause 9.1.4a and A.9.1.10

8.7.10.3
Test purpose

The purpose of this test is to verify that the E-UTRAN FDD RSRP measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform E-UTRAN FDD measurements, is within the specified limits. This measurement is for UTRAN FDD to E-UTRAN FDD handover evaluation.

8.7.10.4
Method of test
8.7.10.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.In the test in Cell_DCH state compressed mode with purpose “E-UTRAN FDD RSRP Measurement” is applied to measure on E-UTRAN FDD. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in TS 25.101 annex A.5.
Tables 8.7.10.4.1-1 and 8.7.10.4.1-2 define the limits of signal strengths and code powers on the UTRA FDD cell where the UTRA Carrier RSSI absolute accuracy requirements are applicable. In the measurement control information periodic reporting of E-UTRAN FDD RSRP is indicated to the UE. The E-UTRAN FDD test parameters are given in Table 8.7.10.4.1-3.

Table 8.7.10.4.1-1: General test parameters for E-UTRAN FDD RSRP absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table 8.7.10.4.1-2: UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRP absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.10.4.1-3: E-UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRP absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	BWchannel 
	MHz
	10
	10

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133  A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
	
	
	

	 
[image: image119.wmf]oc

N

Note2


	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-88.65 
	-116

	
	Bands 2, 5, 7 and 11
	
	
	-114

	
	Band 25
	
	
	-112.5

	
	Bands 3, 8, 13, 20…
	
	
	-113

	
	Band 9
	
	
	-115
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	dB
	10
	-5

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-78.65
	-121

	
	Bands 2, 5, 7 and 11
	
	
	-119

	
	Band 25
	
	
	-117.5

	
	Bands 3, 8, 13, 20 …
	
	
	-118

	
	Band 9
	
	
	-120

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-49.5
	-87.03

	
	Bands 2, 5, 7 and 11
	
	
	-85.03

	
	Band 25
	
	
	-83.53

	
	Bands 3, 8, 13, 20…
	
	
	-84.03

	
	Band 9
	
	
	-86.03
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	dB
	10
	-5

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image122.wmf]oc

N

 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


8.7.10.4.2
Test Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.10.4.1-3.

2)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. 

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check E-UTRAN FDD RSRP value of Cell 2 in MEASUREMENT REPORT messages. E-UTRAN FDD RSRP power of Cell 2 reported by UE is compared to actual E-UTRAN FDD RSRP value of Cell 2 for each MEASUREMENT REPORT message.

7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Tables G.2.3-1 in TS36.521-3[38] is achieved. 

8)
The RF parameters are set up according to table 8.7.10.4.1-3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated. 
9)
The SS shall transmit RRC CONNECTION RELEASE message.

10)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type (10.2.22)
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info (10.3.6.36)
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	33 dBm
	

	-CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links (10.3.6.24)
	
	

	 -Downlink DPCH info common for all RL (10.3.6.18)
	Not Present
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info (10.3.6.33)
	
	

	    - Transmission gap pattern sequence
	1
	

	      - TGPSI
	1
	

	      - TGPS Status Flag
	activate
	

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	E-UTRA measurement
	REL-8

	        -TGPRC
	NA
	

	        -TGSN
	10
	

	        -TGL1
	10
	

	        -TGL2
	Not Present
	

	        -TGD
	0
	

	        -TGPL1
	8
	

	        -TGPL2
	Not Present
	R99 and Rel-4 only

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	  -TX Diversity mode (10.3.6.86)
	None
	

	  -SSDT information (10.3.6.77)
	Not Present
	R99 and Rel-4 only

	 -Default DPCH Offset Value (10.3.6.16)
	Not Present
	

	-Downlink information per radio link list
	1
	

	 -Downlink information for each radio link (10.3.6.27)
	
	

	  -CHOICE mode
	FDD
	

	   -Primary CPICH info (10.3.6.60)
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH info (10.3.6.47)
	Not Present
	R99 and Rel-4 only

	   -PDSCH code mapping (10.3.6.43)
	Not Present
	R99 and Rel-4 only

	   -Downlink DPCH info for each RL (10.3.6.21)
	
	

	    -CHOICE mode
	FDD
	

	     -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	     -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	     -Secondary CPICH info
	Not Present
	

	     -DL channelisation code
	
	

	      -Secondary scrambling code
	Not Present
	

	      -Spreading factor
	128
	

	      -Code number
	96
	

	      -Scrambling code change
	No change
	

	     -TPC combination index
	0
	

	     - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	     - Closed loop timing adjustment mode
	Not Present
	

	   - SCCPCH information for FACH (10.3.6.70)
	Not Present
	


MEASUREMENT CONTROL message for Inter-RAT measurement (step 4):

	Information Element/Group name
	Value/Remark
	Version

	Message Type (10.2.17)
	
	

	UE information elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	  -message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	  -RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Measurement Information elements
	
	

	-Measurement Identity
	2
	

	-Measurement Command (10.3.7.46)
	Setup
	

	-Measurement Reporting Mode (10.3.7.49)
	
	

	  -Measurement Report Transfer Mode
	AM RLC
	

	  -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting
	

	-Additional measurements list (10.3.7.1)
	Not Present
	

	-CHOICE Measurement type
	Inter-RAT measurement
	

	  -Inter-RAT measurement (10.3.7.27)
      -Inter-RAT cell info list(10.3.7.23)

        -CHOICE inter-RAT cell removal

        -New inter-RAT cells

        -inter-RAT cell id

        -CHOICE Radio Access Technology
        -Cell for measurement

        -Inter-RAT cell info indication

      -CHOICE Inter-RAT measurement objects
          -E-UTRA frequency list(10.3.7.6b)
	Remove no inter-RAT cells

1

9

E-UTRA

Not present

CV-Message

E-UTRA frequency list
	REL-8

REL-8

	            -CHOICE E-UTRA frequency removal

            -New frequencies

                -E-UTRA carrier frequency

                -Measurement Bandwidth
	Remove no frequencies
Integer(0..65535).EARFCN of the downlink carrier frequency[64]

Enumerated (6, 15, 25, 50, 75, 100). Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

REL-8

REL-8

REL-8

	      -Inter-RAT measurement quantity (10.3.7.29)
	
	

	      -CHOICE system
             -Measurement quantity

             -Filter coefficient

      -Inter-RAT reporting quantity(10.3.7.32)
	E-UTRA

RSRP

0
	REL-8

REL-8

REL-8

	          -UTRAN estimated quality
	FALSE
	

	          -CHOICE system
	E-UTRA
	REL-8

	                 -Reporting quantity
	measurement quantity
	REL-8

	  -Reporting cell status (10.3.7.61)
	
	

	    -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	

	      -Maximum number of reported cells
	1
	

	  -CHOICE report criteria
	Periodical reporting criteria
	

	    -Periodical reporting criteria (10.3.7.53)
	
	

	      -Amount of reporting
	Infinity
	

	      -Reporting interval
	500 ms
	

	Physical channel information elements
	
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present
	


MEASUREMENT REPORT message for inter-RAT test cases

This message is common for all inter-RAT test cases in clause 8.7 and is described in Annex I.

8.7.10.5
Test requirements
Table 8.7.10.5-2 and table 8.7.10.5-3 defines the primary level settings including test tolerances for all tests. 

Each E-UTRAN FDD RSRP absolute accuracy test shall meet the accuracy test requirements in table 8.7.10.5-1 and the reported values test requirements in table 8.7.10.5-4.
Table 8.7.10.5-1: E-UTRAN FDD RSRP absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6+TT
	(9+TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -117.5dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8+TT
	(11+TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	
	Note 1: Io is assumed to have constant EPRE across the bandwidth.


Table 8.7.10.5-2: UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRP absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1 + TT

	Ioc
	dBm/ 3.84 MHz
	-70 +TT

	Propagation condition
	-
	AWGN


Table 8.7.10.5-3: E-UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRP absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	BWchannel 
	MHz
	10
	10

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133  A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-88.65+TT 
	-116+TT

	
	Bands 2, 5, 7 and 11
	
	
	-114+TT

	
	Band 25
	
	
	-112.5+TT

	
	Bands 3, 8, 13, 20…
	
	
	-113+TT

	
	Band 9
	
	
	-115+TT
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	dB
	10+TT
	-5+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-78.65+TT
	-121+TT

	
	Bands 2, 5, 7 and 11
	
	
	-119+TT

	
	Band 25
	
	
	-117.5+TT

	
	Bands 3, 8, 13, 20 …
	
	
	-118+TT

	
	Band 9
	
	
	-120+TT

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-49.5+TT
	-87.03+TT

	
	Bands 2, 5, 7 and 11
	
	
	-85.03+TT

	
	Band 25
	
	
	-83.53+TT 

	
	Bands 3, 8, 13, 20…
	
	
	-84.03+TT

	
	Band 9
	
	
	-86.03+TT
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	dB
	10+TT
	-5+TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 8.7.10.5-4: E-UTRAN FDD RSRP absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	E-UTRAN FDD RSRP_FFS
	E-UTRAN FDD RSRP_FFS

	Highest reported value (Cell 2)
	E-UTRAN FDD RSRP_FFS
	E-UTRAN FDD RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	E-UTRAN FDD RSRP_FFS
	E-UTRAN FDD RSRP_FFS

	Highest reported value (Cell 2)
	E-UTRAN FDD RSRP_FFS
	E-UTRAN FDD RSRP_FFS


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.11
E-UTRAN TDD RSRP absolute accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test tolerances applicable to this test are undefined
· The E-UTRAN TDD RSRP absolute accuracy requirements for the reported values are undefined

8.7.11.1
Definition and applicability
The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The E-UTRAN TDD RSRP absolute accuracy measurement is used for handover between UTRAN FDD and E-UTRAN TDD. 
The requirements and this test apply to the combined UTRAN FDD and E-UTRAN TDD UE Release 9 and later.

8.7.11.2
Minimum Requirements
The accuracy requirements in Table 8.7.11.2.1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in 36.101 Section 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40, 

-
RSRP|dBm( -126 dBm for Bands 9, 

-
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,
-
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14, 20,
-
RSRP|dBm( -123.5 dBm for Bands 25
Table 8.7.11.2.1: E-UTRAN TDD RSRP absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6
	(9
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -117.5dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8
	(11
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	
	Note 1:
Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [34] clause 9.1.3.1.

8.7.11.3
Test purpose

The purpose of this test is to verify that the E-UTRAN TDD RSRP measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform E-UTRAN TDD measurements, is within the specified limits. This measurement is for UTRAN FDD to E-UTRAN TDD handover evaluation.

8.7.11.4
Method of test
8.7.11.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.In the test in Cell_DCH state compressed mode with purpose “E-UTRAN TDD RSRP Measurement” is applied to measure on E-UTRAN TDD. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in table A.22 in annex A.5 of 3GPP TS 25.101.
Tables 8.7.11.4.1.1 and 8.7.11.4.1.2 define the limits of signal strengths and code powers on the UTRA FDD cell where requirements are applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRP is indicated to the UE. The E-UTRAN TDD test parameters are given in Table 8.7.11.4.1.3.

Table 8.7.11.4.1,1: General test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in 3GPP TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 3GPP TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRP
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table 8.7.11.4.1,2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.11.4.1,3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel 
	MHz
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Pattern as defined in TS 36.133 A.3.2.2.2
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote2
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65 
	-116
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	dB
	10
	-5

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65
	-121

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5
	-87.03
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	dB
	10
	-5

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.   

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


8.7.11.4.2
Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.11.4.1.3.

2)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. 

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check E-UTRAN TDD RSRP value of Cell 2 in MEASUREMENT REPORT messages. E-UTRAN TDD RSRP power of Cell 2 reported by UE is compared to actual E-UTRAN TDD RSRP value of Cell 2 for each MEASUREMENT REPORT message.

7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Tables G.2.3-1 in TS36.521-3[38] is achieved. 

8)
The RF parameters are set up according to table 8.7.11.4.1.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated. 

9)
The SS shall transmit RRC CONNECTION RELEASE message.

10)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type (10.2.22)
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info (10.3.6.36)
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	33 dBm
	

	-CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links (10.3.6.24)
	
	

	 -Downlink DPCH info common for all RL (10.3.6.18)
	Not Present
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info (10.3.6.33)
	
	

	    - Transmission gap pattern sequence
	1
	

	      - TGPSI
	1
	

	      - TGPS Status Flag
	activate
	

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	E-UTRA measurement
	REL-8

	        -TGPRC
	NA
	

	        -TGSN
	10
	

	        -TGL1
	10
	

	        -TGL2
	Not Present
	

	        -TGD
	0
	

	        -TGPL1
	8
	

	        -TGPL2
	Not Present
	R99 and Rel-4 only

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	  -TX Diversity mode (10.3.6.86)
	None
	

	  -SSDT information (10.3.6.77)
	Not Present
	R99 and Rel-4 only

	 -Default DPCH Offset Value (10.3.6.16)
	Not Present
	

	-Downlink information per radio link list
	1
	

	 -Downlink information for each radio link (10.3.6.27)
	
	

	  -CHOICE mode
	FDD
	

	   -Primary CPICH info (10.3.6.60)
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH info (10.3.6.47)
	Not Present
	R99 and Rel-4 only

	   -PDSCH code mapping (10.3.6.43)
	Not Present
	R99 and Rel-4 only

	   -Downlink DPCH info for each RL (10.3.6.21)
	
	

	    -CHOICE mode
	FDD
	

	     -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	     -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	     -Secondary CPICH info
	Not Present
	

	     -DL channelisation code
	
	

	      -Secondary scrambling code
	Not Present
	

	      -Spreading factor
	128
	

	      -Code number
	96
	

	      -Scrambling code change
	No change
	

	     -TPC combination index
	0
	

	     - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	     - Closed loop timing adjustment mode
	Not Present
	

	   - SCCPCH information for FACH (10.3.6.70)
	Not Present
	


MEASUREMENT CONTROL message for Inter-RAT measurement (step 4):

	Information Element/Group name
	Value/Remark
	Version

	Message Type (10.2.17)
	
	

	UE information elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	  -message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	  -RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Measurement Information elements
	
	

	-Measurement Identity
	2
	

	-Measurement Command (10.3.7.46)
	Setup
	

	-Measurement Reporting Mode (10.3.7.49)
	
	

	  -Measurement Report Transfer Mode
	AM RLC
	

	  -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting
	

	-Additional measurements list (10.3.7.1)
	Not Present
	

	-CHOICE Measurement type
	Inter-RAT measurement
	

	  -Inter-RAT measurement (10.3.7.27)
	
	

	    -Inter-RAT cell info list (10.3.7.23)
	
	

	      -CHOICE Inter-RAT cell removal
	Remove no inter-RAT cells
	

	      -New inter-RAT cells
	1
	

	      -Inter-RAT cell id
	9
	

	      -CHOICE Radio Access Technology
	
	

	      -Cell for measurement
	1
	

	....-E-UTRA frequency list (10.3.7.6b)
	
	

	......-CHOICE E-UTRA frequency removal
	Remove no frequencies
	

	      -New frequencies
	
	

	        -E-UTRA carrier frequency
	Integer(0..65535), according to TS 36.508 section 4.3.1.2
	

	        -Measurement Bandwidth
	50
	

	  -Inter-RAT measurement quantity (10.3.7.29)
	
	

	    -Measurement quantity for UTRAN quality estimate (10.3.7.38)
	Not Present
	

	    -CHOICE system
	E-UTRA
	REL-8

	      -Measurement quantity
	 RSRP
	REL-8

	      -Filter coefficient
	0
	REL-8

	  -Inter-RAT reporting quantity (10.3.7.32)
	
	

	    -UTRAN estimated quality
	FALSE
	

	    -CHOICE system
	E-UTRA
	REL-8

	......Reporting quantity
	measurement quantity
	REL-8

	  -Reporting cell status (10.3.7.61)
	
	

	    -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	

	      -Maximum number of reported cells
	1
	

	  -CHOICE report criteria
	Periodical reporting criteria
	

	    -Periodical reporting criteria (10.3.7.53)
	
	

	      -Amount of reporting
	Infinity
	

	      -Reporting interval
	500 ms
	

	Physical channel information elements
	
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present
	


MEASUREMENT REPORT message for inter-RAT test cases

This message is common for all inter-RAT test cases in clause 8.7 and is described in Annex I.

8.7.11.5
Test requirements
Table 8.7.11.5.2 and table 8.7.11.5.3 define the primary level settings including test tolerances for all tests. 
Each E-UTRAN TDD RSRP absolute accuracy test shall meet the accuracy test requirements in table 8.7.11.5.1 and the reported values test requirements in table 8.7.11.5.4.
Table 8.7.11.5.1: E-UTRAN TDD RSRP absolute accuracy 
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7, 11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Band 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRP for Ês/Iot ( -6 dB
	dBm
	(6 + TT
	(9 + TT
	 -121dBm/15kHz … -70dBm/ BWChannel
	 -119dBm/15kHz … -70dBm/ BWChannel
	 -117.5dBm/15kHz … -70dBm/ BWChannel
	 -118dBm/15kHz … -70dBm/ BWChannel
	 -120dBm/15kHz … -70dBm/ BWChannel

	RSRP for Ês/Iot ( -6 dB
	dBm
	(8 + TT
	(11 + TT
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel
	-70dBm/ BWChannel … -50dBm/ BWChannel

	
	Note 1;
Io is assumed to have constant EPRE across the bandwidth.


Table 8.7.11.5.2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests
	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1 + TT

	Ioc
	dBm/ 3.84 MHz
	-70  + TT

	Propagation condition
	-
	AWGN


Table 8.7.11.5.3: E-UTRAN TDD cell specific test parameters for E-UTRAN TDD RSRP absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 2
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel 
	MHz
	10
	10

	Special subframe configurationNote1
	
	6
	6

	Uplink-downlink configurationNote1
	
	1
	1

	Measurement bandwidth
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	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.2
	
	R.6 TDD
	R.6 TDD

	OCNG Pattern as defined in TS 36.133 A.3.2.2.2
	
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote2
	
	
	

	OCNG_RBNote2 
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	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/15 kHz
	-88.65 + TT
	-116 + TT
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	dB
	10 + TT
	-5 + TT

	RSRPNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40.
	dBm/15 kHz
	-78.65 + TT
	-121 + TT

	IoNote4
	Bands 33, 34, 35, 36, 37, 38, 39 and 40
	dBm/9 MHz
	-49.5 + TT
	-87.03 + TT
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	dB
	10 + TT
	-5 + TT

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211

Note 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 4:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 5:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 8.7.11.5.4: E-UTRAN TDD RSRP absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	E-UTRAN TDD RSRP_FFS
	E-UTRAN TDD RSRP_FFS

	Highest reported value (Cell 2)
	E-UTRAN TDD RSRP_FFS
	E-UTRAN TDD RSRP_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	E-UTRAN TDD RSRP_FFS
	E-UTRAN TDD RSRP_FFS

	Highest reported value (Cell 2)
	E-UTRAN TDD RSRP_FFS
	E-UTRAN TDD RSRP_FFS


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.12
E-UTRAN FDD RSRQ absolute accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

•
The Test tolerances applicable to this test are undefined

8.7.12.1
Definition and applicability

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The E-UTRAN FDD RSRQ absolute accuracy measurement is used for handover between UTRAN FDD and E-UTRAN FDD. 

The requirements and this test apply to the combined UTRAN FDD and E-UTRAN FDD UE for Rel.9 and later.

8.7.12.2
Minimum Requirements
The accuracy requirements in Table 8.7.12.2.1 are valid under the following conditions:
-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
-
RSRP|dBm( -126 dBm for Bands 9, 
-
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17,
-
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14, 20,
-
RSRP|dBm( -123.5 dBm for Band 25
Table 8.7.12.2.1: E-UTRAN FDD RSRQ absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	Note:
Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 25.133 clause 9.1.4b and A.9.1.12.

8.7.12.3
Test purpose

The purpose of this test is to verify that the E-UTRAN FDD RSRQ measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform E-UTRAN FDD measurements, is within the specified limits. This measurement is for UTRAN FDD to E-UTRAN FDD handover evaluation.

8.7.12.4
Method of test
8.7.12.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.In the test in Cell_DCH state compressed mode with purpose “E-UTRAN FDD RSRQ Measurement” is applied to measure on E-UTRAN FDD. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in TS 25.101 annex A.5.
Tables 8.7.12.4.1.1 and 8.7.12.4.1.2 define the limits of signal strengths and code powers on the UTRA FDD cell where the UTRA Carrier RSSI absolute accuracy requirements are applicable. In the measurement control information periodic reporting of E-UTRAN FDD RSRQ is indicated to the UE. The E-UTRAN FDD test parameters are given in Table 8.7.12.4.1.3.

Table 8.7.12.4.1.1: General test parameters for E-UTRAN FDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN FDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN FDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table 8.7.12.4.1.2: UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


Table 8.7.12.4.1.3: E-UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRQ absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133 A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-80
	-104
	-119

	
	Bands 2, 5, 7 and 11
	
	
	
	-117

	
	Band 25
	
	
	
	-115.5

	
	Bands 3, 8, 13, 20 …
	
	
	
	-116

	
	Band 9
	
	
	
	-118
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	dB
	-1.75
	-4.7
	-4.5

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.75
	-108.70
	-123.50

	
	Bands 2, 5, 7 and 11
	
	
	
	-121.50

	
	Band 25
	
	
	
	-120

	
	Bands 3, 8, 13, 20…
	
	
	
	-120.50

	
	Band 9
	
	
	
	-122.50

	RSRQNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dB
	-14.76
	-16.76
	-16.61

	
	Bands 2, 5, 7 and 11
	
	
	
	

	
	Band 25
	
	
	
	

	
	Bands 3, 8, 13, 20…
	
	
	
	

	
	Band 9
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50
	-74.95
	-89.90

	
	Bands 2, 5, 7 and 11
	
	
	
	-87.90

	
	Band 25
	
	
	
	-86.40

	
	Bands 3, 8, 13, 20…
	
	
	
	-86.90

	
	Band 9
	
	
	
	-88.90
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	dB
	-1.75
	-4.7
	-4.5

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNGshall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not sp
ecifiedin the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


8.7.12.4.2
Test Procedure

1)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.2. The RF parameters for Test 1 are set up according to table 8.7.12.4.1.3.

2)
SS shall transmit PHYSICAL CHANNEL RECONFIGURATION message. 

3)
UE shall transmit PHYSICAL CHANNEL RECONFIGURATION COMPLETE message.

4)
SS shall transmit MEASUREMENT CONTROL message.

5)
UE shall transmit periodically MEASUREMENT REPORT messages.

6)
SS shall check E-UTRAN FDD RSRQ value of Cell 2 in MEASUREMENT REPORT messages. E-UTRAN FDD RSRQ power of Cell 2 reported by UE is compared to actual E-UTRAN FDD RSRQ value of Cell 2 for each MEASUREMENT REPORT message.

7)
SS shall check MEASUREMENT REPORT messages transmitted by UE until statistical significance according to Tables G.2.3-1 in TS36.521-3[38] is achieved. 

8)
The RF parameters are set up according to table 8.7.12.4.1.3 for Test 2. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated. 
9)
The RF parameters are set up according to table 8.7.12.4.1.3 for Test 3. While RF parameters are being set up, MEASUREMENT REPORT messages from UE are ignored. SS shall wait for additional [1s] and ignore the MEASUREMENT REPORT messages during this period. Then, step 6) and 7) above are repeated.
10)
The SS shall transmit RRC CONNECTION RELEASE message.

11)
UE shall transmit RRC CONNECTION RELEASE COMPLETE message.

Specific Message Contents

All messages indicated above shall use the same content as described in default message content in clause 9 of 34.108 [3], with the following exceptions:
PHYSICAL CHANNEL RECONFIGURATION message for Inter-RAT measurement (step 2):

	Information Element
	Value/Remark
	Version

	Message Type (10.2.22)
	
	

	UE Information Elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	-message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	-RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	-Integrity protection mode info
	Not Present
	

	-Ciphering mode info
	Not Present
	

	-Activation time
	Not Present
	

	-New U-RNTI
	Not Present
	

	-New C-RNTI
	Not Present
	

	-RRC State Indicator
	CELL_DCH
	

	-UTRAN DRX cycle length coefficient
	Not Present
	

	CN Information Elements
	
	

	-CN Information info
	Not Present
	

	UTRAN mobility information elements
	
	

	-URA identity
	Not Present
	

	RB information elements
	
	

	-Downlink counter synchronisation info
	Not Present
	

	PhyCH information elements
	
	

	-Frequency info (10.3.6.36)
	Not Present
	

	Uplink radio resources
	
	

	-Maximum allowed UL TX power
	33 dBm
	

	-CHOICE channel requirement
	Not Present
	

	Downlink radio resources
	
	

	-CHOICE mode
	FDD
	

	 -Downlink PDSCH information
	Not Present
	R99 and Rel-4 only

	-Downlink information common for all radio links (10.3.6.24)
	
	

	 -Downlink DPCH info common for all RL (10.3.6.18)
	Not Present
	

	 -CHOICE mode
	FDD
	

	  -DPCH compressed mode info (10.3.6.33)
	
	

	    - Transmission gap pattern sequence
	1
	

	      - TGPSI
	1
	

	      - TGPS Status Flag
	activate
	

	      - TGCFN
	(Current CFN + (256 – TTI/10msec))mod 256
	

	      - Transmission gap pattern sequence configuration parameters
	
	

	        -TGMP
	E-UTRA measurement
	REL-8

	        -TGPRC
	NA
	

	        -TGSN
	10
	

	        -TGL1
	10
	

	        -TGL2
	Not Present
	

	        -TGD
	0
	

	        -TGPL1
	8
	

	        -TGPL2
	Not Present
	R99 and Rel-4 only

	        -RPP
	mode 0
	

	        -ITP
	mode 0
	

	        -CHOICE UL/DL mode
	UL and DL
	

	          -Downlink compressed mode method
	SF/2
	

	          -Uplink compressed mode method
	SF/2
	

	        -Downlink frame type
	B
	

	        -DeltaSIR1
	3.0
	

	        -DeltaSIRafter1
	3.0
	

	        -DeltaSIR2
	Not Present
	

	        -DeltaSIRafter2
	Not Present
	

	        -N Identify abort
	Not Present
	

	        -T Reconfirm abort
	Not Present
	

	  -TX Diversity mode (10.3.6.86)
	None
	

	  -SSDT information (10.3.6.77)
	Not Present
	R99 and Rel-4 only

	 -Default DPCH Offset Value (10.3.6.16)
	Not Present
	

	-Downlink information per radio link list
	1
	

	 -Downlink information for each radio link (10.3.6.27)
	
	

	  -CHOICE mode
	FDD
	

	   -Primary CPICH info (10.3.6.60)
	
	

	    -Primary scrambling code
	100
	

	   -PDSCH with SHO DCH info (10.3.6.47)
	Not Present
	R99 and Rel-4 only

	   -PDSCH code mapping (10.3.6.43)
	Not Present
	R99 and Rel-4 only

	   -Downlink DPCH info for each RL (10.3.6.21)
	
	

	    -CHOICE mode
	FDD
	

	     -Primary CPICH usage for channel estimation
	Primary CPICH may be used
	

	     -DPCH frame offset
	Set to value Default DPCH Offset Value ( as currently stored in SS) mod 38400
	

	     -Secondary CPICH info
	Not Present
	

	     -DL channelisation code
	
	

	      -Secondary scrambling code
	Not Present
	

	      -Spreading factor
	128
	

	      -Code number
	96
	

	      -Scrambling code change
	No change
	

	     -TPC combination index
	0
	

	     - SSDT Cell Identity
	Not Present
	R99 and Rel-4 only

	     - Closed loop timing adjustment mode
	Not Present
	

	   - SCCPCH information for FACH (10.3.6.70)
	Not Present
	


MEASUREMENT CONTROL message for Inter-RAT measurement (step 4):

	Information Element/Group name
	Value/Remark
	Version

	Message Type (10.2.17)
	
	

	UE information elements
	
	

	-RRC transaction identifier
	0
	

	-Integrity check info
	
	

	  -message authentication code
	SS calculates the value of MAC-I for this message and writes to this IE. The first/ leftmost bit of the bit string contains the most significant bit of the MAC-I.
	

	  -RRC message sequence number
	SS provides the value of this IE, from its internal counter.
	

	Measurement Information elements
	
	

	-Measurement Identity
	2
	

	-Measurement Command (10.3.7.46)
	Setup
	

	-Measurement Reporting Mode (10.3.7.49)
	
	

	  -Measurement Report Transfer Mode
	AM RLC
	

	  -Periodical Reporting / Event Trigger Reporting Mode
	Periodical reporting
	

	-Additional measurements list (10.3.7.1)
	Not Present
	

	-CHOICE Measurement type
	Inter-RAT measurement
	

	  -Inter-RAT measurement (10.3.7.27)
	
	

	      -Inter-RAT cell info list(10.3.7.23)
	
	

	        -CHOICE inter-RAT cell removal
	Remove no inter-RAT cells
	

	        -New inter-RAT cells
	1
	

	        -inter-RAT cell id
	9
	

	        -CHOICE Radio Access Technology
	E-UTRA
	

	        -Cell for measurement
	Not present
	

	        -Inter-RAT cell info indication
	CV-Message
	

	      -CHOICE Inter-RAT measurement objects
	E-UTRA frequency list
	REL-8

	          -E-UTRA frequency list(10.3.7.6b)
	
	REL-8

	            -CHOICE E-UTRA frequency removal
	Remove no frequencies
	

	            -New frequencies
	
	REL-8

	                -E-UTRA carrier frequency
	Integer(0..65535).EARFCN of the downlink carrier frequency[64]
	REL-8

	Enumerated (6, 15, 25, 50, 75, 100). Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	Enumerated (6, 15, 25, 50, 75, 100). Measurement bandwidth information common for all neighbouring cells on the carrier frequency. It is defined by the parameter Transmission Bandwidth Configuration, NRB [36.104]. The values indicate the number of resource blocks over which the UE could measure. Default value is 6.
	REL-8

	      -Inter-RAT measurement quantity (10.3.7.29)
	
	

	      -CHOICE system
	E-UTRA
	REL-8

	             -Measurement quantity
	RSRQ
	REL-8

	             -Filter coefficient
	0
	REL-8

	      -Inter-RAT reporting quantity(10.3.7.32)
	
	

	          -UTRAN estimated quality
	FALSE
	

	          -CHOICE system
	E-UTRA
	REL-8

	                 -Reporting quantity
	measurement quantity
	REL-8

	  -Reporting cell status (10.3.7.61)
	
	

	    -CHOICE reported cell
	Report cells within active set or within virtual active set or of the other RAT
	

	      -Maximum number of reported cells
	1
	

	  -CHOICE report criteria
	Periodical reporting criteria
	

	    -Periodical reporting criteria (10.3.7.53)
	
	

	      -Amount of reporting
	Infinity
	

	      -Reporting interval
	500 ms
	

	Physical channel information elements
	
	

	-DPCH compressed mode status info (10.3.6.34)
	Not Present
	


MEASUREMENT REPORT message for inter-RAT test cases

This message is common for all inter-RAT test cases in clause 8.7 and is described in Annex I.

8.7.12.5
Test requirements
Table 8.7.12.5.2 and table 8.7.12.5.3 define the primary level settings including test tolerances for all tests. 

Each E-UTRAN FDD RSRQ absolute accuracy test shall meet the accuracy test requirements in table 8.7.12.5.1 and the reported values test requirements in table 8.7.12.5.4.

Table 8.7.12.5.1: E-UTRAN FDD RSRQ absolute accuracy
	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5+TT
	( 4+TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5+TT
	( 4+TT
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	Note: Io is assumed to have constant EPRE across the bandwidth.


Table 8.7.12.5.2: UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1 + TT

	Ioc
	dBm/ 3.84 MHz
	-70  + TT

	Propagation condition
	-
	AWGN


Table 8.7.12.5.3: E-UTRAN FDD cell specific test parameters for E-UTRAN FDD RSRQ absolute accuracy tests
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 2
	Cell 2
	Cell 2

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth 
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	22—27
	22—27
	22—27

	PDCCH/PCFICH/PHICH Reference measurement channel as defined in TS 36.133 A.3.1.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Pattern as defined in TS 36.133 A.3.2.1.2
	
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-80+TT
	-104+TT
	-119+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-117+TT

	
	Band 25
	
	
	
	-115,5+TT

	
	Bands 3, 8, 13, 20 …
	
	
	
	-116+TT

	
	Band 9
	
	
	
	-118+TT

	
[image: image145.wmf]ot

s

I

E

ˆ


	dB
	-1.75+TT
	-4.7+TT
	-4.5+TT

	RSRPNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/15 kHz
	-81.75+TT
	-108.70+TT
	-123.50+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-121.50+TT

	
	Band 25
	
	
	
	-120+TT

	
	Bands 3, 8, 13, 20…
	
	
	
	-120.50+TT

	
	Band 9
	
	
	
	-122.50+TT

	RSRQNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dB
	-14.76+TT
	-16.76+TT
	-16.61+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	

	
	Band 25
	
	
	
	

	
	Bands 3, 8, 13, 20…
	
	
	
	

	
	Band 9
	
	
	
	

	IoNote3
	Bands 1, 4, 6, 10, 18 and 19.
	dBm/9 MHz
	-50+TT
	-74.95+TT
	-89.90+TT

	
	Bands 2, 5, 7 and 11
	
	
	
	-87.90+TT

	
	Band 25
	
	
	
	-86.40+TT

	
	Bands 3, 8, 13, 20…
	
	
	
	-86.90+TT

	
	Band 9
	
	
	
	-88.90+TT
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	dB
	-1.75+TT
	-4.7+TT
	-4.5+TT

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 8.7.12.5.4: E-UTRAN FDD RSRQ absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	Normal Conditions

	Lowest reported value (Cell 2)
	E-UTRAN FDD RSRQ_FFS
	E-UTRAN FDD RSRQ_FFS

	Highest reported value (Cell 2)
	E-UTRAN FDD RSRQ_FFS
	E-UTRAN FDD RSRQ_FFS

	Extreme Conditions

	Lowest reported value (Cell 2)
	E-UTRAN FDD RSRQ_FFS
	E-UTRAN FDD RSRQ_FFS

	Highest reported value (Cell 2)
	E-UTRAN FDD RSRQ_FFS
	E-UTRAN FDD RSRQ_FFS


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.7.13
E-UTRAN TDD RSRQ absolute accuracy
Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

•
The Test tolerances applicable to this test are undefined

8.7.13.1
Definition and applicability

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell.
The E-UTRAN TDD RSRQ absolute accuracy measurement is used for handover between UTRAN FDD and E-UTRAN TDD. 

The requirements and this test apply to the combined UTRAN FDD and E-UTRAN TDD UE for Rel.9 and later.

8.7.13.2
Minimum Requirements
The accuracy requirements in Table 8.7.13.2.1 are valid under the following conditions:
-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm( -127 dBm for Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40,
-
RSRP|dBm( -126 dBm for Bands 9, 
-
RSRP|dBm( -125 dBm for Bands 2, 5, 7, 11, 17

-
RSRP|dBm( -124 dBm for Bands 3, 8, 12, 13, 14, 20

Table 8.7.13.2.1: E-UTRAN TDD RSRQ absolute accuracy

	Parameter
	Unit
	Accuracy [dB]
	
	Conditions1

	
	
	Normal condition
	Extreme condition
	Bands 1, 4, 6, 10, 18, 19, 33, 34, 35, 36, 37, 38, 39, 40
	Bands 2, 5, 7,  11, 17
	Band 25
	Bands 3, 8, 12, 13, 14, 20
	Bands 9

	
	
	
	
	Io
	Io
	Io
	Io
	Io

	RSRQ when RSRP Ês/Iot > -3 dB
	dBm
	( 2.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	RSRQ when RSRP Ês/Iot ≥ -6 dB
	dBm
	( 3.5
	( 4
	-121dBm/15kHz … -50dBm/ BWChannel
	-119dBm/15kHz … -50dBm/ BWChannel
	-117.5dBm/15kHz … -50dBm/ BWChannel
	-118dBm/15kHz … -50dBm/ BWChannel
	-120dBm/15kHz … -50dBm/ BWChannel

	
	Note:
Io is assumed to have constant EPRE across the bandwidth.


The normative reference for this requirement is TS 36.133 [34] clause 9.1.3.1.

8.7.13.3
Test purpose

The purpose of this test is to verify that the E-UTRAN TDD RSRQ measurement accuracy in CELL_DCH state, for UE that needs compressed mode to perform E-UTRAN TDD measurements, is within the specified limits. This measurement is for UTRAN FDD to E-UTRAN TDD handover evaluation.

8.7.13.4
Method of test
8.7.13.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.In the test in Cell_DCH state compressed mode with purpose “E-UTRAN TDD RSRQ Measurement” is applied to measure on E-UTRAN TDD. The compressed mode pattern repeats every 80 ms and uses a gap length of 10 slots. Further details are found in table A.22 in annex A.5 of 3GPP TS 25.101.
Tables 8.7.13.4.1,1 and 8.7.13.4.1,2 define the limits of signal strengths and code powers on the UTRA FDD cell where the UTRA Carrier RSSI absolute accuracy requirements are applicable. In the measurement control information periodic reporting of E-UTRAN TDD RSRQ is indicated to the UE. The E-UTRAN TDD test parameters are given in Table 8.7.13.4.1,3.

Table 8.7.13.4.1.1: General test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in 3GPP TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode patterns
- E-UTRAN measurement
	
	Compressed mode reference pattern 2 Set 5 
	As specified in table A.22 3GPP TS 25.101 section A.5

	Inter-RAT measurement quantity
	
	E-UTRAN TDD RSRQ
	

	Monitored cell list size
	
	1 E-UTRAN TDD neighbour cell
	Measurement control information is sent before the compressed mode pattern starts.


Table 8.7.13.4.1.2: UTRAN FDD cell specific test parameters for E-UTRAN TDD RSRQ absolute accuracy tests

	Parameter
	Unit
	Cell 1

	UTRA RF Channel number
	-
	Channel 1

	Îor/Ioc
	dB
	-1

	Ioc
	dBm/ 3.84 MHz
	-70

	Propagation condition
	-
	AWGN


< End of changed section >
< Beginning of changed section >
D.2
Propagation Conditions

D.2.1
Static propagation condition

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

D.2.2
Multi-path fading propagation conditions

Table D.2.2.1 shows propagation conditions that are used for the performance measurements in multi-path fading environment. All taps have classical Doppler spectrum.

Table D.2.2.1: Propagation conditions for multi-path fading environments

	Case 1
	Case 2
	Case 3
	Case 4
	Case 5 (Note 1)
	Case 6

	Speed for Band I, II, III, IV, IX, X and XXV:
3 km/h
	Speed for Band I, II, III, IV, IX, X and XXV:
3 km/h
	Speed for Band I, II, III, IV, IX, X and XXV:
120 km/h
	Speed for Band I, II, III, IV, IX, X and XXV:
3 km/h
	Speed for Band I, II, III, IV, IX, X and XXV:
50 km/h
	Speed for Band I, II, III, IV, IX, X and XXV:
250 km/h

	Speed for Band V, VI, VIII, XIX and XX:
7 km/h
	Speed for Band V, VI,VIII, XIX and XX:
7 km/h
	Speed for Band V, VI,VIII, XIX and XX:
282 km/h (Note 2)
	Speed for Band V, VI,VIII, XIX and XX:
7 km/h
	Speed for Band V, VI, VIII, XIX and XX:
118 km/h
	Speed for Band V,  VI,VIII, XIX and XX:
583 km/h (Note 2)

	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
92 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
38 km/h
	Speed for Band VII:
192 km/h

	Speed for Band XI, XXI:
4.1 km/h
	Speed for Band
 XI, XXI:
4.1 km/h
	Speed for Band XI, XXI:
166 km/h
	Speed for Band XI, XXI:
4.1 km/h
	Speed for Band XI, XXI:
69 km/h
	Speed for Band XI, XXI:
345 km/h (Note 2)

	Speed for Band XII, XIII and XIV:

8 km/h
	Speed for Band XII, XIII and XIV:

8 km/h
	Speed for Band XII, XIII and XIV:

320 km/h
	Speed for Band XII, XIII and XIV:

8 km/h
	Speed for Band XII, XIII and XIV:

133 km/h
	Speed for Band XII, XIII and XIV:

668 km/h

	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]
	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0
	0

	976
	-10
	976
	0
	260
	-3
	976
	0
	976
	-10
	260
	-3

	
	
	20000
	0
	521
	-6
	
	
	
	
	521
	-6

	
	
	
	
	781
	-9
	
	
	
	
	781
	-9


NOTE 1:
Case 5 is only used in Requirements for support of RRM.

NOTE 2:
Speed above 250km/h is applicable to demodulation performance requirements only.

Table D.2.2.1A shows propagation conditions that are used for HSDPA performance measurements in multi-path fading environment. For HSDPA and DCH enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent. For DC-HSDPA requirements, the fading of the signals for each cell shall be independent.
Table D.2.2.1A: Propagation Conditions for multi-path fading environments for HSDPA

	ITU Pedestrian A

Speed 3km/h

(PA3)
	ITU Pedestrian B

Speed 3km/h

(PB3)
	ITU vehicular A

Speed 30km/h

(VA30)
	ITU vehicular A

Speed 120km/h

(VA120)

	Speed for Band I, II, III, IV, IX, X and XXV: 
3 km/h
	Speed for Band I, II, III, IV, IX, X and XXV: 
3 km/h
	Speed for Band I, II, III, IV, IX, X and XXV: 
30 km/h
	Speed for Band I, II, III, IV, IX, X and XXV: 
120 km/h

	Speed for Band V, VI, VIII, XIX and XX:
7 km/h
	Speed for Band V, VI, VIII, XIX and XX:
7 km/h
	Speed for Band V, VI, VIII, XIX and XX:
71 km/h
	Speed for Band V, VI, VIII, XIX and XX:
282 km/h (Note 1)

	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
2.3 km/h
	Speed for Band VII:
23 km/h
	Speed for Band VII:
92 km/h

	Speed for Band XI, XXI:
4.1 km/h
	Speed for Band XI, XXI:
4.1 km/h
	Speed for Band XI, XXI:
41 km/h
	Speed for Band XI, XXI:
166 km/h (Note 1)

	Speed for Band XII, XIII and XIV:

8 km/h
	Speed for Band XII, XIII and XIV:

8 km/h
	Speed for Band XII, XIII and XIV:

80 km/h
	Speed for Band XII, XIII and XIV:

320 km/h

	Relative Delay 

[ns]
	Relative Mean Power [dB]
	Relative Delay

 [ns]
	Relative Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative

 Mean Power 

[dB]
	Relative Delay 

[ns]
	Relative 

Mean Power

 [dB]

	0
	0
	0
	0
	0
	0
	0
	0

	110
	-9.7
	200
	-0.9
	310
	-1.0
	310
	-1.0

	190
	-19.2
	800
	-4.9
	710
	-9.0
	710
	-9.0

	410
	-22.8
	1200
	-8.0
	1090
	-10.0
	1090
	-10.0

	
	
	2300
	-7.8
	1730
	-15.0
	1730
	-15.0

	
	3700
	-23.9
	2510
	-20.0
	2510
	-20.0


NOTE 1:
Speed above 120km/h is applicable to demodulation performance requirements only.

Table D.2.2.1B shows propagation conditions that are used for CQI test in multi-path fading and HS-SCCH-less demodulation of HS-DSCH. For HSDPA enhanced performance requirements, the fading of the signals and the AWGN signals provided in each receiver antenna port shall be independent. For DC-HSDPA requirements, the fading of the signals for each cell shall be independent.

Table D.2.2.1B: Propagation Conditions for CQI test in multi-path fading and HS-SCCH-less demodulation of HS-DSCH

	Case 8

Speed for Band I, II, III, IV, IX, X and XXV: 30km/h
Speed for Band V, VI, VIII, XIX and XX: 71km/h

Speed for Band VII: 23km/h
Speed for Band XI, XXI: 41km/h

Speed for Band XII, XIII and XIV: 80 km/h

	Relative Delay [ns]
	Relative mean Power [dB]

	0
	0

	976
	-10


Table D.2.2.1C shows propagation conditions that are used for MBMS demodulation performance measurements in multi-path fading environment.

Table D.2.2.1C: Propagation Conditions for Multi-Path Fading Environments for MBMS Performance Requirements, Demodulation of HS-DSCH H-Set9 and H-Set10, HS-SCCH Type 3 Performance 

	ITU vehicular A

Speed 3km/h

(VA 3)

	Speed for Band I, II, III, IV, IX, X and XXV:
3 km/h

	Speed for Band V, VI, VIII, XIX and XX:
7 km/h

	Speed for Band VII:
2.3 km/h

	Speed for Band XI, XXI:
4.1 km/h

	Speed for Band XII, XIII and XIV:

8 km/h

	Relative Delay

[ns]
	Relative Mean Power

[dB]

	0
	0

	310
	-1.0

	710
	-9.0

	1090
	-10.0

	1730
	-15.0

	2510
	-20.0


D.2.3
Moving propagation conditions

The dynamic propagation conditions for the test of the baseband performance are non fading channel models with two taps. The moving propagation condition has two taps, one static, Path0, and one moving, Path1. The time difference between the two paths is according Equation D.2.3.1. The taps have equal strengths and equal phases.
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Figure D.2.3.1: The moving propagation conditions
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Equation D.2.3.1

The parameters in the equation are shown in.

	A
	5 s

	B
	1 s

	
	40 · 1013 s


D.2.4
Birth-Death propagation conditions

The dynamic propagation conditions for the test of the baseband performance is a non fading propagation channel with two taps. The moving propagation condition has two taps, Path1 and Path2 while alternate between 'birth' and 'death'. The positions the paths appear are randomly selected with an equal probability rate and are shown in figure D.2.4.1.

[image: image150.wmf]P

1

P

2

P

1

[

us]

P

1

P

2

[

us]

P

2

P

1

[

us]

P

2


NOTE1:
Two paths, Path1 and Path2 are randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s. The paths have equal strengths and equal phases.

NOTE 2:
After 191 ms, Path1 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path2.

NOTE 3:
After additional 191 ms, Path2 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path1.

NOTE 4:
The sequence in 2) and 3) is repeated.

D.2.4A
High speed train conditions
The high speed train condition for the test of the baseband performance is a non fading propagation channel with one tap. Doppler shift is given by
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where
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(D.2.4A.2)

where 
[image: image157.wmf]2

s

D

 is the initial distance of the train from BS, and 
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 is BS-Railway track distance, both in meters; 
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 is the velocity of the train in m/s, 
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 is time in seconds. The parameters in the equation are shown in table D.2.4A.1. Accordingly, Doppler shift changes to the following figure D.2.4A.1.

Table D.2.4A.1

	Parameter
	Value
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Figure D.2.4A.1: Doppler shift trajectory
D.2.5
Conditions for HSDPA enhanced performance requirements type 1 with UE receiver diversity

The fading profiles used in the two or four faders for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

The two AWGN signals used for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

D.2.6
Conditions for HSDPA enhanced performance requirements type 3 with UE receiver diversity

The fading profiles used in the two faders for testing enhanced performance requirements type 3 with UE receiver diversity shall be uncorreleted to each other.

The two AWGN signals used for testing enhanced performance requirements type 3 with UE receiver diversity shall be uncorreleted to each other.

D.2.7
Conditions for open and closed loop diversity performance

The fading profiles used in the two or four faders for testing open and closed loop diversity performance shall be uncorreleted to each other.

D.2.8
Conditions for MBMS enhanced performance requirements type 1 with UE receiver diversity

The fading profiles used in the six faders for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

The two AWGN signals used for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

D.2.9
MIMO propagation conditions
MIMO propagation conditions are defined for a 2x2 antenna configuration. The resulting propagation channel shall be characterized by a complex 2x2 matrix termed
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The channel coefficients of H shall be defined as a function of the possible precoding vectors or matrices. The possible precoding vectors for MIMO operation according to [5] shall be termed 
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(EQ. D.2.9.1)

Furthermore the following possible precoding matrices shall be defined:
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(EQ. D.2.9.2)

D.2.9.1
MIMO Single Stream Fading Conditions

For MIMO single stream conditions, the resulting propagation channel shall be generated using two independent fading processes with classical Doppler and one randomly picked but fixed precoding vector 
[image: image169.wmf]w

out of the set defined in equation EQ. D.2.9.1. The two fading processes shall be generated according to the parameters in Table D.2.9.1

Table D.2.9.1

	MIMO Single Stream Conditions, 

Speed for Band I, II, III, IV, IX and X: 3km/h
Speed for Band V, VI, VIII, XIX and XX: 7.1km/h

Speed for Band VII: 2.3km/h 

Speed for Band XI, XXI: 4.1km/h

Speed for Band XII, XIII and XIV: 8 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	(Amplitude, phase) symbols

	0
	0
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NOTE: The amplitude
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is not used in tests under MIMO single stream conditions, only the phase 
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 will be used.

The channel coefficients of the resulting propagation channel under MIMO single stream conditions shall be given by
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The generation of the resulting channel coefficients for MIMO single stream conditions and the association with the transmitter and receiver ports are depicted Figure D.2.9.1. Figure D.2.9.1 does not restrict test system implementation.
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Figure D.2.9.1: Test setup under MIMO Single Stream Fading Conditions

D.2.9.2
MIMO Dual Stream Fading Conditions

For MIMO dual stream conditions, the resulting propagation channel shall be generated using two independent fading processes with classical Doppler and one randomly picked but fixed precoding matrix 
[image: image176.wmf]W

out of the set defined in equation EQ. D.2.9.2. The two fading processes shall be generated according to the parameters in Table D.2.9.2

Table D.2.9.2

	MIMO Dual Stream Conditions, 

Speed for Band I, II, III, IV, IX, X and XXV: 3km/h
Speed for Band V, VI, VIII, XIX and XX: 7.1km/h

Speed for Band VII: 2.3km/h 
Speed for Band XI, XXI: 4.1km/h

Speed for Band XII, XIII and XIV: 8 km/h

	Relative Delay [ns]
	Relative Mean Power [dB]
	(Amplitude, phase) symbols

	0
	0
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The channel coefficients of the resulting propagation channel under MIMO dual stream conditions shall be given by
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The generation of the resulting channel coefficients for MIMO dual stream conditions and the association with the transmitter and receiver ports are depicted Figure D.2.9.2. Figure D.2.9.2 does not restrict test system implementation.
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Figure D.2.9.2: Test setup under MIMO Dual Stream Fading Conditions

D.2.9.3
MIMO Dual Stream Static Orthogonal Conditions

The channel coefficients of the resulting propagation channel under MIMO dual stream conditions shall be given by
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The generation of the resulting channel coefficients for MIMO dual stream conditions and the association with the transmitter and receiver ports are depicted Figure D.2.9.3. Figure D.2.9.3 does not restrict test system implementation.
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Figure D.2.9.3: Test setup under MIMO Dual Stream Static Orthogonal Conditions
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