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	As per the MDT WP, new test cases have been added into TS 36.523-1
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	1: The applicability for the following test cases was added:
8.6.1.1  Immediate MDT / Reporting / Location information
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8.6.4.4  Radio Link Failure logging / Reporting at E-UTRA handover
8.6.5.2  Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
8.6.5.3  Radio Link Failure logging / Reporting at CDMA2000 Inter-RAT handover
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	
	IDLE MODE
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	6.1.1.1a
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN; Automatic mode; between FDD and TDD
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD and pc_eTDD
	
	

	<Unchanged Skipped>

	8.5.1.6
	Radio link failure / T311 expiry / Dedicated RLF timer
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.2.1
	Redirection to E-UTRAN / From UTRAN upon reception of RRC CONNECTION REJECT
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.5.4.1
	UE capability transfer / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.1.1
	Immediate MDT / Reporting / Location information
	Rel-10
	Cxx1
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	

	
	
	
	
	
	pc_eFDD
	
	

	8.6.2.1
	Logged MDT / Intra-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.2.2
	Logged MDT / Inter-frequency measurement, logging and reporting
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.2.3
	Logged MDT / Logging and reporting / Limiting area scope
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.2.4
	Logged MDT / Logging and reporting / Indication of logged measurements at E-UTRA handover
	Rel-10
	C137
	UEs supporting E-UTRA and logged measurements in RRC_IDLE
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.4.1
	Radio Link Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.4.2
	Radio Link Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C10
	UEs supporting E-UTRA and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.4.3
	Radio Link Failure logging / Reporting at RRC connection establishment and reestablishment
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.4.4
	Radio Link Failure logging / Reporting at E-UTRA handover
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.5.2
	Radio Link Failure logging / Reporting at GERAN Inter-RAT handover
	Rel-10
	Cxx2
	UEs supporting E-UTRA and Feature Group Indicator 23
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.5.3
	Radio Link Failure logging / Reporting at CDMA2000 Inter-RAT handove
	Rel-10
	Cxx3
	UEs supporting E-UTRA and HRPD and Feature Group Indicator 12
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.6.1
	Handover Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	8.6.6.2
	Handover Failure logging / Reporting of Inter-frequency measurements
	Rel-10
	C21
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25
	pc_eFDD
	
	

	
	
	
	
	
	pc_eTDD
	
	

	9
	EPS MOBILITY MANAGEMENT PROCEDURE
	
	
	
	
	
	

	9.1.1.1
	Void
	
	
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	


<Unchanged Skipped>
Table 4-1a: Applicability of tests Conditions

	C01
IF A.4.1-1/6 THEN R ELSE N/A

	C02
IF A.4.4-2/2 THEN R ELSE N/A

	<Unchanged Skipped>

	C136
IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/61 AND A.4.5-1/13 AND A.4.5-3/25 AND A.4.5-3/112 THEN R ELSE N/A

	C137
IF A.4.4-1/62 THEN R ELSE N/A

	Cxx1      IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.4-1/63 THEN R ELSE N/A

	Cxx2      IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.5-1/23 THEN R ELSE N/A

	Cxx3      IF (A.4.1-1/1 OR A.4.1-1/2) AND A4.1-1/3 AND A4.5-1/12 THEN R ELSE N/A
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