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	Reason for change:
(

	Following issues are identified based on the default message content defined in case of inter-RAT handover to EUTRA:

1) Inside “PhysicalConfigDedicated-DEFAULT” IE “pdsch-ConfigDedicated” and “pusch-ConfigDedicated” should be set to Not Present. 

However default value defined for these elements in 36.331 section 9.2.4 does not matches to value defined in 36.508 PDSCH-ConfigDedicated-DEFAULT and pusch-ConfigDedicated.

This results in mismatch between UE and SS configurations. Hence can result in UE or SS failing to decode messages in DL and UL respectively.
2)     Inside RadioResourceConfigCommon-DEFAULT IE “pdsch-ConfigCommon”, phich-Config, pucch-ConfigCommon and antennaInfoCommon are set to “Not Present”. As per 36.331 these elements are defined as optional NEED ON.

As no default configuration is defined in 36.331 for common IEs in the case of handover from other RAT to EUTRA hence these IEs should be sent during Handover from another RAT. 
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	Updated specific message content to add all these IEs in case of Inter-RAT Handover to EUTRA.
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4.6.3
Radio resource control information elements
<<Text Skipped here>>
–
RadioResourceConfigCommon-DEFAULT

Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	Not present
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	Not present
	
	

	  pucch-ConfigCommon
	Not present
	
	SAME-BW

	
	PUCCH-ConfigCommon-DEFAULT
	
	DIFF-BW

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	Not present
	
	

	  antennaInfoCommon
	Not present
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	2TX

	    antennaPortsCount
	an2
	
	

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	UplinkPowerControlCommon-v1020-DEFAULT
	
	UL CA

	
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	2TX
	Used for cells with two antenna ports

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth

	UL CA
	When UL Carrier Aggregation is used.


–
RadioResourceConfigCommon-HO-TO-EUTRA

Table 4.6.3-13a: RadioResourceConfigCommon-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  prach-Config
	PRACH-Config-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  phich-Config
	PHICH-Config-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRSUL-ConfigCommon
	SoundingRS-UL-ConfigCommon-DEFAULT
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  antennaInfoCommon SEQUENCE {
	
	
	

	    antennaPortsCount
	an1
	
	1TX

	
	an2
	
	2TX

	  }
	
	
	

	  p-Max
	Not present
	
	

	  tdd-Config
	Not present
	
	FDD

	
	TDD-Config-DEFAULT
	
	TDD

	  ul-CyclicPrefixLength
	len1
	
	

	  uplinkPowerControlCommon-v1020
	UplinkPowerControlCommon-v1020-DEFAULT
	
	UL CA

	
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	TDD
	TDD cell environment

	1TX
	Used for cells with one antenna ports

	2TX
	Used for cells with two antenna ports

	UL CA
	When UL Carrier Aggregation is used.


<<Text Skipped here>>
RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)

Table 4.6.3-18: RadioResourceConfigDedicated-HO-TO-EUTRA(n,m)
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-HO-TO-EUTRA(n, m) ::= SEQUENCE {
	
	n is the number of AM RLC DRBs (1..N)

m is the number of UM RLC DRBs (0..M)
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 entries
	
	

	    srb-ToAddMod[1]
	SRB-ToAddMod-DEFAULT using condition SRB1
	See subclause 4.8.2
	

	    srb-ToAddMod[2]
	SRB-ToAddMod-DEFAULT using condition SRB2
	See subclause 4.8.2
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	n+m entries
	
	

	    drb-ToAddMod[k, k=1..n]
	DRB-ToAddMod-DEFAULT (k) using condition AM
	n AM RLC DRBs

See subclause 4.8.2
	

	    drb-ToAddMod[k, k=n+1..n+m]
	DRB-ToAddMod-DEFAULT (k) using condition UM
	m UM RLC DRBs

See subclause 4.8.2
	m>0

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  mac-MainConfig CHOICE {
	
	
	

	    explicitValue
	MAC-MainConfig-RBC using condition DRX_L (note)
	See subclause 4.8.2
	m=0

	
	MAC-MainConfig-RBC using condition DRX_S (note)
	See subclause 4.8.2
	m>0

	  }
	
	
	

	  sps-Config
	Not present
	
	

	  physicalConfigDedicated
	PhysicalConfigDedicated- DEFAULT using condition HO-TO-EUTRA
	See subclause 4.8.2
	

	}
	
	
	

	NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one RLC-UM bearer is configured, small DRX Cycle length is used.


	Condition
	Explanation

	m=0
	m is equal to zero

	m>0
	m is greater than zero

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA


<<Text Skipped here>>
4.6.5
Mobility control information elements

–
MobilityControlInfo-HO

Table 4.6.5-1: MobilityControlInfo-HO
	Derivation Path: 36.331 clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	MobilityControlInfo-HO ::= SEQUENCE {
	
	
	

	  targetPhysCellId
	Set according to specific message content
	
	

	  carrierFreq
	Set according to specific message content
	
	

	  carrierBandwidth
	Not present
	
	SAME-BW

	  carrierBandwidth SEQUENCE {
	
	
	DIFF-BW

	     dl-Bandwidth
	Same downlink bandwidth as used for target cell
	
	

	     ul-Bandwidth
	Not present
	
	

	}
	
	
	

	  additionalSpectrumEmission
	Not present
	
	

	
	
	
	

	  t304
	ms1000
	
	

	  newUE-Identity
	SS arbitrarily selects a value between ‘003C’H and ‘FFF2’H.
	
	

	  radioResourceConfigCommon
	RadioResourceConfigCommon-HO-TO-EUTRA
	
	

	  rach-ConfigDedicated
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	SAME-BW
	Source and target cell are configured with same bandwidth

	DIFF-BW
	Source and target cell are configured with different bandwidth


<<Text Skipped here>>
4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO or HO-TO-EUTRA

	 
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	Not present
	
	RBC or RBC-HO

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	RBC or RBC-HO

	  soundingRS-LLU-ConfigDedicated
	Not present
	
	SRB1 or HO-TO-EUTRA

	
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-HO or HO-TO-EUTRA

	
	Not present
	
	RBC

	  cqi-ReportConfig-v920
	Not present
	
	

	  antennaInfo-v920
	Not present
	
	

	  antennaInfo-r10
	Not present
	
	

	  antennaInfoUL-r10
	Not present
	
	

	  cif-Presence-r10
	FALSE
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	

	  csi-RS-Config-r10
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	Not present
	
	

	  pusch-ConfigDedicated-v1020
	PUSCH-ConfigDedicated-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  schedulingRequestConfig-v1020
	SchedulingRequestConfig-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1020
	SoundingRS-UL-ConfigDedicated-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	SCell_AddMod

	
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	SCell_AddMod

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note: For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover

	SCell_AddMod
	Addition or modification of SCell

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA


<<Text Skipped here>>
6.6B.1.1.1
Physical Layer configurations

Table 6.6B.1.1.1-1: PhysicalConfigDedicated-DEFAULT
	Derivation Path: TS 36.508 clause 4.8.2.1.6, Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO or HO-TO-EUTRA

	  soundingRS-UL-ConfigDedicated
	SoundingRS-UL-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC or RBC-HO or HO-TO-EUTRA

	}
	
	
	


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA
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