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	Reason for change:
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	In this test case, ETWS notifications are carried on HS-DSCH.

It is considered that no UE manufacturer will develop the UE supporting FDD, ETWS and HS-PDSCH reception in CELL_PCH and URA_PCH, because no operator will use such configuration. Therefore, this test case is not needed.

	
	

	Summary of change:
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	-
Removed applicability for test case 8.1.1.14.
-
Removed condition used for test case 8.1.1.14.
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not approved:
	Test case not demanded in the market will remain.
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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	<<many rows skipped here>>
	
	
	
	

	8.1.1.12
	Paging for Connection in connected mode (CELL_PCH) without HS-SCCH
	Rel-7
	C616
	UEs supporting FDD and HS-PDSCH in CELL_PCH and URA_PCH
	1 Execution: PS

	8.1.1.12a
	Paging for Connection in connected mode (CELL_PCH) without legacy PCH configured (1.28Mcps TDD)
	Rel-8
	C758
	UEs supporting 1.28Mcps TDD and HS-PDSCH in CELL_FACH
	1 Execution: PS

	8.1.1.13
	ETWS primary and secondary notification without security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state
	Rel-8 and Rel-9 only
	C679
	UE supporting FDD and ETWS and duplicate detection for ETWS in RRC
	1 Execution: PS

	8.1.1.14
	Void
	
	
	
	

	8.1.1.15
	Void
	
	
	
	

	8.1.1.16
	Void
	
	
	
	

	8.1.1.17
	Void
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Table 1a: Applicability of tests Conditions

	<<many rows skipped here>>

	C680
IF A 1/1 AND A.2/9 AND A.18a/32 THEN R ELSE N/A

	C681
IF A 1/1 AND A.2/9 AND A.18a/29 THEN R ELSE N/A

	C682
IF A 1/1 AND A.2/9 AND A.18a/29 AND A.18a/26 THEN R ELSE N/A

	C683
Void

	C684
IF A.1/3 AND A.18g/55 THEN R ELSE N/A

	C685
IF A.1/3 AND A.18g/56 THEN R ELSE N/A

	C686
IF A.1/3 AND A.18g/57 THEN R ELSE N/A

	<<many rows skipped here>>
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