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1. Introduction

In Rel-10, the SRVCC in alerting phase (aSRVCC) was introduced by [1]. This feature builds on the service continuity feature in release 8 by adding the ability to perform access transfer of media of an IM session in PS to CS direction in alerting phase for access transfers as specified in TS 23.216 [2].
Since this feature improves user experience and network performance, it is supposed that VoLTE capable NW and UEs will support this feature. Therefore we propose to add new test cases for this feature.
2. Discussion
For aSRVCC, following procedures are specified in TS 23.237 [3].
6.3.2.1.4c
PS-CS: PS to CS - Single Radio, incoming call in alerting phase
6.3.2.1.4d
PS-CS: PS to CS - Single Radio, outgoing call in alerting phase
Hence, we propose aSRVCC test cases related above procedure.
3. Proposal
We propose to add test cases (draft) to 36.523-1 Rel-10 work plan as follows:
	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	36.523-1 – Protocol Test cases
	
	
	
	
	
	
	

	13 Multi layer Procedures
	
	
	
	
	
	
	

	13.4 Mobility
	
	
	
	
	
	
	

	13.4.3 Inter-system mobility voice
	
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / MO call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / MO call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / MT call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / MT call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / Unsuccessful case / Retry on old cell / MO call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA voice to UTRA CS voice / Unsuccessful case / Retry on old cell / MT call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA PS voice + PS Data / HO cancelled / Notification procedure / MO call / aSRVCC
	
	
	
	
	
	

	
	36.523-1
	13.4.3.x
	Rel-10
	Inter-system mobility / E-UTRA PS voice + PS Data / HO cancelled / Notification procedure / MT call / aSRVCC
	
	
	
	
	
	

	13.4.4 Inter-system session management
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