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	Reason for change:
(

	For Japanese Bands MCC “442/443 should be used. ”Band XI test and Band XIX test this is has to be added in below sections: 

5.1.1.11
FDD reference test frequencies for Operating Band XI

5.1.1.19
FDD reference test frequencies for Operating Band XIX


	
	

	Summary of change:
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	a. Added below NOTE under 5.1.1.11
 FDD reference test frequencies for Operating Band XI

NOTE 1:
For Band XI testing, the Mobile Country Code shall be set to (MCC = '442/443').

b. Added below NOTE under 5.1.1.19
 FDD reference test frequencies for Operating Band XIX

NOTE 1:
For Band XIX testing, the Mobile Country Code shall be set to (MCC = '442/443').
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<Start of Modified Section>
5.1.1.11
FDD reference test frequencies for Operating Band XI

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	3487
	1430.4 MHz
	3712
	1478.4 MHz

	Mid Range
	3525
	1438.0 MHz
	3750
	1486.0MHz

	High Range
	3562
	1445.4 MHz
	3787
	1493.4MHz


For DC-HSDPA mode:

	Test Frequency ID
	HS-DSCH Cell
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	Serving Cell
	3487
	1430.4 MHz
	3712
	1478.4 MHz

	
	Secondary Serving Cell
	-
	-
	3737
	1483.4 MHz

	Mid Range
	Serving Cell
	3525
	1438.0 MHz
	3750
	1486.0 MHz

	
	Secondary Serving Cell
	-
	-
	3775
	1491.0 MHz

	High Range
	Serving Cell
	3562
	1445.4 MHz
	3787
	1493.4 MHz

	
	Secondary Serving Cell
	-
	-
	3762
	1488.4 MHz


NOTE 1:
For Band XI testing, the Mobile Country Code shall be set to (MCC = '442/443').

<End of Modified Section>

<Start of Modified Section>

5.1.1.19
FDD reference test frequencies for Operating Band XIX

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	387
	832.5 MHz
	787
	877.5 MHz

	Mid Range
	412
	837.5 MHz
	812
	882.5 MHz

	High Range
	437
	842.5 MHz
	837
	887.5 MHz


For DC-HSDPA mode:

	Test Frequency ID
	HS-DSCH Cell
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	Serving Cell
	387
	832.5 MHz
	787
	877.5 MHz

	
	Secondary Serving Cell
	-
	-
	812
	882.5 MHz

	Mid Range
	Serving Cell
	412
	837.5 MHz
	812
	882.5 MHz

	
	Secondary Serving Cell
	-
	-
	837
	887.5 MHz

	High Range
	Serving Cell
	-
	-
	-
	-

	
	Secondary Serving Cell
	-
	-
	-
	-


NOTE 1:
For Band XIX testing, the Mobile Country Code shall be set to (MCC = '442/443').
NOTE 2:
In DC-HSDPA mode only Low Range and Mid Range frequencies are specified since the available downlink bandwidth is only 15 MHz at Band XIX and hence the specified Low Range and Mid Range frequencies already cover the whole available downlink bandwidth.
<End of Modified Section>
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