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<Start of modified section>

4
Recommended Test Case Applicability
<Text skipped>
Table 1: Applicability of tests
	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	6
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.2
	PLMN selection of "Other PLMN / access technology combinations"; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.3
	PLMN selection; independence of RF level and preferred PLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.4
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.5
	PLMN selection of "Other PLMN / access technology combinations"; Automatic mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.7
	Cell reselection of ePLMN in manual mode
	R99
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.8
	PLMN selection in shared network environment, Automatic mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.9
	PLMN selection in shared network environment, Manual Mode
	Rel-6
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	6.1.1.10
	Presentation of additional information during PLMN selection; Manual mode
	Rel-7
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	6.1.1.11
	Void
	
	
	
	

	6.1.1.12
	Displaying EHPLMNs in manual mode
	Rel-7
	C01
	UEs supporting FDD
	1 Execution: CS+PS preferred

	
	
	
	C02
	UEs supporting TDD
	

	<Skipped Items>

	8.6.2.6
	Logged MDT / Release of logged MDT measurement configuration / Reception of new logged measurement configuration, Detach or UE power off
	Rel-10
	C833
	UE Supporting  logged measurement in Idle mode and PCH States
	

	8.7.1.1
	Intra-UTRA / Intra-frequency ANR measurement, logging and reporting in IDLE Mode / RSCP Absolute Threshold
	Rel-10
	C829
	UEs supporting FDD and UTRAN ANR measurement
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.7.1.2
	Intra-UTRA / Intra-frequency ANR measurement, logging and reporting in CELL_PCH / Ec/N0 Absolute Threshold
	Rel-10
	C829
	UEs supporting FDD and UTRAN ANR measurement
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	8.7.1.3
	Intra-UTRA / Inter-frequency ANR measurement, logging and reporting in URA_PCH / RSCP Relative Threshold
	Rel-10
	C829
	UEs supporting FDD and UTRAN ANR measurement
	1 or 2 Executions: CS ( only if CS call establishment is supported ), PS

	<Skipped Items>
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