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5.1.1.22
FDD reference test frequencies for Operating Band XXII

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	4438
	3412.6
	4663
	3512.6

	Mid Range
	4625
	3450
	4850
	3550

	High Range
	4812
	3487.4
	5037
	3587.4


For DC-HSDPA mode:

	Test Frequency ID
	HS-DSCH Cell
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	Serving Cell
	4438
	3412.6
	4663
	3512.6

	
	Secondary Serving Cell
	-
	-
	4688
	3517.6

	Mid Range
	Serving Cell
	4625
	3450
	4850
	3550

	
	Secondary Serving Cell
	-
	-
	4875
	3555

	High Range
	Serving Cell
	4812
	3487.4
	5037
	3587.4

	
	Secondary Serving Cell
	-
	-
	5012
	3582.4


5.1.1.23
FDD reference test frequencies for Operating Band XXIII

FFS

5.1.1.24
FDD reference test frequencies for Operating Band XXIV

FFS

5.1.1.25
FDD reference test frequencies for Operating Band XXV

	Test Frequency ID
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	4888
	1852.6
	5113
	1932.6

	Mid Range
	5037
	1882.4
	4962
	1962.4

	High Range
	5187
	1847.4
	5412
	1992.4


For DC-HSDPA mode:

	Test Frequency ID
	HS-DSCH Cell
	UARFCN
	Frequency of Uplink
	UARFCN
	Frequency of Downlink

	Low Range
	Serving Cell
	4888
	1852.6
	5113
	1932.6

	
	Secondary Serving Cell
	-
	-
	5138
	1937.6

	Mid Range
	Serving Cell
	5037
	1882.4
	4962
	1962.4

	
	Secondary Serving Cell
	-
	-
	4987
	1967.4

	High Range
	Serving Cell
	5187
	1847.4
	5412
	1992.4

	
	Secondary Serving Cell
	-
	-
	5387
	1987.4


5.1.2
TDD Mode Test frequencies

UTRA/TDD is designed to operate in one of three unpaired bands (3GPP TS 25.102 [12]). The reference test frequencies for the common test environment for each of the 3 operating bands are defined in the following tables:
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