Page 1



3GPP TSG-RAN5 Meeting #56 
(
R5-123941
Qingdao, P.R.China, 13 – 17 August 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.521-3
	CR
	-
	(

rev
	-
	(

Current version:
	10.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of new TC 8.15.3 E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps

	
	

	Source to WG:
(

	Huawei, Clearwire

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_RF
	
	Date: (

	2012-07-13

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	The conformance and test requirement for RRM test scenario “E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps” is defined in RAN4 core spec TS 36.133 Clause 8.1.2.3.8 and A.8.15.3, but the corresponding RAN5 test case is missing in test spec 36.521-3.

	
	

	Summary of change:
(

	Added the new test case “E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps”.

	
	

	Consequences if 
(

not approved:
	This new test case will not be covered in the test specification.

	
	

	Clauses affected:
(

	8.15.3 (New)

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	X
	
	 Test specifications
	TS 36.521-2

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<< Unchanged sections omitted >>
8.15.3
E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined.

· For the test requirements with [] is awaiting RAN4 decision
8.15.3.1
Test purpose

To verify the requirement for identification of a new CGI of E-UTRA cell with autonomous gaps.
8.15.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward with support of CSG of E-UTRA TDD and inter-frequency SI acquisition for HO. Applicability requires support for FGI bit 25.
8.15.3.3
Minimum conformance requirements

No explicit neighbour list is provided to the UE for identifying a new CGI of E-UTRA cell. The UE shall identify and report the CGI when requested by the network for the purpose of ‘reportCGI’. The UE may make autonomous gaps in both downlink reception and uplink transmission for receiving MIB and SIB1 message according to section 5.5.3.1 of 36.331 [5]. Note that a UE is not required to use autonomous gap if si-RequestForHO is set to false. If autonomous gaps are used for measurement with the purpose of ‘reportCGI’, regardless of whether DRX is used or not, the UE shall be able to identify a new CGI of E-UTRA cell within: 
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Where


Tbasic_identify_CGI, inter = 150 ms. This is the time period used in the above equation where the maximum allowed time for the UE to identify a new CGI of E-UTRA cell is defined.
A cell shall be considered identifiable following conditions are fulfilled:
-
RSRP related side conditions given in TS36.133[4]  Section 9.1 are fulfilled for a corresponding Band,

-
SCH_RP and SCH Ês/Iot according to TS36.133[4] Annex B.2.4 for a corresponding Band.
The requirement for identifying a new CGI of an E-UTRA cell within Tbasic_identify_CGI,inter is applicable when no DRX is used as well as when all the DRX cycles specified in 3GPP TS 36.331 [5] are used.
Given that continuous DL data allocation and no DRX is used, and no measurement gaps are configured, the UE shall have more than [60] ACK/NACKs transmitted during the identification of a new CGI of E-UTRA cell.
The ECGI reporting delay occurs due to the delay uncertainty when inserting the ECGI measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. In case DRX is used, the ECGI reporting may be delayed until the next DRX cycle.

The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.8 and A.8.15.3.
8.15.3.4
Test description

8.15.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14.

2. The general test parameter settings are set up according to Table 8.15.3.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.15.3.4.3.

5. There is one E-UTRA FDD carrier and one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.15.3.4.1-1: General test parameters for E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Parameter
	Unit
	Value
	Comment

	Cell1 PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	Cell1 PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	Cell2 PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2

	Cell2 PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2

	E-UTRA RF channel number
	
	1, 2
	One FDD and one TDD carrier frequency are used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1.

	Neighbour cell
	
	Cell 2
	Cell 1 is on RF channel number 2.

	CP length
	
	Normal
	

	Cell 2 Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211[9].

	Cell 2 Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211[9].

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1.

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	DRX
	
	OFF
	

	si-RequestForHO
	
	TRUE
	As specified in section 5.5.3.1 in TS 36.331[5].

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	(10
	

	T3
	s
	5
	


8.15.3.4.2
Test procedure

The test comprises of one active cell and one neighbour cell. PDCCHs indicating new transmissions should be sent continuously to ensure that the UE would have ACK/NACK sending during identifying a new CGI of E-UTRAN cell. The test consists of three successive time periods, with time durations of T1, T2 and T3 respectively. At the start of time duration T1, the UE does not have any timing information of cell 2. Gap pattern configuration is configured before T2 begins to enable inter-frequency monitoring. Starting T2, cell 2 becomes detectable and the UE is expected to detect and send a measurement report.

1. Ensure the UE is in 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to T1 in Table 8.15.3.5-1. Propagation conditions are set according to Annex B clauses B.1.1. T1 starts.
3. The SS shall transmit an RRCConnectionReconfiguration with event A3 configured message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.15.3.5-1.

6. The UE shall transmit a MeasurementReport message triggered by Event A3.

7. The SS shall transmit an RRCConnectionReconfiguration message during period T2, The RRC message shall create a measurement report configuration with purpose reportCGI and si-RequestForHO set to TRUE.
8. The SS shall start T3 timer when the last TTI containing the RRC message implying SI reading is sent to the UE.

9. The UE shall transmit RRCConnectionReconfigurationComplete message.
10. The UE shall transmit a MeasurementReport message containing the cell global identifier of cell 2 within [170] milliseconds from the start of T3. The UE shall be scheduled continuously throughout the test, and from the start of T3 until [170] ms at least [42] ACK/NACK shall be detected as being transmitted by the UE. If the overall delays measured from the beginning of time period T3 is less than [170] ms, and the UE have more than [42] ACK/NACKs transmitted from the start of T3 until [170] ms, then the number of successful tests is increased by one. If the UE fails to report the cell global identifier within the overall delays measured requirement, or the UE have less than [42] ACK/NACKs transmitted from the start of T3 until [170] ms, then the number of failure tests is increased by one.

11. After the SS receives the MeasurementReport message in step 10) or when T3 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

12. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.

13. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A (if the paging fails, switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3),
or
- switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
14. Repeat step 2-13 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
8.15.3.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.15.3.4.3-1: Common Exception messages for E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-7

Table H.3.1-9


Table 8.15.3.4.3-2: ReportConfigEUTRA-A3: Additional E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step3)
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave 
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.15.3.4.3-3: MeasResults: Additional E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultPCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA
	
	

	   }
	
	
	

	}
	
	
	


Table 8.15.3.4.3-4: MeasResultListEUTRA: Additional E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step6)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	 
	

	    rsrpResult
	
	Set according to specific test INTEGER(0..97)
	

	    rsrqResult 
	
	Set according to specific test INTEGER(0..34)
	

	  }
	
	
	

	}
	
	
	


Table 8.15.3.4.3-5: ReportConfigEUTRA-PERIODICAL: Additional E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step7)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-PERIODICAL ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    periodical SEQUENCE {
	
	
	

	      purpose 
	reportCGI
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	infinity
	
	

	si-RequestForHO-r9
	setup
	
	

	}
	
	
	


Table 8.15.3.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test requirement (step9)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	cgi-Info SEQUENCE{
	
	
	

	cellGlobalId SEQUENCE{
	
	
	

	  plmn-Identity
	plmn-Identity
	
	

	  cellIdentity
	cellIdentity
	
	

	}
	
	
	

	trackingAreaCode
	
	
	

	plmn-IdentityList
	
	
	

	}
	
	
	

	  measResult SEQUENCE {
	
	 
	

	    additionalSI-Info-r9 SEQUENCE{
	
	
	

	       csg-MemberStatus-r9

	
	Indicates whether or not the UE is a member of the CSG of the neighbour cell.
	

	       csg-Identity-r9
	
	identify a Closed Subscriber Group
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.15.3.5
Test requirement

Tables 8.15.3.4.1-1 and 8.15.3.5-1 define the primary level settings including test tolerances for E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps test.

Table 8.15.3.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and in D.1.2 (OP.2  FDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	OP.2 FDD
	OP.2 FDD
	OP.2 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	4+TT
	4+TT
	4+TT
	-Infinity
	7+TT
	7+TT
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 Note 2
	dBm/15 KHz
	-98
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	dB
	4
	4
	4
	-Infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-94+TT
	-94+TT
	-94+TT
	-Infinity
	-91+TT
	-91+TT

	SCH_RP Note3
	dBm/15 KHz
	-94+TT
	-94+TT
	-94+TT
	-Infinity
	-91+TT
	-91+TT

	Propagation Condition 
	
	AWGN

	Note 1: OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and OCNG Patterns defined in D.2.2 (OP.2 TDD)
	
	OP.1 FDD
	OP.1 FDD
	OP.1 FDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_PB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_PB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	4+TT
	4+TT
	4+TT
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 Note 2
	dBm/15 KHz
	-98

	
[image: image8.wmf]oc

s

N

Ê


	dB
	4
	4
	4
	-Infinity
	7
	7

	RSRP Note 3
	dBm/15 KHz
	-94+TT
	-94+TT
	-94+TT
	-Infinity
	-91+TT
	-91+TT

	SCH_RP Note3
	dBm/15 KHz
	-94+TT
	-94+TT
	-94+TT
	-Infinity
	-91+TT
	-91+TT

	Propagation Condition 
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The UE shall transmit a measurement report containing the cell global identifier of cell 2 within [170] milliseconds from the start of T3.

Test requirement = RRC Procedure delay + 
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GI,

identify_C

T

+ reporting delay

= 15 + [150] + 2ms from the start of T3

= [167] ms, allow [170] ms.

The UE shall be scheduled continuously throughout the test, and from the start of T3 until [170] ms at least [60] ACK/NACK shall be detected as being transmitted by the UE.

For the test to pass, the total number of successful tests shall be more than 90% of the cases with a confidence level of 95%.

NOTE:
The overall [80] ACK/NACK number is caused by two parts. Firstly, at least [60] ACK/NACK shall be sent during identifying the cell global identifier of cell 2 according to the requirement in TS 36.133[4] Section 8.1.2.3.5.1. Secondly, given that continuous DL data allocation, and the measurement gaps have been deconfigured before the start of T3, additional [20] ACK/NACK shall be sent from the start of T3 until [170] ms excludes [150] ms for identifying the cell global identifier of cell 2.
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