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1
Introduction
In RAN5#56, it is agreed that no requirement of UE mode of operation for IMS TCs is added in [1].
For both IMS Voice and CS Voice capable UE, it will pass IMS TCs with current test configuration, but it may fail CSFB, SMS over SGs and Extended Service Request TCs depending on UE implementation.

2
Discussion
2.1
Voice domain preference for E-UTRAN
From IR.92 [2] Annex A.2 Domain Selection, it is considered that Voice domain preference for E-UTRAN is set to "IMS PS Voice preferred, CS Voice as secondary".

The network and the UE must support the IMS voice over PS session supported indication as specified in TS 23.401 (section 4.3.5.8) in 3GPP Release 8.

An UE must perform voice domain selection for originating sessions with the setting of “IMS PS Voice preferred, CS Voice as secondary” as specified in TS 23.221, Section 7.2a and must perform the procedures in TS 24.301.

Note 1: The behaviour of UEs with the setting “IMS PS Voice preferred, CS Voice as secondary” is illustrated in TS 23.221, Annex A.2.

In current test configuration, ATTACH ACCEPT and TAU ACCEPT messages indicate always "IMS voice over PS session in S1 mode supported". Therefore, when the user initiates the voice call, the both IMS Voice and CS Voice capable UE tries to uses IMS, i.e. the UE fails CSFB MO call TCs, if the UE performs access domain selection for each originating voice call according to Voice domain preference for E-UTRAN set to "IMS PS Voice preferred, CS Voice as secondary".
In current CSFB TC e.g. 36.523-1[3] 13.1.2, the trigger for originating voice call is described as "A CS call is initiated". However we think it is not clear whether the all UEs can change the priority of voice domain in some way (e.g. the UE can select IMS or CS domain directly depending on UE implementation, or Voice domain preference for E-UTRAN is pre-configurable) in conformance test.
If the UE can not select voice domain in any way, we think CSFB, MO SMS over SGs and Extended Service Request TCs, and the generic procedures specified in 36.508 cl. 4.5 should be modified for the UE to perform CSFB related procedure in CSFB related TCs.
Note:
According to TS 23.221[4] cl. 7.2a and Annex A.2.1, the UE with the setting "IMS PS Voice preferred, CS Voice as secondary" may perform EPS only attach firstly even though the UE supports CSFB (i.e. the UE may not perform combined EPS/IMSI attach procedure). So we think the generic procedure for registration specified in 36.508 cl. 4.5 should be modified.
3
Proposal
We would like to ask to chipset/UE vendors whether UE can change the priority of voice domain in any way in conformance test or not.
It is propose that RAN5 should modify CSFB, MO SMS over SGs and Extended Service Request TCs, and the generic procedures specified in 36.508 cl. 4.5 if the all UEs can not change the priority of voice domain in any way in conformance test.
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