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1. Introduction
The test coverage for feature “Default Configuration in Cell_FACH” is missing in TS 34.123-1.
2. Discussion
The feature “Default Configuration in Cell_FACH” was first introduced in Rel-8. There have been some issues with this feature in Rel-8, therefore RAN-2 agreed to remove this from Rel-8 spec.
It was again re-introduced in Rel-9 with appropriate modification to rectify the identified issues with Rel-8 core spec.

It is important to mention that this feature is mandatory according to Rel-9 core spec. A Rel-9 certified UE needs to support this feature. 
Currently there are no test cases in conformance to test this feature. In absence of the test cases a Rel-9 UE can never be certified. 
To meet the industry expectations and missing test coverage , we believe “Default Configuration in Cell_FACH” test cases should be part of the RAN5 test spec.    
3. Proposal
It is suggested to add rel-9 “Default Configuration in Cell_FACH” test cases to the UTRA test suite.
4. References

	  TS
	  Clause
	 Rel
	  Title
	  Scope
	 Company
	 Target
	 Status

	34.123-1 – Protocol Test cases

	34.123-1
	8.1.2.27
	Rel-9
	RRC Connection Establishment using the default configuration#23 for HS-DSCH / E-DCH signalling bearers 
	To verify the Default FACH configuration in RRC Connection Setup message. 
	Renesas
	RAN5#57
	

	34.123-1
	8.2.2.84
	Rel-9
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH and from CELL_DCH to CELL_FACH: Success (Seamless SRNS relocation, without pending of ciphering, frequency modification, Default radio configuration for Cell_FACH)
	To verify that RADIO BEARER RECONFIGURATION message is used for UE state transition from Cell_DCH to Cell_FACH with the signalling of pre-configuration in the case of SRNS relocation.


	Renesas
	RAN5#57
	

	34.123-2

	34.123-2
	 -
	Rel-9
	Addition of applicability for new Test Case 8.1.2.27 testing default configuration#23.
	To define the  applicability statement for test cases 8.1.2.27
	Renesas
	RAN5#57
	

	34.123-2
	 -
	Rel-9
	Addition of applicability for new Test Case 8.2.2.84 testing default configuration for Cell_FACH
	To define the  applicability statement for test cases 8.2.2.84
	Renesas
	RAN5#57
	


[1] 3GPP TS 25.331: “Radio Resource Control (RRC)”.
