3GPP TSG-RAN WG5 Meeting #56
(
R5-125527
QuingDao, CN, 13-17 Aug., 2012
	CR-Form-v10

	CHANGE REQUEST

	

	(

	34.123-1
	CR
	CRnum
	(

rev
	-
	(

Current version:
	10.2.2
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update test cases of Elementary procedures for LTE capable UEs  (TCs in section  9 and 12)

	
	

	Source to WG:
(

	Fujitsu, NEC, MCC TF160

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI8_Test
	
	Date: (

	2012-10-26

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	At each test case in this CR, if the UE under test is an LTE capable one and when it sends an attach request or Routing Area Update（RAU) Request/Reject,  and then receives ‘attach not accepted’ with either of ‘Illegal MS(Cause #3)’, ‘GPRS service not allowed (cause #7)’ or  ‘GPRS services and non-GPRS services not allowed(Cause #8)’, it should invalidate its USIM as specified in section 4.7.3.1.4 of TS24.008. If it happens for a Rel-8 LTE capable UE supporting CS voice immergency call, it should disable LTE RAT as specified in section 4.1 of TS36.304 (Rel-8) and as a consequence, the UE may temporarily disable all the RATs once and may send signallingConnectionReleaseIndication optionally. This possble UE behaviour is not clearly captured in the current test cases.

	
	

	Summary of change:
(

	· Introduced a note into section 9 which captures the above mentioned UE behaviour.
· For step 2 and step 3 in the elementary procedure specified in section 9, added reference to the note in section 9 
· Introduced a note into section 12.1 which captures the above mentioned UE behaviour.

· Introduced reference to the note in section 12.1 into each corresponding step (other steps than autonomously covered by the note in section 12.1) 
· Editorial changes are made to correct typos in section 9.

	
	

	Consequences if 
(

not approved:
	UEs implemented with reasonable behaviour may fail to pass the test.

	
	

	Clauses affected:
(

	9, 12.2.1.2, 12.2.1.3, 12.2.2.5, 12.2.2.6

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


<Start of modified section>

9
Elementary procedures of mobility management

The tests are based on TS 24.008.

In this clause, when the expected sequence require that "a mobile originated CM connection is attempted", it shall be for a service other than emergency call.

In this clause, an initial CM message is either a SETUP message, a REGISTER message or a CP-DATA message (in that case the acknowledged mode of operation on SAPI 3 will be established and this message will be sent on SAPI 3).

All tests in this clause shall only be performed in Network Mode of Operation II, unless specifically specified otherwise in individual sub-clauses.

All test cases in this clause shall be performed either in CS mode or in CS and PS mode. 

If the test cases are to be executed in CS and PS mode the System Simulator behaviour in PS mode should reflect the behaviour of a real network. This means that test cases which initially force the UE into the MM IDLE UPDATED state should force the UE in parallel to enter the GMM REGISTERED state. Test cases which initially reject a UE’s attempt to get CS registered, should as well reject a UE’s attempt to get PS registered. 

The following consequences arise from supporting this type of behaviour:

1.
GMM ATTACH REQUEST messages received in the preamble should be accepted and bring the UE into the GMM REGISTERED state

2.
subsequent GMM ATTACH REQUEST messages received in the test body should be rejected with Cause value = 7 ‘GPRS services not allowed’ (see NOTE).
3.
within the test body GMM ROUTING AREA UPDATE REQUEST messages may be received and should be acknowledged resp. rejected the same way as the corresponding LOCATION AREA UPDATING REQUEST messages (see NOTE). 

4.
GMM DETACH REQUEST messages received within the test body should be acknowledged

5.
if, at the beginning of a test case, a UE attempts to register in CS mode, and this attempt is rejected,  the parallel attempt to register in PS mode should be rejected with the same cause as used to reject the CS registration

In PS mode the UE may attach automatically or not. This should be accounted for by the System Simulator. A manual Attach UE will not be triggered to perform PS registration for subsequent switch on of the UE, in the test body.

Any GMM signalling shown in the Expected Sequence Tables in the following sections is purely informative and shall not be considered to be part of the test purpose or test requirement.
NOTE: 
A Rel-8 or later UE supporting E-UTRA and CS voice emergency call, the UE may send ‘signallingConnectionReleaseIndication’ upon receipt of an ATTACH REJETC or a ROUTING AREA UPDATE REJECT message with one of the following causes: ‘Illegal MS (cause #3)’, ’GPRS service not allowed (cause #7)’ or ‘GPRS services and non-GPRS services not allowed (cause #8)’.
<End of modified section>

<Start of modified section>

12
Elementary procedure for Packet Switched Mobility Management

12.1
Applicability, default conditions and default messages

All test cases for PS mobility management apply for all PS mobiles unless otherwise stated in a specific test. Within each test case, the ICS statement indicates whether the test shall be performed for mobiles that can only operate in mode - class A, only in mode - class C , or in both mode - class A and C. For some procedures, the mobile class is of no importance.

Note that only the layer 3 messages are described in the document. The mapping of the layer 3 messages to lower layers and the use of logical channels is not described in the present document.

The terms 'PS/CS mode of operation' and 'PS mode of operation' are not used in the present document with some exceptions. Instead the terms 'UE operation mode A' and 'UE operation mode C' are used.

If UE supports mode  A and C; the operation mode change from C to A during the test and the resulting signalling caused by the mode change, are out of test scope and up to implementation.

The default conditions and default message contents not specified in this clause must be set as in "PS default conditions"

Below is a list of the RAI values and the corresponding RAC, LAC and MCC used in the test cases:

RAI-1: MCC1/MNC1/LAC1/RAC1 
(Used if only one cell)

RAI-2: MCC2/MNC1/LAC1/RAC1

RAI-3: MCC1/MNC1/LAC2/RAC1

RAI-4: MCC1/MNC1/LAC1/RAC2

RAI-5: MCC1/MNC1/LAC1/RAC3

RAI-6:
 MCC2/MNC1/LAC2/RAC1

RAI-7: MCC2/MNC1/LAC1/RAC2 

RAI-8: MCC1/MNC2/LAC1/RAC1

RAI-9: MCC1/MNC2/LAC2/RAC1

RAI10: MCC1/MNC2/LAC1/RAC2

RAI-11: MCC1/MNC3/LAC1/RAC1

RAI-12: MCC1/MNC1/LAC2/RAC2

If the User Equipment initial condition specifies that the mobile has a valid IMSI but the initial condition does not mention P-TMSI, than that shall be interpreted as that the mobile has no valid P-TMSI.

The tests are based on 3GPP TS 24.008.
NOTE: 
A Rel-8 or later UE supporting E-UTRA and CS voice emergency call, the UE may send ‘signallingConnectionReleaseIndication’ upon receipt of an ATTACH REJETC or a ROUTING AREA UPDATE REJECT message with one of the following causes: ‘Illegal MS (cause #3)’, ’GPRS service not allowed (cause #7)’ or ‘GPRS services and non-GPRS services not allowed (cause #8)’.
<End of modified section>
<Start of modified section>

12.2.1.2
PS attach / rejected / IMSI invalid / illegal UE

12.2.1.2.1
Definition

12.2.1.2.2
Conformance requirement

1)
If the network rejects a PS attach procedure from the User Equipment with the cause 'Illegal MS, the User Equipment shall consider USIM invalid for PS services until power is switched off or USIM is removed.

2)
If the network rejects a PS attach procedure from the User Equipment with the cause 'Illegal MS the User Equipment shall delete the stored RAI, PS-CKSN, P-TMSI and P-TMSI signature.

3) 
If the network rejects a PS attach procedure from the User Equipment with the cause 'Illegal MS, the User Equipment shall delete the LAI.

Reference

3GPP TS 24.008 clause 4.7.3.1.

12.2.1.2.3
Test purpose

To test the behaviour of the UE if the network rejects the PS attach procedure of the UE with the cause 'illegal MS.

12.2.1.2.4
Method of test

Initial condition

System Simulator:


Three cells (not simultaneously activated), cell A with MCC1/MNC1/LAC1/RAC1 (RAI-1), cell B in


MCC1/MNC1/LAC2/RAC1 (RAI-3), cell C in MCC2/MNC1/LAC1/RAC1 (RAI-2).


All three cells are operating in network operation mode II (in case of UE operation mode A).


The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE in all cells.

NB: i) Cell C will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-1.


The UE has been registered in the CS domain.

Related ICS/IXIT statements


Support of PS service Yes/No


UE operation mode C Yes/No


UE operation mode A Yes/No (only if mode C not supported)


Switch off on button Yes/No


Automatic PS attach procedure at switch on or power on Yes/No

Test procedure

The SS rejects a PS attach with the cause value 'Illegal MS'. The SS checks that the UE does not perform PS attach in the same or another PLMN.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	UE
	
	The UE is set in UE operation mode C (see ICS). 


The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE) in all cells.

	2
	SS
	
	The SS is set in network operation mode II.

Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

Set the cell type of cell C to the "Non-Suitable cell".

(see note)

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	
	Void
	

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-1

	5
	  <-  
	ATTACH REJECT
	GMM cause = 'Illegal MS'.
See NOTE in clause 12.1.

	
	
	
	The following messages are sent and shall be received on cell B.

	6
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	7
	UE
	
	Cell B is preferred by the UE.

	8
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	9
	UE
	
	The UE initiates an attach by MMI or by AT command.

	10
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	
	
	
	The following messages are sent and shall be received on cell C.

	11
	SS
	
	Set the cell type of cell B to the "Non-Suitable cell".

Set the cell type of cell C to the "Serving cell".

(see note)

	12
	UE
	
	Cell C is preferred by the UE. 

	13
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	14
	UE
	
	The UE initiates an attach by MMI or by AT command.

	15
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	16
	UE
	
	If possible (see ICS) switch off is performed. Otherwise the power is removed.

	17
	UE
	
	The UE is powered up or switched on.

	18
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.
SS allocates Mobile identity = TMSI-1.

	19
	UE
	
	The UE initiates an attach (see ICS).

	20
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	20a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	20b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	20c
	SS
	
	The SS starts integrity protection.

	21
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-2

	22
	  -> 
	ATTACH COMPLETE
	

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.1.2.5
Test requirements
At step4, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with the information elements specified in the above Expected Sequence.

At step8, 10, 13 and 15, UE shall: 

-
not send the ATTACH REQUEST message to SS, even if there is an instruction of attach request from MMI or from AT command. 

At step20, UE shall:

-
initiate the PS attach procedure with the information elements specified in the above Expected Sequence.

<End of modified section>

<Start of modified section>

12.2.1.3
PS attach / rejected / IMSI invalid / PS services not allowed

12.2.1.3.1
Definition

12.2.1.3.2
Conformance requirement

1)
If the network rejects a PS attach procedure from the User Equipment with the cause 'GPRS services not allowed', the User Equipment shall consider USIM invalid for PS services until power is switched off or USIM is removed.

2)
If the network rejects a PS attach procedure from the User Equipment with the cause 'GPRS services not allowed' the User Equipment shall delete the stored RAI, PS-CKSN, P-TMSI and P-TMSI signature.

Reference

3GPP TS 24.008 clause 4.7.3.1.

12.2.1.3.3
Test purpose

To test the behaviour of the UE if the network rejects the PS attach procedure of the UE with the cause 'GPRS services not allowed' (no valid PS-subscription for the IMSI).

12.2.1.3.4
Method of test

Initial condition

System Simulator:


Two cells (not simultaneously activated), cell A in MCC1/MNC1/LAC1/RAC1 (HPLMN, RAI-1) and cell B in MCC2/MNC1/LAC1/RAC1 (RAI-2). 
Both cells are operating in network operation mode II. 
The SIB1 IE "CN domain specific NAS system information", for the CS Domain, is set to value "00 00" (T3212 value is set to 0 and ATT flag is set to FALSE) in both cells.

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.

User Equipment:


The UE has a valid P-TMSI-1 and RAI-1.

Related ICS/IXIT statements


Support of PS service Yes/No


UE operation mode C Yes/No


UE operation mode A Yes/No


USIM removal possible without powering down Yes/No


Switch off on button Yes/No


Automatic PS attach procedure at switch on or power on Yes/No

Test procedure

The SS rejects a normal attach with the cause value 'GPRS services not allowed'. The SS checks that the UE does not perform PS attach in another PLMN.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	2
	UE
	
	The UE is set in UE operation mode C (see ICS). If UE operation mode C not supported, goto step 17.

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	3a
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = P-TMSI-1

Old Routing area identity = RAI-1

	5
	  <-  
	ATTACH REJECT
	GMM cause = 'GPRS services not allowed'.

See NOTE in clause 12.1

	5a
	SS
	
	The SS releases the RRC connection.

	
	
	
	The following messages are sent and shall be received on cell B.

	6
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	7
	UE
	
	Cell B is preferred by the UE.

	7a
	UE
	Registration on CS
	See TS 34.108

This is applied only for UE in UE operation mode A.

	8
	UE
	
	No ATTACH REQUEST sent to the SS
(SS waits 30 seconds).

	9
	UE
	
	If possible (see ICS) USIM removal is performed. Otherwise if possible (see ICS) switch off is performed. Otherwise the power is removed.

	10
	UE
	
	The UE gets the USIM replaced, is powered up or switched on and initiates an attach (see ICS).

	10a
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to "Registration".

	11
	  -> 
	ATTACH REQUEST
	Attach type = 'GPRS attach'

Mobile identity = IMSI

	11a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	11b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	11c
	SS
	
	The SS starts integrity protection.

	12
	  <-  
	ATTACH ACCEPT
	Attach result = 'GPRS only attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

Routing area identity = RAI-2

	13
	  -> 
	ATTACH COMPLETE
	

	14
	UE
	
	The UE is switched off or power is removed (see ICS).

	15
	  -> 
	DETACH REQUEST
	Message not sent if power is removed.

Detach type = 'power switched off, GPRS detach'

	15a
	SS
	
	The SS releases the RRC connection. If no RRC CONNECTION RELEASE COMPLETE message have been received within 1 second then the SS shall consider the UE as switched off .

	16
	
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	17
	UE
	
	The UE is set in UE operation mode A(see ICS) and the test is repeated from step 3 to step 15.

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.1.3.5
Test requirements
At step4, when the UE is powered up or switched on, UE shall:

-
initiate the PS attach procedure with information elements specified in the above Expected Sequence.

At step8, UE shall:

-
not perform a PS attach procedure.

At step11, after the UE is switched on or a USIM is replaced, UE shall:

-
perform the PS attach procedure.

<End of modified section>

<Start of modified section>

12.2.2.5
Combined PS attach / rejected / PS services and non-PS services not allowed

12.2.2.5.1
Definition

12.2.2.5.2
Conformance requirement

1)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services and non-GPRS services not allowed', the User Equipment shall consider USIM invalid for PS and non-PS services until power is switched off or USIM is removed.

2)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services and non-GPRS services not allowed', the User Equipment shall delete the stored TMSI, LAI, CSKN, RAI, PS-CKSN, P-TMSI and P-TMSI signature.

Reference

3GPP TS 24.008 clause 4.7.3.2.

12.2.2.5.3
Test purpose

To test the behaviour of the UE if the network rejects the combined PS attach procedure of the UE with the cause 'GPRS services and non-GPRS services not allowed'.

12.2.2.5.4
Method of test

Initial condition

System Simulator:

-
Two cells (not simultaneously activated), cell A in MCC1/MNC1/LAC1/RAC1 (RAI-1) and cell B in MCC2/MNC1/LAC1/RAC1 (RAI-2).  
Both cells are operating in network operation mode I. 

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.

User Equipment:

-
The UE has a valid TMSI-1, P-TMSI-1 and RAI-1.

Related ICS/IXIT statements

-
Support of PS service 
Yes/No
UE operation mode A 
Yes/No 
Switch off on button 

Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No

Test procedure

The SS rejects a PS attach with the cause value 'GPRS services and non-GPRS services not allowed'. The SS checks that the UE does not perform PS attach in the same or another PLMN. CS services are not possible as the USIM is blocked for CS services. PS services are not possible as the USIM is blocked for PS services.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	2
	UE
	
	The UE is set in UE operation mode A (see ICS).

	3
	UE
	
	The UE is powered up or switched on and initiates an attach (see ICS). Cell A is preferred by the UE.

	4
	  -> 
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =P-TMSI-1

Old Routing area identity = RAI-1

	5
	  <-  
	ATTACH REJECT
	GMM cause 'GPRS services and non-GPRS services not allowed'.

See NOTE in clause 12.1

	6
	UE
	
	The SS verifies that the UE does not attempt to access the network.
(SS waits 30 seconds).

	7
	  <-  
	PAGING TYPE1
	Mobile identity = IMSI 

Paging order is for CS services.

	8
	UE
	
	The UE shall not initiate an RRC connection. This is checked during 3 seconds. 

	9
	  <-  
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging order is for PS Paging.

	10
	UE
	
	No response from the UE to the request.

This is checked for 10 seconds

	11
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	12
	
	(void)
	

	13
	UE
	
	The SS verifies that the UE does not attempt to access the network.
(SS waits 30 seconds).

	14
	  <-  
	PAGING TYPE1
	Mobile identity = IMSI

Paging order is for CS services.

	15
	UE
	
	The UE shall not initiate an RRC connection. This is checked during 3 seconds. 

	16
	  <-  
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging order is for PS services.

	17
	UE
	
	No response from the UE to the request. This is checked for 10seconds. 

	18
	UE
	
	If possible (see ICS) switch off is performed. Otherwise the power is removed.

	19
	UE
	
	The UE is powered up or switched.

	20
	UE
	Registration on CS
	See TS 34.108 

This step is applied only for non-auto attach UE.

Location Update Procedure initiated from the UE. Parameter mobile identity is IMSI.

	21
	UE
	
	UE initiates an attach automatically (see ICS), by MMI or AT commands.

	22
	  -> 
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity = IMSI
TMSI status = no valid TMSI available

	22a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	22b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	22c
	SS
	
	The SS starts integrity protection.

	23
	  <-  
	ATTACH ACCEPT
	Attach result = 'Combined GPRS/IMSI attached'

Allocated P-TMSI = P-TMSI-1 

P-TMSI-1 signature

MS identity = TMSI-1

Routing area identity = RAI-2

	24
	  -> 
	ATTACH COMPLETE
	

	25
	  <-  
	PAGING TYPE1
	Mobile identity = TMSI-1

Paging order is for CS services.

	26
	  -> 
	RRC CONNECTION REQUEST
	

	27
	  <-  
	RRC CONNECTION SETUP
	

	28
	->
	RRC CONNECTION SETUP COMPLETE
	

	29
	  -> 
	PAGING RESPONSE
	Mobile identity = TMSI-1

	30
	  <-  
	 RRC CONNECTION RELEASE
	After sending of this message, the SS waits for disconnection of the CS signalling link.

	31
	->
	RRC CONNECTION RELEASE COMPLETE
	

	32
	  <-  
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging is for PS services.

	33
	->
	RRC CONNECTION REQUEST
	

	34
	<-
	RRC CONNECTION SETUP
	

	35
	->
	RRC CONNECTION SETUP COMPLETE
	

	36
	  -> 
	SERVICE REQUEST
	Service type = "paging response"

	37
	<-
	RRC CONNECTION RELEASE
	

	38
	->
	RRC CONNECTION RELEASE COMPLETE
	

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.2.5.5
Test requirements

At step4, when the UE is powered up or switched on, UE shall:

-
initiate the combined PS attach procedure with the information elements specified in the above Expected Sequence. 

At step8 and 14, when the UE receives the paging message for CS domain, UE shall:

-
not respond to the paging message for CS domain.

At step10 and 17, when the UE receives the paging message for PS domain, UE shall:

-
not respond to the paging message for PS domain.

At step22, when the UE is powered up or switched on, UE shall:

-
initiate the combined PS attach procedure.

At step29, when the UE receives the paging message for CS domain, UE shall:

-
respond to the paging message for CS domain by sending the PAGING RESPONSE message.

At step36, when the UE receives the paging message for PS domain, UE shall:

-
respond to the paging message for PS domain by sending the SERVICE REQUEST message.

<End of modified section>

<Start of modified section>

12.2.2.6
Combined PS attach / rejected / PS services not allowed

12.2.2.6.1
Definition

12.2.2.6.2
Conformance requirement

1)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services not allowed', the User Equipment shall consider USIM invalid for PS services until power is switched off or USIM is removed.

2)
If the network rejects a combined PS attach procedure from the User Equipment with the cause 'GPRS services not allowed' the User Equipment shall delete the stored RAI, PS-CKSN, P-TMSI and P-TMSI signature.

3)
A PS class AUE shall perform an MM IMSI attach procedure.

Reference


3GPP TS 24.008 clause 4.7.3.2
12.2.2.6.3
Test purpose

To test the behaviour of the UE if the network rejects the PS attach procedure of the UE with the cause 'GPRS services not allowed'.

12.2.2.6.4
Method of test

Initial condition

System Simulator:


Two cells (not simultaneously activated), cell A in MCC1/MNC1/LAC1/RAC1 (RAI-1) and cell B in MCC2/MNC1/LAC1/RAC1 (RAI-2).  
Both cells are operating in network operation mode I.
ATT flag set to 1 

NB: i) Cell B will be mapped to Cell 4 as found in TS 34.108 clause 6.1.4.1.

User Equipment:


The UE has a valid TMSI, P-TMSI-1 and RAI-1.

Related ICS/IXIT statements


Support of PS service 
Yes/No
UE operation mode A 
Yes/No
Switch off on button 

Yes/No
Automatic PS attach procedure at switch on or power on 
Yes/No

Test procedure

The SS rejects a normal attach with the cause value 'GPRS services not allowed'. The SS checks that the UE does not perform PS attach. PS services are not possible. An UE operation mode A UE shall perform an MM IMSI attach.

Expected Sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	
	The following messages are sent and shall be received on cell A.

	1
	SS
	
	Set the cell type of cell A to the "Serving cell".

Set the cell type of cell B to the "Non-Suitable cell".

(see note)

	2
	UE
	
	The UE is powered up or switched on.

	2a
	UE
	Registration on CS
	See TS 34.108

This step is applied only for non-auto attach UE.

Location Update Procedure initiated from the UE. Parameter mobile identity is TMSI-1.

	2b
	UE
	
	UE initiates an attach automatically (see ICS), via MMI or AT commands.

	3
	  -> 
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity =P-TMSI-1

Old Routing area identity = RAI-1

	4
	  <-  
	ATTACH REJECT
	GMM cause 'GPRS services not allowed'.

See NOTE in clause 12.1.

	5
	UE
	
	An automatic MM IMSI attach procedure is initiated.

	6
	UE
	Registration on CS
	See TS 34.108

Location updating type = IMSI attach.

The SS allocates TMSI-2.

	7
	  <-  
	PAGING TYPE1
	Mobile identity = TMSI-2

Paging order is for CS services.

	8
	  -> 
	 RRC CONNECTION REQUEST
	

	9
	  <-  
	 RRC CONNECTION SETUP
	

	10
	->
	RRC CONNECTION SETUP COMPLETE
	

	11
	  -> 
	PAGING RESPONSE
	Mobile identity = TMSI-2

	12
	  <-  
	 RRC CONNECTION RELEASE
	After sending of this message, the SS waits for disconnection of the CS signalling link.

	13
	->
	RRC CONNECTION RELEASE COMPLETE
	

	
	
	
	The following messages are sent and shall be received on cell B.

	14
	SS
	
	Set the cell type of cell A to the "Non-Suitable cell".

Set the cell type of cell B to the "Serving cell".

(see note)

	15
	UE
	
	Cell B is preferred by the UE.

	16
	UE
	
	A location updating procedure is initiated.

	17
	UE
	Registration on CS
	See TS 34.108

Location updating type = normal.

The SS allocates TMSI-1.

	18
	  <-  
	PAGING TYPE1
	Mobile identity = TMSI-1

Paging order is for CS services.

	19
	  -> 
	RRC CONNECTION REQUEST
	

	20
	  <-  
	RRC CONNECTION SETUP
	

	21
	->
	RRC CONNECTION SETUP COMPLETE
	

	22
	  -> 
	PAGING RESPONSE
	Mobile identity = TMSI-1

	23
	  <-  
	RRC CONNECTION RELEASE
	After sending of this message, the SS waits for disconnection of the CS signalling link.

	24
	->
	RRC CONNECTION RELEASE COMPLETE
	

	25
	  <-  
	PAGING TYPE1
	Mobile identity = P-TMSI-1

Paging is for PS services

	26
	UE
	
	No response from the UE to the request. This is checked for 10seconds. 

	27
	UE
	
	If possible (see ICS) switch off is performed. Otherwise the power is removed.

	27a
	UE
	
	If switch off is performed then UE performs IMSI detach procedure.

	28
	UE
	
	The UE is powered up or switched.

	28a
	UE
	Registration on CS
	See TS 34.108

This step is applied only for non-auto attach UE.

Location Update Procedure initiated from the UE. Parameter mobile identity is TMSI-1.

	28b
	UE
	
	UE initiates an attach automatically (see ICS), via MMI or AT commands.

	29
	  -> 
	ATTACH REQUEST
	Attach type = 'Combined GPRS/IMSI attach' or 'GPRS attach while IMSI attached'

Mobile identity = IMSI

	29a
	<-
	AUTHENTICATION AND CIPHERING REQUEST
	

	29b
	->
	AUTHENTICATION AND CIPHERING RESPONSE
	

	29c
	SS
	
	The SS starts integrity protection.

	30
	  <-  
	ATTACH ACCEPT
	Attach result = 'Combined GPRS/IMSI attached'

Allocated P-TMSI = P-TMSI-1

P-TMSI Signature = P-TMSI-1 signature

MS identity = TMSI-2

Routing area identity = RAI-2

	31
	  -> 
	ATTACH COMPLETE
	

	32
	  <-  
	PAGING TYPE1
	Mobile identity = TMSI-2

Paging order is for CS services.

	33
	  -> 
	RRC CONNECTION REQUEST
	

	34
	  <-  
	RRC CONNECTION SETUP
	

	35
	->
	RRC CONNECTION SETUP COMPLETE
	

	36
	  -> 
	PAGING RESPONSE
	Mobile identity = TMSI-2

	37
	  <-  
	RRC CONNECTION RELEASE
	After sending of this message, the SS waits for disconnection of the CS signalling link.

	38
	->
	RRC CONNECTION RELEASE COMPLETE
	

	NOTE:
The definitions for "Non-Suitable cell" and "Serving cell" are specified in TS34.108 clause 6.1 in the relevant to the RAT of the cells "Reference Radio Conditions" subclauses.


Specific message contents

None.

12.2.2.6.5
Test requirements

At step3, when the UE is powered up or switched on, UE shall:

-
initiate the combined PS attach procedure with the information elements specified in the above Expected Sequence.

At step6, if the UE is PS class A, UE shall:

-
perform the MM IMSI attach procedure.

At step11, 22 and 36, when the UE receives the paging message for CS domain, UE shall:

-
respond to the paging message for CS domain by sending the PAGING RESPONSE message.

At step26, when the UE receives the paging message for PS domain, UE shall:

-
not respond to the paging message for PS domain.

At step29, UE shall:

-
perform the PS attach procedure.

<End of modified section>
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