3GPP TSG RAN WG5 Meeting #57
R5-125693
Baltimore, USA
05 – 09 Nov 12
Title:
RAN5 Activity on FDD Band 19
Response to:
GCF CAG LS entitled ‘Deployment Bandwidth Considerations for E-UTRA FDD Band 19’
Source:
TSG RAN WG5 (RAN5)
To:
GCF CAG
Contact Person:  Phil Brown

Phillip-ml@nttdocomo.co.jp


Attachments:
Nil
1. Overall Description
RAN5 thanks GCF CAG for its LS presented as R5-125659 (copy of CAG-12-687) which was reviewed during RAN5#57. During the meeting, 2 CRs to TS 36.508 and TS 36.523-1 (R5-125303 and R5-126021 respectively) were agreed so that:

a.
The maximum bandwidth configuration is 10MHz for signalling testing for Band 19 and

b.
The specification has been updated to enable execution of E-UTRA FDD RF tests in 10MHz as one of the default bandwidth configurations for LTE FDD Band 19.

Assuming that these CRs are approved during RAN Plenary #58 in early December, the affected specifications will include these changes in their next versions that will be available in early January 2013.

2. Actions:
To GCF CAG
None, for information only.
3. Date of Next TSG-RAN WG5 Meetings:

TSG RAN WG5 #58


28 Jan – 01 Feb 13 Malta

TSG RAN WG5 #59


20 – 24 May 13 Fukuoka, Japan
