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	"UTRA Feature group indicator(s)" is used in clause 4 and Annex A.4.5, but not specified in TS 25.331.
"EUTRA Feature group indicator(s)" defined in TS 25.331 should be used.

	
	

	Summary of change:
(

	1) Corrected the title of the table A.4.5-2.

2) Corrected the applicability of the following TCs in table 4-1.
6.2.3.4
Inter-RAT Cell Reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE
6.2.3.4a
Inter-RAT Cell Reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE  based on RSRQ+RSRP evaluation
6.3.4
Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
8.4.2.2
Inter-RAT handover / From UTRA PS to E-UTRA / Data
8.4.2.4
Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
8.4.2.7
CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition
8.6.3.1
Logged MDT / UTRAN inter-RAT measurement, logging and reporting
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	6.2.3.4
	Inter-RAT Cell Reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE
	Rel-8
	C77
	UEs supporting E-UTRA and UTRA and EUTRA Feature Group Indicator 1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.2.3.4a
	Inter-RAT Cell Reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE  based on RSRQ+RSRP evaluation
	Rel-9
	C77
	UEs supporting E-UTRA and UTRA and EUTRA Feature Group Indicator 1
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.2.3.5
	Inter-RAT cell reselection / From E-UTRA RRC_IDLE to UTRA_Idle
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	6.3.4
	Inter-RAT cell reselection / From UTRA CELL_PCH state to E-UTRA RRC_IDLE CSG cell
	Rel-8
	C82
	UEs supporting E-UTRA and UTRA and allowed CSG list and EUTRA Feature Group Indicator 1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	6.3.5
	Manual support for CSG ID selection
	Rel-8
	C80
	UEs supporting E-UTRA and allowed CSG list and manual CSG selection
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	8.4.2.2
	Inter-RAT handover / From UTRA PS to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.2.4
	Inter-RAT handover / From UTRA HSPA to E-UTRA / Data
	Rel-8
	C37
	UEs supporting E-UTRA and UTRA and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.4.2.7
	CA / RRC connection reconfiguration / Handover UTRAN to E-UTRAN/ Success / SCell addition
	Rel-10
	C155
	UEs supporting E-UTRA and UTRA and Carrier Aggregation and Feature Group Indictor 112 and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.4.3.1
	Inter-RAT handover / From E-UTRA to GPRS / PS HO
	Rel-8
	C107
	UEs supporting E-UTRA and GERAN and PS handover from E-UTRAN to GERAN and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	8.6.2.9
	Logged MDT / Location information
	Rel-10
	C147
	UEs supporting E-UTRA and standalone GNSS receiver to provide detailed location information in RRC measurement report and logged measurements in RRC_IDLE
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eFDD
	
	
	

	8.6.3.1
	Logged MDT / UTRAN inter-RAT measurement, logging and reporting
	Rel-10
	C138
	UEs supporting E-UTRA and UTRA and logged measurements in RRC_IDLE and inter-RAT PS handover to E-UTRA from UTRA and EUTRA Feature Group Indicator 2
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.6.4.1
	Radio Link Failure logging / Reporting of Intra-frequency measurements
	Rel-10
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	<< many rows skipped here >>
	
	
	
	
	
	
	


[text skipped here]
Table A.4.5-2: EUTRA Feature group indicators

	Item
	Additional information
	Notes
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of

- UTRA CELL_PCH to EUTRA RRC_IDLE cell reselection

- UTRA URA_PCH to EUTRA RRC_IDLE cell reselection
	
	25.331, Annex E
	Rel-8
	pc_UTRA_FeatrGrp_1
	Corresponding to the Index of Indicator, the leftmost binary bit 1

For Rel-8:

Set to true if supporting all functionalities in the feature group 

 For Rel-9 or later releases:

this FGI bit is set to TRUE s

	2
	Support of

- EUTRAN measurements and reporting in connected mode
	
	25.331, Annex E
	Rel-8
	pc_UTRA_FeatrGrp_2
	Corresponding to the Index of Indicator, the leftmost binary bit 2
Set to true if supporting all functionalities in the feature group
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