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4.3.1.2.8A
TDD reference test frequencies for CA in operating band 40

Table 4.3.1.2.8A-1: Test frequencies for CA_40C

	Test Frequency ID
	CC Combination / NRB_agg
	CC NRB
	EARFCN
	Frequency (UL and DL) [MHz]

	Low Range
	50 + 100
	PCC 100
	38750
	2310

	
	
	SCC 50
	38894
	2324.4

	
	50 + 100
	PCC 50
	38700
	2305

	
	
	SCC 100
	38844
	2319.4

	
	75 + 75 
	PCC 75
	38725
	2307.5

	
	
	SCC 75
	38875
	2322.5

	
	100 + 100
	PCC 100
	38750
	2310

	
	
	SCC 100
	38948
	2329.8

	Mid Range
	50 + 100
	PCC 100
	39100
	2345

	
	
	SCC 50
	39244
	2359.4

	
	50 + 100
	PCC 50
	39050
	2340

	
	
	SCC 100
	39194
	2354.4

	
	75 + 75
	PCC 75
	39075
	2342.5

	
	
	SCC 75
	39225
	2357.5

	
	100 + 100
	PCC 100
	39050
	2340

	
	
	SCC 100
	39248
	2359.8

	High Range
	50 + 100
	PCC 100
	39456
	2380.6

	
	
	SCC 50
	39600
	2395

	
	50 + 100
	PCC 50
	39406
	2375.6

	
	
	SCC 100
	39550
	2390

	
	75 + 75
	PCC 75
	39425
	2377.5

	
	
	SCC 75
	39575
	2392.5

	
	100 + 100
	PCC 100
	39352
	2370.2

	
	
	SCC 100
	39550
	2390
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