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1. Introduction
At RAN5#57 CSFB was discussed in [3].

It was concluded that CS voice test coverage for a CSFB and IMS capable device is missing. 
2. Discussion
A UE with voice domain preference "IMS PS Voice preferred, CS Voice as secondary", possible an IR.92 [2], will select CS voice if IMS voice is not supported. 

According TS 23.221 [2], clause7.2a “Domain selection for UE originating sessions / calls”:

“

For UE originating calls, the UE performs access domain selection. 
...

To allow for appropriate domain selection for originating voice calls, the following applies for a CSFB and IMS capable UE in E-UTRAN:

-
It should be possible to provision UEs with the following HPLMN operator preferences on how a UE that is both CSFB and IMS capable is supposed to handle voice services (See Annex A for examples on UE behaviour for each configuration):

...

-
IMS PS Voice preferred, CS Voice as secondary: if IMS voice is available the UE will use IMS to originate and terminate voice sessions. The UE may attempt combined EPS/IMSI attach with or without "SMS only", combined TA/LA Update with or without "SMS only" or EPS attach/TAU procedures. If the UE fails to use IMS for voice, e.g. due to "IMS voice over PS session supported indication" indicates voice is not supported (in Attach accept or subsequent TAU accept), then the UE uses the CS domain (as defined in TS 23.272 [30]), possibly using IMS signalling (see TS 23.292 [31]). If not already performed, the UE attempts combined TA/LA Update procedures. If the combined TA/LA Update procedures fail to register the IMSI in the CS domain or succeed with an "SMS-only" indication or succeed with a "CSFB Not Preferred" indication and the UE has failed to use IMS for voice, the UE behaves as described for "voice centric" or "data centric" according to its setting.”
3. Proposal
It is proposed to update the existing test case suite with CS voice test coverage for CSFB and IMS capable devices.  
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