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4.3.1.1.7
FDD reference test frequencies for operating band 7

Table 4.3.1.1.7-1: Test frequencies for E-UTRA channel bandwidth for operating band 7

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	20775
	2502.5
	2775
	2622.5

	
	10
	20800
	2505
	2800
	2625

	
	15
	20825
	2507.5
	2825
	2627.5

	
	20 [1]
	20850
	2510
	2850
	2630

	Mid Range
	5/10/15

20 [1]
	21100
	2535
	3100
	2655

	High Range
	5
	21425
	2567.5
	3425
	2687.5

	
	10
	21400
	2565
	3400
	2685

	
	15
	21375
	2562.5
	3375
	2682.5

	
	20 [1]
	21350
	2560
	3350
	2680

	NOTE 1: Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.7A
FDD reference test frequencies for CA in operating band 7
Table 4.3.1.1.1A-1: Test frequencies for CA_7C

	Test Frequency
	CC Combination / NRB_agg
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	75 + 75
	PCC 75
	20825
	2507.5
	2825
	2627.5

	
	
	SCC 75
	20975
	2522.5
	2975
	2642.5

	
	100 + 100
	PCC 100
	20850
	2510
	2850
	2630

	
	
	SCC 100
	21048
	2529.8
	3048
	2649.8

	Mid Range
	75 + 75
	PCC 75
	21025
	2527.5
	3025
	2647.5

	
	
	SCC 75
	21175
	2542.5
	3175
	2662.5

	
	100 + 100
	PCC 100
	21000
	2525
	3000
	2645

	
	
	SCC 100
	21198
	2544.8
	3198
	2664.8

	High Range
	75 + 75
	PCC 75
	21225
	2547.5
	3225
	2667.5

	
	
	SCC 75
	21375
	2562.5
	3375
	2682.5

	
	100 + 100
	PCC 100
	21152
	2540.2
	3152
	2660.2

	
	
	SCC 100
	21350
	2560
	3350
	2680


<<Unchanged sections omitted>>

<<Unchanged sections omitted>>
4.3.1.2.9
TDD reference test frequencies for Operating Band 41
Table 4.3.1.2.9-1: Test frequencies for E-UTRA channel bandwidth for operating band 41

	Test Frequency ID
	Bandwidth

[MHz]
	EARFCN
	Frequency (UL and DL)
[MHz]

	Low Range
	5
	39675
	2498.5

	
	10
	39700
	2501

	
	15
	39725
	2503.5

	
	20
	39750
	2506

	Mid Range
	5/10/15/20
	40620
	2593

	High Range
	5
	41565
	2687.5

	
	10
	41540
	2685

	
	15
	41515
	2682.5

	
	20
	41490
	2680


4.3.1.2.9A
TDD reference test frequencies for CA in operating band 41
Table 4.3.1.2.9A-1: Test frequencies for CA_41C

	Test Frequency ID
	CC Combination / NRB_agg
	CC NRB
	EARFCN
	Frequency (UL and DL) [MHz]

	Low Range
	50 + 100
	PCC 100
	39750
	2506

	
	
	SCC 50
	39894
	2520.4

	
	50 + 100
	PCC 50
	39700
	2501

	
	
	SCC 100
	39844
	2515.4

	
	75 + 75 
	PCC 75
	39725
	2503.5 

	
	
	SCC 75
	39875
	2518.5 

	
	75 + 100
	PCC 100
	39750
	2506

	
	
	SCC 75
	39921
	2523.1

	
	75 + 100
	PCC 75
	39725
	2503.5

	
	
	SCC 100
	39896
	2520.6

	
	100 + 100
	PCC 100
	39750
	2506 

	
	
	SCC 100
	39948
	2525.8 

	Mid Range
	50 + 100
	PCC 100
	40570
	2588 

	
	
	SCC 50
	40714
	2602.4 

	
	50 + 100
	PCC 50
	40520
	2583 

	
	
	SCC 100
	40664
	2597.4 

	
	75 + 75
	PCC 75
	40545
	2585.5 

	
	
	SCC 75
	40695
	2600.5 

	
	 75 + 100
	PCC 100
	40545
	2585.5

	
	
	SCC 75
	40716
	2602.6

	
	75 + 100
	PCC 75
	40520
	2583

	
	
	SCC 100
	40691
	2600.1

	
	100 + 100
	PCC 100
	40520
	2583

	
	
	SCC 100
	40718
	2602.8

	High Range
	50 + 100
	PCC 100
	41396
	2670.6

	
	
	SCC 50
	41540
	2685

	
	50 + 100
	PCC 50
	41346
	2665.6

	
	
	SCC 100
	41490
	2680

	
	75 + 75
	PCC 75
	41365
	2667.5 

	
	
	SCC 75
	41515
	2682.5

	
	 75 + 100
	PCC 100
	41344
	2665.4

	
	
	SCC 75
	41515
	2682.5

	
	75 + 100
	PCC 75
	41319
	2662.9

	
	
	SCC 100
	41490
	2680

	
	100 + 100
	PCC 100
	41292
	2660.2 

	
	
	SCC 100
	41490
	2680 
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