
3GPP TSG-RAN WG5 Meeting #58 
(
R5-130382
Malta, MT, 28 Jan-1 Feb  2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.521-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Update RF TC for 36.521-1_8.2.1.2.3_C.1 FDD PDSCH Transmit div 2x2 Enhanced ICIC for LTE

	
	

	Source to WG:
(

	Orange

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	eICIC_LTE_UEConTest
	
	Date: (

	2013-01-18

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Currently, test case 8.2.1.2.3_C.1 ‘FDD PDSCH Transmit diversity 2x2 foreICIC’ is not completed in the 3GPP TS 36.521-1 (rel 10) while it is planed in the ‘UE Test Aspect - Enhanced ICIC for LTE’ Work Plan

	
	

	Summary of change:
(

	Update of Test case 8.2.1.2.3_C.1 with a new numbering.
SNR for Requirement is defined

Cell 2 -Agressor cell- is defined

Connection diagram is indicated

	
	

	Consequences if 
(

not approved:
	The work plan ‘UE Test Aspect - Enhanced ICIC for LTE’ will remain unfulfilled and there will be no test case for testing the aspect described above.

	
	

	Clauses affected:
(

	Clause 8.2.1.2.3_C.1 and Annexes F.1.4 and F.3.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	


{Start of changes}
8.2.1.2.3_C
FDD PDSCH Transmit diversity 2x2 for eICIC
8.2.1.2.3_C.1
FDD PDSCH Transmit diversity 2x2 for eICIC (non-MBFSN ABS)
Editor’s notes: This test case is incomplete. The following items are missing or incomplete:



- Tests requirements are TBD

- Test tolerances are incomplete


8.2.1.2.3_C.1.1
Test purpose

To verify the UE's performance of transmit diversity (SFBC) with 2 transmit antennas if the PDSCH transmission in the serving cell takes place in subframes that overlap with ABS of the aggressor cell.

8.2.1.2.3_C.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.

8.2.1.2.3_C.1.3
Minimum conformance requirements

The requirements are specified in terms of the percentage of information bit throughput for the downlink reference measurement channels specified in Annex A clause A.3.3.2, with the addition of the relevant parameters in Tables 8.2.1-1 and 8.2.1.2.3_C.1.3-1.

In Table 8.2.1.2.3_C.1.3-1, Cell 1 is the serving cell, and Cell 2 is the aggressor cell. The downlink physical channel setup for Cell 1 is according to Table C.3.2-1 in Annex C.3.2 and for Cell 2 is according to Table C.3.3-1 in Annex C.3.3, respectively.

Using this configuration the fraction of maximum throughput percentage shall meet or exceed the minimum requirements specified in Table 8.2.1.2.3_C.1.3-2 for the specified SNR.
Table 8.2.1.2.3_C.1.3-1: Test Parameters for Transmit diversity Performance (FRC) 
	
	
	
	

	
	

	
	
	

	
	

	
	
	

	

	

	
	
	

	
	

	
	
	

	
	

	
	
	

	

	
	
	

	
	
	
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	
	

	
	
	




	

	
	
	
	
	

	
	
	
	
	

	
	
	
	

	











	Parameter
	Unit
	Cell 1
	Cell 2

	Downlink power allocation
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	dB
	-3
	-3
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	dB
	-3 (Note 1)
	-3

	
	(
	dB
	0
	N/A
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at antenna port
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	dBm/15kHz
	-102 (Note 2)
	N/A

	
	
[image: image13.wmf]2

oc

N


	dBm/15kHz
	-98 (Note 3)
	N/A
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	dBm/15kHz
	-94.8 (Note 4)
	N/A
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	dB
	 Reference Value in Table 8.2.1.2.3_C.1.3-2
	6

	BWChannel
	MHz
	10
	10

	Subframe Configuration
	
	Non-MBSFN
	Non-MBSFN

	Time Offset between Cells
	(s 
	2.5 (synchronous cells)

	Cell Id
	
	0
	1

	ABS pattern (Note 5)
	
	N/A
	11000100 11000000 11000000 11000000 11000000

	RLM/RRM Measurement Subframe Pattern (Note 6)
	
	10000000

10000000

10000000

10000000

10000000
	N/A

	CSI Subframe Sets (Note7)
	CCSI,0
	
	11000100 11000000 11000000 11000000 11000000
	N/A

	
	CCSI,1
	
	00111011 00111111 00111111 00111111 00111111
	N/A

	Number of control OFDM symbols
	
	2
	

	PDSCH transmission mode
	
	2
	N/A

	Note 1:
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Note 2:
This noise is applied in OFDM symbols #1, #2, #3, #5, #6, #8, #9, #10,#12, #13 of a subframe overlapping with the aggressor ABS.

Note 3:
This noise is applied in OFDM symbols #0, #4, #7, #11 of a subframe overlapping  with the aggressor ABS.

Note 4:
This noise is applied in all OFDM symbols of a subframe overlapping with aggressor non-ABS

Note 5:
ABS pattern as defined in [9]. PDSCH other than SIB1/paging and its associated PDCCH/PCFICH are transmitted in the serving cell subframe when the subframe is overlapped with the ABS subframe of aggressor cell and the subframe is available in the definition of the reference channel.

Note 6:
Time-domain measurement resource restriction pattern for PCell measurements as defined in [7]

Note 7:
As configured according to the time-domain measurement resource restriction pattern for CSI measurements defined in [7].

Note 8:
Cell 1 is the serving cell. Cell 2 is the aggressor cell. The number of the CRS ports in Cell1 and Cell2 is the same.

Note 9:
SIB-1 will not be transmitted in Cell2 in this test.


Table 8.2.1.2.3_C.1.3-2: Minimum Performance Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA 5
	2x2 Medium
	70
	3.4
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
[image: image17.wmf]2

oc

s

N

E

)

of cell 1.


The normative reference for this requirement is TS 36.101 [2] clause 8.2.1.2.3.

8.2.1.2.3_C.1.4
Test description

8.2.1.2.3_C.1.4.1
Initial conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: Mid Range, as defined in TS 36.508 [7] clause 4.3.1.1.

Channel Bandwidths to be tested: As specified per test number in Table 8.2.1.2.3_C.1.3-2 as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS, the faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 for antenna configuration 2x2.

2.
The parameter settings for the cell1 are set up according to Tables 8.2.1-1 and 8.2.1.2.3_C.1.3-1 as appropriate.

3.
Downlink signals are initially set up for Cell1 according to Annex C.1 and Annex C.3.2 and uplink signals according to Annex H.1 and H.3.2.

4.
Propagation conditions are set according to Annex B.0.

5.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 5.2A.2. Message contents are defined in clause 8.2.1.2.3_C.1.4.3.

8.2.1.2.3_C.1.4.2
Test procedure

1.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Tables 8.2.1.2.3_C.1.3-1 and 8.2.1.2.3_C.1.3-2. The SS sends downlink MAC padding bits on the DL RMC.

2.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix, antenna configuration and the SNR according to Tables 8.2.1.2.3_C.1.5-1 as appropriate.

3.
Set the Cell2 –aggressor cell- as defined in Tables 8.2.1.2.3_C.1.3-1, 8.2.1.2.3_C.1.5-1 and according to Annex C3.3.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.3. Count the number of NACKs, ACKs and statDTXs on the UL during the test interval and decide pass or fail according to Tables G.3.5 and G.3.6 in Annex G clause G.3.

8.2.1.2.3_C.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.1.2.3_C.1.4.3-1: PDSCH-ConfigDedicated-DEFAULT: Additional FDD PDSCH transmit diversity performance downlink power allocation

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  p-a
	dB-3
	
	

	}
	
	
	


8.2.1.2.3_C.1.5
Test requirement

Table 8.2.1.2.3_C.1.3-1 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.3.2 for each throughput test shall meet or exceed the specified value in Table 8.2.1.2.3_C.1.5-1 for the specified SNR including test tolerances for all throughput tests.

Table 8.2.1.2.3_C.1.5-1: Test requirement Transmit Diversity (FRC)

	Test Number
	Reference Channel 
	OCNG Pattern
	Propagation Conditions (Note 1)
	Correlation Matrix and Antenna Configuration
	Reference Value
	UE Category

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	
	Fraction of Maximum Throughput (%)
	SNR (dB) (Note 2)
	

	1
	R.11-4 FDD
	OP.1 FDD
	OP.1 FDD
	EVA5
	EVA 5
	2x2 Medium
	70
	[TBD]
	2-8

	Note 1:
The propagation conditions for Cell 1 and Cell2 are statistically independent.

Note 2:
SNR corresponds to 
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{Text skipped here}
F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Multiple PRBs

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.1.1 Single PRB

 - Propagation Condition ETU70
	± 0.8 dB
	Overall system uncertainty for fading condition comprises three quantities:

1. Average Signal-to-noise ratio uncertainty

2. Signal-to noise ratio variation for single PRB

3. Fading profile power uncertainty
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
Test System uncertainty = SQRT (Average signal-to-noise ratio uncertainty 2 + Signal-to-noise ratio variation2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Signal-to-noise ratio variation ±0.5 dB

Fading profile power uncertainty ±0.5 dB for single Tx

	8.2.1.1.1_A.1
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_A.2
	Same as 8.2.1.1.1 Multiple PRBs, for each CC
	Same as 8.2.1.1.1 Multiple PRBs

Calculation applies for each CC

	8.2.1.1.1_1 Multiple PRBs

 - Propagation Condition EVA5

 - Propagation Condition ETU70

 - Propagation Condition ETU300
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	

	8.2.1.1.2 Single PRB
	± 0.8 dB
	Same as 8.2.1.1.1 Single PRB

	8.2.1.2.1

 - Propagation Condition EVA5
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1

 - Propagation Condition HST
	± 0.6 dB
	Overall system uncertainty for HST condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Effect of AWGN flatness and signal flatness
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.2.1_1

 - Propagation Condition EVA5
	Same as 8.2.1.2.1

Propagation EVA5
	

	8.2.1.2.2
	± 0.9 dB
	Same as 8.2.1.2.1 Propagation Condition EVA5

	8.2.1.2.2_1
	Same as 8.2.1.2.2
	

	8.2.1.2.3_C.1
 - Propagation Condition EVA5
	[TBD]
	[TBD]

	8.2.1.3.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness
Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

	8.2.1.3.1_A.1 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (intra band contiguous DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.2.1.3.1_A.2 FDD PDSCH Open Loop Spatial Multiplexing 2x2 (inter band DL CA)
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	[MANY ROWS CLIPPED HERE]
	
	


{Text skipped here}
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test 
	Minimum Requirement in TS 36.133
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition EVA5

 - Prop’n Condition ETU70

 - Prop’n Condition ETU300
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged 

	8.2.1.1.1 Multiple PRBs

 - Prop’n Condition HST
	SNR as specified
	0.6dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1 Single PRB

 - Prop’n Condition ETU70
	SNRs as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_1 Multiple PRBs

 - Prop'n Condition EVA5

 - Prop'n Condition ETU70

 - Prop'n Condition ETU300
	SNRs as specified
	Same as 8.2.1.1.1 Multiple PRBs

Propagation EVA5, ETU70, ETU300
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.1.1_A.1
	TBD
	TBD
	TBD

	8.2.1.1.1_A.2
	TBD
	TBD
	TBD

	8.2.1.1.2 Single PRB
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

 - Prop’n Condition EVA5
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1

 - Prop’n Condition HST
	SNR as specified
	0.6 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.1_1

 - Prop'n Condition EVA5
	SNR as specified
	Same as 8.2.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.2_1
	SNR as specified
	Same as 8.2.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.2.3_C.1
- Prop'n Condition EVA5
	[TBD]
	[TBD]
	[TBD]

	8.2.1.3.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.2.1.3.1_A.1
	TBD
	TBD
	TBD

	8.2.1.3.1_A.2
	TBD
	TBD
	TBD

	[MANY ROWS CLIPPED HERE]
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