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Introduction

This paper is for discussion and decision on the topic of CGI measurements and reporting for self optimized networks. 

Problem Statement
In the E-UTRA Measurements for SON test cases in TS 36.523-1, it is specified that the UE has to report cellGlobalId inside cgi-Info. 
Analysis and Conclusion
The core specification TS 36.331, clause 5.5.3.1 specifies:

· if a measId is configured for which the purpose within the associated reportConfig is set to ‘reportCGI’, 
· the UE try to acquire the global cell identity of the cell indicated by the cellForWhichToReportCGI in the associated measObject by acquiring the relevant system information from the concerned cell
Thereafter, TS 36.331 clause 5.5.5 it specifies:

·  if the mandatory present fields of the cgi-Info for the cell indicated the cellForWhichToReportCGI in the associated measObject have been obtained:

· the UE to include the cgi-Info containing all the fields that have been successfully acquired;
In LS from RAN2 (R2-087421), it has been clarified to RAN5 that CGI reporting is only best effort.
From above, it is concluded that UE can report empty CGI value if it was not obtained by the UE.
Proposal
Qualcomm proposes to modify the test cases on Measurements for self optimized networks (TS 36.523-1, test cases 8.3.3.1, 8.3.3.2, 8.3.3.3, 8.3.3.4 and 8.3.3.5) to report cellGlobalId inside cgi-Info to be reported if it was obtained by the UE. The test cases modification is presented in R5-130215.
