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1
Introduction

At RP#59 the WI proposal for “UE Conformance Test Aspects - LTE RAN Enhancements for Diverse Data Applications” has been approved. [1]
1
Work item status

The current completeness of the work item is:
	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	E-UTRA

	TS 36.523-1

TS 36.523-2
	eDDA protocol testig area
	5%
	100%
	
	Test cases to be drafted  
	


Estimation of WI overall completeness:

	Overall completeness
	5%
	RAN5#58: 0%


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


2
 LTE RAN Enhancements for Diverse Data Applications test case list
	TS
	Clause
	TC Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC

	36.523-1
	8.2.2.6.1
	Rel-11
	RRC connection reconfiguration/ UE Assistance Information/power preference indication setup and release
	To test that :
· Test case starts with a PPI for power optimised
· the UE only indicates PPI to network if the network enables this features

· the UE does not indicate two identical PPI consecutively

· the UE releases the PPI configuration when  PowerPrefIndicationConfig” with “release” is received 
· The UE behaves correctly when  T340 is set to 0s 
	RIM
	RAN#61
	0%
	

	36.523-1
	8.2.2.6.2
	Rel-11
	RRC connection reconfiguration/ UE Assistance Information/power preference indication release on connection re-establishment
	To test that :

· The UE releases the powerPrefIndicationConfig upon connection re-establishment. T340 is cleared/stopped. 
	Qualcomm
	RAN#61
	0%
	

	36.523-1
	8.2.2.6.3
	Rel-11
	RRC connection reconfiguration/ UE Assistance Information/T340 running
	To test that:

· T340 is started upon transmitting UEAssistanceInformation message with powerPrefIndication set to .normal

· PPI is not sent when T340 is running the new value of T340 is used after a powerPrefIndicationConfig with a new value for powerPrefIndication-Timer is received when the T340 is started the next time.
· UEAssistanceInformation message with powerPrefIndication might be buffered while T340 is running
	RIM
	RAN#61
	0%
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