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<Start of Modified Section>
11.2.2.2
UE initiated PDP Context Modification not accepted by the network

11.2.2.2.1
Definition 

11.2.2.2.2
Conformance requirement

In order to initiate the procedure, the UE sends the MODIFY PDP CONTEXT REQUEST message to the network, enters the state PDP-MODIFY-PENDING and starts timer T3381. The message may contain the requested new QoS and/or the TFT and the requested LLC SAPI (used in GSM).

Upon receipt of a MODIFY PDP CONTEXT REQUEST message, the network may reject the UE initiated PDP context modification request by sending a MODIFY PDP CONTEXT REJECT message to the UE. The message shall contain a cause code that typically indicates one of the following:

# 26:
insufficient resources;
# 30:
activation rejected by GGSN, Serving GW or PDN GW;
# 32:
Service option not supported;
# 37:
QoS not accepted;
# 41:
semantic error in the TFT operation;

# 42:
syntactical error in the TFT operation;

# 44:
semantic errors in packet filter(s);

# 45:
syntactical errors in packet filter(s);
# 48:
request rejected, Bearer Control Mode violation;

# 60:
bearer handling not supported; or
# 95 - 111:
protocol errors.
…
If the SM cause value is #26 "insufficient resources", the network may include a value for timer T3396 value IE in the MODIFY PDP CONTEXT REJECT message.
Upon receipt of a MODIFY PDP CONTEXT REJECT message, the UE shall stop timer T3381 and enter the state PDP-ACTIVE.
If the SM cause value is #26 and T3396 value IE is included:
-
the MS takes different actions depending on the timer value received for T3396 value IE:

i)
if the timer value of T3396 value IE indicates neither zero nor deactivated, the MS shall start timer T3396 and not try to send another ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST messages for the same APN until timer T3396 expires, the timer T3396 is stopped, the MS is switched off or the SIM/USIM is removed;

ii)
if the timer value indicates that this timer is deactivated, the MS shall not try to send another ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST messages for the same APN until the MS is switched off or the SIM/USIM is removed or the MS receives REQUEST PDP CONTEXT ACTIVATION or REQUEST SECONDARY PDP CONTEXT ACTIVATION or MODIFY PDP CONTEXT REQUEST message for the same APN from the network; or

iii)
if the timer value indicates that this timer is zero, the MS may send an ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST messages for the same APN.

If the T3396 value IE is not included, the MS may send an ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST messages for the same APN.
Reference

3GPP TS 24.008 clauses 6.1.3.3, 6.1.3.3.2 and 6.1.3.3.3.

11.2.2.2.3
Test purpose

To test the behaviour of the UE upon receipt of a MODIFY PDP CONTEXT REJECT message from the System Simulator.

11.2.2.2.4
Method of test

Initial conditions

System Simulator:


1 cell, default parameters.

User Equipment:


The UE is in GMM-state "GMM-REGISTERED, normal service" with valid P-TMSI and CKSN.

Related ICS/IXIT statements

-
PS Supported
yes/no

-
Method of activating a PDP context

Test procedure

A PDP context is activated by the user and accepted by the SS. The UE initiates a PDP context modification by sending a MODIFY PDP CONTEXT REQUEST message. The SS rejects the context modification and replies with the MODIFY PDP CONTEXT REJECT with cause set to # 26: insufficient resources and a valid timer T3396 value IE.

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	UE
	
	Initiate a PDP context activation

	1a
	SS
	
	SS checks that the IE "Establishment cause" in the received RRC CONNECTION REQUEST message is set to either Originating Streaming Call, Originating Interactive Call or Originating Background Call or OriginatingSubscribedTrafficCall

	1b
	(
	SERVICE REQUEST
	

	1c
	SS
	
	The SS starts ciphering and integrity protection.

	2
	(
	ACTIVATE PDP CONTEXT REQUEST
	Activate a PDP context

	2a
	SS
	
	The SS establishes the RAB

	3
	(
	ACTIVATE PDP CONTEXT ACCEPT
	Accept the PDP context

	4
	(
	MODIFY PDP CONTEXT REQUEST (UE TO NETWORK DIRECTION)
	The UE requests modification of the PDP context and starts timer T3381

	5
	(
	MODIFY PDP CONTEXT REJECT
	The SS rejects PDP context modification,

SM cause = #26

	5a
	
	
	The UE starts T3396

	6
	SS
	
	Wait for T3396 expiry to ensure no further MODIFY PDP CONTEXT REQUEST (UE TO NETWORK DIRECTION) messages are sent by the UE


Specific message contents

MODIFY PDP CONTEXT REJECT (step 5)
	Information Element
	Value/remark

	SM cause
	#26: insufficient resources

	T3396 value
	60s


11.2.2.2.5
Test requirements

After receiving MODIFY PDP CONTEXT REJECT message from the SS, the UE shall not resend PDP context modification request before the expiry of T3396.

<End of Modified Section>
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