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6.2.4
Information elements available for normal UE assisted testing for TS 37.571-1 subclause 6
The following A-GPS and A-GANSS assistance data IEs and fields shall be present for each test as appropriate for the GNSS(s) used during the test. Fields not specified shall not be present. The values of the fields are specified in subclause 6.2.7.

a) GPS Reference Time IE
	Fields of the IE
	Release

	GPS Week
	

	GPS Week Cycle Number
	Rel-10 onwards

	GPS TOW msec
	

	UE Positioning GPS ReferenceTime Uncertainty
	

	GPS TOW Assist
	

	SatID
	

	TLM Message
	

	TLM Reserved
	

	Alert
	

	Anti-Spoof
	


b) GANSS Reference Time IE
	Fields of the IE
	Release

	GANSS Day
	

	GANSS Day Cycle Number
	Rel-10 onwards

	GANSS TOD
	

	GANSS TOD Uncertainty
	

	GANSS Time ID
	


c) GANSS Time Model IE This information element is only required for multi system tests.

	Fields of the IE
	Release

	GANSS Time Model Reference Time
	

	TA0
	

	GNSS_TOD_ID

For each GNSS included in the test.
	

	Delta_T
	Rel-10 onwards


d) GPS Reference UE Position IE
	Fields of the IE

	Ellipsoid point with Altitude and uncertainty ellipsoid


e) GANSS Reference UE Position IE
	Fields of the IE

	Ellipsoid point with Altitude and uncertainty ellipsoid


f) GPS Almanac IE
	Fields of the IE
	Release

	Almanac Reference Week
	

	Complete Almanac Provided
	Rel-10 onwards

	All Satellite information
	


g) GANSS Almanac IE
	Fields of the IE

	GANSS Almanac Model


	GANSS
	Almanac Model Choice

	Galileo
	Model-1

	Modernized GPS
	Model-3,4

	GLONASS
	Model-5

	QZSS QZS-L1
	Model-2

	QZSS QZS-L1C/L2C/L5
	Model-3,4

	SBAS
	Model-6


h) GPS Navigation Model IE
	Fields of the IE

	All satellite information


i) GANSS Navigation Model IE
	Fields of the IE

	All satellite information


	GANSS
	Clock and Orbit Model Choice

	Galileo
	Model-1

	Modernized GPS
	Model-3

	GLONASS
	Model-4

	QZSS QZS-L1
	Model-2

	QZSS QZS-L1C/L2C/L5
	Model-3

	SBAS
	Model-5


j) GPS Acquisition Assistance IE
	Fields of the IE
	Release

	GPS TOW msec
	

	UE Positioning GPS ReferenceTime Uncertainty
	

	Satellite information
	

	SatID
	

	Doppler (0th order term)
	

	Extra Doppler
	

	Doppler (1st order term)
	

	Doppler Uncertainty
	

	Code Phase 
	

	Integer Code Phase 
	

	GPS Bit number 
	

	Code Phase Search Window
	

	Azimuth and Elevation
	

	Azimuth
	

	Elevation
	

	Azimuth LSB
	Rel-10 onwards

	Elevation LSB
	Rel-10 onwards


k) GANSS Reference Measurement Information IE
	Fields of the IE
	Release

	Satellite information
	

	SatID
	

	Doppler (0th order term)
	

	Extra Doppler
	

	Doppler (1st order term)
	

	Doppler Uncertainty
	

	Code Phase 
	

	Integer Code Phase 
	

	Code Phase Search Window
	

	Azimuth and Elevation
	

	Azimuth
	

	Elevation
	

	Azimuth LSB
	Rel-10 onwards

	Elevation LSB
	Rel-10 onwards


l) GANSS Auxiliary Information IE
	Fields of the IE

	GANSS Auxiliary Information


m) GPS UTC Model IE
	Fields of the IE

	GPS UTC Model


6.2.6
Information elements available for A-GNSS test cases in TS 37.571-1 subclause 7
The following A-GNSS assistance data elements shall be provided to the UE in the tests. The assistance data provided depends on the mode being used in the test case, the assistance data supported by the UE and the GNSSs supported by the UE. Assistance data IEs not supported by the UE shall not be sent. Assistance data IEs supported by the UE but not listed below shall not be sent. The values of the fields are specified in subclause 6.2.7.
The information elements are given with reference to 3GPP TS 36.355 [8], where the details are defined.

Assistance Data to be provided to the UE for A-GNSS test cases in TS 37.571-1 subclause 7
	Assistance Data IE supported by UE
	Mode used in test case

	
	UE-based
	UE-assisted,

GNSS-AcquisitionAssistance supported by UE
	UE-assisted,

GNSS-AcquisitionAssistance not supported by UE

	GNSS-Reference Time
	Yes
	Yes
	Yes

	GNSS-ReferenceLocation
	Yes
	No
	Yes

	GNSS-IonosphericModel
	Yes
	No
	No

	GNSS-TimeModelList
	Yes(1)
	No
	Yes(1)

	GNSS-NavigationModel
	Yes
	No
	Yes

	GNSS-AcquisitionAssistance
	No
	Yes
	No

	GNSS-Almanac
	No
	No
	Yes

	GNSS-UTC-Model
	Yes
	Yes(3)
	Yes(3)

	GNSS-AuxiliaryInformation
	Yes(2)
	Yes(2)
	Yes(2)

	Note 1: In case more than a single GNSS is supported by the UE.

Note 2: In case the UE supports GLONASS, or more than one GNSS signal.
Note 3: In case more than a single GNSS is supported by the UE and the UE supports GLONASS.


a)
GNSS- Reference Time IE
GNSS- Reference Time IE

	Information Element
	All tests except Sensitivity Fine Time Assistance
	Sensitivity Fine Time Assistance test

	GNSS-ReferenceTime
	
	

	 gnss-SystemTime
	
	

	   gnss-TimeID
	Yes
	Yes

	   gnss-DayNumber
	Yes
	Yes

	   gnss-TimeOfDay
	Yes
	Yes

	   gnss-TimeOfDayFrac-msec
	Yes
	Yes

	   notificationOfLeapSecond
	Yes if

gnss-TimeID = ‘glonass’
	Yes if

gnss-TimeID = ‘glonass’

	   gps-TOW-Assist 
	Yes if

gnss-TimeID = ‘gps’
	Yes if

gnss-TimeID = ‘gps’

	 referenceTimeUnc
	Yes
	No

	 gnss-ReferenceTimeForOneCell
	No
	Yes

	   networkTime
	
	Yes

	     secondsFromFrameStructureStart
	
	Yes

	     fractionalSecondsFromFrameStructureStart
	
	Yes

	     frameDrift
	
	Yes

	     cellID
	
	Yes

	       physCellId
	
	Yes

	       cellGlobalIdEUTRA
	
	Yes

	       earfcn
	
	Yes

	   referenceTimeUnc
	
	Yes


b)
GNSS-ReferenceLocation IE
GNSS-ReferenceLocation IE
	Name of the IE
	Fields of the IE

	GNSS-ReferenceLocation
	threeDlocation


c)
GNSS-IonosphericModel IE
GNSS-IonosphericModel IE

	Name of the IE
	Fields of the IE

	GNSS-IonosphericModel
	KlobucharModelParameter

	
	NeQuickModelParameter(1)

	Note 1: Only required if GNSSs supported include Galileo.


d)
GNSS-TimeModelList IE This information element is only required for multi system tests.

GNSS-TimeModelList IE

	Name of the IE
	Fields of the IE

	GNSS-TimeModelList
	

	
	gnss-TO-ID

For each GNSS included in the test.

	
	deltaT


e)
GNSS-NavigationModel IE
GNSS-NavigationModel IE

	Name of the IE
	Fields of the IE

	GNSS-NavigationModel
	


GNSS Clock and Orbit Model Choices

	GNSS
	Clock and Orbit Model Choice

	GPS
	Model-2

	Modernized GPS
	Model-3

	GLONASS
	Model-4

	QZSS QZS-L1
	Model-2

	QZSS QZS-L1C/L2C/L5
	Model-3

	SBAS
	Model-5

	Galileo
	Model-1


f)
GNSS-AcquisitionAssistance IE
GNSS-AcquisitionAssistance IE

	Name of the IE
	Fields of the IE

	GNSS-AcquisitionAssistance
	


g)
GNSS-Almanac IE
GNSS-Almanac IE

	Name of the IE
	Fields of the IE

	GNSS-Almanac
	


GNSS Almanac Choices

	GNSS
	Almanac Model Choice

	GPS
	Model-2

	Modernized GPS
	Model-3,4

	GLONASS
	Model-5

	QZSS QZS-L1
	Model-2

	QZSS QZS-L1C/L2C/L5
	Model-3,4

	SBAS
	Model-6

	Galileo
	Model-1


h)
GNSS-UTC-Model IE
GNSS-UTC-Model IE

	Name of the IE
	Fields of the IE

	GNSS-UTC-Model
	


GNSS UTC Model Choices

	GNSS
	UTC Model Choice

	GPS
	Model-1

	Modernized GPS
	Model-2

	GLONASS
	Model-3

	QZSS QZS-L1
	Model-1

	QZSS QZS-L1C/L2C/L5
	Model-2

	SBAS
	Model-4

	Galileo
	Model-1


i)
GNSS-AuxiliaryInformation IE
GNSS-AuxiliaryInformation IE

	Name of the IE
	Fields of the IE

	GNSS-AuxiliaryInformation
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