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	Reason for change:
(

	During RAN5#58 meeting, there is an AP created: [AP#58.26: Investigate how to configure PERIO DICAL reporting’s for multiple cells (PCell, SCell & Neighbouring cell both on the SCC) for CA]. as per the investigation on TS 36.331 clause 5.5.5:
5.5.5          Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to E-UTRAN. 
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>  set the measId to the measurement identity that triggered the measurement reporting;
1>  set the measResultPCell to include the quantities of the PCell;
1>  set the measResultServFreqList to include for each SCell that is configured, if any, within measResultSCell the quantities of the concerned SCell, if available according to performance requirements in [16];
1>  if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>  for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>  set the measResultServFreqList to include within measResultBestNeighCell the physCellId and the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>  if there is at least one applicable neighbouring cell to report:
2>  set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>  if the triggerType is set to event:
4>  include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
3>  else:
4>  include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
NOTE:      The reliability of the report (i.e. the certainty it contains the strongest cells on the concerned frequency) depends on the measurement configuration i.e. the reportInterval. The related performance requirements are specified in TS 36.133 [16].
3>  for each cell that is included in the measResultNeighCells, include the physCellId;
We can know PCell and SCell must be configured and reported, any neighbour cell should also be reported if configured.

 

For those CA RSRP and RSRQ accuracy test cases, there are only two serving frequencies, f1 for PCell, f2 for SCell and neighbour Cell 3, so if we configure any one of the meas id for frequency 1 or 2, the UE should report all of them in one MeasurementReport message periodically.

 

We think current definitions in TS 36.521-3 have duplicated and unnecessary configuration of measId for periodically measurement reporting of RSRP and RSRQ accuracy testing, it is not failing the test case, but we think it is unnecessary.

	
	

	Summary of change:
(

	Removed duplicated and unnecessary configuration of measId for periodically measurement reporting of CA RSRP and RSRQ accuracy testing in Table H.4.2-1

	
	

	Consequences if 
(

not approved:
	Duplicated and unnecessary definitions still exist in the test spec
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H.4.2
RRC messages and information elements contents exceptions for E-UTRAN RSRP and RSRQ Accuracy for CA

MeasConfig: (FDD/TDD) to perform Measurement Configuration for E-UTRAN RSRP and RSRQ accuracy for CA
Table H.4.2-1: MeasConfig-DEFAULT: E-UTRAN RSRP and RSRQ Accuracy for CA

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	2 entries
	
	

	  MeasObjectToAddMod[1] SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	f1 is the frequency of the PCell (Cell 1)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	      }
	
	
	

	     }
	
	
	

	  MeasObjectToAddMod[2] SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f2
	f2 is the frequency of the SCell on the SCC (Cell 2) and neighbouring cell on the SCC(Cell 3)
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f2)
	
	

	      }
	
	
	

	     }
	
	
	

	    }
	
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList  SEQUENCE (SIZE (1..maxReportConfigId) )OF SEQUENCE {
	1 entry
	
	

	     reportConfigId
	idReportConfig-P
	
	

	     reportConfig
	ReportConfigEUTRA- PERIODICAL
	
	

	     }
	
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList SEQUENCE (SIZE (1..maxMeasId)) of SEQUENCE {
	1 entry
	
	

	   measId
	1
	
	

	   measObjectId
	IdMeasObject-f1
	
	

	   reportConfigId
	idReportConfig-P
	
	

	   }
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  measGapConfig
	Not present
	
	 

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
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