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4.8
Reference radio bearer configurations

4.8.1
General

4.8.2
SRB and DRB parameters and combinations

4.8.2.1
SRB and DRB parameters

4.8.2.1.1
SRB configurations

Table 4.8.2.1.1-1: SRB-ToAddMod-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-ToAddMod-DEFAULT ::= SEQUENCE {
	
	
	

	  srb-Identity
	1
	
	SRB1

	
	2
	
	SRB2

	  rlc-Config CHOICE {
	
	
	

	    defaultValue
	
	
	

	  }
	
	
	

	  logicalChannelConfig CHOICE {
	
	
	

	    defaultValue
	
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.2
DRB PDCP configurations

4.8.2.1.2.1
DRB PDCP configurations for UM RLC

Table 4.8.2.1.2.1-1: PDCP-Config-DRB-UM

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config-DRB-UM ::= SEQUENCE {
	
	
	

	  discardTimer
	ms100
	Suitable for real time services
	

	  rlc-AM SEQUENCE {}
	Not present
	
	

	  rlc-UM SEQUENCE {
	
	
	

	    pdcp-SN-Size
	Len12bits
	
	

	  }
	
	
	

	  headerCompression CHOICE {
	
	
	

	    notUsed
	NULL
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.2.2
DRB PDCP configurations for AM RLC

Table 4.8.2.1.2.2-1: PDCP-Config-DRB-AM

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config-DRB-AM ::= SEQUENCE {
	
	
	

	  discardTimer
	Infinity
	
	

	  rlc-AM SEQUENCE {
	
	
	

	    statusReportRequired
	TRUE
	
	

	  }
	
	
	

	  rlc-UM SEQUENCE {}
	Not present
	
	

	  headerCompression CHOICE {
	
	
	

	    notUsed
	NULL
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.3
DRB RLC configurations

4.8.2.1.3.1
DRB UM RLC configurations

Table 4.8.2.1.3.1-1: RLC-Config-DRB-UM

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-UM ::= CHOICE {
	
	
	

	  um-Bi-Directional SEQUENCE {
	
	
	

	    ul-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	Size10
	
	

	    }
	
	
	

	    dl-UM-RLC SEQUENCE {
	
	
	

	      sn-FieldLength
	Size10
	
	

	      t-Reordering
	ms50
	ms50 provides sufficient margin
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.3.2
DRB AM RLC configurations

Table 4.8.2.1.3.2-1: RLC-Config-DRB-AM

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-Config-DRB-AM ::= CHOICE {
	
	
	

	  am SEQUENCE {
	
	
	

	    ul-AM-RLC SEQUENCE {
	
	
	

	      t-PollRetransmit
	ms80
	
	

	      pollPDU
	p128
	
	

	      pollByte
	kB125
	
	

	      maxRetxThreshold
	t4
	
	

	    }
	
	
	

	    dl-AM-RLC SEQUENCE {
	
	
	

	      t-Reordering
	ms80
	Is sufficient for 5 HARQ transmissions
	

	      t-StatusProhibit
	Ms60
	Should be equal to or smaller than t-PollRetransmit.
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


4.8.2.1.4
DRB Logical Channel configurations

Table 4.8.2.1.4-1: LogicalChannelConfig-DRB
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	LogicalChannelConfig-DRB ::= SEQUENCE {
	
	
	

	  ul-SpecificParameters SEQUENCE {
	
	
	

	    priority
	6
	
	HI

	
	13
	
	LO

	    prioritisedBitRate
	0
	PBR is disabled.
	

	    bucketSizeDuration
	ms100
	
	

	    logicalChannelGroup
	1
	
	HI

	
	2
	
	LO

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	HI
	Used for DRBs with high logical channel priority 

	LO
	Used for DRBs with low logical channel priority
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