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	Reason for change:
(

	1.
Addition of new TCs for event A4 measurement report and event A5 measurement report.

2.
RP-130414(TS 36.331 CR1264r1) mandated TTI bundling for Rel-10 and later releases. However there is specific condition of setting the FGI 28 in 36.523-2.
3.
RP-130413(TS 36.331 CR1263r1) mandated event A5 for Rel-9 and later releases. In the table of test case applicability, it is specifed that existing event A5 test cases are applicable to UEs supporting FGI 14.

	
	

	Summary of change:
(

	1.
Addition of applicability of the following new test cases

8.3.1.23
Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A4

8.3.1.27
Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 (Inter-frequency measurements) / RSRQ based measurements
2.
Removed the specific condition of setting the FGI 28 for Rel-10 or later releases in table A.4.4-1 item 51.
3.
Corrected applicability of existing event A5 test cases. The applicability of TC 8.3.1.24 and 8.3.1.25 was changed to R, and 8.3.1.26 was changed to C10.

	
	

	Consequences if 
(

not approved:
	1.
Applicability will be inconsistent with TS 36.523-1.

2.
UE venders may be given the impression about freedom of choice with FGI 28.
3.
UE venders may be given the impression about freedom of choice with FGI 14.
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	
	<< many rows skipped here >>
	
	
	
	
	
	
	

	8.3.1.22.2
	CA / Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1 / Event A2 / Inter-band CA
	Rel-10
	C151
	UEs supporting E-UTRA and Inter-band Carrier Aggregation
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.23
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A4
	Rel-9
	C166
	UEs supporting E-UTRA and Feature Group Indicator 14.
	pc_eFDD
	
	Note3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.24
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5
	Rel-9
	C166
	UEs supporting E-UTRA and Feature Group Indicator 14
	pc_eFDD
	
	Note3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.25
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 / RSRQ based measurements
	Rel-9
	C166
	UEs supporting E-UTRAand Feature Group Indicator 14
	pc_eFDD
	
	Note3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.26
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 (Inter-frequency measurements)
	Rel-9
	C167
	UEs supporting E-UTRA and Feature Group Indicator 14 and25 
	pc_eFDD
	
	Note3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.27
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A5 (Inter-frequency measurements) / RSRQ based measurements
	Rel-9
	C167
	UEs supporting E-UTRA and Feature Group Indicator 14 and 25
	pc_eFDD
	
	Note3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.2.1
	Measurement configuration control and reporting / Inter-RAT measurements / Event B2 / Measurement of GERAN cells
	Rel-8
	C90
	UEs supporting E-UTRA and GERAN and Feature Group Indicator 23
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
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Table 4-1a: Applicability of tests Conditions

	<< many rows skipped here >>

	C165
IF (A.4.1-1/3) AND (A.4.4-1/62) THEN R ELSE N/A

	C166
IF A.4.5-1/14 THEN R ELSE N/A

	C167
IF A.4.5-1/14 AND A.4.5-1/25 THEN R ELSE N/A

	C168
IF A.4.1-1/6 AND A.4.5-1/15 THEN R ELSE N/A


[text skipped here]
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	
	<< many rows skipped here >>
	
	
	
	

	50
	Support of semi-persistence scheduling
	36.331, Annex B1
	Rel-8
	pc_semi_persistence_scheduling
	For Rel-8: semi-persistence scheduling is mandatory if pc_FeatrGrp_3 is set to true.

For Rel-9 or later releases: semi-persistence scheduling is mandatory if pc_FeatrGrp_29 is set to true.

	51
	Support of TTI bundling
	36.331, Annex B1
	Rel-8
	pc_TTI_bundling
	For Rel-8: TTI bundling is mandatory if pc_FeatrGrp_3 is set to true.

For Rel-9: TTI bundling is mandatory if pc_FeatrGrp_28 is set to true.
For Rel-10 or later releases: pc_FeatrGrp_28 must be set to true..

	52
	Support for inter-RAT PS handover from E-UTRAN to GERAN.
	36.306,

4.3.7.11
	Rel-8
	pc_E_UTRAN_2_GERAN_PSHO
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