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5
Test environment for RF test

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test cases defined in TS 36.521-1 [21]. Exceptions specified in clause 5 overwrite the parameter settings of clause 4; exceptions defined within the test cases overwrite parameter settings of clause 4 and 5.

5.1
Requirements of test equipment

No common RF test environment requirements are specified in addition to the common requirements described in clause 4.2. Specific RF requirements are indicated within the test cases defined in TS 36.521-1 [21].

5.2
RF Reference system configurations

5.2.1
Common parameters for simulated E-UTRA cells

5.2.1.1

Combinations of system information blocks

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, the following combinations of system information blocks are defined.

Combination 1 is the default combination which applies to the following test case scenarios:

- E-UTRA FDD single cell scenario

- E-UTRA TDD single cell scenario

- E-UTRA FDD intra-frequency multi cell scenario

- E-UTRA TDD intra-frequency multi cell scenario

Combination 2 applies to the following test case scenarios:

- E-UTRA FDD + MBMS

- E-UTRA TDD + MBMS
Combination 3 applies to the following test case scenarios:

- E-UTRA FDD intra-band carrier aggregation component carriers cell scenario

- E-UTRA FDD inter-band carrier aggregation component carriers cell scenario

- E-UTRA TDD intra-band carrier aggregation component carriers cell scenario

The combinations of system information blocks for test cases in TS 36.521-1 [21] is defined in table 5.2-1.1-1.

Table 5.2.1.1-1: Combinations of system information blocks

	
	
	System information block type

	Combination No.
	SIB2
	SIB3
	SIB4
	SIB5
	SIB6
	SIB7
	SIB8
	SIB9
	SIB10
	SIB11
	SIB12
	SIB13

	1
	X
	X
	
	
	
	
	
	
	
	
	
	

	2
	X
	X
	
	
	
	
	
	
	
	
	
	X

	3
	X
	X
	
	X
	
	
	
	
	
	
	
	


5.2.1.2
Scheduling of system information blocks

The scheduling configurations for combinations of system information blocks are defined in the following tables. SIB1 will be transmitted during subframes#5 which SFN mod 2 = 0, and SIB2+SIB3 will be transmitted during subframes#5 which SFN mod 2 = 1 with 8 radio frames periodicity. SIB5 will be transmitted during subframes#5 which SFN mod 2 = 1 with 64 radio frames periodicity. 
Table 5.2.1.2-1: Scheduling for combination 1

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3


Table 5.2.1.2-2: Scheduling for combination 2

	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB13


Table 5.2.1.2-3: Scheduling for combination 3
	Scheduling Information No.
	Periodicity

[radio frames]
	Mapping of system information blocks

	1
	8
	SIB2, SIB3

	2
	64
	SIB5


- SystemInformationBlockType2

As defined in Table 4.4.3.3-1 with the following exceptions:
Table 5.2.1.2-2: SystemInformationBlockType2 exceptions
	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  timeAlignmentTimerCommon
	infinity
	
	

	}
	
	
	


5.2.1.3
Common contents of system information messages

- MasterInformationBlock

As defined in Table 4.4.3.2-1 without exceptions.

- SystemInformation

As defined in Table 5.2.1.3-1As defined in Table  without exceptions.
Table 5.2.1.3-1: SystemInformation
	Derivation Path: Clause 4.4.3.2 Table 4.4.3.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation-r8 SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {}
	See subclause 5.2.1.1 and 5.2.1.2
	
	

	      criticalExtensionsFuture SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


- SystemInformationBlockType1

As defined in Table 4.4.3.2-3 with the following exceptions:
Table 5.2.1.3-2: SystemInformationBlockType1 exceptions
	Derivation Path: Clause 4.4.3.2 Table 4.4.3.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  si-WindowLength
	ms40
	
	

	}
	
	
	


5.2A
Generic RF procedures

Editor’s note: The UE test state used for testing is specified in the individual test cases in the corresponding test specification TS 36.521-1 [21] or TS 36.521-3 [34].

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 [21] and TS 36.521-3 [34].

5.2A.1
UE RF test states

Table 5.2A.1-1: The E-UTRAN UE states

	
	RRC
	ECM
	EMM
	ESM
	UE Test Mode

	State 3A-RF
	Generic Default RB Established, UE Test Mode Activated
	RRC_CONNECTED

1 data radio bearer configured
	ECM-CONNECTED
	EMM-REGISTERED
	1 default EPS bearer context active
	Active


5.2A.2
Generic Default Radio Bearer Establishment, UE Test Mode Activated (State 3A-RF)

5.2A.2.1
Initial conditions

System Simulator:

-
1 cell, default parameters.

-
The procedure shall be performed under ideal radio conditions as defined in clause 5

User Equipment:

-
The Test USIM shall be inserted.

5.2A.2.2
Definition of system information messages

The default system information messages are used.

5.2A.2.3
Procedure

Table 5.2A.2.3-1: UE registration with default EPS bearer establishment and test mode activation procedures

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1 to 18
	Same procedure for steps 1 to 18 as specified in the procedure in clause 4.5.2A.3
	-
	-


5.2A.2.4
Specific message contents

All specific message contents shall be referred to clause 4.5.2A.4, with the exceptions below.

Table 5.2A.2.4-1: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
(Step 16 in Table 4.5.2A.3-1)

	Derivation Path: Table 4.7.3-6

	Information Element
	Value/remark
	Comment
	Condition

	PDN address
	
	
	

	  Length of PDN address contents
	5 octets
	
	

	  PDN type value
	‘001’B
	IPv4
	

	  PDN address information
	IPv4 address
	The SS provides a valid IPv4 address
	

	ESM cause
	IF "PDN type" IE in step 4 is 'IPv4v6' THEN '00110010'B ELSE Not present
	"PDN type IPv4 only allowed"
	


5.2A.3
Void
5.2A.4
Procedure to configure SCC

Table 5.2A.4.-1: UE RRC reconfiguration with sCELLToAdd

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	The SS transmits an RRCConnectionReconfiguration(sCellToAddModList) message to establish the SCC.
	<--
	RRC: RRCConnectionReconfiguration

	2
	The UE transmits an RRCConnectionReconfigurationComplete
	-->
	RRC: RRCConnectionReconfigurationComplete


5.2 A.41.
Specific message contents

All specific message contents shall be referred to clause 4.5.2A.4, with exceptions as below.

5.2A.4.1.1
Exceptions for all CA tests

RRCConnectionReconfiguration

Table 5.2A.4.1.1-1: RRCConnectionReconfiguration
	Derivation Path: Clause 4.6.1 Table 4.6.1-8, condition SCell_AddMod

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


MAC configurations

Table 5.2A.4.1.1-2: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5  Table 5.5.1.1-1, condition Scell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	    extendedBSR-Sizes-r10
	Not Present
	
	

	    extendedPHR-r10
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell


5.2A.4.1.2
Exceptions for UL CA tests

RadioResourceConfigCommonSCell-r10-DEFAULT

Table 5.2A.4.1.2-1: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Not Present
	For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in 3GPP TS 36.101 [27], table 5.7.3-1 applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.
	

	      ul-Bandwidth-r10
	Not Present
	Same downlink bandwidth as used for target SCell
	

	      additionalSpectrumEmissionSCell-r10
	1 (CA_NS_01)
	
	

	    }
	
	
	

	soundingRS-UL-ConfigCommon-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 5.2A.4.1.2-2: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not Present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


5.3
Default RRC message and information elements contents

5.3.1
Radio resource control information elements

As defined in clause 4.6.3 with the following exceptions:
Table 5.3.1-1: TDD-Config-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-23

	Information Element
	Value/remark
	Comment
	Condition

	TDD-Config-DEFAULT  ::= SEQUENCE {
	
	
	

	  subframeAssignment
	sa1
	
	

	  specialSubframePatterns
	ssp4
	
	RF

	}
	
	
	


	Condition
	Explanation

	RF
	For all the RF tests specified in 36.521-1


Table 5.3.1-2: RadioResourceConfigCommonSIB-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-14

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-DEFAULT ::= SEQUENCE {
	
	
	

	  rach-ConfigCommon
	RACH-ConfigCommon-DEFAULT
	
	

	  bcch-Config
	BCCH-Config-DEFAULT
	
	

	  pcch-Config
	PCCH-Config-DEFAULT
	
	

	  prach-Config
	PRACH-ConfigSIB-DEFAULT
	
	

	  pdsch-ConfigCommon
	PDSCH-ConfigCommon-DEFAULT
	
	

	  pusch-ConfigCommon
	PUSCH-ConfigCommon-DEFAULT
	
	

	  pucch-ConfigCommon
	PUCCH-ConfigCommon-DEFAULT
	
	

	  soundingRS-UL-ConfigCommon CHOICE {
	
	
	

	    release
	NULL
	
	

	   }
	
	
	

	  uplinkPowerControlCommon
	UplinkPowerControlCommon-DEFAULT
	
	

	  ul-CyclicPrefixLength
	len1
	
	

	}
	
	
	


Table 5.3.1-3: PRACH-Config-DEFAULT

	Derivation Path:  Clause 4.6.3 Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigInfo SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	
	TDD

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	TDD
	TDD cell environment


Table 5.3.1-4: RadioResourceConfigCommonSCell-r10-DEFAULT
	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	ul-Configuration-r10 SEQUENCE  {
	Not Present
	
	

	}
	
	
	


Table 5.3.1-5: PhysicalConfigDedicatedSCell-r10-DEFAULT
	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	ul-Configuration-r10 SEQUENCE  {
	Not Present
	
	

	}
	
	
	


5.4
Default NAS message and information elements contents

5.5
Reference radio bearer configurations

5.5.1
SRB and DRB parameters

5.5.1.1
MAC configurations
As defined in clause 4.8.2.1.5 with the following exceptions:
Table 5.5.1.1-1: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5, Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	ul-SCH-Config
	Not present
	
	SCell_AddMod

	  ul-SCH-Config SEQUENCE {
	
	
	

	    maxHARQ-Tx
	n1
	Only one transmission per UL HARQ
	

	  }
	
	
	

	drx-Config
	Not present
	
	SCell_AddMod

	  drx-Config CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	  timeAlignmentTimerDedicated
	infinity
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell


5.5.1.2
Physical Layer configurations

Table 5.5.1.2-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path:  Clause 4.8.2.1.6 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1

	
	Not present
	
	RBC

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC

	  cqi-ReportConfig
	Not present
	
	SRB1

	
	Not present
	
	RBC

	  soundingRS-UL-ConfigDedicated
	Not present
	
	SRB1

	
	Not present
	
	RBC

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig 
	Not present
	
	SRB1

	
	Not present
	See subclause 4.6.3
	RBC

	}
	
	
	

	  cqi-ReportConfig-r10
	Not present
	
	SCell_AddMod


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	SCell_AddMod
	Addition or modification of SCell


5.5.1.3
SRB and DRB combinations

5.5.1.3.1
Combinations on DL-SCH and UL-SCH

5.5.1.3.1.1
SRB1 and SRB2 for DCCH + n x AM DRB + m x UM DRB, where n=1 and m=0

This SRB and DRB combination is setup in UE Registration procedure and the Generic Radio Bearer Establishment with UE Test Mode Activated using specific message content - the default RRCConnectionReconfiguration message with condition SRB2-DRB(n, m).

<< Text skipped here >> 

7.3
Default RRC message and information elements contents

7.3.1
Contents of RRC messages

FFS.

7.3.2
Radio resource control information elements

Editor’s note: Unless otherwise stated in the test parameters or messages exceptions in the respective test cases in TS 36.521-3 [34], PRACH configuration index and exceptional message as specified in Table 7.3.2-1 is used.

As defined in clause 4.6.3 with the following exceptions:
Table 7.3.2-1: PRACH-Config-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-7

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	    prach-ConfigIndex
	3
	
	TDD

	}
	
	
	


	Condition
	Explanation

	TDD
	TDD cell environment


Table 7.3.2-2: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	}
	
	
	


Table 7.3.2-3: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-6A

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Not Present
	
	

	}
	
	
	


7.3.3
Measurement information elements

As defined in clause 4.6.6 with the following exceptions:
Table 7.3.4-1: MeasObjectEUTRA-GENERIC (Freq)

	Derivation Path: Clause 4.6.6, Table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	  neighCellConfig
	10'B (The MBSFN subframe allocations of all neighbour cells are identical to or subsets of that in the serving cell)
	
	FDD with E-UTRA FDD neighbour cell

	
	‘11’B (Different UL/DL allocation in neighbouring cells for TDD compared to the serving cell)
	
	FDD with E-UTRA TDD neighbour cell, 
TDD with E-UTRA FDD neighbour cell


7.4
Default NAS message and information elements contents

7.5
Reference radio bearer configurations

7.5.1
SRB and DRB parameters

7.5.1.1
MAC configurations
As defined in clause 4.8.2.1.5 with the following exceptions:
Table 7.5.1.1-1: MAC-MainConfig-RBC
	Derivation Path: Clause 4.8.2.1.5 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	    extendedBSR-Sizes-r10
	Not Present
	
	

	    extendedPHR-r10
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications. Preffered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





