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	Reason for change:
(

	In the default configuraitno,  PUCCH is not able allocate to make signaling on control channel, hence, UE may not able to make call setup in the CA tests. Moreover the some IEs for S-cell are not suitable configurations for RF/RRM.
1. For RF/RRM, some case need to avoid any uplink transmissions during the test, and such as extendBSR, extendPHR, and CQIReport are not need to configure. 
2-1. According to TS36.213 cluase 10.1, in case of using PUCCH format 1b with channel selection, N1PUCCH-AN-CS-List needs to be configured. Moreover, need to specify conditionally for 1Tx and 2Tx cases.
2-2. For additionalSpectrumEmissionCA-r10:1, CA_NS_01 may be apply for AMPR, and not suitable for the defualt. 
Ref. TS36.213 10.1.2.2.1 PUCCH format 1b with channel selection HARQ-ACK procedure
-
for a PDSCH transmission indicated by the detection of a corresponding PDCCH in subframe
[image: image1.wmf]4

-

n

on the secondary cell, the value of
[image: image2.wmf])

1

(

PUCCH,

j

n

, and the value of
[image: image3.wmf])

1

(

1

PUCCH,

+

j

n

for the transmission mode that supports up to two transport blocks  is determined according to higher layer configuration and Table 10.1.2.2.1-2. The TPC field in the DCI format of the corresponding PDCCH shall be used to determine the PUCCH resource values from one of the four resource values configured by higher layers, with the mapping defined in Table 10.1.2.2.1-2. For a UE configured for a transmission mode that supports up to two transport blocks a PUCCH resource value in Table 10.1.2.2.1-2 maps to two PUCCH resources
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, otherwise, the PUCCH resource value maps to a single PUCCH resource 
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	Summary of change:
(

	1. In Table 5.2A.4.1.1-2, below IEs in MAC-MainConfig-RBC are specified to be Not Present.
extendedBSR-Sizes-r10: setup 
extendedPHR-r10: setup 
2.1. Add new Table 5.2A.4.1.1-3 for PUCCH-ConfigDedicated-v1020-DEFAULT.

N1PUCCH-AN-CS-List is specified for 1Tx and 2Tx.

 2.2. For Table 5.2A.4.1.1-3 and Table 5.2A.4.1.2-1, additional Spectrum Emission PCell and additional Spectrum Emission SCell are specified as “Set according to test specific” to be more generic.


	
	

	Consequences if 
(

not approved:
	UE may not able to make call, and not able to perform CA tests.
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(
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	Other comments:
(

	


<< Unchanged sections omitted >>
5.2A.4.1.1
Exceptions for all CA tests

RRCConnectionReconfiguration

Table 5.2A.4.1.1-1: RRCConnectionReconfiguration
	Derivation Path: Clause 4.6.1 Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              sCellToAddModList-r10 SEQUENCE (SIZE (1..maxSCell-r10)) OF SEQUENCE {
	1 entry
	
	SCell_AddMod

	                sCellToAddMod[1]
	SCellToAddMod-r10-DEFAULT
	
	

	              }
	
	
	

	              NonCriticalExtension
	Not present
	
	

	            }
	
	
	

	}
	
	
	


MAC configurations

Table 5.2A.4.1.1-2: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	    extendedBSR-Sizes-r10
	Not Present
	
	

	    extendedPHR-r10
	Not Present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell


PhysicalConfigDedicated-DEFAULT
Table 5.2A.4.1.1-3: PhysicalConfigDedicated-DEFAULT

	Derivation Path: Clause 4.8.2.1.6 Table 4.8.2.1.6-1

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cif-Presence-r10
	FALSE
	
	

	  cqi-ReportConfig-r10
	Not present
	
	SCell_AddMod

	  csi-RS-Config-r10
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	
	
	SCell_AddMod

	    channelSelection-r10 SEQUENCE{
	
	
	

	      n1PUCCH-AN-CS-r10 CHOICE{
	
	
	

	        setup SEQUENCE{
	
	
	

	          n1PUCCH-AN-CS-List-r10 SEQUENCE{
	1
	
	FDD

	            N1PUCCH-AN-CS-r10
	4
	
	

	            
	101
	
	

	            
	102
	
	

	            
	103
	
	

	            
	104
	
	

	          }
	
	
	

	      n1PUCCH-AN-CS-List-r10 SEQUENCE{
	2
	
	2TX AND FDD

	        N1PUCCH-AN-CS-r10
	4
	
	

	        
	101
	
	

	        
	102
	
	

	        
	103
	
	

	        
	104
	
	

	        N1PUCCH-AN-CS-r10
	4
	
	

	        
	105
	
	

	        
	106
	
	

	        
	107
	
	

	        
	108
	
	

	      }
	
	
	

	          n1PUCCH-AN-CS-List-r10 SEQUENCE{
	FFS
	
	TDD

	    }
	
	
	

	  }
	
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	SCell_AddMod

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	Set according to test specific
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	Note: For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	2TX
	Used for cells with two antenna ports

	RBC-HO
	Used during Handover

	SCell_AddMod
	Addition or modification of SCell


5.2A.4.1.2
Exceptions for UL CA tests

RadioResourceConfigCommonSCell-r10-DEFAULT

Table 5.2A.4.1.2-1: RadioResourceConfigCommonSCell-r10-DEFAULT

	Derivation Path: Clause 4.6.3 Table 4.6.3-13A

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    ul-FreqInfo-r10 SEQUENCE {
	
	
	

	      ul-CarrierFreq-r10
	Not Present
	For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in 3GPP TS 36.101 [27], table 5.7.3-1 applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.
	

	      ul-Bandwidth-r10
	Not Present
	Same downlink bandwidth as used for target SCell
	

	      additionalSpectrumEmissionSCell-r10
	 Set according to test specific
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 5.2A.4.1.2-2: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10
	Present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not Present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used.


<< End of changes >>
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