Page 1



3GPP TSG- RAN5 Meeting #59 
(
 R5-131590
Fukuoka, Japan, 20 - 24 May 2013
	CR-Form-v10

	CHANGE REQUEST

	

	(

	36.521-3
	CR
	CRNum
	(

rev
	-
	(

Current version:
	11.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/Change-Requests.

	


	Proposed change affects: (

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to PRACH configuration

	
	

	Source to WG:
(

	Anritsu

	Source to TSG:
(

	RAN5

	
	

	Work item code:
(

	TEI9_Test
	
	Date: (

	2013-05-10

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	PRACH configuration for the serving cell is not consistently specified in Chp8. In general, the purpose of Chp8 TCs is to verify that the UE makes correct reporting. So, the value of PRACH configuration may not be very critical for the test purpose. Morevover, the irregular number of PRACH configuration = 53 makes more maintenance.
FDD PRACH configuration = 4

8.3.2  E-UTRAN FDD-FDD Inter-frequency event triggered reporting when DRX + fading + asynch

8.5.3  E-UTRAN FDD-UTRAN FDD event triggered reporting when DRX + fading

8.8.2  E-UTRAN FDD-GSM event triggered reporting when DRX is used in AWGN

8.21
   CSG Proximity Indication Testing Case for E-UTRAN FDD – FDD Inter frequency
TDD PRACH configuration = 4

8.4.2    E-UTRAN TDD-TDD Inter-frequency event triggered reporting when DRX + fading + synch

8.10.2  E-UTRAN TDD-GSM event triggered reporting when DRX is used in AWGN

8.14.2  E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX + fading + asynch

TDD PRACH configuration = 53

8.7.2    E-UTRAN TDD-UTRAN TDD cell search when DRX + fading

8.15.2  E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX + fading + asynch


	
	

	Summary of change:
(

	PRACH configuration is changed from 53 to 4.

	
	

	Consequences if 
(

not approved:
	PRACH configurations remain not consistently specified for the serving cell, and it leads to not organize way of specifying exceptional messages in test specification.

	
	

	Clauses affected:
(

	8.7.2, 8.15.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
(

	Ref:R4-132070


8.7.2
E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions

Editor’s note: This section is incomplete. The following aspects are either missing or not yet determined:

· The Test system uncertainties applicable to this test are undefined

· The Test tolerances applicable to this test are undefined

· It only includes 1.28 Mcps TDD option related requirements

8.7.2.1
Test purpose

The test cases are to verify that the UE makes correct reporting of an event in DRX. These tests will partly verify E-UTRA TDD to UTRA TDD cell search requirements when DRX is used in TS 36.133 [4] section 8.1.2.4.3.2.

8.7.2.2
Test applicability

This test applies to all types of release 8 and forward E-UTRA TDD UEs that support release 9 and forward UTRA TDD. Applicability requires support for FGI bits 5, 15 and 22.

8.7.2.3
Minimum conformance requirements

When explicit neighbour list is provided and DRX is used the UE shall be able to identify a new detectable cell belonging to the neighbour cell list within Tidentify_UTRA_TDD as shown in table 8.7.2.3-1
Table 8.7.2.3-1: Requirement to identify a newly detectable UTRA TDD cell

	DRX cycle length (s)
	Tidentify_UTRA_TDD (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.32
	Non DRX Requirements in TS 36.133[4] section 8.1.2.4.3.1 are applicable
	Non DRX Requirements in TS 36.133[4] section 8.1.2.4.3.1 are applicable

	0.32<DRX-cycle≤0.512
	Note (20* Nfreq)
	Note (25* Nfreq)

	0.512<DRX-cycle≤2.56
	Note (20* Nfreq)
	Note
(20* Nfreq)

	Note:
Time depends upon the DRX cycle in use


A cell shall be considered detectable provided following conditions are fulfilled: A cell shall be considered detectable when 

-
P-CCPCH Ec/Io > -8 dB,

-
DwPCH_Ec/Io > -5 dB.
When L3 filtering is used an additional delay can be expected.
The UE shall be capable of performing UTRA TDD P-CCPCH RSCP measurements of at least 6 UTRA cells per UTRA TDD carrier and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period defined in table 8.7.2.3-2.
Table 8.7.2.3-2: Requirement to measure UTRA TDD cells

	DRX cycle length (s)
	Tmeasure_UTRA_TDD (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.04
	Non DRX Requirements in TS 36.133[4] section 8.1.2.4.3.1 are applicable
	Non DRX Requirements in TS 36.133[4] section 8.1.2.4.3.1 are applicable

	0.064
	0.48*Nfreq (7.5*Nfreq)
	0.8*Nfreq
(12.5*Nfreq)

	0.08
	0.48*Nfreq (6*Nfreq)
	0. 8*Nfreq (10*Nfreq)

	0.128
	0.64*Nfreq (5*Nfreq)
	0. 8*Nfreq (6.25*Nfreq)

	0. 128<DRX-cycle≤2.56
	Note (5*Nfreq)
	Note (5*Nfreq)

	Note:
Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in the TS 36.133[4] sub-clause 9.1.

Reported measurements in periodically triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

Reported measurements in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as the reporting criteria is not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit the measurement report over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is twice the TTI of the uplink DCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.
The event triggered measurement reporting delay, measured without L3 filtering shall be less than Tidentify, UTRA_TDD defined in TS 36.133 [4] Section 8.1.2.4.3.2 When L3 filtering is used an additional delay can be expected.

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements TS 36.133 [4] in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in TS 36.133 [4] section 8.1.2.4.3.2.2 Event Triggered Reporting.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.4.3.2 and A.8.7.2.
8.7.2.4
Test description
8.7.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1. 

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.
1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.23.
2.
The general test parameter settings are set up according to Table 8.7.2.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.7.2.4.3.

5.
There is one E-UTRA TDD serving cell and one UTRA TDD cell specified in the test. Cell 1 (E-UTRA TDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 (UTRAN TDD cell) is to be searched. Gap pattern configuration # 0 as defined in TS 36.133 [4] table 8.1.2.1-1 is provided.
Table 8.7.2.4.1-1: General test parameters for E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation conditions
	Parameter
	Unit
	Test 1
	Test 2
	Comment

	
	
	Value
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2. Note that UE may only be allocated at On Duration  

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2. 

	Active cell
	
	Cell 1
	E-UTRAN TDD cell

	Neighbour cell
	
	Cell 2
	UTRAN 1.28Mcps TDD cell

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 section 8.1.2.1. 

	Uplink-downlink configuration
	
	1
	As specified in 3GPP TS 36.211 section 4.2 Table 4.2-2

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211. The same configuration in both cells

	PRACH configuration
	
	4
	As specified in table 5.7.1-3 in 3GPP TS 36.211

	CP length of cell 1
	
	Normal
	

	Ofn
	dB
	0
	

	Thresh
	dBm
	-83
	Absolute P-CCPCH RSCP threshold for event B1

	Hysteresis
	dB
	0
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX
	
	ON
	DRX related parameters are defined in Table 8.7.2.5-3

	Time offset between cells
	ms
	3
	Asynchronous cells
3ms or 92160*Ts

	T1
	s
	5
	

	T2
	s
	8
	30
	


8.7.2.4.2
Test procedure
The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event B1 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore UE is allocated wit hPUSCH resource at every DRX cycle. In Test 2 the uplink time alignment is not maintained and UnE needs to use RACH to obtain UL allocation for measurement reporting.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Set the parameters according to T1 in Table’s 8.7.2.5-1 and 8.7.2.5-2. Propagation conditions are set according to Annex B clause B.1.1 and B.2.2. T1 starts.

3.
The SS shall transmit an RRCConnectionReconfiguration message.
4.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table’s 8.7.2.5-1 and 8.7.2.5-2. T2 starts.
6.
UE shall transmit a MeasurementReport message triggered by Event B1. If the overall delay measured from the beginning of time period T2 is less than 6442 ms for Test1 or less than 26882 ms for Test2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7.
After the SS receive the MeasurementReport message in step 6) or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources. 

8.
SS shall set Cell 2 cell parameter id = (current Cell 2 cell parameter id+4) mod 16 for next iteration of the test procedure loop.

9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A (if the paging fails, switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3),
or
- switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
10.
Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
11. Repeat step 1-10 for each sub-test in Table 8.7.2.4.1-1 as appropriate.
8.7.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.7.2.4.3-1: Common Exception messages for E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-4
Table H.3.1-7

Table H.3.7-1

Table H.3.7-2

Table H.3.7-3


Table 8.7.2.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: TS 36.508 [7] clause 4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	     c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig 
	MeasConfig -DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	   }
	
	
	

	  }
	
	
	

	 }
	
	
	

	}
	
	
	

	
	
	
	


Table 8.7.2.4.3-3: ReportConfigInterRAT-B1-UTRA: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: 36.508 clause 4.6.6 Table 4.6.6-7B

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT-B1-UTRA(UTRA-Thres) ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	

	          b1-Threshold CHOICE {
	
	
	

	            b1-ThresholdUTRA CHOICE {
	
	
	

	              thresholdUTRA-RSCP
	32
	UTRA-Thres + 115 UTRA-Thres is actual RSCP value in dBm
	UTRA-TDD

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0
	The actual value is IE value * 0.5 dB
INTEGER (0..30)
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.7.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	Channel-bandwidth-dependent parameter 
	

	    sr-ConfigIndex
	2
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.7.2.4.3-5: MeasResults: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListUTRA
	MeasResultListUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.7.2.4.3-6: MeasResultListUTRA: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId CHOICE {
	
	
	

	    tdd
	12
	PhysCellIdUTRA-TDD
INTEGER (0..127)
	

	  }
	
	
	

	  measResult SEQUENCE {
	
	
	

	     utra-RSCP
	
	Set according to specific test
INTEGER (-5..91)
	

	 }
	
	
	

	}
	
	
	


Table 8.7.2.4.3-7: PRACH-Config-DEFAULT: Additional E-UTRAN TDD to UTRAN 1.28Mcps TDD cell search when DRX is used in fading propagation
	Derivation Path: TS 36.508 [7] clause 7.3.2 Table 7.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
	
	
	


<< Unchanged sections omitted >>
8.15.2
E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells

8.15.2.1
Test purpose

To verify the UE’s ability to make a correct reporting of an event in DRX under fading propagation conditions in asynchronous cells within the E-UTRA FDD-TDD inter-frequency cell search requirements.
8.15.2.2
Test applicability
This test applies to all types of E-UTRA UE supporting FDD and TDD release 9 and forward. Applicability requires support for FGI bits 5 and 25.
8.15.2.3
Minimum conformance requirements
When DRX is in use the UE shall be able to identify a new detectable E-UTRAN TDD inter frequency cell within Tidentify_inter as shown in table 8.15.2.3-1.
Table 8.15.2.3-1: Requirement to identify a newly detectable TDD inter frequency cell
	DRX cycle length (s)
	Tidentify_inter (s) (DRX cycles)

	
	Gap period = 40 ms
	Gap period = 80 ms

	≤0.16
	Non DRX Requirements in TS 36.133 [4] clause 8.1.2.3.4.1 are applicable
	Non DRX Requirements in TS 36.133 [4] clause 8.1.2.3.4.1 are applicable

	0.256
	5.12*Nfreq (20*Nfreq)
	7.68*Nfreq (30*Nfreq)

	0.32
	6.4*Nfreq (20*Nfreq)
	7.68*Nfreq (24*Nfreq)

	0.32<DRX-cycle≤2.56
	Note (20*Nfreq)
	Note (20*Nfreq)

	Note: Time depends upon the DRX cycle in use


A cell shall be considered detectable provided following conditions are fulfilled:

-
RSRP and RSRP Ês/Iot according to Annex I.2.3 for a corresponding Band,
-
other RSRP related side conditions given in TS 36.133 [4] Section 9.1 are fulfilled,

-
SCH_RP|dBm and SCH Ês/Iot according to Annex I.2.3 for a corresponding Band.

The UE shall be capable of performing RSRP and RSRQ measurements of at least 4 inter-frequency cells per TDD inter-frequency and the UE physical layer shall be capable of reporting RSRP and RSRQ measurements to higher layers with the measurement period defined in Table 8.15.2.3-2.
Table 8.15.2.3-2: Requirement to measure TDD inter frequency cells

	DRX cycle length (s)
	Tmeasure_inter (s) (DRX cycles)

	≤0.84
	Non DRX Requirements in TS 36.133 [4] clause 8.1.2.3.4.1 are applicable

	0.08<DRX-cycle≤2.56
	Note (5*Nfreq)

	Note: Time depends upon the DRX cycle in use


The measurement accuracy for all measured cells shall be as specified in TS 36.133 [4] sub-clause 9.1.
Reported measurements contained in periodically triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.
Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in TS 36.133 [4] section 8.1.2.3.2.2.1.3 Event Triggered Reporting.

Reported measurements contained in event triggered measurement reports shall meet the requirements in TS 36.133 [4] section 9.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH. This measurement reporting delay excludes a delay which caused by no UL resources for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than TIdentify_Inter defined in TS 36.133 [4] Section 8.1.2.3.2.2 When L3 filtering is used an additional delay can be expected.
If a cell which has been detectable at least for the time period Tidentify_intra defined in TS 36.133 [4] section 8.1.2.2.1.1 becomes undetectable for a period ≤ 5 seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra provided the timing to that cell has not changed more than ( 50 Ts and the L3 filter has not been used. When L3 filtering is used an additional delay can be expected.
The normative reference for this requirement is TS 36.133 [4] clause 8.1.2.3.4.2 and A.8.15.2.
8.15.2.4
Test description
8.15.2.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15.

2. The general test parameter settings are set up according to Table 8.15.2.4.1-1.

3. Propagation conditions are set according to Annex B clauses B.0.

4. Message contents are defined in clause 8.15.2.4.3.

5. There are two E-UTRA carriers and one E-UTRA FDD Cell 1 and one E-UTRA TDD Cell 2 on each carrier specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.15.2.4.1-1: General test parameters for E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions
	Parameter
	Unit
	Test 1
	Test 2
	Comment

	
	
	Value
	

	Cell 1 PDSCH parameters
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1 Note that UE may only be allocated at On Duration  

	Cell 1 PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1. 

	Cell 2 PDSCH parameters
	
	DL Reference Measurement Channel R.0 TDD
	As specified in section A.1.2 Note that UE may only be allocated at On Duration  

	Cell 2 PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As specified in section A.2.2 

	Cell 1 E-UTRA FDD RF Channel Number
	
	1
	One FDD carrier frequency is used.

	Cell 2 E-UTRA TDD RF Channel Number
	
	2
	One TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	Active cell
	
	Cell 1
	Cell 1 is on RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell 2 is on RF channel number 2

	Gap Pattern Id
	
	0
	As specified in 3GPP TS 36.133 [4] section 8.1.2.1. 

	A3-Offset
	dB
	-6
	

	Hysteresis
	dB
	0
	

	CP length
	
	Normal
	

	TimeToTrigger
	s
	0
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Cell 2 Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Cell 2 Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	E-UTRA FDD PRACH configuration
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	E-UTRA TDD Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	DRX
	
	ON
	DRX related parameters are defined in Table 8.15.2.5-2 

	Time offset between cells
	ms
	3
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	30
	


8.15.2.4.2
Test procedure
The test consists of one active cell and one neighbour cell. In the measurement control information it is indicated to the UE that event-triggered reporting with Event A3 is used. The test consists of two successive time periods, with time durations of T1 and T2 respectively. During time duration T1, the UE shall not have any timing information of Cell 2.
In Test 1 UE needs to be provided at least once every 500ms with new Timing Advance Command MAC control element to restart the Time alignment timer to keep UE uplink time alignment. Furthermore, the UE is allocated with PUSCH resource at every DRX cycle. In Test 2 the uplink time alignment is not maintained and UE needs to use RACH to obtain UL allocation for measurement reporting.
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to T1 in Table 8.15.2.5-1. Propagation conditions are set according to Annex B clauses B.1.1 and B.2.2. T1 starts.

3. The SS shall transmit an RRCConnectionReconfiguration message.
4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 8.15.2.5-1.

6. The UE shall transmit a MeasurementReport message triggered by Event A3. If the overall delays measured from the beginning of time period T2 is less than 3882 ms for Test 1 and 26882 ms for Test 2 then the number of successful tests is increased by one. If the UE fails to report the event within the overall delays measured requirement then the number of failure tests is increased by one.

7. After the SS receives the MeasurementReport message in step 6 or when T2 expires, the SS shall transmit RRCConnectionRelease message to release the RRC connection which includes the release of the established radio bearers as well as all radio resources.

8. Set Cell 2 physical cell identity = ((current cell 2 physical cell identity + 1) mod 14 + 2) for next iteration of the test procedure loop.

9. After the RRC connection release, the SS:
- transmits in Cell 1 a Paging message (including PagingRecord with ue-Identity) for the UE and ensures the UE is in State 3A according to TS 36.508 [7] clause 4.5.3A (if the paging fails, switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3),
or
- switches off and on the UE and ensures the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

10. Repeat step 2-9 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

11. Repeat step 1-10 for each sub-test in Table 8.15.2.4.1-1 as appropriate.
8.15.2.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:
Table 8.15.2.4.3-1: Common Exception messages for Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-7
Table H.3.1-9
Table H.3.7-1

Table H.3.7-2
Table H.3.7-3


Table 8.15.2.4.3-2: RRCConnectionReconfiguration: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.1, Table 4.6.1-8 RRCConnectionReconfiguration

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        measConfig
	 MeasConfig-DEFAULT
	
	

	        radioResourceConfigDedicated
	RadioResourceConfigDedicated-HO
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.15.2.4.3-3: ReportConfigEUTRA-A3: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.6, Table 4.6.6-6 ReportConfigEUTRA-A3

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	 triggerType CHOICE {
	
	
	

	  event SEQUENCE {
	
	
	

	    eventId CHOICE {
	
	
	

	     eventA3 SEQUENCE {
	
	
	

	       a3-Offset
	-12 (-6 dB)
	-6 is actual value in dB (-12 * 0.5 dB)
	

	       reportOnLeave
	FALSE
	
	

	      }
	
	
	

	    }
	
	
	

	    hysteresis
	0 (0 dB)
	0 is actual value in dB (0 * 0.5 dB)
	

	    timeToTrigger
	0 (0 ms)
	
	

	    }
	
	
	

	  }
	
	
	


Table 8.15.2.4.3-4: SchedulingRequest-Config-DEFAULT: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-20: SchedulingRequest-Config-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequest-Config-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    sr-PUCCH-ResourceIndex
	41
	Channel-bandwidth-dependent parameter
	

	    sr-ConfigIndex
	0
	
	

	    dsr-TransMax
	n4
	
	

	  }
	
	
	

	}
	
	
	


Table 8.15.2.4.3-5: MeasResults: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	INTEGER(0..97)
	Set according to specific test
	

	     rsrqResult
	INTEGER(0..34)
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 8.15.2.4.3-6: MeasResultListEUTRA: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultsLIstEUTRA ::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysCellId
	INTEGER (0..503)
	

	  measResult   SEQUENCE {
	
	
	

	    rsrpResult
	
	Set according to specific test
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 8.15.2.4.3-7: PRACH-Config-DEFAULT: Additional E-UTRAN FDD-TDD inter-frequency event triggered reporting when DRX is used in fading propagation conditions test requirement
	Derivation Path: TS 36.508 [7] clause 7.3.2 Table 7.3.2-1

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-DEFAULT ::= SEQUENCE {
	
	
	

	  prach-ConfigIndex
	4
	
	

	}
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