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6.3.8
Inter-RAT CSG Cell Reselection from E-UTRA CSG cell to UTRA CSG cell
6.3.8.1
Test Purpose (TP)
(1)
with { UE in E-UTRA RRC_IDLE state and UE’s Allowed CSG list is not empty }

ensure that {

  when { UE detects a suitable UTRA CSG cell previously visited }

    then { UE selects the suitable UTRA CSG cell irrespective of its lower priority than EUTRA cells }

            }

6.3.8.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 36.304, clause 5.2.4.8, 4.3, TS 25.304, clause 4.3, 5.6.1, 5.2.3.1.2, TS 25.367, clause 6.1, 7.4 and TS 36.133, clause 4.2.2.10.2.
[TS 36.304, clause 5.2.4.8]

While camped on a suitable CSG cell, the UE shall apply the normal cell reselection rules as defined in subclause 5.2.4.

To search for suitable CSG cells on non-serving frequencies, the UE may use an autonomous search function. If the UE detects a CSG cell on a non-serving frequency, the UE may reselect to the detected CSG cell if it is the highest ranked cell on its frequency.

If the UE detects one or more suitable CSG cells on another RAT, the UE may reselect to one of them if allowed according to [19].

[TS 36.304, clause 4.3]

suitable cell:

A "suitable cell" is a cell on which the UE may camp on to obtain normal service. Such a cell shall fulfil all the following requirements.

· The cell is part of either: 

-
the selected PLMN, or:

-
the registered PLMN, or:

-
a PLMN of the Equivalent PLMN list

according to the latest information provided by NAS:

-
The cell is not barred, see subclause 5.3.1;

-
The cell is part of at least one TA that is not part of the list of "forbidden tracking areas for roaming" [4], which belongs to a PLMN that fulfils the first bullet above;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.2;

-
For a CSG cell, the CSG ID is part of the allowed CSG list of the UE.

If more than one PLMN identity is broadcast in the cell, the cell is considered to be part of all TAs with TAIs constructed from the PLMN identities and the TAC broadcast in the cell.
[TS 25.304, clause 4.3]
suitable cell:

A "suitable cell" is a cell on which the UE may camp on to obtain normal service. Such a cell shall fulfil all the following requirements.

-
The cell shall be part of either:

-
the selected PLMN, or: 

-
the registered PLMN, or:

-
a PLMN of the Equivalent PLMN list

according to the latest information provided by the NAS.

-
The cell is not barred, see subclause 5.3.1.1;

-
The cell is part of at least one LA that is not part of the list of "forbidden LAs for roaming" [9], which belongs to a PLMN that fulfils the first bullet above;
-
The cell selection criteria are fulfilled, see subclause 5.2.3.1.2.

-
For a CSG cell the CSG ID is part of the Allowed CSG list of the UE.

If the IE “Multiple PLMN List” [4] is broadcast in the cell, the cell is considered to be part of all LAs with LAIs constructed from the PLMN identities in the “Multiple PLMN List” and the LAC broadcast in the cell.
[TS 25.304, clause 5.6.1]

In the UE on request of NAS, the AS shall scan all RF channels in the UTRA bands according to its capabilities to find available CSG IDs. On each carrier, the UE shall at least search for the strongest cell, read its system information and report available CSG ID(s) belonging to the registered PLMN together with their “HNB name” (if broadcast) to the NAS. The search for available CSG IDs may be stopped on request of the NAS. 

If NAS has selected a CSG ID and provided this selection to AS, the UE shall search for an acceptable or suitable cell belonging to the selected CSG ID to camp on.
[TS 25.304, clause 5.2.3.1.2]
The cell selection criterion S is fulfilled when:
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Srxlev > 0  AND Squal > 0

for TDD cells:

Srxlev > 0


Where:
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Where:

the signalled values QqualminOffset and QrxlevminOffset are only applied when a cell is evaluated for cell selection as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]. During this periodic search for higher priority PLMN the UE may check the S criteria of a cell using parameter values stored from a different cell of this higher priority PLMN.

	Squal
	Cell Selection quality value (dB)

Applicable only for FDD cells.

	Srxlev
	Cell Selection RX level value (dB)

	Qqualmeas
	Measured cell quality value. The quality of the received signal expressed in CPICH Ec/N0 (dB) for FDD cells. CPICH Ec/N0 shall be averaged as specified in [10]. Applicable only for FDD cells.

	Qrxlevmeas
	Measured cell RX level value. This is received signal, CPICH RSCP for FDD cells (dBm) and P-CCPCH RSCP for TDD cells (dBm).

	Qqualmin
	Minimum required quality level in the cell (dB). Applicable only for FDD cells.

	QqualminOffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]

	Qrxlevmin
	Minimum required RX level in the cell (dBm)

	QrxlevminOffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN [5]

	Pcompensation
	max(UE_TXPWR_MAX_RACH – P_MAX, 0) (dB)

	UE_TXPWR_MAX_RACH
	Maximum TX power level an UE may use when accessing the cell on RACH (read in system information) (dBm)

	P_MAX
	Maximum RF output power of the UE (dBm)


[TS 25.367, clause 6.1]

During manual CSG ID selection a UE is allowed to perform Location Registration procedure on a CSG cell whose CSD ID is not in the CSG whitelist.

Based on the outcome of a Location Registration procedure initiated on a CSG cell, the UE’s CSG whitelist is updated.
[TS 25.367, clause 7.4]

For reselection between allowed CSG cells, the UE follows the same cell ranking rules as those defined for the UTRA case in [2].
[TS 36.133, clause 4.2.2.10.2]

The UE shall perform search and reselection to an allowed inter-RAT UTRAN FDD CSG cell that has met CSG reselection criterion defined in [1] and that is in its whitelist, within 6 minutes in the conditions shown in table 4.2.2.10.2-1. There is no need for statistical testing of this requirement.

Table 4.2.2.10.2-1: Parameters for CSG inter-RAT UTRAN FDD reselection

	Parameter
	Unit
	Cell 1
	Cell 2

	EARFCN Note1
	
	Channel 1
	N/A

	UARFCN Note1
	
	N/A
	Channel 2

	CSG indicator
	
	False
	True

	Physical cell identityNote1
	
	1
	N/A

	Primary scrambling code Note1
	
	N/A
	Scrambling code 2

	CSG identity
	
	Not sent
	Sent

(Already stored in UE whitelist from previous visit)

	Propagation conditions
	
	Static, non multipath

	CSG cell previously visited by UE
	
	Yes

	PBCH_RA
	dB
	0
	N/A

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-140
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	dBm/15 kHz
	Off
	

	RSRP Note2
	dBm/15 KHz
	-110
	

	CPICH_RSCPNote2
	dBm
	N/A
	-100

	CPICH_Ec/Ior
	dB
	
	-10

	PCCPCH_Ec/Ior
	dB
	
	-12

	SCCPCH_Ec/Ior
	dB
	
	-12

	AICH_Ec/Ior
	dB
	
	-15

	SCH_Ec/Ior
	dB
	
	-15

	PICH_Ec/Ior
	dB
	
	-15
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	dBm/3.84 MHz
	
	Off

	Note 1:
For this requirement to be applicable, the EARFCN and physical cell identity for cell 1 and the UARFCN and scrambling code for cell 2 shall be unchanged from when the CSG cell was visited previously

Note 2:
Chosen to ensure that CSG autonomous search has a high probability of success on every attempt made by UE


6.3.8.3
Test description
6.3.8.3.1
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Squal = Qqualmeas – (Qqualmin + QqualminOffset)



Srxlev = Qrxlevmeas – (Qrxlevmin + QrxlevminOffset) – Pcompensation 
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for FDD cells:		Srxlev > 0  AND Squal > 0



for TDD cells:		Srxlev > 0
















