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	As per TS 24.008 cl. 6.1.2A.1.1
During PDP context activation (see subclause 6.1.3.1), the MS can configure an IPv4 address, or obtain an IPv6 interface identifier to be used during the IETF-based IP address allocation after PDP context establishment.

The MS can obtain an IPv4 address or an IPv6 prefix via an IETF-based IP address allocation mechanism once the PDP context is established.

The following IETF-based IP address/prefix allocation methods are specified for GPRS (the corresponding procedures are specified in 3GPP TS 29.061 [130]):

a)
/64 IPv6 default prefix allocation via IPv6 stateless address autoconfiguration. Optionally, allocation of additional IPv6 prefix(es) with length /64 or shorter via stateful DHCPv6 Prefix Delegation (see IETF RFC 3633 [139]);

      b)   IPv4 address allocation and IPv4 parameter configuration via DHCPv4;

In TS 36.508 cl. 4.5A.1, generic procedure is defined to allow IP address allocation in the U-plane on E-UTRA (refer to TS 24.301 cl. 6.2.1 that is similar as above in TS 24.008), within a suggested guarding time of 1.2 sec.
Currently, there is no procedure is defined in TS 34.108 for the IP address allocation in the U-plane.
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	Added new section of 7.2.6 for Procedure for IP address allocation in the U-plane.

	
	

	Consequences if 
(

not approved:
	Procedure for IP address allocation in the U-plane will remain missing in TS 34.108 for UMTS
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7.2
Generic setup procedures
<< Text skipped here >>

7.2.6
IP address allocation

7.2.6.1
Procedure for IP address allocation in the U-plane
The purpose of this procedure is to allow the successful completion of IP address allocation if it is initiated by the UE therefore the result from the execution of the Procedure for IP address allocation in the U-plane shall not lead to assignment of a verdict.

Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of 1.2 sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from which the Procedure for IP address allocation in the U-plane is called, shall advance to the next specified step.

7.2.6.1.1
Initial condition

This procedure starts after the successful completion of Generic session set up procedure for mobile originating or terminating packet switched sessions (7.2.4.1 or 7.2.4.2).
7.2.6.1.2
Definition of system information messages

The default system information messages are used.

7.2.6.1.3
Procedure

The below steps describe parallel behaviours that depends on the contents of the latest ACTIVATE PDP CONTEXT REQUEST message sent by the UE prior to this procedure.
-
If the PDN type number in the latest ACTIVATE PDP CONTEXT REQUEST message prior to this procedure indicates IPv4 or IPv4v6 address then, IPv4 address allocation by DHCPv4 may occur on the user plane bearer established prior to this procedure.

-
If the PDN type number in the latest ACTIVATE PDP CONTEXT REQUEST message prior to this procedure indicates IPv6 or IPv4v6 address then stateless address auto configuration occurs on the user plane bearer established prior to this procedure.

7.2.6.1.4
Specific message contents

All Specific message contents shall be referred to clause 9.
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