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	Reason for change:
(

	Changes 1a and 2b were motivated by TTCN CR R5s130370 which was implemented already pending approval of below Changes 1a and 2b.Therefore, this CR is formally submitted now. On top, more changes are proposed.

Change 1 – A.7.1: 
a) According to RFC 3455, the P-Called-Party-ID is a public user id rather than a contact address.
b) minor deficiencies
Change 2 – A.7.2: 
a) the MESSAGE for delivery report is sent by the device under test. Hence, the From header should represent this UE
b) The To header of the delivery report needs to be populated by the UE with the P-Asserted-Identity header of the IP-SM-GW (see 24.341, clause 5.3.2.4, Note 1).

Change 3 – A.7.3
a) minor deficiencies

Change 4 – A.7.4
a) minor deficiencies
b) as this is a DL message sent by TTCN (rather than a UL message received), “not checked” is not appropriate 
c) “any IMPU …” is not in line with other places just stating the SIP URI

Change 5 – A.7.5
a) minor deficiencies
b) as this is a DL message sent by TTCN (rather than a UL message received), “not checked” is not appropriate 
c) “any IMPU …” is not in line with other places just stating the SIP URI
d) SS must avoid to recycle old call-IDs
Change 6 – A.7.6
a) minor deficiencies
b) phrase “a SIP URI of the SS representing the calling UE” does not make sense
c) The To header of the delivery report needs to be populated by the UE with the P-Asserted-Identity header of the IP-SM-GW (see 24.341, clauses 5.3.1.3 and 5.3.2.4, Note 1).

	
	 

	Summary of change:
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	Change 1: 
a) Use the SIP URI of the UE, same as in To header.
b) minor changes
Change 2: 
a) From header carries SIP URI of the UE
b) For populating the To header in the delivery report to be sent by the UE, replace SIP URI of the SS by the P-Asserted-Identity that was received from the SS in the MT SMS described in A.7.1
Change 3:
a) minor changes

Change 4:
a) minor changes
b) replaced “not checked” by “any value”
c) replaced by “SIP URI of the UE” – as occurring in other places, e.g. A.7.1
Change 5:
a) minor changes
b) replaced “not checked” by “any value”
c) replaced by “SIP URI of the UE” – as occurring in other places, e.g. A.7.1
d) ensure to send a fresh call-ID
Change 6:
a) minor changes
b) replace by “SIP URI of the UE sending the delivery report”
c) For populating the To header in the delivery report for status report to be sent by the UE, replace SIP URI of the SS by the P-Asserted-Identity that was received from the SS in the status report described in A.7.5
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<Start of Change 1>
A.7.1
MESSAGE for MT SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [92]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	UE’s registered contact address in SIP URI form, as provided in the Contact header of the REGISTER message
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	px_pcscf: protected server port of SS 
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the SS
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	a random text string generated by the SS
	
	

	Session-ID
	A1
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	text string generated by the SS, SHA-1 hashing the Call-ID header value
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	Accept-Contact
	
	
	
	RFC 3841 [64]

	      ac-value
	
	+g.3gpp.smsip;require;explicit
	
	

	Request-Disposition
	
	
	
	RFC 3841 [64]

	      fork-directive
	
	no-fork
	
	

	P-Asserted-Identity
	
	
	
	RFC 3325 [89]

	      addr-spec
	
	SIP URI of the SS representing IP-SM-GW
	
	

	P-Called-Party-ID
	
	
	
	RFC 3455 [18]

	       called-pty-id-spec
	
	same value as in the To header
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	

	Message-body
	
	RP-DATA message including a SMS-DELIVER TPDU equal to 

- TP-MTI=’00’B 

- TP-MMS=’1’B (No more messages are waiting for the MS in this SC)

- TP-RP=any allowed value

- TP-OA=any allowed value

- TP-PID=any allowed value

- TP-DCS=any allowed value

- TP-SCTS=any allowed value

- TP-UDL=set according to length of TP-UD field

- TP-UD=a valid SMS generated by SS
	
	TS 24.011 [92]

TS 23.040 [93]


	Condition
	Explanation

	A1
	UE supports Session-ID(A.12/30 TS 34.229-2 [5])


<End of Change 1>
<Start of Change 2>
A.7.2
MESSAGE for delivery report

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [92]
3GPP TS 24.341

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	same P-Asserted-Identity URI as received in A.7.1
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP (when using UDP) or
SIP/2.0/TCP (when using TCP)
	
	

	
sent-by
	
	not checked
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE sending the delivery report
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same P-Asserted-Identity URI as received in A.7.1
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	not checked
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in MESSAGE request, if Session-ID header field exists in MESSAGE request, otherwise, not present
	
	

	CSeq
	
	    
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK message 
	
	TS 24.011 [92]


<End of Change 2>
<Start of Change 3>
A.7.3
MESSAGE for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	px_psi_SMSC
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP  (when using UDP) or
SIP/2.0/TCP (when using TCP)
	
	

	
sent-by
	
	IP address or FQDN and protected server port of the UE
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	px_psi_SMSC
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	must be present, value not checked
	
	

	Session-ID
	A1
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	must be present, value not checked
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	P-Access-Network-Info
	A2
	NOTE: header optional when A3
	
	RFC 3455 [18]

	
access-net-spec  
	
	access network technology and, if applicable, the cell ID  
	
	

	Route
	
	
	
	RFC 3261 [15]

	
route-param
	
	<sip:px_pcscf: protected server port of SS ;lr>, <sip:px_scscf;lr>
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body


	
	RP-DATA message with RP‑User Data set to SMS-SUBMIT type equal to

- TP-MTI=’ 01’B (SMS-SUBMIT)

- TP-RD=any allowed value

- TP-VPF=any allowed value

- TP-RP=any allowed value

- TP-MR=any allowed value 

- TP-DA=any allowed value

- TP-PID=any allowed value

- TP-DCS=any allowed value
- TP-VP=any allowed value if TP-VPF indicates TP-VP field present; TP-VP=not present otherwise
- TP-UDL=set according to length of TP-UD field

- TP-UD=must be present and non-empty
	
	TS 24.011 [92]
TS 23.040 [93]


	Condition
	Explanation

	A1
	UE supports Session-ID (A.12/30 TS 34.229-2 [5])

	A2
	IMS security (A.6a/2 3GPP TS 34.229-2 [5])

	A3
	GIBA (A.6a/1 3GPP TS 34.229-2 [5])


<End of Change 3>
<Start of Change 4>
A.7.4
Submission report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	UE's registered contact address in SIP URI form, as provided in the Contact header of the REGISTER message
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	any value
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the SS
	
	

	
Tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE
	
	

	
tag

	
	must not be present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
Callid
	
	any value (but different from Call-Id received in the original MO SMS)
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in MESSAGE request, if Session-ID header field exists in MESSAGE request, otherwise, not present
	
	

	In-Reply-to
	
	
	
	RFC 3261 [15]

	
callid
	
	The value of the Call-Id received in the original MO SMS
	
	

	Cseq
	
	
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
Value
	
	non-zero value
	
	

	Request-Disposition
	
	
	
	RFC 3261 [15]

	
fork-directive
	
	fork
	
	

	P-Called-Party-ID
	
	
	
	RFC 3455 [18]

	
value
	
	same value as in the To header
	
	

	P-Asserted-Identity
	
	
	
	RFC 3325 [13]

	
value
	
	px_psi_SMSC
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK message with RP‑User Data including SMS-SUBMIT-REPORT:


- TP-MTI=‘01’B (SMS-SUBMIT-REPORT)

- TP-PI=‘00000000’B

- TP-SCTS=set by the SS (encoded as specified in TS 23.040 clause 9.2.3.11)
	
	TS 24.011 [92]

TS 23.040 [93]


<End of Change 4>
<Start of Change 5>
A.7.5
Status report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [91]

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	UE's registered contact address in SIP URI form, as provided in the Contact header of the REGISTER message
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP 
	
	

	
sent-by
	
	any value
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the SS 
	
	

	
Tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE
	
	

	
tag

	
	must not be present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
Callid
	
	any value (but different from Call-Id received in the original MO SMS)
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in MESSAGE request, if Session-ID header field exists in MESSAGE request, otherwise, not present
	
	

	P-Asserted-Identity
	
	
	
	RFC 3325 [89]

	
addr-spec
	
	px_psi_SMSC
	
	

	Cseq
	
	
	
	RFC 3261 [15]

	
Value
	
	Cseq value used in A.7.4 incremented by one
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
Value
	
	non-zero value
	
	

	Request-Disposition
	
	
	
	RFC 3261 [15]

	
fork-directive
	
	no-fork
	
	

	Accept-Contact
	
	
	
	RFC 3841 [64]

	
ac-value
	
	+g.3gpp.smsip;require;explicit
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
Value
	
	length of message-body
	
	

	Message-body
	
	RP-DATA message with RP‑User Data including SMS-STATUS-REPORT:

- TP-MTI=’10’B (SMS-STATUS-REPORT)

- TP-MMS=’0’B

- TP-SRQ=’0’B

- TP-MR=same value as that set by the UE in the RP-DATA of the MO SMS

- TP-RA=same value as the TP-DA set by the UE in the RP-DATA of the MO SMS

- TP-SCTS=same value as that set by the SS in the RP-ACK acknowledging the MO SMS

- TP-DT=set by the SS (encoded as specified in TS 23.040 clause 9.2.3.11)

- TP-ST=’0000000’B (Short message received by the SME)
	
	TS 24.011 [92]


<End of Change 5>
<Start of Change 6>
A.7.6
Delivery report for MO SMS

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3261 [15]

RFC 3428 [92] 
3GPP TS 24.341

	
Method
	
	MESSAGE
	
	

	
Request-URI
	
	same P-Asserted-Identity URI as received in A.7.5
	
	

	
SIP-Version
	
	SIP/2.0
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP (when using UDP) or
SIP/2.0/TCP (when using TCP)
	
	

	
sent-by
	
	not checked
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	SIP URI of the UE sending the delivery report
	
	

	
tag
	
	any value
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	Same P-Asserted-Identity URI as received in A.7.5
	
	

	
tag

	
	not present
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	not checked
	
	

	Session-ID
	
	
	
	draft-kaplan-dispatch-session-id [115]

	
sess-id
	
	same value as received in MESSAGE request, if Session-ID header field exists in MESSAGE request, otherwise, not present
	
	

	CSeq
	
	    
	
	RFC 3261 [15]

	
value
	
	any value
	
	

	
method
	
	MESSAGE
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	Content-Type
	
	
	
	RFC 3261 [15]

	
media-type
	
	application/vnd.3gpp.sms
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of message-body
	
	

	Message-body
	
	RP-ACK message
	
	TS 24.011 [92]


<End of Change 6>
�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.   Use the format of document number specified by the � HYPERLINK "http://www.3gpp.org/About/WP.htm" ��3GPP Working Procedures�.


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark appropriate boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Office® 2003 applications. Prefered format is ISO standard yyyy-MM-dd.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected and the CRs which are linked. This is particularly important where the affected specs belong to a different working group than that which will agree the present CR.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





