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	Reason for change:
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	At RAN5#58 editor’s notes were added saying that data allocation in sub frames #0 and #5 is under investigation in RAN5. Allocation in all 10 sub-frames would enable the maximum possible throughput while the current allocation in 8 sub frames enable only 80% of the maximum throughput.

After the RAN5 chairman’s guidance given on the RAN5 email reflector it is not any more allowed to introduce changes that are not maintanance and are changing the expected performance targets. Also, based on the guidance there should be credible and clearly indentifiable marget request to introduce test cases that verify the maximum throughput, particularly from the GCF PAG. However, at this moment such a marget request does not seem to exist.
Therefore, RAN5 should not anymore investigate allocation in sub frames #0 and 5# and hence the related notes in clause B.2.2 should be removed as being wrong information.
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	Editor’s notes in clause B.2.2 have been removed.
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B.2.2
LTE reference system configurations


B.2.2.1
Mapping of UE reported CQI and MCS (LTE)

The mapping between UE signalled CQI and the MCS used by the SS for downlink transmissions is based on full RB allocation and wideband CQI reporting mode. The mapping follows the rules specified in TS 36.101 [13] clause A.2.1.2 and in TS 36.213 [10] clauses and 7.1.7 and 7.2.3.

Tables B.2.2.1-1 to B.2.2.1-12 show CQI to MCS mapping tables that SS shall use for testing single and dual antenna transmission cases at different channel bandwidth.

When applying the CQI mapping tables for different UE categories the SS shall take into account UE category dependent capabilities related to a maximum number of DL-SCH transport block bits received within a TTI as specified in TS 36.306 Table 4.1-1. For a CAT 3 UE these limitations have been added into tables B.2.2.1-9 to B.2.2.1-12.

Table B.2.2.1-1: CQI to MCS mapping table for the single antenna transmission case, 1.4 MHz channel bandwidth

	1.4 MHz, 6 PRBs (full allocation), 1 Tx antenna, CFI3

	CQI index
	MCS Index
	Target Code Rate

	
	SF#0
	SF#5
	Other
	

	0
	DTX
	DTX
	DTX
	out of range

	1
	DTX
	DTX
	0
	0.0762

	2
	DTX
	DTX
	0
	0.1172

	3
	DTX
	DTX
	2
	0.1885

	4
	DTX
	DTX
	4
	0.3008

	5
	DTX
	DTX
	6
	0.4385

	6
	DTX
	DTX
	8
	0.5879

	7
	DTX
	DTX
	11
	0.3691

	8
	DTX
	DTX
	13
	0.4785

	9
	DTX
	DTX
	14
	0.6016

	10
	DTX
	DTX
	17
	0.4551

	11
	DTX
	DTX
	20
	0.5537

	12
	DTX
	DTX
	21
	0.6504

	13
	DTX
	DTX
	23
	0.7539

	14
	DTX
	DTX
	25
	0.8525

	15
	DTX
	DTX
	27
	0.9258
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