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{Start of changes}
6.1.2.9a
Cell reselection using cell status and cell reservations / Access control class 11 to 15 / Single Frequency operation

{unchanged Section Skipped}

6.1.2.9a.3.2
Test procedure sequence

Table 6.1.2.9a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	SS adjusts SIB1 of Cell 2 to indicate cellBarred=notBarred and cell levels according to row T1 of table 6.1.2.9a.3.1–1.
	-
	-
	-
	-

	2
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 2? 

NOTE: The UE performs a TAU procedure with establishment cause ‘high priority access' and the RRC connection is released.
	-
	-
	-
	-

	3
	The SS notifies the UE of change of System Information. SS adjusts SIB1 of Cell 2 to indicate cellBarred=barred. (Cell 2 and Cell 4 are now both barred).
	<--
	 Paging
	-
	-

	3A
	Wait for 12 s  for UE to receive system information.
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5
	Check: Does the test result of generic procedure in TS 36.508 subclause 6.4.2.5 indicate that the UE does not respond to paging in Cell 2 when paged with S-TMSI allocated to UE with CN domain indicator set to "PS"?
	-
	-
	1
	-

	5A
	Check: Does the UE send an RRCConnectionRequest on Cell 1, Cell 2 or Cell 4 within 300 s of step 3?
	-
	-
	1
	F

	6
	SS adjusts SIB1 of both Cell 2 and Cell 4: Cell 2 indicates cellBarred=notBarred; Cell 4 indicates cellBarred=notBarred and cellReservedForOperatorUse = reserved.

SS adjusts cell levels according to row T2 of table 6.1.2.9a.3.1–1.
	-
	-
	-
	-

	7
	Check: Does the test result of generic test procedure in TS 36.508 subclause 6.4.2.7 indicate that the UE is camped on E-UTRAN Cell 4? 

NOTE: The UE performs a TAU procedure with establishment cause ‘high priority access’ and the RRC connection is released.
	-
	-
	2
	-

	Note : In steps 3-5A , UE will have barred all the cells for 300 seconds. The default value of intraFreqReselection is 'not allowed' in 36.508 table 4.4.3.2-3.
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