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1. Introduction
The test cases for VoLTE are based on IR.92 v6.0 [1] and now a release v7.0 [2] is available. Some updates and/or new test cases might be needed to cover the functional differences between v6.0 and v7.0.     
2. Discussion
According IR.92 v6.0 [1]:
“3.2.4 RTCP Usage
…
In active “speech-only sessions,” the RTCP transmission must be turned off by the UE and the entities in the IMS core network that terminates the user plane, by setting the "RS" and "RR" SDP bandwidth modifiers to zero. When media is put on hold, the transmission of RTCP must be temporarily enabled by (re-)negotiating the RTCP bandwidth with "RS" and "RR" SDP bandwidth modifiers greater than zero.”

This requirement is connected to PICS Item 22 ( "UE suppresses RTCP during the active two-way voice sessions") in table A.12 in TS 34.229-2.
According IR.92 v7.0 [2]:

“3.2.4 RTCP Usage

…

The RTCP transmission must be turned on by the UE and the entities in the IMS core network that terminates the user plane.” 
This different RTCP requirement should be covered in RAN5 test cases. Since IR.92 is based on rel-8 it demands updates for rel-8 based test functionality.”    

3. Proposal
It is proposed to add new rel-8 test case coverage for IR.92 v7.0 at RAN5#61. Test coverage shall be provided for both IR.92 v6.0 and IR.92 v7.0.
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