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	8.2.1.44.1
	Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB on DCH: Successful Activation of 3C-HSDPA for single band
	Rel-10
	C851a
	UEs supporting FDD  and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.1.44.2
	Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB on DCH :Successful Activation of 3C-HSDPA for dual  bands (1-2)
	Rel-10
	C860a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (1,2)
	1 Execution: PS
	

	8.2.1.44.3
	Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB on DCH: Successful Activation of 3C-HSDPA for dual band (2-1)
	Rel-10
	C861a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,1)
	1 Execution: PS
	

	8.2.1.44.4
	Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB on DCH: Successful Activation of 4C-HSDPA for dual band(3,1)
	Rel-10
	C862a
	UEs supporting FDD  and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (3,1)
	1 Execution: PS
	

	8.2.1.44.5
	Radio Bearer Establishment for transition between CELL_DCH & CELL_DCH with SRB on DCH: Successful Activation of 4C-HSDPA for dual band(2,2)
	Rel-10
	C863a
	UEs supporting FDD and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,2)
	1 Execution: PS
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	8.2.2.79.1
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA Single Band, 64 QAM and MIMO
	Rel-10
	C852
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 30  or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.2.79.2
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA Dual Bands, 64 QAM and MIMO (1-2)
	Rel-10
	C858
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 30  or FDD HS-DSCH category 32) (Dual band Carrier Combination (1,2))
	1 Execution: PS
	

	8.2.2.79.3
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA Dual Bands, 64 QAM and MIMO (2-1)
	Rel-10
	C859
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 30  or FDD HS-DSCH category 32) (Dual band Carrier Combination (2,1))
	1 Execution: PS
	

	8.2.2.79.4
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 4C-HSDPA Dual Bands, 64 QAM and MIMO (3-1)
	Rel-10
	C856
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and ( FDD HS-DSCH category 32) (Dual band Carrier Combination (3.1))
	1 Execution: PS
	

	8.2.2.79.5
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 4C-HSDPA Dual Bands, 64 QAM and MIMO (2-2)
	Rel-10
	C857
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 32) (Dual band Carrier Combination (2,2))
	1 Execution: PS
	

	8.2.2.80.1
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA and for Single Band and 64 QAM
	Rel-10
	C851
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.2.80.2
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA for Dual Band and 64 QAM (1-2)
	Rel-10
	C860
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and (Dual band Carrier Combination (1,2))
	1 Execution: PS
	

	8.2.2.80.3
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 3C-HSDPA for Dual Band and 64 QAM (2-1)
	Rel-10
	C861
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and (Dual band Carrier Combination (2,1))
	1 Execution: PS
	

	8.2.2.80.4
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 4C-HSDPA  for Dual Bands and 64 QAM (3-1)
	Rel-10
	C862
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 31 or  FDD HS-DSCH category 32) (Dual band Carrier Combination (3.1))
	1 Execution: PS
	

	8.2.2.80.5
	Radio Bearer Reconfiguration for transition between CELL_FACH & CELL_DCH: Successful Activation and Deactivation of 4C-HSDPA  for Dual Bands and 64 QAM (2-2)
	Rel-10
	C863
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) (Dual band Carrier Combination (2,2))
	1 Execution: PS
	

	8.2.2.81.1
	Radio Bearer Reconfiguration: 3C Activation by Serving Cell Change from non 3C-HSDPA capable cell to 3C-HSDPA  capable cell/Single Band
	Rel-10
	C851a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.2.81.2
	Radio Bearer Reconfiguration: 3C Activation by Serving Cell Change from non 3C-HSDPA capable cell to 3C-HSDPA capable cell/Dual Band (1-2)
	Rel-10
	C860a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (1,2)
	1 Execution: PS
	

	8.2.2.81.3
	Radio Bearer Reconfiguration: 3C Activation by Serving Cell Change from non 3C-HSDPA capable cell to 3C-HSDPA capable cell/Dual Band (2-1)
	Rel-10
	C861a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,1)
	1 Execution: PS
	

	8.2.2.81.4
	Radio Bearer Reconfiguration: 4C Activation by Serving Cell Change from non 4C-HSDPA capable cell to 4C-HSDPA capable cell/Dual Band (3-1)
	Rel-10
	C862a
	UEs supporting FDD and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (3,1)
	1 Execution: PS
	

	8.2.2.81.5
	Radio Bearer Reconfiguration: 4C Activation by Serving Cell Change from non 4C-HSDPA capable cell to 4C-HSDPA capable cell/Dual Band (2-2)
	Rel-10
	C863a
	UEs supporting FDD and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,2)
	1 Execution: PS
	

	8.2.2.82.1
	Radio Bearer Reconfiguration: 3C  Deactivation by Serving Cell Change from 3C-HSDPA  capable cell to a non 3C-HSDPA capable cell/Single Band
	Rel-10
	C851
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.2.82.2
	Radio Bearer Reconfiguration: 3C Deactivation by Serving Cell Change from 3C-HSDPA  capable cell to a non 3C-HSDPA capable cell/Dual Band (1-2)
	Rel-10
	C860
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (1,2)
	1 Execution: PS
	

	8.2.2.82.3
	Radio Bearer Reconfiguration: 3C Deactivation by Serving Cell Change from 3C-HSDPA  capable cell to a non 3C-HSDPA capable cell/Dual Band (2-1)
	Rel-10
	C861
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,1)
	1 Execution: PS
	

	8.2.2.82.4
	Radio Bearer Reconfiguration: 4C Deactivation by Serving Cell Change from 4C-HSDPA capable cell to a non 4C-HSDPA capable cell/Dual Band (3-1)
	Rel-10
	C862
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (3,1)
	1 Execution: PS
	

	8.2.2.82.5
	Radio Bearer Reconfiguration: 4C Deactivation by Serving Cell Change from 4C-HSDPA capable cell to a non 4C-HSDPA capable cell/Dual Band (2-2)
	Rel-10
	C863
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Dual band carrier combination (2,2)
	1 Execution: PS
	

	8.2.2.83.1
	Radio Bearer Reconfiguration  for transition between CELL_DCH & CELL_DCH with SRBs mapped on DCH: Successful Activation and Deactivation of 3C-HSDPA /Single Band
	Rel-10
	C851a
	UEs supporting FDD  and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.2.2.83.2
	Radio Bearer Reconfiguration  for transition between CELL_DCH & CELL_DCH with SRBs mapped on DCH: Successful Activation and Deactivation of 3C-HSDPA /Dual band (1-2)
	Rel-10
	C860a
	UEs supporting FDD  and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and (Dual band Carrier Combination (1,2))
	1 Execution: PS
	

	8.2.2.83.3
	Radio Bearer Reconfiguration  for transition between CELL_DCH & CELL_DCH with SRBs mapped on DCH: Successful Activation and Deactivation of 3C-HSDPA /Dual band (2-1)
	Rel-10
	C861a
	UEs supporting FDD and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and (Dual band Carrier Combination (2,1))
	1 Execution: PS
	

	8.2.2.83.4
	Radio Bearer Reconfiguration  for transition between CELL_DCH & CELL_DCH with SRBs mapped on DCH: Successful Activation and Deactivation of 4C-HSDPA/Dual Band (3-1)
	Rel-10
	C862a
	UEs supporting FDD  and (FDD HS-DSCH category 31 or  FDD HS-DSCH category 32) (Dual band Carrier Combination (3.1))
	1 Execution: PS
	

	8.2.2.83.5
	Radio Bearer Reconfiguration  for transition between CELL_DCH & CELL_DCH with SRBs mapped on DCH: Successful Activation and Deactivation of 4C-HSDPA/Dual Band (2-2)
	Rel-10
	C863a
	UEs supporting FDD  and (FDD HS-DSCH category 31 or FDD HS-DSCH category 32) (Dual band Carrier Combination (2,2))
	1 Execution: PS
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	8.3.4.23.1
	Active set update in soft handover: Radio Link addition/deletion in multiple radio link environment with 3C-HSDPA remaining active / Single band
	Rel-10
	C851
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.3.4.23.2
	Active set update in soft handover: Radio Link addition/deletion in multiple radio link environment with 3C-HSDPA remaining active / Single band / MIMO
	Rel-10
	C852
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 30  or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	8.3.4.23.3
	Active set update in soft handover: Radio Link addition/deletion in multiple radio link environment with 3C-HSDPA remaining active / Dual band
	Rel-10
	C853
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 29 or FDD HS-DSCH category 30  or FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and (Dual band Carrier Combination (1,2) or Dual band Carrier Combination (2,1))
	1 Execution: PS
	

	8.3.4.23.4
	Active set update in soft handover: Radio Link addition/deletion in multiple radio link environment with 3C-HSDPA remaining active / Dual band / MIMO
	Rel-10
	C854
	UEs supporting FDD and (Full support F-DPCH or Enhanced F-DPCH) and (FDD HS-DSCH category 30  or FDD HS-DSCH category 32) (Dual band Carrier Combination (1,2) or Dual band Carrier Combination (2,1))
	1 Execution: PS
	


…
	14.6.1j
	Interactive or background / UL: 64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM, 64QAM  and 3C - 3C on Single Band (3-0)
	Rel-10
	C851a
	UEs supporting FDD and (FDD HS-DSCH category 29, FDD HS-DSCH category 30, FDD HS-DSCH category 31 or FDD HS-DSCH category 32) and Single band Carrier Combination (3)
	1 Execution: PS
	

	14.6.1k
	Interactive or background / UL: 64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM, 64QAM and 3C - 3C on Dual Band (2-1)
	Rel-10
	C861a
	UEs supporting FDD and (FDD HS-DSCH category 29, FDD HS-DSCH category 30, FDD HS-DSCH category 31 or FDD HS-DSCH category 32) (Dual band Carrier Combination (2,1))
	1 Execution: PS
	

	14.6.1l
	Interactive or background / UL: 64 DL: [max bit rate depending on UE category] with Flexible RLC and MAC-ehs PS RAB + UL: 3.4 DL: 3.4 kbps SRBs for DCCH / DL: QPSK, 16QAM, 64QAM and 3C - 3C on Dual Band (1-2)
	Rel-10
	C860a
	UEs supporting FDD and (FDD HS-DSCH category 29, FDD HS-DSCH category 30, FDD HS-DSCH category 31 or FDD HS-DSCH category 32) (Dual band Carrier Combination (1,2))
	1 Execution: PS
	


…
	C851
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/52) THEN R ELSE N/A

	C851a
IF A.1/1 AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/52) THEN R ELSE N/A

	C852
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/30 OR A.18a.1d/32) AND (A.18a/52) THEN R ELSE N/A

	C852a
IF A.1/1 AND (A.18a.1d/30 OR A.18a.1d/32) AND (A.18a/52) THEN R ELSE N/A

	C853
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/53 OR A.18a/54) THEN R ELSE N/A

	C854
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/30 OR A.18a.1d/32) AND (A.18a/53 OR A.18a/54) THEN R ELSE N/A

	C855
IF A.1/1 AND A.10/12 AND A.10/20 THEN R ELSE N/A

	C856
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/32) AND (A.18a/55) THEN R ELSE N/A

	C857
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/32) AND ( A.18a/57) THEN R ELSE N/A

	C858
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/30 OR A.18a.1d/32) AND  (A.18a/53) THEN R ELSE N/A

	C859
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a,1d/30 OR A.18a.1d/32) AND (A.18a/54) THEN R ELSE N/A

	C860
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND  (A.18a/53) THEN R ELSE N/A

	C860a
IF A.1/1 AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND  (A.18a/53) THEN R ELSE N/A

	C861
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/54) THEN R ELSE N/A

	C861a
IF A.1/1 AND (A.18a.1d/29 OR A.18a.1d/30 OR A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/54) THEN R ELSE N/A

	C862
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/55) THEN R ELSE N/A

	C862a
IF A.1/1 AND (A.18a.1d/31 OR A.18a.1d/32) AND (A.18a/55) THEN R ELSE N/A

	C863
IF A.1/1 AND (A.18a/22 OR A.18a/31) AND (A.18a.1d/31 OR A.18a.1d/32) AND ( A.18a/57) THEN R ELSE N/A

	C863a
IF A.1/1 AND (A.18a.1d/31 OR A.18a.1d/32) AND ( A.18a/57) THEN R ELSE N/A


