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<Start of Modified Section>
6.1.3
PDPContext

	Name
	AddPDNReq

	Port
	IPCANctl

	Comment
	ASP type which requests the SS to be prepared to establish a new PDN

	Parameter Name
	Parameter Type
	Comment

	ueAddress
	IPAddress
	UE address to be assigned via NAS signalling 

	bearerInfo
	List of integers
	For use in EUTRA to add DRB(s) for the concerned PDN connectivity

	pdnTypeFor
	PDNTypeFor
	To indicate what the bearer identified in bearerInfo is to be used for


	Name
	AddPDNCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of AddPDNReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	PDNTypeFor

	Type
	enumerated

	Parameters
	emergencyPDN, xcapPDN

	Comment
	Indicates what the PDN bearer is to be used for


<End of Modified Section>

<Start of Next Modified Section>
6.1.7
CS Voice Call

	Name
	CSCallReq

	Port
	IPCANctl

	Comment
	ASP type which informs the SS to establish a CS voice call with the UE

	Parameter Name
	Parameter Type
	Comment

	moFlag
	Boolean
	Set to true if the SS is requested to accept a mobile originated CS voice call;

Set to false if SS is requested to establish a CS voice call

	phoneNumber
	charstring
	Optional.  The phone number to be signalled to the UE in the mobile terminated case


	Name
	CSCallCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of CSCallReq when it's in call active state

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


6.1.8
IPCANConnection
	Name
	ReleaseIpcanConnectionReq

	Port
	IPCANctl

	Comment
	ASP which requests the SS to release the RRC connection in EUTRA case. The DRB resources are reserved for restoring.

	Parameter Name
	Parameter Type
	Comment


	Name
	ReleaseIpacnConnectionCnf

	Port
	IPCANctl

	Comment
	ASP which returns the result of the execution of the ASP ReleaseIPCANConnectionReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	RestoreIpcanConnectionReq

	Port
	IPCANctl

	Comment
	ASP which requests the SS to restore the DRB connection in EUTRA

	Parameter Name
	Parameter Type
	Comment

	moFlag
	Boolean
	In case of EUTRA

Set to true
- SS will wait for the UE to restore / re-establish DRB 
Set to false 
- SS is requested to page UE and restore /re-establish DRB


	Name
	RestoreIpcanConnectionCnf

	Port
	IPCANctl

	Comment
	ASP which returns the result of the execution of the ASP RestoreIpcanConnectionReq

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


<End of Modified Section>

<Start of Next Modified Section>
B.1
Parameter values

B.1.1
PIXITs

Table B.1.1: PIXIT

	Parameter name
	Description
	Type
	Default value
	Supported value

	px_AssociatedTelUri
	TEL URI for the user
	charstring
	 
	format shall be TEL URI

	
	


	
	
	

	px_CalleeUri
	URI of Callee, send by the UE in INVITE (MO call establishment) to address the remote UE
	charstring
	"sip:User-B@3gpp.org"
	

	px_CalleeContactUri
	 URI provided by the remote side (i.e. by SS) to be used by the UE as contact address in further SIP signalling of the dialog
NOTE: in general this URI shall be different than the onein px_CalleeUri
	charstring
	"sip:User-B-Contact @3gpp.org"
	

	px_CiphAlgo_Def
	Ciphering Algorithm
	CiphAlgo
	nociph
	enumerated type: des_ede3_cbc, aes_cbc or nociph

	
	


	
	
	

	px_DNS_DomainName
	DNS server fully qualified domain name (FQDN)
Editors note: FFS
	charstring
	"dnsserver.3gpp.org"
	

	px_DNSServer_IPAddr
	IP address of DNS server

(in v4 or v6 format)
Editors note: FFS
	IPAddr
	"10.122.11.33"
	

	px_HomeDomainName
	Home Domain Name.

When using anISIM it is set to the same value as EFDOMAIN.

When not using ISIM just USIM the home domain name is derived from px_IMSI (preceded by ‘sip:’)
	charstring
	 As defined in TS 34.229-1 [5], Annex E
	

	px_IMS_HomeDomainName_Refreshed
	used in 8.15
	charstring
	"refreshed3gpp.org"
	

	px_IMS_Private_UserId_Refreshed
	used in 8.15
	charstring
	"privateuser@refreshed3gpp.org"
	

	px_IMS_PublicUserIdentity1_Refreshed
	used in 8.15
	charstring
	"sip:PublicId1@refreshed3gpp.org"
	

	px_IPSecAlgorithm
	Integrity Algorithm
	IntAlgo
	hmac_md5_96
	enumerated type; hmac_md5_96, hmac_sha_1_96

	px_P_CSCF_DomainName
	P-CSCF fully qualified domain name (FQDN)

When an ISIM is used this is set to the same value as the content of EFP-CSCF. 

Editors note: FFS
	charstring
	As defined in TS 34.229-1 [5]
	

	px_P_CSCF_DomainName_2
	Additional P-CSCF FQDN (Full Qualified Domain Name) for special tests 

Editors note: FFS
	charstring
	"pcscf2.3gpp.org"
	

	px_P_CSCF_DomainName_3
	Additional P-CSCF FQDN (Full Qualified Domain Name) for special tests 

Editors note: FFS
	charstring
	"pcscf3.3gpp.org"
	

	px_P_CSCF_IPAddr
	IP address of P-CSCF

(in v4 or v6 format) 

Editors note: FFS
	IPAddr
	"10.122.11.33"
	

	px_Pcscf
	P-CSCF fully qualified domain name that resolves to the IP address of SS
Editors note: It seems not to be necessary to define this as a PIXIT
	charstring
	"pcscf.3gpp.org"
	

	px_ePcscf
	P-CSCF fully qualified domain name that resolves to the IP address of SS for emergency calls

Editors note: FFS
	charstring
	"epcscf.3gpp.org"
	

	px_PeerUE_IPAddr
	IP address of peer UE
(in v4 or v6 format)
	IPAddr
	"10.122.11.55
	

	px_Private_UserId
	Private User Identity.

When usingan ISIM this is set to the same value as EFIMPI.


	charstring
	As defined in TS 34.229-1 [5], Annex E
	

	px_PublicUserIdentity1
	Public User Identity.

It is set to the same value as the first record in EFIMPU.
	charstring
	As defined in TS 34.229-1 [5], Annex E
	

	px_PublicUserIdentity2
	It is set to the same value as the second record in EFIMPU.
	Charstring
	As defined in TS 34.229-1 [5], Annex E
	

	px_PublicUserIdentity3
	It is set to the same value as the third record in EFIMPU.
	Charstring
	As defined in TS 34.229-1 [5], Annex E
	

	
	

	
	
	




	px_Scscf
	S-CSCF fully qualified domain name that does not resolve to the IP address of SS
Editors note: It seems not to be necessary to define this as a PIXIT
	charstring
	"scscf@3gpp.org"
	

	px_SMS_SMSC_InternationalNumber
	international number of the SMSC:

It is set to the same value as used in EFPSISMSC if the EF is present on the ISIM (or the USIM ) 

Otherwise it is set to the same value as EFSMSP
	charstring
	As defined in Annex E of TS 34.229-1 [5]
	

	px_UEInstanceId
	UE Instance Identity
Editors note: FFS
	charstring
	"<urn:uuid:00000000-0000-1000-8000-000A95A0E128>"
	

	
	


	
	
	

	
	


	
	
	

	px_UEwithISIM
	true
UE has ISIM

false
UE has USIM only
	boolean
	
	

	px_UEWithSIM
	UE has a SIM inserted
	boolean
	false
	

	px_XCAPServerAddress
	XCAP Server Address
	charstring
	"10.122.11.26"
	


B.1.2
Additional PIXITs for IPCAN Model

Table B.1.2: Additional PIXITs
	Parameter name
	Description
	Type
	Default value
	Supported value

	px_AuthN
	Length of Extended value

min 31, max 127 (TS 34.108 [7] cl. 8.1.2) 
	integer
	127
	

	px_DHCPServer_IPAddr
	IP address of DHCP server

(in v4 or v6 format)
	IPAddr
	"10.122.11.33"
	

	px_RANTech
	RAN Technology

	RANTech
	UTRAN_FDD
	enumerated type: GERAN, 

UTRA_FDD, UTRA_TDD,

EUTRA_FDD,

EUTRA_TDD

	px_UE_IPAddr
	IP address assigned to UE

(in v4 or v6 format) 
	IPAddr
	"10.122.11.145"
	

	px_UE_IPAddr2
	IP address assigned to UE for 2nd PDN
(in v4 or v6 format)
	IPAddr
	"10.122.11.31"
	

	px_UE_Release
	UE Release
	integer
	8
	


