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9.1
Default Message Contents for Signalling

9.1.1
Default RRC Message Contents (FDD)

This clause contains the default values of common messages, which unless indicated otherwise in specific clauses of 3GPP TS 34.123-1 [1], shall be transmitted and checked by the system simulator.

In this clause, decimal values are normally used. However, sometimes a hexadecimal value, indicated by an "H", or a binary value, indicated by a "B" is used.

The necessary L3 messages are listed in alphabetic order, with the exception of the SYSTEM INFORMATION messages, where it is the information elements which are listed in alphabetic order (this is because some information elements occur in several SYSTEM INFORMATION types).

<Text skipped>
<Start of modified section>
Contents of RRC CONNECTION SETUP COMPLETE message: AM 

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink RRC CONNECTION SETUP message.
	

	START list
	This IE is checked to see if it is present.
	

	UE radio access capability
	Not checked
	

	UE radio access capability extension
	Not checked
	

	UE system specific capability
	Not checked
	

	Deferred measurement control reading
	Not Present for Rel-7 or later, otherwise Not checked
	

	Logged Meas Available
	Not checked
	Rel-10

	ANR Logging Results Available
	Not checked
	Rel-10

	Connection Establishment Failure Info Available
	Not checked
	Rel-11


<Text skipped>
9.1.2
Default Message Contents for Signalling (TDD)
Contents of RRC CONNECTION SETUP COMPLETE message: AM

	Information Element
	Value/remark
	Version

	Message Type
	
	

	RRC transaction identifier
	The value of this IE is checked to see that it matches the value of the same IE transmitted in the downlink RRC CONNECTION SETUP message.
	

	START list
	This IE is checked to see if it is present.
	

	UE radio access capability
	Not checked
	

	UE radio access capability extension
	Not checked
	

	UE system specific capability
	Not checked
	

	Deferred measurement control reading
	Not checked
	Rel-7

	Logged Meas Available
	Not checked
	Rel-10

	ANR Logging Results Available
	Not checked
	Rel-10

	Connection Establishment Failure Info Available
	Not checked
	Rel-11


<End of modified section>
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