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1
Introduction
At the RAN#59 meeting in December 2012 a Rel-11 RAN5 work item for Conformance test aspects for Enhancement of Minimization of Drive Tests for E-UTRAN and UTRAN was approved [1].

The purpose of present document is to provide a work plan for the RAN5 work item for eMDT. The work plan is updated after each RAN5 meeting to give the status of the work item.
Section 2 gives an overview of the work item status. Section 3 lists the planned test cases and the detailed status.
2
Work item status

The current completeness of the work item is:

	Test specification
	Testing area
	Current

Completeness
	3 month target
	6 month target
	Comments
	History

	UTRA

	TS 34.108
	UTRA Common test environment
	100%
	
	
	
	

	TS 34.123-1

TS 34.123-2
	UTRA protocol testing area
	100%
	
	
	
	

	E-UTRA

	TS 36.508
	E-UTRA Common test environment
	100%
	
	
	
	

	TS 36.523-1

TS 36.523-2
	E-UTRA protocol testing area
	100%
	
	
	
	


Estimation of WI overall completeness:

	Overall completeness
	100%
	


Colour coding:
	
	Not started

	
	Ongoing

	
	Ready


3
Test Case Work Plan

3.1
UTRA MDT Work Plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments


	34.108 – UTRA Common test environment

	Common test procedures
	34.108
	
	Rel-11
	Reference system configurations, generic setup procedures and default message contents for UTRA eMDT protocol testing.
	
	ZTE
	RAN#62
	100%
	R5-134915
	

	34.123-1 / 34.123-2

	8.6   Minimization of Drive Test Specific Procedures

	8.6.2   Logged MDT

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.2.1a
	Rel-11
	Logged MDT / Intra-frequency measurement, logging and reporting / Idle mode / PLMN list
	Verify indication of availability of Logged MDT measurements at RRC connection establishment in the cell that does not belong to the PLMN where LOGGING MEASUREMENT CONFIGURATION message was received, but belongs to the PLMN included in LOGGING MEASUREMENT CONFIGURATION message.

Verify that Logged Meas Report (logged in Idle mode) is reported in UE INFORMATION RESPONSE message.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133650
R5-134916
	TS 25.304 cl. 5.7,

TS 25.331 cl. 8.1.3.6 and 8.5.64.3

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.2.2a
	Rel-11
	Logged MDT / Intra-frequency measurement, logging and reporting / CELL_PCH / PLMN list
	Verify indication of availability of Logged MDT measurements obtained in CELL_PCH state at cell update procedure in the cell that does not belong to the PLMN where LOGGING MEASUREMENT CONFIGURATION message was received, but belongs to the PLMN included in LOGGING MEASUREMENT CONFIGURATION message.

Verify that Logged Meas Report (logged in CELL_PCH state) is reported in UE INFORMATION RESPONSE message.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133651
R5-134916
	TS 25.304 cl. 5.7,

TS 25.331 cl. 8.1.3.6 and 8.5.64.3

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.2.3a
	Rel-11
	Logged MDT / Intra-frequency measurement, logging and reporting / URA_PCH / PLMN list
	Verify indication of availability of Logged MDT measurements obtained in URA_PCH state at cell update procedure in the cell that does not belong to the PLMN where LOGGING MEASUREMENT CONFIGURATION message was received, but belongs to the PLMN included in LOGGING MEASUREMENT CONFIGURATION message.

Verify that Logged Meas Report (logged in URA_PCH state) is reported in UE INFORMATION RESPONSE message.
	ZTE
	RAN#61
RAN5#62
	100%
	R5-133652
R5-134916
	TS 25.304 cl. 5.7,

TS 25.331 cl. 8.1.3.6 and 8.5.64.3

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.2.4a
	Rel-11
	Logged MDT / Intra-frequency measurement, logging and reporting / Idle mode / Limiting area scope / Cell ID list with PLMN identity
	Verify UE is logging when area scope based on Cell ID list with PLMN identity is configured and UE is camping on a cell in the Cell ID list with PLMN identity.
Verify UE is not logging of configured Logging MDT measurements when area scope based on Cell ID list with PLMN identity is configured and UE is camping on a cell not included in the Cell ID list with PLMN identity.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133653
R5-134917
	TS 25.304 cl. 5.7,

TS 25.331 cl. 8.1.3.6 and 8.5.65.2

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.2.9
	Rel-11
	Logged MDT / Logging and reporting / PLMN list / PLMN change
	Verify that IE "Logged Meas Available" is not indicated in the cell that does not belong to the PLMN included in LOGGING MEASUREMENT CONFIGURATION message.
Verify that IE "Logged Meas Available" is indicated in the cell that belongs to the PLMN included in LOGGING MEASUREMENT CONFIGURATION message.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133654
R5-134918
	TS 25.331 cl. 8.1.3.6

	8.6.4 Connection Establishment Failure

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.1
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / T300 expiry
	Verify that Connection Establishment Failure information is logged when T300 is expired and T300 is greater than V300.

Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at RRC connection establishment.

Verify that Connection Establishment Failure information is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133655
R5-134919
	TS 25.331 cl. 8.1.3.5, 8.1.3.6, 8.1.3.11 and 8.5.64.3


	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.2
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Physical channel failure
	Verify that Connection Establishment Failure information is logged when Physical channel failure is occurred and T300 is greater than V300.
Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at RRC connection establishment.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133656
R5-134920
	TS 25.331 cl. 8.1.3.6, 8.1.3.7, and 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.3
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Invalid RRC CONNECTION SETUP message
	Verify that Connection Establishment Failure information is logged when Invalid RRC CONNECTION SETUP message is received and T300 is greater than V300.

Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at RRC connection establishment.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133657
R5-134921
	TS 25.331 cl. 8.1.3.6, 8.1.3.8, and 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.4
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / RRC CONNECTION REJECT message
	Verify that Connection Establishment Failure information is logged when RRC CONNECTION REJECT message is received and T300 is greater than V300.
Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at RRC connection establishment.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133658
R5-134922
	TS 25.331 cl. 8.1.3.6, 8.1.3.9, and 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.5
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Invalid RRC CONNECTION REJECT message
	Verify that Connection Establishment Failure information is logged when RRC CONNECTION REJECT message is received and T300 is greater than V300.
Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at RRC connection establishment.
	ZTE
	RAN#61
RAN#62
	100%
	R5-133659
R5-134923
	TS 25.331 cl. 8.1.3.6, 8.1.3.10, and 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.6
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / PLMN change
	Verify that IE "Logged Connection Establishment Failure Info Available" is not indicated in the cell that does not belong to the PLMN where RRC connection establishment failure was occurred.
Verify that IE "Logged Connection Establishment Failure Info Available" is indicated in the cell that belongs to the PLMN where RRC connection establishment failure was occurred.
	ZTE
	RAN#62
	100%
	R5-134924
	TS 25.331 cl. 8.1.3.10

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.7
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / location information
	Verify presence of location information in RLF measurement, triggered by RRC connection establishment failure, is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#62
	100%
	R5-134925
	TS 25.331 cl. 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.8
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Intra-frequency measurements
	Verify that intra-frequency neighbour cell information (IE "Logged Measurements Intra Frequency Neighbouring Cells list") is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#62
	100%
	R5-134926
	TS 25.331 cl. 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.4.9
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Inter-frequency measurements
	Verify that inter-frequency neighbour cell information (IE "Logged Measurements Inter Frequency list") is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#62
	100%
	R5-134927
	TS 25.331 cl. 8.1.3.11

	8.6.5 Inter-RAT Connection Establishment Failure

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.5.1
	Rel-11
	Connection Establishment Failure logging / Reporting at E-UTRAN inter-RAT handover
	Verify that IE "Logged Connection Establishment Failure Info Available" is indicated at inter-RAT handover to UTRA.
	ZTE
	RAN#62
	100%
	R5-134928
	TS 25.331 cl. 8.1.3.11 and 8.3.6.3

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.5.2
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / E-UTRA Inter-RAT measurements
	Verify that E-UTRA neighbour cell information (IE "Logged Measurements E-UTRA frequency list") is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#62
	100%
	R5-134929
	TS 25.331 cl. 8.1.3.11

	RRC 8.6.y
	34.123-1

34.123-2
	8.6.5.3
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / GERAN Inter-RAT measurements
	Verify that GERAN neighbour cell information (IE "Logged Measurements GSM Neighbouring Cells list") is reported in connection establishment failure information in UE INFORMATION RESPONSE message.
	ZTE
	RAN#62
	100%
	R5-134930
	TS 25.331 cl. 8.1.3.11


3.2
E-UTRA MDT Work Plan
	Area
	TS
	Clause
	Release
	Title
	Test purpose / Task
	Company
	Target
	Status
	TDOC
	Comments

	36.508 – E-UTRA Common test environment

	Common test procedures
	36.508
	
	Rel-11
	Reference system configurations, generic setup procedures and default message contents for UTRA eMDT protocol testing.
	
	NTT DOCOMO
	
	100%
	R5-132029
R5-133321
	

	36.523-1 / 36.523-2

	8.6   Minimization of Drive Test Specific Procedures

	8.6.1  Immediate MDT

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.1.2
	Rel-11
	Immediate MDT / Reporting / Location information / Request from eNB / Event A2
	Verify that UE attempts to have detailed location information available upon sending an immediate MDT measurement report (Event A2) in case it is configured to include available detailed location information by obtainLocation-r11.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132056
R5-134936
	TS 36.331 cl. 5.3.5.4 and 5.5.5

	8.6.2  Logged MDT

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.2.3a
	Rel-11
	Logged MDT / Logging and reporting / Limiting area scope / TAC list with PLMN identity
	Verify UE is logging when area scope based on TAC list with PLMN identity is configured and UE is camping on a cell in the TAC list with PLMN identity.
Verify UE is not logging of configured Logging MDT measurements when area scope based on TAC list with PLMN identity is configured and UE is camping on a cell not included in the TAC list with PLMN identity.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132045
R5-134936
	TS 36.304 cl. 8,

TS 36.331 cl. 5.3.3.4, 5.6.5.3, and 5.6.8.2

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.2.10
	Rel-11
	Logged MDT / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Verify indication of availability of Logged MDT measurements at RRC connection establishment in the cell that does not belong to the PLMN where LoggedMeasurementConfiguration message was received, but belongs to the PLMN included in LoggedMeasurementConfiguration message.
Verify that Logged Meas Report is reported in UEInformationResponse message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132046
R5-134936
	TS 36.304 cl. 8,

TS 36.331 cl. 5.3.3.4 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.2.11
	Rel-11
	Logged MDT / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Verify indication of availability of Logged MDT measurements in RRCConnectionReconfigurationComplete message after HO in the cell that does not belong to the PLMN where LoggedMeasurementConfiguration message was received, but belongs to the PLMN included in LoggedMeasurementConfiguration message.
	Huawei
	RAN#61
	100%
	R5-133667
	TS 36.304 cl. 8,

TS 36.331 cl. 5.3.5.4 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.2.12
	Rel-11
	Logged MDT / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Verify indication of availability of Logged MDT measurements in RRCConnectionReestablishmentComplete message after RLF in the cell that does not belong to the PLMN where LoggedMeasurementConfiguration message was received, but belongs to the PLMN included in LoggedMeasurementConfiguration message.
	Huawei
	RAN#61
	100%
	R5-133668
	TS 36.304 cl. 8,

TS 36.331 cl. 5.3.7.5 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.2.13
	Rel-11
	Logged MDT / Logging and reporting / PLMN list / PLMN change
	Verify that IE "Logged Meas Available" is not indicated in the cell that does not belong to the PLMN included in LoggedMeasurementConfiguration message.
Verify that IE "Logged Meas Available" is indicated in the cell that belongs to the PLMN included in LoggedMeasurementConfiguration message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-131626
R5-134936
	TS 36.304 cl. 8,

TS 36.331 cl. 5.3.3.4 and 5.6.5.3

	8.6.3  Inter-RAT Logged MDT

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.3.4
	Rel-11
	Logged MDT / Logging and reporting / Reporting at UTRAN Inter-RAT handover / PLMN list
	Verify indication of availability of Logged MDT measurements in RRCConnectionReconfigurationComplete message after inter-RAT HO in the cell that does not belong to the PLMN where LoggedMeasurementConfiguration message was received, but belongs to the PLMN included in LoggedMeasurementConfiguration message.
	Huawei
TF160
	RAN#61
RAN#62
	100%
	R5-133669
R5-134932
	TS 36.304 cl. 8,

TS 36.331 cl. 5.4.2.3 and 5.6.5.3

	8.6.4  Logged Radio Link Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.4.8
	Rel-11
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Verify indication of availability of Logged Radio Link Failure report at RRC connection establishment in the cell that does not belong to the PLMN where radio link failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where radio link failure was occurred.
Verify that new RLF information (plmn-IdentityList, c-RNTI, rlf-Cause and timeSinceFailure) is reported in RLF information in UEInformationResponse message.
	NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133323
R5-134936
	TS 36.331 cl. 5.3.3.4, 5.3.11.3 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.4.9
	Rel-11
	Radio Link Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Verify indication of availability of Logged Radio Link Failure report at intra-LTE handover in the target cell that does not belong to the PLMN where radio link failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where radio link failure was occurred.
	NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133324
R5-134936
	TS 36.331 cl. 5.3.5.4 and 5.3.11.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.4.10
	Rel-11
	Radio Link Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Verify indication of availability of Logged Radio Link Failure report at RRC connection reestablishment in the cell that does not belong to the PLMN where radio link failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where radio link failure was occurred.
	NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133325
R5-134936
	TS 36.331 cl. 5.3.7.5 and 5.3.11.3

	8.6.5  Inter-RAT Logged Radio Link Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.5.1a
	Rel-11
	Radio Link Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Verify indication of availability of Logged Radio Link Failure report at inter-RAT handover from UTRAN in the E-UTRA cell that does not belong to the PLMN where radio link failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where radio link failure was occurred.
	ZTE
	RAN#52
	100%
	R5-134933
	TS 36.331 cl. 5.4.2.3 and 5.3.11.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.5.4
	Rel-11
	Radio Link Failure logging / Reporting of selected UTRA cell
	Verify that selected UTRA cell information (selectedUTRA-CellId) is reported in RLF information in UEInformationResponse message.
	ZTE
	RAN#62
	100%
	R5-134934
	TS 36.331 cl. 5.3.7.3, 5.6.5.3 and 5.3.11.3

	8.6.6  Logged Handover Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.6.5
	Rel-11
	Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
	Verify indication of availability of Logged Handover Failure report at RRC connection establishment in the cell that does not belong to the PLMN where handover failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where handover failure was occurred.
Verify that new RLF information (plmn-IdentityList, c-RNTI, previousPCellId and timeSinceFailure) is reported in RLF information in UEInformationResponse message.
	Huawei
NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133670
R5-134506
	TS 36.331 cl. 5.3.5.6 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.6.6
	Rel-11
	Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
	Verify indication of availability of Logged Handover Failure report at intra-LTE handover in the target cell that does not belong to the PLMN where handover failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where handover failure was occurred.
	Huawei
NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133671
R5-134506
	TS 36.331 cl. 5.3.5.4 and 5.3.5.6

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.6.7
	Rel-11
	Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
	Verify indication of availability of Logged Handover Failure report at RRC connection re-establishment after handover failure in the cell that does not belong to the PLMN where handover failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where handover failure was occurred.
Verify that new RLF information (previousPCellId) is reported in RLF information in UEInformationResponse message.
	Huawei
NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133672
R5-134506
	TS 36.331 cl. 5.3.5.6 and 5.6.5.3

	8.6.7  Inter-RAT Logged Handover Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.7.4
	Rel-11
	Handover Failure logging / Reporting at UTRAN Inter-RAT handover / PLMN list
	Verify indication of availability of Logged Handover Failure report at inter-RAT handover from UTRAN in the E-UTRA cell that does not belong to the PLMN where handover failure was occurred, but belongs to the PLMN which is equivalent to the PLMN where handover failure was occurred.
	NTTDOCOMO
TF160

CATR, ZTE

NTT DOCOMO
	RAN#61
RAN#62
	100%
	R5-133322
R5-134932

R5-134935

R5-134936
	TS 36.331 cl. 5.4.2.3

	8.6.8  Connection Establishment Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.1
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / T300 expiry
	Verify that connection establishment failure information is logged when T300 is expired.

Verify that connEstFail-Report is reported in UEInformationResponse message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132044
R5-134936
	TS 36.331 cl. 5.3.3.4, 5.3.3.6 and 5.6.5.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.2
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting at intra-LTE handover
	Verify that RRCConnectionReconfigurationComplete message including the connEstFailInfoAvailable is received after intra-LTE handover.
	NTTDOCOMO
	RAN#61
RAN#62
	100%
	R5-133326
R5-134936
	TS 36.331 cl. 5.3.3.6 and 5.3.5.4

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.3
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting at RRC connection re-establishment
	Verify that RRCConnectionReestablishmentComplete message including the connEstFailInfoAvailable is received
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132054
R5-134936
	TS 36.331 cl. 5.3.3.6 and 5.3.7.5

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.4
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Location Information
	Verify that location information is reported in connEstFail-Report in UEInformationResponse message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132047
R5-134936
	TS 36.331 cl. 5.3.3.6

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.5
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting of Intra-frequency measurements
	Verify that intra-frequency neighbour cell information (measResultListEUTRA) is reported in connEstFail-Report in UEInformationResponse message.
	NTTDOCOMO
	RAN#61
RAN#62
	100%
	R5-133327
R5-134936
	TS 36.331 cl. 5.3.3.6

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.8.6
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting of Inter-frequency measurements
	Verify that inter-frequency neighbour cell information (measResultListEUTRA) is reported in connEstFail-Report in UEInformationResponse message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132048
R5-134523

R5-134936
	TS 36.331 cl. 5.3.3.6

	8.6.9  Inter-RAT Connection Establishment Failure

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.9.1
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting at UTRAN Inter-RAT handover
	Verify that RRCConnectionReconfigurationComplete message including the connEstFailInfoAvailable is received after returning from UTRAN.
	NTTDOCOMO
	RAN#61
RAN#62
	100%
	R5-133328
R5-134936
	TS 36.331 cl. 5.3.3.6 and 5.4.2.3

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.9.2
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting of UTRAN Inter-RAT measurements
	Verify that UTRAN neighbour cell information (measResultListUTRA) is reported in connEstFail-Report in UEInformationResponse message.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-132049
R5-134936
	TS 36.331 cl. 5.3.3.6

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.9.3
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting of GERAN Inter-RAT measurements
	Verify that GERAN neighbour cell information (measResultListGERAN) is reported in connEstFail-Report in UEInformationResponse message.
	ZTE
	RAN#61
	100%
	R5-133660
	TS 36.331 cl. 5.3.3.6

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.9.4
	Rel-11
	Connection Establishment Failure logging / Logging and reporting / Reporting of CDMA2000 Inter-RAT measurements
	Verify that CDMA2000 neighbour cell information (measResultsCDMA2000) is reported in connEstFail-Report in UEInformationResponse message.
	Huawei
	RAN#61
	100%
	R5-133673
	TS 36.331 cl. 5.3.3.6

	8.6.10  Inter-RAT Immediate MDT

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.10.1
	Rel-11
	Inter-RAT Immediate MDT / Reporting / Location information / Event B2
	Verify presence of location information in Immediate MDT measurement report for Event B2.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-131633
R5-134936
	TS 36.331 cl. 5.5.5

	8.6.11  RACH Optimisation

	RRC 8.6.y
	36.523-1

36.523-2
	8.6.11.1
	Rel-11
	RACH Optimisation
	Verify that the UE sends UEInformationResponse with rach-Report in response to UEInformationRequest with rach-ReportReq.
	NTT DOCOMO
	RAN#60
RAN#62
	100%
	R5-131635
R5-134936
	TS 36.331 cl. 5.6.5.3.

RACH Optimisation was introduced in Rel-9, but related test case is missing.
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