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<<<<<< Beginning of Changed Sections >>>>>>

Table 13.4.3.1.3.2-2: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS configures UTRA cell 5 to reference configuration according 36.508 table 4.8.3-1, condition UTRA Speech.
	-
	-
	-
	-

	2-25
	Steps 1 to 24 of the generic test procedure  for IMS MT speech call (TS 36.508 4.5A.7.3-1).
	-
	-
	-
	-

	26-27
	Void
	-
	-
	-
	-

	28
	The SS transmits an RRCConnectionReconfiguration message on Cell 1 to setup inter RAT measurement and reporting for event B2.
	<--
	RRCConnectionReconfiguration
	-
	-

	29
	The UE transmits an RRCConnectionReconfigurationComplete message on Cell 1.
	-->
	RRCConnectionReconfigurationComplete
	-
	-

	30
	The SS changes the power level for Cell 1 and Cell 5 according to the row "T1" in table 13.4.3.1.3.2-1
	-
	-
	-
	-

	31
	The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 5.
	-->
	MeasurementReport
	-
	-

	31A
	The SS transmits a UECapabilityEnquiry message to request UE radio access capability information for E-UTRA and UTRA.
	<--
	UECapabilityEnquiry
	-
	-

	31B
	The UE transmit a UECapabilityInformation message on Cell 1.

NOTE:  The start-CS values received, should be used to configure ciphering on cell 5.
	-->
	UECapabilityInformation
	-
	-

	32
	The SS transmits a MobilityFromEUTRACommand message on Cell 1.
	<--
	MobilityFromEUTRACommand
	-
	-

	33
	Check: Does the UE transmit a HANDOVER TO UTRAN COMPLETE message on cell 5?
	-->
	HANDOVER TO UTRAN COMPLETE
	1
	P

	-
	EXCEPTION: In parallel to the events described in step 34 to 39 the steps specified in table 13.4.3.1.3.2-5 takes place.
	-
	-
	-
	-

	-
	EXCEPTION: In parallel to the events described in step 34 to 39 the steps specified in table 13.4.3.1.3.2-6 take place if requested by the UE.
	-
	-
	-
	-

	34
	The SS transmits a SECURITY MODE COMMAND message for the CS domain.
	<--
	SECURITY MODE COMMAND
	-
	-

	35
	The UE transmits a SECURITY MODE COMPLETE message.
	-->
	SECURITY MODE COMPLETE
	-
	-

	36
	The SS transmits an UTRAN MOBILITY INFORMATION message to notify CN information.
	<--
	UTRAN MOBILITY INFORMATION
	-
	-

	37
	The UE transmits an UTRAN MOBILITY INFORMATION CONFIRM message.
	-->
	UTRAN MOBILITY INFORMATION CONFIRM
	-
	-

	38
	The SS transmits a TMSI REALLOCATION COMMAND message.
	<--
	TMSI REALLOCATION COMMAND
	-
	-

	39
	The UE transmits a TMSI REALLOCATION COMPLETE message.
	-->
	TMSI REALLOCATION COMPLETE
	-
	-


Table 13.4.3.1.3.2-3: Void

Table 13.4.3.1.3.2-4: Void

Table 13.4.3.1.3.2-5: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit a ROUTING AREA UPDATE REQUEST message?
	-->
	ROUTING AREA UPDATE REQUEST
	-
	P

	2
	The SS transmits a ROUTING AREA UPDATE ACCEPT message.
	<--
	ROUTING AREA UPDATE ACCEPT
	-
	-

	3
	The UE transmits a ROUTING AREA UPDATE COMPLETE message.
	-->
	ROUTING AREA UPDATE COMPLETE
	-
	-


Table 13.4.3.1.3.2-6: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit a SERVICE REQUEST message?
	-->
	SERVICE REQUEST
	-
	-

	2
	The SS transmits SERVICE REJECT with cause #40 (No PDP context activated) 
	<--
	SERVICE REJECT
	-
	-


<<<<<< End of Changed Sections  >>>>>>

