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4.3.1.1.28
FDD reference test frequencies for operating band 28


	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	



	
	

	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	


Table 4.3.1.1.28-1: Test frequencies for E-UTRA channel bandwidth for operating band 28 

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	3
	27225
	704.5
	9225
	759.5

	
	5
	27235
	705.5
	9235
	760.5

	
	10[1]
	27260
	708
	9260
	763

	
	15[1]
	27285
	710.5
	9285
	765.5

	
	20[1]
	27310
	713
	9310
	768

	Mid Range
	3/5/10[1]/15[1]/20[1]
	27434.5
	725.45
	 9434.5
	780.45

	High Range
	3
	27645
	746.5
	9645
	801.5

	
	5
	27633
	745.3
	9633
	800.3

	
	10[1]
	27608
	742.9
	9609
	797.9

	
	15[1]
	27583
	740.3
	9583
	795.3

	
	20[1]
	27558
	737.8
	9558
	792.8

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.



