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4.6
Default RRC message and information elements contents

This clause contains the default values of common RRC messages and  information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages

<<< Text Skipped Here>>>
MBMSCountingRequest
Table 4.6.1-4AA: MBMSCountingRequest
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MBMSCountingRequest-r10 ::= SEQUENCE {
	
	
	

	  CountingRequestList-r10 SEQUENCE (SIZE (1.. maxServiceCount)) OF SEQUENCE {
	
	
	

	    tmgi-r10 SEQUENCE {
	
	
	

	      plmn-Id-r9 CHOICE{
	
	
	

	          plmn-Index-r9
	1
	
	

	        }
	
	
	

	      serviceId-r9
	‘000000’O
	OCTET STRING (SIZE (3))
	

	      }
	
	
	

	}
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension SEQUENCE {}
	Not present
	
	

	}
	
	
	


–
MBMSCountingResponse
Table 4.6.1-4AB: MBMSCountingResponse
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	criticalExtensions CHOICE {
	
	
	

	  c1 CHOICE{
	
	
	

	    countingResponse-r10 OF SEQUENCE {
	
	
	

	      mbsfn-AreaIndex-r10
	0
	
	

	      countingResponseList-r10 SEQUENCE (SIZE (1... maxServiceCount)) OF SEQUENCE {
	
	
	

	        countingResponseService-r10
	0
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {}
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


