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	Reason for change:
	At RAN5#58 a note was added into clause B.2.2.7 to allow transition period of three meeting cycles during which test systems may use the old fixed RI functionality. This transition period has now passed and so the notes needs to be removed and all test systems shall use the new follow RI functionality from now on.

	
	

	Summary of change:
	A note in clause B.2.2.7 has been removed.
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	An outdated note will exist in the specification causing confusion among the industry
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	Other comments:
	


B.2.2.7
Mapping of UE reported RI

In Transmission Modes 3 and 4 the SS shall follow UE RI reports and apply reported rank even when retransmissions are required.

The following guidelines are provided to clarify the operation in regard to retransmissions based on the proposal above. This guidance is based on the 2 downlink antenna ports case. In the following RI change means a change of the UE RI reported value between initial transmission / first retransmission or retransmission / next retransmission of a codeword.

a.
If RI =1 and does not change, rank = 1 transmission consists of retransmitting one codeword.

b.
If RI = 2 and does not change, it depends on how many codewords need to be retransmitted:

-
If both codewords need to be retransmitted, rank = 2 transmission consists of retransmitting both codewords.

-
If only one codeword needs to be retransmitted, rank = 2 transmission consists of retransmitting one codeword + transmitting another new codeword.

c.
If RI changes from 1 to 2, rank = 2 transmission consists of retransmitting one codeword + transmitting another new codeword.

d.
If RI changes from 2 to 1, it depends on how many codewords need to be retransmitted:

-
If both codewords need to be retransmitted, rank =1 transmission consists of retransmitting each of the codewords alternately in different TTI-s.

-
If only one codeword needs to be retransmitted, rank =1 transmission consists of retransmitting one codeword.


B.2.3
Network, Transport and Application Layers reference system configurations

